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3.3 Aesthetics 


3.3.1 Introduction 


This section addresses the potential impacts on the visual quality of the study area as a result of 
implementation of the proposed Expo Phase 2 project. The proposed project spans distinct 
communities that have unique visual attributes. In order to account for these differences, the 
study area is described and examined at three different scales from broad to specific—(1) the 
Westside of Los Angeles County, (2) corridor segments, and (3) visual character areas within 
the specific corridor segments—to identify potential impacts on visual quality. 


Greater detail on aesthetics is contained within the Aesthetics Technical Background Report. 
Full bibliographic references can be found in Appendix B (Bibliography). 


3.3.2 Existing Conditions 


Regional Setting 


The context for the Expo Phase 2 study area includes the portion of the Westside of Los 
Angeles County that is generally bounded by Santa Monica and Pico Boulevards on the north, 
La Cienega Boulevard on the east, Washington Boulevard on the south and the Pacific Ocean 
on the west. The study area is a relatively flat coastal plain with minor changes in elevation. The 
major visual feature of the study area is the built environment, consisting of a variety of 
commercial, industrial, and residential areas, and the transportation infrastructure of the region, 
including the Santa Monica Freeway (I-10) and the San Diego Freeway (I-405). Land uses are 
generally one- to three-story structures, with the exception of the sporadic high-intensity 
developments located along major arterials, where buildings can be in excess of five stories in 
height. 


Local Setting 


Visual Landscape and Character 


The study area for this analysis encompasses approximately 0.5 mile on each side of the 
potential alignments and 0.5 mile around each proposed station. Figure 3.3-1a (Key Visual 
Elements in Study Area, Segment 1 and Segment 1a) through Figure 3.3-1c (Key Visual 
Elements in Study Area, Segment 3 and Segment 3a) identifies key visual elements in the study 
area. Because of the fully developed nature of the study area, views are often limited to the 
foreground, with relatively few long-range views. 


To provide a framework for analyzing the visual environment, the potential alignments have 
been divided into visual character areas. Additionally, representative and/or key viewpoints have 
been selected within each designated visual character area. The visual character areas and the 
viewpoint locations are depicted in Figure 3.3-2a (Visual Character Areas and Photo Locations 
in Study Area, Segments 1 and 1a) through Figure 3.3-2c (Visual Character Areas and Photo 
Locations in Study Area, Segments 3 and 3a). Figure 3.3-3 (Visual Character Area A) through 
Figure 3.3-13 (Visual Character Area J) provide the photographs taken from selected viewpoint 
locations within each visual character area from east to west. 
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A textual summary of the visual character areas, including the character, views, visual elements, 
and visual quality, is provided in Table 3.3-1 (Visual Characteristics), with a detailed description 
of each visual area provided below. The visual character area is described by the land uses and 
viewers, scale, and visual resources (views and visual elements) depicted in a view. The 
assessment of visual quality is based on the cohesion or variation in form, the level of up-keep 
or deterioration of the built environment, and the level of landscaping and visual attractiveness. 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


Visual Character Area A: Expo Phase 1 Terminus to I-10 Box Structure (Figure 3.3-3) 


The dominant visual feature of this area is the I-10 freeway. Because of the prominence of the 
I-10 freeway, as well as the mix of building styles and types, the visual quality of this area would 
be considered moderate. The limited landscaping on the railroad berm and vacant character of 
the Expo ROW reinforces a moderate level of overall visual quality for Visual Character Area A. 


Visual Character Area B: I-10 Box Structure to Overland Avenue (Figure 3.3-4) 


The overall visual quality of Visual Character Area B would be moderate and is characterized by 
a relatively deep trench that contains the Expo ROW. The Expo ROW is only visible from those 
locations that are immediately adjacent to the trench or where the trench returns to street level 
approximately 1,000 feet east of Overland Avenue. There are no prominent or distinguishing 
characteristics of the trench or the grassy areas along the at-grade portion of the Expo ROW. 
Overland Avenue Elementary School is located to the north of the Expo ROW, at the northeast 
corner of Overland Avenue and Northvale Road, and defines the endpoint of this area. 


Visual Character Area C: Overland Avenue to Sepulveda Boulevard (Figure 3.3-5) 


The visual quality of Visual Character Area C would be moderate high due to the wide parkway 
appearance of the Expo ROW with mature trees screening the Expo ROW from the street, and 
the uniformity of single-family residential uses adjacent to the Expo ROW. 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


Visual Character Area D: Venice Boulevard from Expo Phase 1 Terminus to Sepulveda 
Boulevard (Figure 3.3-6) 


The visual quality of Visual Character Area D would be considered moderate as there is no 
defining visual feature that characterizes this area, as the buildings are not distinctive in their 
architecture and have little visual variation from block to block. The streetscape is marked by 
alternating buildings and parking lots that contribute to the auto-oriented visual character of the 
area. 
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Figure 3.3-1a
Key Visual Elements in Study Area, Segment 1 and Segment 1a
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Figure 3.3-1b
Key Visual Elements in Study Area, Segment 2
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Figure 3.3-1c
Key Visual Elements in Study Area, Segment 3 and Segment 3a
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Figure 3.3-2a
Visual Character Areas and Photo Locations in Study Area, Segment 1 and Segment 1A
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Figure 3.3-2b
Visual Character Areas and Photo Locations in Study Area, Segment 2
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Figure 3.3-2c
Visual Character Areas and Photo Locations in Study Area, Segment 3 and Segment 3a
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Source: PBS&J, 2008.


Figure 3.3-3
Visual Character Area A
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Source: PBS&J, 2008.


Figure 3.3-4
Visual Character Area B
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Source: PBS&J, 2008.


Figure 3.3-5
Visual Character Area C
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Source: PBS&J, 2008.


Figure 3.3-6
Visual Character Area D
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Source: PBS&J, 2008.


Figure 3.3-7
Visual Character Area E
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Source: PBS&J, 2008.


Figure 3.3-8
Visual Character Area F
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Source: PBS&J, 2008.


Figure 3.3-9
Visual Character Area G
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Source: PBS&J, 2008.


Figure 3.3-10
Visual Character Area Maintenance Facility (MF)
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Source: PBS&J, 2008.


Figure 3.3-11
Visual Character Area H
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Source: PBS&J, 2008.


Figure 3.3-12
Visual Character Area I
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Source: PBS&J, 2008.


Figure 3.3-13
Visual Character Area J
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Table 3.3-1 Visual Characteristics 


Character of Views 


Visual Character Area 
Land Use/Viewer 
Group Along Area 


Scale of 
Adjacent 
Development Visual Resources (Views and Visual Elements) 


Visual 
Qualitya 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


A: 
Expo Phase 1 Terminus to 
I-10 Box Structure 


I-10 freeway; 
Commercial; Multi-family 
Residential 


Mid-Rise 
Views: San Gabriel Mountains; Baldwin Hills 
Visual Elements: I-10 freeway, Landscaping along building 
frontages 


Moderate 


B: 
I-10 Box Structure to 
Overland Ave 


I-10 freeway; Single- and 
Multi-Family Residential Low-Rise 


Views: Cheviot Hills cut trench slopes 
Visual Elements: Sporadic vegetation 


Moderate 


C: 
Overland Ave to 
Sepulveda Blvd 


Overland Ave 
Elementary School; 
Single-Family 
Residential 


Low-Rise 


Views: Santa Monica Mountains; commercial uses along 
Westwood Blvd/Pico Blvd 
Visual Elements: Planted areas in Expo ROW (Sara 
Berman Greenway); Landscaped residential yards 


Moderate 
High 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


D: 
Venice Blvd from Expo 
Phase 1 Terminus to 
Sepulveda Blvd 


Light Industrial; 
Commercial; Some 
Multi-Family Residential 


Low-Rise 


Views: San Gabriel Mountains; Baldwin Hills 
Visual Elements: Landscaped median; street trees; 
Landscaping along building frontages; Media Park, Ivy 
Substation, 9070 Venice Blvd, 9813 Venice Blvd, 9635 
Venice Blvd, 10341 Venice Blvd 


Moderate 


E: 
Sepulveda Blvd from 
Venice Blvd to Expo ROW  


Light Industrial; Office; 
Retail; Multi-Family 
Residential 


Low-Rise 


Views: Santa Monica Mountains 
Visual Elements: Charnock Road Elementary School; street 
trees; 2920 Sepulveda Blvd, Landscaping along building 
frontages; Housing 


Moderate 
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Table 3.3-1 Visual Characteristics 


Character of Views 


Visual Character Area 
Land Use/Viewer 
Group Along Area 


Scale of 
Adjacent 
Development Visual Resources (Views and Visual Elements) 


Visual 
Qualitya 


Segment 2: Sepulveda to Cloverfield (All LRT Alternatives) 
F: 
Expo ROW from 
Sepulveda Blvd to 
Barrington Ave 


Office; Light Industrial; 
Multi-Family Residential Low-Rise 


Views: I-405 overpass; Santa Monica Mountains 
Visual Elements: Isolated landscaping along building 
frontages; Remnants of historic ROW 


Moderate 
Low 


G including Maintenance 
Facility (MF): 
Expo ROW from 
Barrington Ave to 
Cloverfield Blvd 


Office; Light Industrial; 
Studio; Single-family 
Residential 


Low- to High-
Rise 


Views: Santa Monica Mountains; Water Gardens Business 
Park 
Visual Elements: Landscaped residential yards; Stewart 
Park; Bergamot Station 


Moderate 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


H: 
Olympic Blvd from 
Cloverfield Blvd to 11th St 


Light Industrial; Office; 
Studio 


Low-to Mid-
Rise 


Views: Santa Monica Mountains; Water Gardens Business 
Park 
Visual Elements: Landscaped Median; Coral Trees; 
Memorial Park; Crossroads School 


Moderate 
High 


I: 
11th St. to Colorado/4th St 
Station 


Commercial; Light 
Industrial; Office Low-Rise 


Views: Santa Monica Mountains 
Visual Elements: I-10 freeway; Landscaping along building 
frontages; Santa Monica Pier and sign; Main St. Bridge, 302 
Colorado Ave 


Moderate 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


J: 
Colorado Ave from 
Cloverfield to 
Colorado/4th St Station 


Light Industrial; 
Commercial; Office; 
Studio 


Low- to Mid-
Rise 


Views: Santa Monica Mountains; Water Gardens Business 
Park 
Visual Elements: Santa Monica Pier and sign, Main St. 
Bridge, 516 Colorado Ave, 302 Colorado Ave 


Moderate 


SOURCE: PBS&J 
a. Visual Quality is rated Low, Moderate Low, Moderate, Moderate High, or High. These ratings reflect upkeep or deterioration, landscaping, and visual attractiveness.  
 







page 3.3-25


3.3. Aesthetics 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Visual Character Area E: Sepulveda Boulevard from Venice Boulevard to Expo ROW 
(Figure 3.3-7) 


Both the I-405 and the I-10 freeways are visually prominent within Visual Character Area E. 
Sepulveda Boulevard crosses under the I-10 freeway between Sardis Avenue and Richland 
Avenue and the I-405 freeway is located parallel to, and just west of, Sepulveda Boulevard. The 
freeway structures obstruct many of the background and middleground views within the area. 
While the area does not have any distinguishing visual character or landscaping, the overall 
visual quality would be considered moderate because the setting is one that is well maintained 
and cohesive. 


Segment 2: Sepulveda to Cloverfield (All LRT Alternatives) 


Visual Character Area F: Expo ROW from Sepulveda Boulevard to Barrington Avenue 
(Figure 3.3-8) 


The visual quality in Visual Character Area F would be considered moderate low as this area is 
visually dominated by the Sepulveda Boulevard Undercrossing and the I-405 infrastructure, 
extensive industrial and commercial development, and the heavily travelled arterial streets that 
the Expo ROW crosses, with little formal landscaping or aesthetically pleasing features 
available. 


Visual Character Area G: Expo ROW from Barrington Avenue to Cloverfield Boulevard 
(Figure 3.3-9 and Figure 3.3-10) 


Although Visual Character Area G is mostly commercial and industrial, the visual quality would 
be considered moderate because of the uniformity of the built environment, some formal 
landscaping, and aesthetically pleasing visual features. 


Visual Character Area G is located within the area bounded by the Expo ROW to the north, and 
Stewart Street on the west. The proposed maintenance facility would be located in this area. 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


Visual Character Area H: Olympic Boulevard from Cloverfield Boulevard to 11th Street 
(Figure 3.3-11) 


Within Visual Character Area H, the uses adjacent to the Expo ROW are mostly commercial in 
nature with low-scale one- to two-story buildings lining both sides of the street. Olympic 
Boulevard within Santa Monica transforms from a wide highway into a green and aesthetically 
pleasant corridor, highlighted by a procession of mature coral trees in a median that extends 
from the City limits at Centinela Avenue to 10th Street. The visual quality of this area would be 
considered moderate high because of the relatively continuous building façade throughout this 
area, the new commercial development, the landscaped commercial grounds, the boulevard 
median, and Memorial Park, all of which are visually attractive features. 


Visual Character Area I: 11th Street to Colorado/4th Street Station (Figure 3.3-12) 


The Lincoln Boulevard and 4th and 5th Street off-ramps from the I-10 freeway and the travel 
lanes of the I-10 freeway are the prominent visual features within Visual Character Area I. The 
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buildings within this area range from one to six stories in height. Additionally, to the immediate 
southwest of the proposed terminus, the City of Santa Monica has recently developed the new 
Police Department & Fire Administration Building as part of the Santa Monica Civic Center 
Specific Plan. The streets are planted with medium-sized trees approximately every 20 feet. The 
landscaping and newly developed buildings are of a visually pleasing quality, but the lack of 
unity of building type and the prominence of the I-10 freeway infrastructure detracts from the 
visual quality of the area. The visual quality of this area would be considered moderate. 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


Visual Character Area J: Colorado Avenue from Cloverfield Boulevard to Colorado/4th Street 
Station (Figure 3.3-13) 


From the Expo ROW to the Santa Monica terminus via Colorado Avenue, the visual landscape 
of the Expo ROW within Visual Character Area J is mostly commercial and industrial in nature, 
with low-scale one- to two-story buildings and trees lining both sides of the street. The majority 
of Colorado Avenue in this area provides a relatively continuous building façade, with minimal 
landscaping and no distinct visual features. The visual quality of this area would be considered 
moderate. 


3.3.3 Regulatory Setting 


State 


State Scenic Highway Program 


The State Scenic Highway Program was established to preserve and protect scenic highways 
from change that would diminish the aesthetic value of lands adjacent to highways. Accordingly, 
sections of State Route 1 (Pacific Coast Highway) have been designated as a scenic highway 
under the State Scenic Highway program. Lincoln Boulevard is a continuation of State Route 1 
within the City of Santa Monica, but is not designated as part of the Pacific Coast Highway 
Scenic Highway and is, therefore, not considered to be a scenic highway. 


Local 


City of Los Angeles General Plan 


The City of Los Angeles has designated Venice Boulevard as a scenic highway from Longwood 
Avenue in the Mid-City area of Los Angeles to Abbott Kinney Boulevard in the Venice Beach 
area of Los Angeles. While Venice Boulevard is locally designated by the City of Los Angeles, it 
would not be considered a scenic highway for purposes of CEQA as it is not listed as an eligible 
or designated state scenic highway and is, therefore, not considered to be a scenic highway. 


City of Santa Monica General Plan 


The City of Santa Monica’s Scenic Corridors General Plan Element provides for protection and 
enhancement of the City of Santa Monica’s scenic resources. The Santa Monica Municipal Pier 
and the Main Street Bridge, which is located south of Colorado Avenue on Main Street and 
crosses the I-10 freeway, are designated as scenic corridors. 
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Los Angeles County Metropolitan Transportation Authority (Metro) 


The visual quality and aesthetics of the proposed project would comply with the Metro Design 
Criteria. The Metro Design Criteria establish the guidelines and standards for the design of a rail 
project. The Metro Design Criteria include standards pertaining to the design of LRT system 
components including guideways, station site development, consolidation of overhead power 
lines to avoid visual clutter, landscaping and other screening mechanisms, light and glare, 
shade and shadow, the treatment of historic properties, the removal of existing landscaping and 
street trees, materials, signing and graphics, and other appropriate standards to ensure the 
development of an integrated, compatible, and visually pleasing system. 


3.3.4 Analytic Methodology 


Analysis of potential impacts to visual character is subjective by nature, since the qualities that 
create an aesthetically pleasing setting or that result in the perception of a visual element as 
aesthetically positive or negative vary from person to person. In preparing this analysis, the LRT 
Alternative alignments were surveyed to identify important views, key views, or visual resources 
that could theoretically be noticeably altered by the proposed project. These views include the 
presence or absence of landscaping, the predominant land uses along the alignment, the scale 
of buildings along the alignment, and the major scenic views and substantive visual elements 
that are available along each segment of the alignment, such as open space resources, street 
trees, and building frontages. 


An assessment of the visual character and quality was made based on the cohesion or variation 
in form, the level of up-keep or deterioration of the built environment and the level of 
landscaping and visual attractiveness for each visual character area (summarized in Section 
3.3.2 (Existing Conditions). As recommended by FHWA, views are described by the view 
character and quality; the visual resources present; viewer group, and viewer group sensitivity, 
and the duration of the views (i.e., amount of time available to see the view). 


The character of a view is described by the topography, land uses, scale, form, and natural 
resources depicted in the view. The assessment of the visual character is descriptive and not 
evaluative because it is based on defined attributes. Visual quality refers to the aesthetics of the 
view. Determining the quality of a view can be subjective because it is based in part on the 
viewer’s values and notions about what constitutes a quality setting. In an effort to establish an 
objective framework, this assessment’s qualitative rankings (low, moderate low, moderate, 
moderate high, and high) are adapted from the FHWA guidelines. 


Data used to prepare this section were taken from reviews of visual simulations of proposed 
elements of the project, actual site conditions, and information provided by the cities involved. 
Potential impacts examined include the loss of scenic resources, obstruction of scenic views, 
and the introduction of new project-related features that may influence the visual significance, 
scale, or character of the existing visual environment. 


The potential physical features of the LRT Alternatives were considered in assessing changes 
to the visual setting and the existing visual quality. These features that could alter the visual 
setting and quality in a segment or visual character area include revised medians, tracks, 
stations (including ramps, platforms, fare vending equipment, and canopies to protect riders), 
overhead contact system (OCS) and power lines, barriers to restrict access to the guideway, 
parking lots, the maintenance facility, and elevated guideways. This section assumes that any 
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potential sound mitigation feature that would be required would consist of sound walls, which 
would present the greatest potential change in visual quality compared to vegetated buffers or 
berms that can also provide sound abatement. This is considered a conservative approach as it 
anticipates the greatest potential for impact. 


3.3.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project result in an adverse effect on a scenic vista, or damage or 
remove important aesthetic features (e.g., removal of vegetation originally 
intended to enhance the appearance of the constructed environment)? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. No scenic vista or important aesthetic 
feature was identified along the I-405 Widening project within the Expo Phase 2 ROW area. 
Vegetation that would be removed by the I-405 Widening project would be subsequently 
replaced where space allows. Therefore, the No-Build Alternative would have a less-than-
significant impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. In addition to the impacts identified in the No-Build Alternative, any 
vegetation that is removed as a result of the TSM Alternative would be subsequently replaced 
where space allows. Therefore, the TSM Alternative would have a less-than-significant impact 
on a scenic vista or an important aesthetic feature in the study area. 


LRT Alternatives 


Segment 1 (Expo ROW), Segment 1a (Venice/Sepulveda), and Segment 2 (Sepulveda to 
Cloverfield) (All LRT Alternatives) 


No scenic vistas have been identified for Segment 1, Segment 1a, or Segment 2. As a result, 
the LRT Alternatives would have no impact on a scenic vista or an identified aesthetic feature 
in the study area. 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


The scenic vistas identified for Segment 3 consist of views of the Santa Monica Pier sign and 
the Main Street Bridge. Views of the Pier sign and the bridge would not be obstructed or 
otherwise altered by implementation of this segment. At the proposed Colorado/4th Street 
Station, looking west along Colorado Avenue, there is a clear view of the “World Famous Santa 
Monica Pier” sign, which marks the entrance to the Pier. There are no current views of the pier 
sign across the Colorado/4th Street station site that would be obstructed, and no impact would 
occur. Similarly, with regard to the Main Street Bridge, there are no current views of the bridge 
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that would be obstructed. The proposed LRT Alternatives would provide new views of the Main 
Street Bridge as it turns the corner between 4th and 5th Streets to its destination at the proposed 
Colorado/4th Street Station, and no impact would occur. 


In October 2007, the City of Santa Monica City Council approved a recommendation to study 
Colorado Avenue (Segment 3a), in part, to preserve the Olympic median and coral trees. 
Implementation of Segment 3 of LRT Alternatives 1 and 3 would result in the removal of the 
mature coral trees located within the 35-foot-wide median of Olympic Boulevard, and this is 
considered a potentially significant impact. The Metro Design Criteria would require the 
implementation of replacement landscaping along the alignment, where feasible. Additionally, 
mitigation measure MM AES-1 would be incorporated to ensure that the loss of the coral trees is 
addressed. Implementation of mitigation measure MM AES-1 would reduce potential impacts 
resulting from removal of the coral trees in the median of Olympic Boulevard by requiring that 
the coral trees be relocated if feasible, or replaced within the vicinity of the alignment. However, 
removal of the coral trees and the reconfiguration of Olympic Boulevard would result in a loss of 
an important aesthetic feature. 


MM AES-1 Prior to the issuance of grading permits associated with construction along 
Olympic Boulevard of Segment 3 (Olympic), the Expo Authority shall consult 
with the City of Santa Monica to determine whether the coral trees could be 
relocated. If relocation is not feasible, the Expo Authority shall negotiate with 
the City of Santa Monica on tree replacement. 


While the Expo Authority would relocate or replace the coral trees, the loss of the coral trees 
would be considered a significant and unavoidable impact for LRT Alternatives 1 and 3. 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


The scenic vistas identified for Segment 3a consist of a direct view of the Santa Monica Pier 
heading west on Colorado, and a direct view of the Main Street Bridge from the proposed 
Colorado/4th Street Station. The collective LRT system (OCS, trackwork, etc.) would extend 
down the center of Colorado Avenue and would diminish views of the Pier sign from within the 
roadway when LRVs are present; however, views from the pedestrian sidewalks on either side 
of the street would remain unobstructed, and this would be a less-than-significant impact. Views 
of the Main Street Bridge from the proposed Colorado/4th Street Station would not be 
considered sensitive, as views are limited to the top side of the bridge including surface paving, 
vintage street lights, and approach fences, and no impact would occur. Therefore, 
implementation of LRT Alternatives 2 and 4 would not obstruct views of the pier sign or of the 
bridge and a less-than-significant impact would occur. 


Criterion Would the project substantially damage a scenic resource, including but 
not limited to trees, rock outcroppings, and historic buildings within a state 
scenic highway? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. No highway or scenic resource has 
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been identified along the I-405 Widening project area within the Expo Phase 2 ROW. Therefore, 
the No-Build Alternative would have no impact on scenic resources within a state scenic 
highway. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. However, no scenic highway or scenic resource has been identified 
within the study area of the proposed project. Therefore, the TSM Alternative would have no 
impact. 


LRT Alternatives 


Implementation of the LRT Alternatives using Segment 1 or Segment 1a (all LRT Alternatives) 
would intersect with, or offer views of, Venice Boulevard, which is designated as a scenic 
highway by the City of Los Angeles but is not eligible or designated as a state scenic highway. 
There are no designated state scenic highways within Segment 2 (all LRT Alternatives), 
Segment 3 (LRT Alternatives 1 and 3), or Segment 3a (LRT Alternatives 2 and 4). Therefore, 
the LRT Alternatives would have no impact on any scenic resources within a state scenic 
highway. 


Criterion Would the project substantially degrade the existing visual character or 
quality of the site and its surroundings? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Sound walls associated with the I-405 
Widening project would affect visual character and the views in the immediate vicinity of the 
widening project at the Expo ROW. However, the visual quality in this area is rated moderate 
low so that the proposed change would not substantially alter the surrounding visual character. 
The new walls would be designed to match the existing sound walls, and therefore, the No-Build 
Alternative would have a less-than-significant impact on the visual character or quality of the 
area. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. In addition to the impacts identified in the No-Build Alternative, the 
TSM Alternative would construct upgraded bus stops, but they would not substantially degrade 
the existing visual character or quality of the area. Therefore, the TSM Alternative would have a 
less-than-significant impact. 
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LRT Alternatives 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


In Visual Character Area A, where limited landscaping on the railroad berm and vacant 
character of the Expo ROW result in moderate visual quality, the implementation of aesthetic 
improvements to the Expo ROW and the National/Palms Station area, as well as 
implementation of the Metro Design Criteria, means that the proposed project would likely alter 
the character of the area in a positive manner. Implementation of the LRT Alternatives would 
introduce new visual elements to the area, including the ballast track system, OCS, LRVs, 
traction power substations (TPSS) and the proposed station at National/Palms Boulevards (no 
station parking provided); altering the appearance and character of the area by adding a new 
physical structure and associated access elements. Both the light-rail vehicles (LRVs), which 
would travel along the existing 20-foot-high elevated berm, as well as the station’s visual 
features would likely be fully visible to the multi-family residential uses located to the south of 
the Expo ROW. The LRT station would provide a focal point for this area with potential 
pedestrian-level amenities including public art, landscaping, and other design features that 
should enhance the visual character of the surrounding community. 


Visual Character Area B has a moderate visual quality characterized by a relatively deep trench 
that contains the Expo ROW. Residences adjacent to the ROW have limited views across the 
trench until approximately 1,000 feet east of Overland Avenue, where the Expo ROW returns to 
street level. Existing views are of the vacant tracks, the backs of houses adjacent to the Expo 
ROW and vegetation within the Expo ROW. A barrier to prevent pedestrian intrusion to the 
guideway and sound mitigation features would be developed within this area. The new barrier 
and sound mitigation features would not degrade the existing visual quality, because there are 
no viewers within the trench and views across the trench would not change. 


In Visual Character Area C, characterized as moderate high due to the wide parkway 
appearance of the Expo ROW, one traction power substation (TPSS) would be located, either 
east or west of Overland Avenue (Figure 3.3-14 [Visual Simulation of Overland Avenue and 
Exposition Boulevard]). Sound mitigation would be required along both sides of the Expo ROW. 
The sound mitigation features would be designed consistent with the Metro Design Criteria and 
would be properly screened and/or incorporate design features that would improve appearance 
and reduce visual intrusion. Refer to Section 3.12 (Noise and Vibration) for detail regarding the 
placement and design of sound mitigation features. Additionally, Overland Avenue would be 
widened between Cushdon Avenue (north of the Expo ROW) and Coventry Place (south of the 
Expo ROW) to accommodate an additional lane of traffic in both the northbound and 
southbound directions. 


Westwood Boulevard would be widened between Ashby Avenue and Richland Avenue, which 
would result in a few of the street trees along Westwood Boulevard being removed and replaced 
with younger trees. Introduction of a 170-space parking lot and station within this area, along 
with modifying existing bus stops on either side of Westwood Boulevard, would change the 
character of the area. Figure 3.3-15 (Visual Simulation of Expo/Westwood Station) provides a 
representation of this station. The proposed street modifications, the surface station parking, as 
well as the increased bus service and stops along Westwood Boulevard would alter the 
character of the station vicinity from that of a residential neighborhood with a vacant right-of-way 
that serves as an informal community open space to that of a transit corridor. The proposed 
Expo/Westwood Station would be designed according to the Metro Design Criteria, which would 







Source: CityWorks Design, 2008.


Figure 3.3-14
Visual Simulation of Overland Avenue and Exposition Boulevard
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Source: CityWorks Design, 2008.


Figure 3.3-15
Visual Simulation of Expo/Westwood Station
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potentially include public art and design features that enhance the visual quality of the 
community. 


Although the Expo ROW served as a rail corridor up until the mid-1980s, the surrounding 
community has grown accustomed to the existing visual character (i.e., moderate high) of the 
area. As such, implementation of the LRT station and associated parking area would represent 
a substantial change in the area’s character and visual quality, which is a potentially significant 
impact and no mitigation measure other than conformance to the Metro Design Criteria has 
been identified to reduce this impact to less than significant. Therefore, implementation of LRT 
Alternative 1 or 2 would result in a significant and unavoidable impact due to the introduction 
of the LRT components within the vicinity of the Expo/Westwood Station in Segment 1. 


The Expo Authority will implement an urban design process that will endeavor to minimize 
community aesthetic impacts and allow for the transit system to become a source of civic pride. 
The urban design vision would be implemented with a focus on five major areas: 


1. Landscaping and Station Design—Through landscaping elements, the LRT Alternatives 
would reflect a landscaped transit parkway. 


2. Station Area Plan—The Station Area Plan focuses on physical improvements of the 
pedestrian experience within a 300-foot radius of each station, creating a safe and 
comfortable access path for surrounding residents. 


3. Vertical Elements—All vertical elements of the project are designed to integrate into the 
overall aesthetic. 


4. Station Canopy Design—The architecture of the canopy and associated elements will 
create a sense of place at each station. 


5. Public Art—Original artworks will create a unique identity for each station, and enhance 
the passenger experience. 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


Visual Character Area D is characterized as moderate visual quality, as there is no defining 
visual feature that characterizes this area, as the buildings are not distinctive in their 
architecture and have little visual variation from block to block. Along Venice Boulevard, full and 
partial property acquisitions are proposed along the north and south sides of the street. Some 
property acquisitions in this area could result in impacts to previously shielded residential uses, 
which would now front directly onto the reconfigured Venice Boulevard, and would result in a 
sense of visual encroachment to those occupants. This is a potentially significant impact. 


Mitigation measure MM AES-2 would be implemented so that residential uses that were 
previously screened by acquired property would not result in visual encroachment to the 
residential occupants, and this impact would be reduced for these sensitive viewers through the 
installation of a visual barrier such as fencing or landscaping. 


MM AES-2 In the event that a property acquisition along Segment 1a (Venice/Sepulveda) 
results in residential uses fronting directly onto a city street that was 
previously shielded by the acquired property, a barrier, such as fencing or 
landscaping, shall be installed where feasible to shield the existing residential 
uses from the reconfigured streetscape. 
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Mitigation measure MM AES-2 would reduce the impact to residential uses that would front 
directly onto city streetscapes as a result of property acquisitions along Venice Boulevard. 
However, the property acquisitions, the reconfigured streetscape, the loss of existing street 
trees, and the visual dominance of the aerial portions of the LRT Alternative as it turns north 
along Sepulveda Boulevard would result in a substantial change to the visual character of 
Venice Boulevard. The recommended pedestrian and aesthetic improvements and conformance 
to the Metro Design Criteria for streetscape improvements would serve to reduce the magnitude 
of these changes; however, the dominant feature within Visual Character Area D would be the 
LRT Alternatives and associated infrastructure. 


The proposed Venice/Sepulveda Station would be adjacent to dense residential neighborhoods 
and a mix of auto-oriented and neighborhood businesses. The area has multi-unit housing along 
Venice Boulevard and within walking distance of the proposed station. While the aerial structure 
would be consistent with the scale of adjacent development, it would also result in new shade, 
shadows, and visual encroachment. Drivers and pedestrians in this area could be overwhelmed 
by the mass and prominence of the aerial structure. The aerial structure would be the new 
prominent visual feature in this area replacing the openness of long-distance views down 
Venice Boulevard. 


Figure 3.3-16 (Venice and Sepulveda Intersection Visual Simulation) illustrates the aerial 
structure at this intersection. The Venice/Sepulveda Station would be constructed as part of the 
aerial structure over the Venice/Sepulveda intersection, and no station parking would be 
provided. The station would be located within the median of Venice Boulevard to the east of 
Sepulveda Boulevard. It would have an approximately 270-foot-long, 23-foot-wide center 
platform reaching a height of up to 30 feet (to top of rail). Stairs and elevators would be provided 
to give access to the street level at the intersection of Venice Boulevard and Tilden Avenue. 


The proposed alignment would become aerial at the intersection of Venice and Sepulveda 
Boulevards and continue until the intersection of Charnock Road (South) and Sepulveda 
Boulevard reaching a height of up to 30 feet (at top of rail), as shown in Figure 3.3-17 (Visual 
Simulation of LRT Alternative at Sepulveda Boulevard and Charnock Road). The introduction of 
an aerial guideway on supporting columns or retained fill (i.e., concrete retaining walls or 
mechanically stabilized earth [MSE] walls),47 would result in a substantial change in visual 
conditions along Sepulveda Boulevard. In particular, the LRT structure would become visually 
dominant because of its elevated position with respect to the roadway and the one- to three-
story multi-family residential buildings below the structure on both sides of Sepulveda 
Boulevard. The structure would present an imposing visual feature in relation to the street level 
views of Sepulveda Boulevard. Thus, the visual impact of the aerial structure in this area would 
be a potentially significant impact as the structure would become the focal point along a street 
dominated by street level multi-family residential and educational land uses. 


Visual conditions along Venice Boulevard would substantially change where the LRT Alternative 
transitions to an aerial structure as it turns north towards Sepulveda Boulevard. The guideway 
would become visually dominant because of its elevated position with respect to the roadway, 
and would assume physical dominance with respect to vehicles and the existing one- to three-
story buildings near the structure. The structure would present an imposing visual feature in 
relation to the street level views of Venice Boulevard. The height of the guideway could create a 


                                                 
47 Refer to Section 7.2.1 (Guideway) for further description of aerial and retained fill guideway 
construction. 







Source: CityWorks Design, 2008.


Figure 3.3-16
Venice and Sepulveda Intersection Visual Simulation
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sense of physical encroachment for the occupants of the commercial and residential structures 
located along Venice Boulevard, and a potentially significant impact would result. 


Street parking along Sepulveda Boulevard would be eliminated, the landscaping would be 
narrowed, and street trees would be removed. Due to the narrow width of Sepulveda Boulevard, 
and in order to retain existing traffic lanes, no landscaping would be provided adjacent to the at-
grade portions of the proposed project. The prominent northerly views would still be of the I-10 
overpass and the existing streetscape; however, the mature street trees located north of 
National Boulevard would be removed to accommodate the LRT guideway. There would not be 
sufficient room along Sepulveda Boulevard to accommodate landscaping and amenities in a 
manner that would be consistent with the Metro Design Criteria; therefore, these streetscape 
alterations are potentially significant, as they would result in a substantial change to the visual 
character along Sepulveda Boulevard. 


The proposed Sepulveda/National Station would be compatible with the commercial uses in the 
area, which would be enhanced by pedestrian and aesthetic improvements. North of National 
Boulevard, the LRT Alternative would return to grade and continue north at grade to pass below 
the I-10 overpass. The effect of the LRT Alternative would be to change the street-level views 
from the streetscape and buildings to views dominated by the LRT guideway. 


Acquisition and demolition of the properties north of the I-10 overpass on Sepulveda Boulevard 
in Visual Character Area E would expose residential uses located behind and adjacent to the 
demolished properties to the newly reconfigured Sepulveda Boulevard. Mitigation measure 
MM AES-2 would be implemented so that residential uses that were previously screened by 
acquired property would not result in visual encroachment to the residential occupants, and this 
impact would be reduced for these sensitive viewers through the installation of barriers such as 
fencing or landscaping. 


Mitigation measure MM AES-2 would reduce the impact to residential uses that would front 
directly onto city streetscapes as a result of property acquisitions along Sepulveda Boulevard. 
However, the visual dominance of the aerial portions of the LRT Alternative along Sepulveda 
Boulevard would create a sense of physical encroachment for the occupants of the residential 
and educational uses along the alignment, resulting in a substantial change to the visual 
character of Sepulveda Boulevard. Additionally, the removal of the existing landscaping, the 
reconfiguration of the parkways, loss of street trees, and the numerous property acquisitions 
would reduce the existing moderate visual quality. The guideway would become visually 
dominant because of its elevated position with respect to vehicles and the one- to three-story 
multi-family residential buildings below the structure on both sides of Sepulveda Boulevard. 


Therefore, implementation of the LRT Alternative would result in an impact to the visual quality 
of Sepulveda Boulevard. The recommended pedestrian and aesthetic improvements and 
conformance to the Metro Design Criteria for streetscape improvements would serve to reduce 
this impact, but not to levels of less than significant. Therefore, development of LRT 
Alternatives 3 and 4 would result in a significant and unavoidable impact within Visual 
Character Areas D and E. 


The Expo Authority will implement an urban design process that will endeavor to minimize 
community aesthetic impacts and allow for the transit system to become a source of civic pride. 
The urban design vision would be implemented with a focus on five major areas: 







Source: CityWorks Design, 2008.


Figure 3.3-17
Visual Simulation of LRT Alternative at Sepulveda Boulevard and Charnock Road
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1. Landscaping and Station Design—Through landscaping elements, the LRT Alternatives 
would reflect a landscaped transit parkway. 


2. Station Area Plan—The Station Area Plan focuses on physical improvements of the 
pedestrian experience within a 300-foot radius of each station, creating a safe and 
comfortable access path for surrounding residents. 


3. Vertical Elements—All vertical elements of the project are designed to integrate into the 
overall aesthetic. 


4. Station Canopy Design—The architecture of the canopy and associated elements will 
create a sense of place at each station. 


5. Public Art—Original artworks will create a unique identity for each station, and enhance 
the passenger experience. 


Segment 2: Sepulveda to Cloverfield (All LRT Alternatives) 


Visual Character Area F has been previously characterized as moderate low in visual quality 
due to the mix of light-industrial and office uses, as well as a lack of sensitive viewers, in the 
area. Because of the lack of sensitive viewers and the predominately commercial/industrial 
nature of this area, the reuse of the Expo ROW for LRT would alter, but not substantially 
degrade the character of the area or its surrounding. The LRT guideway and the I-405 overpass 
would both be elevated in this portion of the corridor reducing the visual dominance of the 
guideway. As such the guideway would not add a visually significant element to the existing 
setting. 


The proposed aesthetic improvements to the Expo ROW and the Expo/Sepulveda Station area, 
including the street improvements would create an aesthetically uniform environment. The 
station would be a highly visible and attractive neighborhood feature, with improved pedestrian 
pathways, attendant landscaping, and public art associated with implementation of both the LRT 
Alternative and the station site. 


Street modifications would be made to Exposition Boulevard, Sawtelle Boulevard, and Pico 
Boulevard to accommodate the LRT Alternative as it passes under the I-405 overpass and over 
Sawtelle Boulevard. The primary change would be to depress Sawtelle Boulevard so that the 
I-405 underpass would have adequate clearance. Additionally, aerial elements would occur at 
Pico Boulevard, Sawtelle Boulevard, and Gateway Boulevard to accommodate the LRT 
Alternative as it passes under the I-405 overpass, and over Sawtelle Boulevard. These 
elements, while noticeable, would not alter the scale or mass of development existing in this 
area. Therefore, the change in visual quality within Visual Character Area F would not result in a 
degradation of the area. 


Visual Character Area G is characterized as moderate in visual quality due to the mix of 
industrial, commercial, and residential uses, and the primary uses of the area as a truck corridor 
and delivery area. The uniformity of the built environment, formal landscaping, and aesthetically 
pleasing visual features contribute to the area’s visual quality. The character of uses within the 
Expo ROW would change from light-industrial uses to an active LRT system. Figure 3.3-18 
(Visual Simulation of Bundy Drive and Exposition Boulevard) illustrates the LRT Alternative in 
this area, and Figure 3.3-19 (Visual Simulation of Maintenance Facility) illustrates the proposed 
maintenance facility. 







Source: CityWorks Design, 2008.


Figure 3.3-18
Visual Simulation of Bundy Drive and Exposition Boulevard
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Source: CityWorks Design, 2008.


Figure 3.3-19
Visual Simulation of Maintenance Facility


12
11


7 
| J


C
S


 | 
08


AFTER


BEFORE







page 3.3-42


3.3. Aesthetics 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


The Expo/Bundy Station is proposed to be a grade-separated center platform station and would 
provide up to 250 surface parking spaces that would be located within the Expo ROW between 
Barrington Avenue and Centinela Avenue. Vehicular access to these spaces would be from 
Exposition Boulevard. The station would be adjacent to mid-rise office buildings on Olympic 
Boulevard and a variety of chain stores and large-format retail. The aerial structure would offer 
passing motorists using Bundy Drive highly visible but fleeting views of the station. Residents to 
the south along Exposition Boulevard would have the greatest visibility of the station; however, 
these views would be substantially similar to the existing views, as the station area and 
associated surface parking lot would be consistent with the light-industrial uses currently within 
the ROW. 


The proposed maintenance facility site is currently a surface parking lot and light-industrial 
dispatch facility. The maintenance facility would not be visible other than from within the Expo 
ROW and from the commercial properties north of the facility between Olympic Boulevard and 
the facility. The building would be visible from Exposition Boulevard. The existing commercial 
structures would shield the facility from viewers along Olympic Boulevard. The structures of the 
facility would screen the residential uses to the south from the maintenance activities. 
Additionally, development of the maintenance facility would result in the replacement of one 
industrial site (light-industrial dispatch facility) for another light-industrial use (the maintenance 
of light-rail vehicles). Therefore, no substantial change in visual quality would occur on this site. 


With implementation of aesthetic improvements, such as improved landscaping, public art, and 
pedestrian improvements as feasible in the vicinity of the stations, the visual character of Visual 
Character Area G would be enhanced. Development of the maintenance facility would not result 
in the visual degradation of the facility site because existing light-industrial uses would be 
replaced with new light-industrial uses of a similar scale. Additionally, the implementation of 
these facilities would not result in a substantial change in visual quality from the perspective of 
residential areas to the south. Therefore, the change in visual quality would not result in a 
degradation of the area, and, as such, introduction of the LRT Alternatives within Segment 2 
would result in less-than-significant impacts. 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


In Visual Character Area H, the LRT Alternatives would be visually compatible with the one- to 
three-story commercial uses in this portion of Olympic Boulevard (including the proposed aerial 
structure at Cloverfield Boulevard) and would serve to reinforce the character of Olympic 
Boulevard as a major transit corridor. Figure 3.3-20 (Visual Simulation of Olympic Boulevard 
near Memorial Park) illustrates the LRT Alternative in this area. While street parking would be 
eliminated from approximately 20th Street to Euclid Street, Olympic Boulevard would maintain 
four traffic lanes. The Olympic/17th Street Station would further serve to reinforce the 
commercial-serving nature of uses along Olympic Boulevard. While the LRT Alternative would 
run adjacent to the Crossroads Elementary School between 18th and 17th Streets, the alignment 
would be in the middle of the right-of-way of Olympic Boulevard. The LRT Alternative would be 
consistent with the density and intensity of use of Olympic Boulevard. While removal of the coral 
trees is acknowledged as the removal of an important aesthetic feature (refer to the previous 
discussion of scenic vistas and important aesthetic features for analysis of removal of coral 
trees), it would not result in a substantial change to the character of Olympic Boulevard, which 
would remain an arterial roadway with more extensive transportation infrastructure. Therefore, 







Source: CityWorks Design, 2008.


Figure 3.3-20
Visual Simulation of Olympic Boulevard near Memorial Park
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the change in visual quality within Visual Character Area H would not result in a degradation of 
the area. 


The visual quality of Visual Character Area I is considered moderate due to the prominence of 
the Lincoln Boulevard and 4th and 5th Street ramps from the I-10 freeway, and the travel lanes of 
the I-10 freeway. Most of Visual Character Area I would contain aerial elements; however, the 
structure would be consistent with the I-10 freeway infrastructure, the lack of a continuous 
building façade, and the mix of light-industrial, office, and commercial character of the area. 


Figure 3.3-21 (Visual Simulation of Olympic Boulevard Approach to 4th Street) illustrates the 
form and mass of the LRT system from 4th Street as it approaches the proposed Colorado/4th 
Street Station. The station would be up to 35 feet above the grade of the Colorado Avenue/4th 
Street intersection, but would be approximately 22 feet lower than the roof of the adjacent 
Macy’s building located at the northwest corner of the intersection, as shown in Figure 3.3-22 
(Visual Simulation of Colorado/4th Street Station with Segment 3: Olympic). The aerial structure 
would introduce a visually prominent element within downtown Santa Monica, altering the visual 
character within Visual Character Area I; however, this new feature would be consistent with the 
scale and type of land uses adjacent to the Colorado/4th Street Station. While the station would 
alter the visual quality of the area, the station would be consistent with the scale and type of 
adjacent development. Introduction of the LRT Alternatives 1 and 3 within Segment 3 would 
result in less-than-significant impacts. 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


In Visual Character Area J, characterized as moderate visual quality due to a relatively 
continuous building façade, with minimal landscaping and no distinct visual features, the 
proposed LRT Alternative would be visually compatible with the one- to three-story commercial 
uses along Colorado Avenue. The views of the OCS and LRVs would be consistent with 
existing infrastructure of the roadway and would not substantially alter the views down the 
corridor and would serve to reinforce the character of Colorado Avenue as a commercial and 
light-industrial corridor. While street parking would be eliminated from the south side of 
Colorado Avenue from 17th Street to the terminus, Colorado Avenue would maintain one traffic 
lane in each direction along with parking on the north side. Figure 3.3-23 (Visual Simulation of 
the LRT Alternative along Colorado Avenue) illustrates the LRT Alternative along Colorado 
Avenue. 


The proposed Colorado/17th Street Station would further serve to reinforce the commercial-
serving nature of the uses along Colorado Avenue. The Santa Monica terminus would serve as 
a transit destination providing improved access to Santa Monica’s downtown. Figure 3.3-24 
(Visual Simulation of the Colorado/4th Street Station with Segment 3a: Colorado) illustrates the 
Colorado/4th Street Station. Additionally, the attendant visual improvements including 
landscaping, public art, and increased pedestrian accessibility as feasible would serve to 
enhance the visual character of this area. Therefore, the LRT Alternatives 2 and 4 would result 
in a less-than-significant impact with regard to visual character within Segment 3a. 







Source: CityWorks Design, 2008.


Figure 3.3-21
Visual Simulation of Olympic Boulevard Approach to 4th Street
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Source: CityWorks Design, 2008.


Figure 3.3-22
Visual Simulation of Colorado/4th Street Station with Segment 3: Olympic
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Source: CityWorks Design, 2008.


Figure 3.3-23
Visual Simulation of the LRT Alternative along Colorado Avenue
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Source: CityWorks Design, 2008.


Figure 3.3-24
Visual Simulation of the Colorado/4th Street Station with Segment 3a: Colorado
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Criterion Would the project create a new source of light or glare that would adversely 
affect day or nighttime views in the area? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Proposed lighting for the I-405 
Widening project would be equipped with shields to direct light and minimize spillover, use metal 
halide lamps for better color rendering, and be installed in coordination with the City of Los 
Angeles. As a result, these new sources of light are not anticipated to cause a substantial 
change to the area, so that there would be a less-than-significant impact related to light and 
glare. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative, and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. In addition to the impacts identified in the No-Build Alternative, the 
TSM Alternative would construct upgraded bus stops, which would potentially create a new 
source of light or glare. However, any new source created would not adversely affect day or 
nighttime views, and as such, there would be a less-than-significant impact related to light and 
glare. 


LRT Alternatives 


The light-rail vehicles (LRVs) could potentially create a source of daytime glare along the 
proposed alignments where the ROW is adjacent to residential or other glare-sensitive uses. 
Neither the LRT tracks nor the overhead catenary system (OCS) would be made of reflective 
materials and would require minimal surface area. 


Residential uses located adjacent to the LRT Alternatives (i.e., stations at the maintenance 
facility) could be impacted by new sources of nighttime lighting. Additionally, lighting used inside 
the LRVs and vehicle headlights could cause glare and point sources of light affecting motorists 
or pedestrians. With respect to nighttime lighting, all segments of the LRT Alternatives would be 
within a built urban environment that necessarily includes and requires nighttime street lighting. 


Section 2.7 of Metro Design Criteria for the Exposition LRT Project (January 2007) addresses 
light and glare as follows: 


• 2.7.3 Light and Glare 


− Lights used for construction and for operational lighting can illuminate adjacent 
properties in undesired ways. Designs will follow the principle of keeping direct 
and effected illumination or glare from the project from striking adjacent 
properties, where feasible. 


− Station plazas, parking lots, yard area and guideway lighting fixtures, and 
standards shall incorporate directional shielding, where needed, to avoid the 
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intrusion of unwanted light and glare into adjacent sensitive land uses, such as 
residential. 


Additionally, the lighting requirements of the LRVs are set forth by the California Public Utilities 
Commission (CPUC). The lighting requirements put forth by the CPUC are designed to 
maximize LRT safety. Adherence to the requirements of CPUC and the Metro Design Criteria 
would reduce potential impacts resulting from new sources of light and glare such that a less-
than-significant impact would occur with implementation of the LRT Alternatives. Therefore, the 
LRT Alternatives would result in a less-than-significant impact with respect to light and glare. 


The aesthetic impacts are summarized by LRT Alternative in Table 3.3-2 (Visual Impacts by 
LRT Alternative). 
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Table 3.3-2 Visual Impacts by LRT Alternative 


Criteria 


LRT 
Alternative 


Scenic Vista/ 
Aesthetic Feature 


Scenic 
Resources 


State- 
Designated
Scenic 
Highways Visual Character or Quality Light and Glare 


LRT 1 


Removal of coral 
trees from Olympic 
median would result 
in SU even with 
mitigation 
measure MM AES-1. 


NI NI 


Introduction of Expo/Westwood Station and related 
street reconfiguration would represent a substantial 
change in visual character of the area and result in 
SU. 
No other significant impacts were identified for LRT 1. 


CPUC requirements 
and Metro Design 
Criteria would 
address impacts 
from new sources of 
light and glare; LTS. 


LRT 2 


Impacts to 
obstruction of views 
of the SM Pier sign 
or of the Main Street 
Bridge would be 
LTS. 


NI NI 


Introduction of Expo/Westwood Station and related 
street reconfiguration would represent a substantial 
change in visual character of the area and result in 
SU. 
No other significant impacts were identified for LRT 2. 


CPUC requirements 
and Metro Design 
Criteria would 
address impacts 
from new sources of 
light and glare; LTS. 


LRT 3 


Removal of coral 
trees from Olympic 
median would result 
in SU even with 
mitigation measure 
MM AES-1. 


NI NI 


Street widening and property acquisition north of 
National on Sepulveda, elevated structures along 
Sepulveda Blvd, Sepulveda/National Station, and 
Venice/Sepulveda Station would substantially change 
the visual conditions and, therefore, would result in 
SU. 
No other significant impacts were identified for LRT 3. 


CPUC requirements 
and Metro Design 
Criteria would 
address impacts 
from new sources of 
light and glare; LTS. 


LRT 4 


Impacts to 
obstruction of views 
of the SM Pier sign 
or of the bridge 
would be LTS. 


NI NI 


Street widening and property acquisition north of 
National on Sepulveda, elevated structures along 
Sepulveda Blvd, Sepulveda/National Station, and 
Venice/Sepulveda Station would substantially change 
the visual conditions and, therefore, would result in 
SU. 
No other significant impacts were identified for LRT 4. 


CPUC requirements 
and Metro Design 
Criteria would 
address impacts 
from new sources of 
light and glare; LTS. 


SOURCE: PBSJ, 2008. 
SU = significant and unavoidable; LTS = less than significant; NI = no impact 
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3.6 Biological Resources 


3.6.1 Introduction 


This section considers the effects on biological resources resulting from operation of the Expo 
Phase 2 project. In general, the proposed project is located in the highly urbanized portion of 
western Los Angeles County, and because of this setting, biological resources within the study 
area are limited. The study area supports urban landscaping and ruderal vegetation. Wildlife 
resources are limited to those species adapted to highly urbanized environments. 


Greater detail on Biological Resources may be found in the Natural Environment Study 
prepared for this project. Full bibliographic references can be found in Appendix B 
(Bibliography). 


3.6.2 Existing Conditions 


Plant and wildlife field surveys of the entire study area were conducted by four qualified 
biologists on March 7, 2007, and December 19, 2007, and of the proposed maintenance facility 
site on May 6, 2008. 


Vegetation Communities and Plant Species 


A total of 148 vascular plant species including, but, not limited to, trees that are afforded 
protection (such as oak trees), were observed within the study area. The study area only 
exhibits two vegetation communities: urban landscape and ruderal. Of these communities, 
urban landscape is the dominant vegetation community. Vegetation within the urban landscaped 
portions of the study area is composed of ornamental trees, shrubs, groundcovers, herbaceous 
cultivars, and sod lawns. All of these are irrigated and subject to routine maintenance (i.e., 
mechanical, manual, and chemical controls, including mowing, spraying, and fertilizing). These 
landscape plantings occur along surface streets, sidewalks, and medians and at commercial 
businesses. 


Ruderal vegetation, which is vegetation that grows on disturbed habitat, is found in the study 
area only within Segment 1 (Expo ROW), and only within the Expo ROW. Vegetation within this 
community consists primarily of introduced, short-lived annual grasses and herbaceous 
broadleaf weed species that persist in habitats that may undergo seasonal vegetation 
management (e.g., safety mowing, disking, spraying). 


Table 3.6-1 (Acreage of Urban and Ruderal Landscape within the Study Area) presents the area 
of urban landscape and ruderal vegetation in each of the segments, as well as at the 
maintenance facility site. 
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Table 3.6-1 Acreage of Urban and Ruderal Landscape within the Study Area 


Location Urban Landscape (acres) Ruderal Total 
Segment 1: Expo ROW 15.8 36.3 52.1 
Segment 1a: Venice/Sepulveda 69.3 0 69.3 
Segment 2: Sepulveda to Cloverfield 39.3 0 39.3 
Segment 3: Olympic 27.4 0 27.4 
Segment 3a: Colorado 28.2 0 28.2 
Maintenance Facility 9.17 0 9.17 


Total 189.17 36.3 225.47 
SOURCE: PBSJ, 2008. 


 


No sensitive vegetation communities, such as wetlands, southern coastal salt marsh, or 
southern dune scrub, all of which were identified as potentially occurring based upon the 
literature review, were observed within the study area. However, LRT Alternatives 3 and 4 
would cross over the Sepulveda Channel, and the channel could be considered a water of the 
United States subject to the jurisdiction of the U.S. Army Corps of Engineers (USACE) and/or 
the California Department of Fish and Game (CDFG). The Sepulveda Channel is a lined, 
underground channel that daylights (e.g., is at grade) for a short distance near Military Avenue 
and Queensland Street off Sepulveda Boulevard. 


Wildlife 


A total of 24 wildlife species were recorded during the biological field surveys through direct 
observation, detection of vocalizations, or observation of droppings These species included 
19 birds, 2 invertebrates, 2 mammals, and 1 reptile. 


Sensitive Biological Resources 


Based on the literature review, 25 federally and/or state-listed threatened, endangered, and/or 
candidate plant or wildlife species were reported by the California Natural Diversity Database 
(CNDDB) as occurring within the USGS 7.5-minute quadrangle maps for Beverly Hills, 
Inglewood, Venice, Topanga, Canoga Park, Hollywood, Burbank, and Van Nuys, and/or the 
United States Fish and Wildlife Service (USFWS) Endangered Species List as potentially 
occurring within the USGS 7.5-minute quadrangle map for Beverly Hills. However, none of 
these federally or state-listed threatened, endangered, or candidate plant or wildlife species 
were observed within the study area during the biological field surveys. Taking into account the 
on-site habitat of the study area, and the closest known historical occurrence, the elevation of 
the study area, and the habitat requirements/restrictions of these species, all are assumed to be 
absent from the study area. 


The Monarch Butterfly is considered a sensitive resource but is not listed as candidate, 
threatened, or endangered by the USFWS or CDFG. This species has been afforded special 
status and/or recognition by federal and/or state resource agencies, as well as private 
conservation organizations, as described below. 
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Monarch Butterfly (Danaus plexippus). The monarch butterfly is not listed by the USFWS or 
CDFG; however, it is classified as “S3” by the CDFG, meaning that it has “limited distribution or 
numbers, but no current threats known.” The CDFG does not consider individual monarch 
butterflies a sensitive resource, but they do consider monarch butterfly winter roosting sites a 
sensitive resource (CDFG 2008). Monarch butterfly winter roost sites are typically located in 
wind-protected tree groves (eucalyptus, pine, and cypress), with nectar and water sources 
nearby. Monarch butterfly winter roosting sites have been reported within 1 mile of the study 
area, and the study area provides suitable roosting habitat for the monarch butterfly. On a 
survey conducted near the end of the roosting period (March), several individual monarch 
butterflies were observed within the study area. All of these butterflies were observed at the 
same grove of eucalyptus trees within Segment 1, leading to the possibility that there is a winter 
roost at this location.  


Wildlife Movement 


The study area is not part of a major or local wildlife corridor/travel route because it does not 
connect two significant habitats. Rather, the study area is surrounded by industrial, commercial, 
office, and residential uses, as well as two heavily travelled interstate highways and six- and 
four-lane surface streets. Because of these conditions, the study area does not provide wildlife 
movement opportunities, such as travel routes, wildlife crossings, or wildlife corridors. 


3.6.3 Regulatory Setting 


Federal 


Migratory Bird Treaty Act 


The Migratory Bird Treaty Act (MBTA) (16 USC Sections 703–711) includes provisions for 
protection of migratory birds, including the nonpermitted take of migratory birds, under the 
authority of the USFWS. The MBTA regulates or prohibits taking, killing, possession of, or harm 
to migratory bird species listed in Title 50 CFR Section 10.13. Migratory birds include geese, 
ducks, shorebirds, raptors, songbirds, and many others. Disturbance that causes nest 
abandonment and/or loss of reproductive effort (killing or abandonment of eggs or young) is 
considered a “take.” The MBTA is an international treaty for the conservation and management 
of bird species that migrate through more than one country, and is enforced in the United States 
by the USFWS. The MBTA was amended in 1972 to include protection for migratory birds of 
prey (raptors).This act protects many of the bird species within the study area. 


Clean Water Act of 1977, Section 404 


This section of the Clean Water Act (CWA) (33 USC Section 1251 et seq. and 33 CFR 
Sections 320 and 323) gives the USACE authority to regulate discharges of dredge or fill 
material into waters of the United States, including wetlands. Under Section 404 of the CWA, 
the USACE is charged with regulating the discharge of dredge and fill materials into 
jurisdictional waters of the United States. The terms waters of the United States or jurisdictional 
waters has a broad meaning that includes special aquatic sites, such as wetlands. Waters of the 
United States, as defined by regulation and refined by case law, include (1) the territorial seas; 
(2) coastal and inland waters, lakes, rivers, and streams that are navigable waters of the United 
States, including their adjacent wetlands; (3) tributaries to navigable waters of the United States, 
including adjacent wetlands; (4) interstate waters and their tributaries, including adjacent 
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wetlands; and (5) all other waters of the United States not identified above, such as some 
isolated wetlands and lakes, intermittent and ephemeral streams, prairie potholes, and other 
waters that are not a part of a tributary system to interstate waters or navigable waters of the 
United States, the degradation or destruction of which could affect interstate commerce. This 
section of the CWA may be relevant to the Sepulveda Channel, which is within Segment 1a 
(Venice/Sepulveda) of the study area. 


Clean Water Act of 1977, Section 401 


Section 401 of the CWA requires that any applicant for a federal license or permit to conduct 
any activity that may result in a discharge to waters of the United States must obtain a Water 
Quality Certification, or a waiver thereof, from the state in which the discharge originates. In 
California, the Regional Water Quality Control Board (RWQCB) issues Water Quality 
Certifications. The RWQCB asserts jurisdiction over waters of the United States under 
Section 401 of the CWA, where such waters are also subject to USACE’s jurisdiction, pursuant 
to Section 404 of the CWA. This section of the CWA protects water quality within the Sepulveda 
Channel. 


State 


Fish and Game Code of California 


The Fish and Game Code provides specific protection and listing for several types of biological 
resources. 


Section 1600 of the Fish and Game Code requires a Streambed Alteration Agreement (SAA) for 
any activity that would alter the flow, or change or use any material from the bed, channel, or 
bank of any perennial, intermittent, or ephemeral river, stream, and/or lake. Typical activities 
that require a SAA include excavation or fill placed within a channel, vegetation clearing, 
structures for diversion of water, installation of culverts and bridge supports, cofferdams for 
construction dewatering, and bank reinforcement. Notification is required prior to any such 
activities, and CDFG will issue an Agreement with any necessary mitigation to ensure protection 
of the state’s fish and wildlife resources. This section of the Fish and Game Code could apply to 
work conducted within the Sepulveda Channel. As the habitat value of the Sepulveda Channel 
is very poor, it may not be subject to this regulation. 


Fish and Game Code Section 3503 states that it is unlawful to take, possess, or needlessly 
destroy the nests or eggs of any bird, except as otherwise provided by this code. Fish and 
Game Code Section 3503.5 protects all birds-of-prey (raptors) and their eggs and nests. 
Section 3513 states that it is unlawful to take or possess any migratory non-game bird as 
designated in the MBTA. These regulations could require that elements of the proposed project 
(particularly tree removal or construction near nest trees) be reduced or eliminated during 
critical phases of the nesting cycle unless surveys by a qualified biologist demonstrate that 
nests, eggs, or nesting birds will not be disturbed, subject to approval by CDFG and/or USFWS. 


Porter-Cologne Water Quality Control Act of 1970 


The Porter-Cologne Water Quality Control Act of 1970 grants the State Water Resource Control 
Board (SWRCB) and its regional offices power to protect water quality, and is the primary 
vehicle for implementation of the State’s responsibilities under Section 401 of the CWA. The 
Porter-Cologne Act grants the SWRCB authority and responsibility to adopt plans and policies, 
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regulate discharges to surface and groundwater, regulate waste disposal sites, and require 
cleanup of discharges of hazardous materials and other pollutants. Typically, the SWRCB and 
RWQCB act in concert with the USACE under Section 401 of the CWA in relation to permitting 
fill of federally jurisdictional waters. This Act could apply to work conducted within the Sepulveda 
Channel. 


Wetlands Conservation Policy of 1993 


This policy provides for the protection, preservation, restoration, enhancement, and expansion 
of wetland habitats in the state. The primary goal of this policy is to ensure no overall net loss of 
wetlands within the state. Secondary goals include a long-term net gain in the quantity, quality, 
and permanence of wetlands acreage and values in the state in a manner that fosters creativity, 
stewardship, and respect for private property. The administering agencies for this authority are 
the CDFG, the California Environmental Protection Agency (Cal EPA), and the RWQCB. Any 
wetlands (i.e., including channelized waterways) associated with the Sepulveda Channel 
(Segment 1a) are protected by this policy. 


3.6.4 Analytic Methodology 


The following terms are used within this section to address the biological resources. “Study 
area” refers to the proposed project footprint itself including construction and laydown yards; the 
“region” is that area covered by the United States Geological Survey (USGS) quadrangles 
adjoining the study area; the “vicinity” is the area within 5 miles of the study area; and the 
“immediate vicinity” is the area within 1 mile of the project. 


Information on occurrences of, or the potential for, sensitive species in the project area was 
obtained from the field survey and then searching the CDFG, CNDDB (October 2007) for the 
USGS 7.5-minute quadrangles52 for Beverly Hills, Inglewood, Venice, Topanga, Canoga Park, 
Hollywood, Burbank, and Van Nuys. This area encompasses a sufficient distance to account for 
regional habitat diversity and to overcome the limitations of the CNDDB. The CNDDB is based 
on reports of actual occurrences and does not constitute an exhaustive inventory of every 
resource. Other sources that were queried include the USFWS Endangered Species List for the 
USGS 7.5-minute quadrangle map for Beverly Hills; the California Native Plant Society’s 
(CNPS) Inventory of Rare and Endangered Plants for the USGS 7.5-minute quadrangle map for 
Beverly Hills; the CDFG Special Vascular Plants, Bryophytes, and Lichens List (October 2007); 
the CDFG List of State and Federally Listed Endangered and Threatened Animals of California 
(October 2007); and the CDFG List of Special Animals (October 2007). The list of plant and 
wildlife species, along with their current status, their habitat requirements, and their likelihood of 
occurrence within the study area are included in Appendix B of the Natural Environment Study. 


The process to evaluate potential project effects was to first query the CNDDB and other 
databases or repositories of biological information described above. Secondly, reconnaissance 
level field reviews were conducted of the study area to compile a list of observed species and to 
determine whether suitable habitat exists for sensitive species. The results from the field survey 
and the database research generated a comprehensive list of common and sensitive biological 
resources that were observed or could occur in the study area. Project impacts were determined 
by evaluating whether construction or operational activities could directly or indirectly impact a 


                                                 
52 A 7.5-minute, 1:24,000-scale quadrangle is a standard topographical map provided by the USGS. The 
term 7.5-minute refers to the minutes of longitude and latitude covered by the map. 
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protected biological resource that is known to occur or has the potential to occur within the study 
area (refer to Section 3.6.5 [Criteria, Impact Evaluation, and Mitigation Measures]). Only those 
plant or wildlife species that were determined to have a moderate or greater potential of 
occurring within the study area, as determined in the Existing Conditions, above, are discussed 
in Section 3.6.5 (Criteria, Impact Evaluation, and Mitigation Measures). 


3.6.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project result in a substantial adverse effect on any federally, 
state, or locally designated sensitive species, including threatened, 
endangered, or candidate species as identified by the United States Fish 
and Wildlife Service and/or California Department of Fish and Game? 


MONARCH BUTTERFLY 


A small colony of (approximately eight) monarch butterflies was observed within Segment 1, 
around a eucalyptus windrow along the southern boundary of the ROW, during the March 7, 
2007, biological field survey. Within the past 20 years, monarch butterfly winter roosting sites 
have been recorded by the CNDDB in three different locations within 1 mile of the study area, 
and at two other locations within 5 miles of the study area, all of which consist of eucalyptus, 
pine, and/or riparian habitat. The monarch butterfly is not a federally or State-listed endangered, 
threatened, or candidate species; however, the CDFG does consider monarch butterfly winter 
roosting sites a sensitive resource (CDFG 2008). 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Neither the I-405 Widening project 
nor the bus and other improvements under the No-Build Alternative would disturb eucalyptus 
trees that serve as habitat for the monarch butterfly. Therefore, no impact would occur to a 
sensitive biological species. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses that would not disturb eucalyptus trees. As with the No-Build 
Alternative, the TSM Alternative would result in no impact to sensitive biological species. 


LRT Alternatives 


The eucalyptus trees located within Segment 1 provide potential winter roosting habitat for the 
monarch butterfly. While these trees are located within the study area, they are located outside 
of the area that would be subject to construction activities; therefore, no construction-related 
impacts would occur. Similarly, operational activities would not result in the disturbance of 
eucalyptus trees, and no impact would occur. 
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NESTING MIGRATORY BIRDS 


Nesting migratory birds are protected by both federal and state regulations. The MBTA fully 
protects all migratory birds and their parts (including eggs, nests, and feathers) (USFWS 2007), 
including over 800 species, and Section 3503 of the Fish and Game Code makes it unlawful to 
take, possess, or destroy any avian species listed within the Code, or to take, possess, or 
destroy their nest or eggs. 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Within the Expo Phase 2 ROW, the 
No-Build Alternative could remove trees that could affect nesting migratory birds. A pre-
construction survey for nesting birds would be conducted prior to implementation of the roadway 
improvements and feasible mitigation measures would be implemented. As a result, a less-
than-significant impact to nesting migratory birds would occur as a result of the project. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As with the No-Build Alternative, the TSM Alternative would result in 
a less-than-significant impact to nesting migratory birds. 


LRT Alternatives 


Bird nests were observed within the trees adjacent to the study area during the December 19, 
2007, biological field survey. The study area offers many other nesting opportunities for birds. 
Construction activities could disrupt bird nests, and these impacts are addressed in Chapter 4 
(Construction Impacts).  


With respect to operational activities, the only element of the project that could potentially 
impact nesting migratory birds would if there was an increase in noise that would lead to the 
abandonment of nests due to an inability for birds to communicate using “songs.” In noisy urban 
environments, birds tend to either adapt by changing their song frequencies, or they depart from 
those habitats prior to nesting. As a result, a less-than-significant impact to nesting migratory 
birds would occur as a result of operational activities. 


Criterion Would the project result in a substantial adverse effect on riparian habitat 
or other sensitive natural communities? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Within the Expo Phase 2 ROW, there 
is neither riparian habitat nor other sensitive natural communities. Bus and other on-street 
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improvements are also proposed in the No-Build Alternative, but these would occur on already 
paved streets. Therefore, the No-Build Alternative would have no impact on these resources. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As with the No-Build Alternative, the TSM Alternative would not 
directly or indirectly affect a riparian habitat or other sensitive natural community, and no 
impact would occur to these resources. 


LRT Alternatives 


Neither riparian habitat nor other sensitive natural communities occur within the study area. 
Instead, the study area is highly urbanized, and consists of urban landscape and ruderal 
vegetation communities, neither of which is considered a sensitive biological resource. These 
two vegetation community types do not support high species diversity or high productivity and 
are not limited in distribution or coverage. Therefore, the LRT Alternatives would not directly or 
indirectly affect a riparian habitat or other sensitive natural community. No impact would occur 
to riparian habitat or other natural communities. 


Criterion Would the project remove or have an adverse effect on any federally 
protected wetlands? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. There are no federally regulated 
wetlands within this portion of the Expo Phase 2 ROW area. Bus and other on-street 
improvements are also proposed but these would occur on already paved streets. Since there 
are no federally regulated wetlands within this area, the No-Build Alternative would result in no 
impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As with the No-Build Alternative, there are no federally regulated 
wetlands, and the TSM Alternative would result in no impact. 


LRT Alternatives 


If the proposed project utilizes Segment 1a, the LRT Alternatives 3 and 4 would traverse 
Sepulveda Boulevard and cross over the Sepulveda Channel. Construction of Segment 1a 
would include clear-spanning the existing Sepulveda Channel crossing of Sepulveda Boulevard 
thereby not disturbing the Channel. A less-than-significant impact would occur as a result of 
operational activities. 
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Criterion Would the project interfere with the movement of any native or migratory 
fish or wildlife species? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. The Expo Phase 2 study area does not provide a major or local wildlife corridor or 
travel route because it does not connect two significant habitats for either fish or wildlife species; 
therefore, no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. As with 
the No-Build Alternative, there are no major or local wildlife corridors or travel routes; therefore, 
no impact would occur. 


LRT Alternatives 


With regard to the movement of native or migratory fish or wildlife species, the study area does 
not provide a major or local wildlife corridor or travel route because it does not connect two 
significant habitats for either fish or wildlife species. Therefore, development of the LRT 
Alternatives would not disrupt the movement of any native or migratory fish or wildlife species, 
and no impact would occur. 


Criterion Would the project conflict with any local policies or ordinances protecting 
biological resources? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Neither the I-405 Widening project 
nor the on-street bus and other improvements under the No-Build Alternative would conflict with 
local policies or ordinances protecting biological resources. Therefore, there would be no 
impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses, but they would not conflict with local policies or ordinances 
protecting biological resources. As with the No-Build Alternative, the TSM Alternative would 
result in no impact. 


LRT Alternatives 


With regard to conflicts with local policies or ordinances, the study area contains oak trees, 
protected trees, and street trees. Depending on the LRT Alternative selected, if the final 
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alignment should remove any of these trees, permits would be required prior to the removal or 
trimming of oak trees (pursuant to the County of Los Angeles regulations), protected trees 
(pursuant to the City of Los Angeles regulations), and/or street trees (pursuant to the Cities of 
Santa Monica and Culver City regulations). In addition, the City of Culver City would require a 
permit prior to the introduction of any vegetation within any of its streets or parkways. The Expo 
Authority would voluntarily request any and all necessary permits. 


The coral trees located on Olympic Boulevard would be removed if the proposed project utilizes 
Segment 3 (Olympic), but they are not considered a sensitive biological resource (other than as 
nesting habitat, the disturbance of which is evaluated earlier). The removal of trees within the 
study area is discussed further in Section 3.3 (Aesthetics) with respect to any potential visual 
effects, and in Section 3.11 (Land Use/Planning) with respect to existing General Plan policies 
regarding tree removal within Santa Monica. Therefore, development of the LRT Alternatives 
would not conflict with local policies or ordinances relating to biological resources, and a less-
than-significant impact would occur. 


Criterion Would the project conflict with the provisions of an adopted Habitat 
Conservation Plan? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. No conservation plans have been established for any portion of the Expo Phase 2 
study area. Therefore, development of the No-Build Alternative would not conflict with an 
adopted Habitat Conservation Plan, and no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. No 
conservation plans have been established for any portion of the study area. Therefore, 
development of the TSM Alternative would not conflict with an adopted Habitat Conservation 
Plan, and no impact would occur. 


LRT Alternatives 


No conservation plans have been established for any portion of the study area. Therefore, 
development of the LRT Alternatives would not conflict with an adopted Habitat Conservation 
Plan, and no impact would occur. 
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3.2 Transportation/Traffic 


3.2.1 Introduction 


This section describes the proposed project’s transportation environment both in terms of the 
base year of 2007 and the forecast year of 2030. It presents data and discussion on existing 
travel conditions in the traffic study area, type and pattern of trips, and modes of travel on 
roadways, including freeways, arterial highways, and transit. The general boundary of the traffic 
study area (study area) is illustrated in Figure 3.2-1 (Study Area and Location of Study 
Intersections). This study area was selected based upon discussions with cities of Culver City, 
Los Angeles, and Santa Monica. Within the study area, eighty-six intersections were selected 
for analysis. These intersections are listed later in this section in Table 3.2-1 (Existing Study 
Area Intersection Conditions) and are identified on Figure 3.2-1. This section discusses existing 
conditions and expected impacts of projected growth in travel demand and impacts of the 
proposed project on the future transportation system and traffic conditions. 


Both local and general impacts on the transportation system are presented as part of the 
analysis. General impacts include impacts of the proposed project on systemwide transportation 
performance indicators, while local impacts deal with specific traffic circulation, intersection 
analysis, neighborhood diversion, parking impacts near the proposed stations, and 
pedestrian/bicycle access. The analysis provides information relative to the effects of the No-
Build, the TSM, and the four LRT Alternatives on the transportation systems within the study 
area. Greater detail on the Transportation/Traffic analysis can be found in the 
Transportation/Traffic Technical Background Report. Full bibliographic references can be found 
in Appendix B (Bibliography). 


3.2.2 Existing Conditions 


Freeway and Roadway Networks 


The following discussion presents an overview of the transportation system within the study 
area that would be affected by the proposed project. 


The roadway system in the study area is comprised of a grid pattern of arterials, collectors, and 
freeways generally following a northwest-to-southeast/northeast-to-southwest orientation. The 
freeway network in the study area includes the San Diego Freeway (I-405) and Santa Monica 
Freeway (I-10). The study area’s freeways and streets carry some of the highest traffic volumes 
in Southern California as discussed in the following sections. 


Freeway Network 


The following is a description of the freeway network within the study area. 


Santa Monica Freeway (I-10) 


This is a major east/west freeway that traverses the study area from Santa Monica to downtown 
Los Angeles, and then extends beyond the study area to the east. This freeway is one of the 
busiest in the nation and carries some of the highest daily traffic volumes in the country. Based  







Source: Iteris, 2009.
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Study Area and Location of Study Intersections


NORTH
NOT TO SCALE


12
11


7 
| J


C
S


 | 
08







page 3.2-3


3.2. Transportation/Traffic 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


on annual counts conducted by the California Department of Transportation (Caltrans), the 
existing (2007) average daily traffic (ADT) on I-10 ranges from 151,000 (west of Lincoln 
Boulevard to Pacific Coast Highway [PCH], within the City of Santa Monica,) to 274,000 (east of 
I-405 to Overland Avenue, within the City of Los Angeles). In most places within the study area, 
I-10 is a six to ten lane freeway in total. A ten lane freeway can handle approximately 207,000 
vehicles per day (based on the Highway Capacity Manual [HCM] standards), indicating that this 
freeway is operating over-capacity in many segments within the study area. I-10 varies between 
three and five general-purpose lanes in each direction, with several sections having additional 
lanes, auxiliary lanes, and/or collector/distributor roadways. 


San Diego Freeway (I-405) 


This is a major north/south freeway that connects the northern Los Angeles County area of San 
Fernando Valley to the west side of Los Angeles and continues south to Long Beach and into 
Orange County. The freeway varies between four to five lanes in each direction with several 
sections having auxiliary lanes. Based on annual counts conducted by Caltrans, the existing 
(2007) ADT on I-405 ranges from 280,000 (south of Venice Boulevard to Culver Boulevard) to 
308,000 (between Venice Boulevard and Olympic Boulevard). In most places within the study 
area, I-405 is an eight to ten lane freeway. A ten lane freeway can handle approximately 
207,000 vehicles per day (based on HCM standards), indicating that this freeway is operating 
over-capacity in all segments within the study area. The I-405 has a high-occupancy vehicle 
(HOV) lane southbound from US-101 to Santa Monica Boulevard. 


Construction is scheduled for completion in 2009 on an extension of the HOV lanes southbound 
between Santa Monica Boulevard and the Marina Freeway (SR-90), and northbound between 
the Marina Freeway and I-10. 


Roadway Network 


Based on the City of Los Angeles’ General Plan Circulation Element, roadways have functional 
classifications that range from Major Highway, to Secondary Highway, to Collector Street. A 
brief description of these types of roadways is provided below. 


• A Major Highway (Class I) has three full-time through lanes in each direction, one part 
time parking lane in each direction and one median/left turn lane with 12-foot sidewalks 
on both sides. 


• A Major Highway (Class II) has two full-time through lanes in each direction, one part 
time parking lane in each direction, and one median/left turn lane with 12-foot sidewalks 
on both sides. Pedestrian priority segments include 17-foot sidewalks on both sides. 


• A Secondary Highway has two full-time through lanes in each direction, all-day permitted 
parking, and one median/left turn lane with 10-foot sidewalks on both sides. Pedestrian 
priority segments include 15-foot sidewalks on both sides. 


• A Standard Collector Street has one full time lane in each direction, one full-time parking 
lane in each direction and 10-foot sidewalks on both sides. 


The main roadways within the study area (Figure 3.2-1 [Study Area and Location of Study 
Intersections]) are summarized below. Peak hour parking restrictions vary throughout the study 
area; thus, they are not included below. 
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Major East/West 
Roadways 


The following descriptions begin on the west end of the study area and 
progresses to the east end 


Broadway A Collector Street in Santa Monica that has one lane in each direction. On-
street parking is permitted on both sides of the street except west of 6th Street. 


Colorado Avenue A Secondary Highway in Santa Monica that has two lanes in each direction 
west of 26th Street and one lane in each direction east of 26th Street. On-street 
parking is permitted on both sides of the street. 


Olympic Boulevard A Major Highway with two lanes in each direction west of Centinela Avenue 
and three lanes in each direction east of Centinela Avenue. On-street parking 
is only permitted on both sides of the street between Lincoln Boulevard and 
20th Street, and east of Centinela Avenue to Barrington Avenue. 


Pico Boulevard A Major Highway with two lanes in each direction. In Los Angeles, morning 
and evening peak hour parking restrictions provide a third eastbound lane 
between Centinela Avenue and Bundy Drive, and between Gateway and 
Sawtelle Boulevards. In addition, peak hour parking restrictions provide a third 
lane in each direction between Sawtelle Boulevard and Sepulveda Boulevard. 


Gateway Boulevard A Major Highway in Los Angeles with two lanes in each direction. On-street 
parking is permitted on both sides of the street. 


Exposition Boulevard A Collector Street between Centinela Avenue and Westwood Boulevard, with 
one lane in each direction. Exposition Boulevard is split into two streets 
(Exposition North and South) between Granville Avenue and Barrington 
Avenue, and between Military Avenue and Westwood Boulevard. Exposition 
Boulevard also runs between National Boulevard and Durango Avenue with 
one lane in each direction. On-street parking is permitted on one or both sides 
of the street(s) along various segments. 


National 
Boulevard/National 
Place 


A Secondary Highway in Los Angeles with two lanes in each direction west of 
Overland Avenue and one lane in each direction east of Overland Avenue. 
On-street parking is permitted on both sides of the street except between the 
eastbound I-10 off-ramp and Overland Avenue. 


Palms Boulevard A Secondary Highway in Los Angeles with two lanes in each direction. On-
street parking is permitted on both sides of the street. 


Venice Boulevard A Major Highway in Culver City and Los Angeles with three lanes in each 
direction and a median of variable width restricting left-turn access to and from 
many streets. On-street parking is permitted on both sides of the street. 


Culver Boulevard A Major Highway in Culver City with two lanes in each direction except 
between Lafayette Place and Main Street where it has three lanes in each 
direction. On-street parking is permitted on both sides of the street except 
between Lafayette Place and Main Street on the east side of the street. 


Washington 
Boulevard 


A Major Highway in Culver City with two lanes in each direction and with a 
landscaped median. On-street parking is permitted on both sides of the street 
except the south side of the street between Overland Avenue and Hughes 
Avenue. 


Washington Place A Major Highway with two lanes in each direction in Culver City and Los 
Angeles. On-street parking is permitted on both sides of the street. 
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Major North/South 
Roadways 


The following descriptions begin on the west end of the study area and 
progresses to the east end 


Lincoln Boulevard A Major Highway in Santa Monica with two lanes in each direction. On-street 
parking is permitted on both sides of the street except between Colorado 
Avenue and Michigan Avenue. 


Cloverfield Boulevard A Major Highway in Santa Monica with three lanes in each direction between 
Colorado Avenue and the I-10 westbound off-ramp. On-street parking is not 
permitted on both sides of the street. 


26th Street A Collector Street in Santa Monica with one lane in each direction north of 
Colorado Avenue and two lanes in each direction south of Colorado Avenue. 
On-street parking is permitted on both sides of the street north of Colorado 
Avenue. 


Stewart Street A Collector Street in Santa Monica with two lanes in each direction north of 
Exposition Boulevard and one lane in each direction south of Exposition 
Boulevard. On-street parking is permitted on both sides of the street. 


Centinela Avenue A Collector Street in Santa Monica with one lane in each direction. On-street 
parking is permitted on both sides of the street. 


Bundy Drive A Major Highway in Los Angeles with two lanes in each direction north of Pico 
Boulevard. On-street parking is only permitted on both sides of the street 
between Exposition Boulevard and Pico Boulevard. 


Barrington Avenue A Secondary Highway in Los Angeles with two lanes in each direction south of 
Olympic Boulevard. On-street parking is permitted on both sides of the street. 


Sawtelle Boulevard A Secondary Highway in Los Angeles with two lanes in each direction south of 
Olympic Boulevard. On-street parking is permitted on both sides of the street. 


Sepulveda Boulevard A Major Highway in Los Angeles with two lanes in each direction. On-street 
parking is permitted on both sides of the street except on the west side 
between Santa Monica Boulevard and Exposition Boulevard. 


Westwood Boulevard A Secondary Highway in Los Angeles with one lane northbound and two 
southbound lanes. On-street parking is permitted on both sides of the street. 


Overland Avenue A Major Highway with two lanes in each direction. On-street parking is 
permitted on both sides of the street except in the vicinity of I-10. 


Motor Avenue A Collector Street in Los Angeles with one lane in each direction north of 
National Boulevard, a Secondary Highway with two lanes in each direction 
between National Boulevard and Venice Boulevard, and a Collector Street 
with one lane in each direction south of Venice Boulevard. On-street parking is 
permitted on both sides of the street. 


Robertson Boulevard A Secondary Highway in Los Angeles with two lanes in each direction. On-
street parking is permitted on both sides of the street. 


SOURCE: Iteris, 2008. 
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Existing Intersection Levels of Service 


As stated above, a total of eighty-six intersections within the study area were selected for 
detailed level of service (LOS) analysis. These intersections were selected as they may 
potentially be affected by a nearby project crossing or are located on or near an access route to 
a project station with parking. These intersections are numbered in the previously referenced 
Figure 3.2-1 (Study Area and Location of Study Intersections). 


Detailed weekday AM peak period (7:00 a.m. to 9:00 a.m.) and PM peak period (4:00 p.m. to 
6:00 p.m.) traffic counts were collected at the eighty-six intersections during April, September, 
October, and November of 2007 and some additional traffic counts were conducted in February 
of 2008. Traffic count sheets are included in Appendix A of the Transportation/Traffic Technical 
Background Report for this DEIR. The current intersection operating conditions were analyzed 
using the Operational Analysis Methodology of the 2000 Highway Capacity Manual (HCM). This 
analysis yields a rating of conditions (referred to as level of service [LOS]) at an intersection 
based on the average number of seconds of delay for each peak hour experienced by motorists 
traveling through the intersection. Levels of service range from LOS A (free flow conditions) to 
LOS F (extreme congestion with very substantial delay). For unsignalized intersections, HCM 
methodology was used to calculate the average intersection approach delay to determine the 
LOS. 


For the purposes of this DEIR, intersections operating at LOS A through D are considered to be 
operating at satisfactory LOS and intersections operating at LOS E and F are considered 
unsatisfactory. The project is not assumed to be responsible for any capacity improvements if 
an intersection is currently operating at or is projected to operate at unsatisfactory LOS in the 
No-Build conditions, unless the intersection is further degraded by the project in accordance 
with the project criteria. 


The results of the current intersection operating conditions analysis, with LOS and average 
delay for each peak hour, are included in Appendix B of the Transportation/Traffic Technical 
Background Report for this DEIR. Table 3.2-1 (Existing Study Area Intersection Conditions) 
presents a summary of these results. Among the eighty-six intersections analyzed, sixty are 
presently operating at the satisfactory LOS D or better, and twenty-six are currently operating at 
the unsatisfactorily LOS E or F. Intersections at LOS E or F are shown in bold and italics. The 
table also describes the existing intersection control, such as signalized or stop controlled. 


Table 3.2-1 Existing Study Area Intersection Conditions 


AM Peak Hour PM Peak Hour 


Intersection 
Intersection 


Control LOS 
Delay 
(sec) LOS 


Delay 
(sec) 


1. 4th St and Colorado Avenue Signal C 31.3 C 33.9 
2. 4th St/I-10WB and Olympic Boulevard Signal C 22.8 C 22.4 
3. 4th St/I-10EB and Olympic Boulevard Signal E 56.7 C 29.0 
4. Lincoln Boulevard and Colorado Avenue Signal D 37.9 D 40.5 
5. Lincoln Boulevard/I-10WB and Olympic 
Boulevard Signal C 32.4 C 30.3 
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Table 3.2-1 Existing Study Area Intersection Conditions 


AM Peak Hour PM Peak Hour 


Intersection 
Intersection 


Control LOS 
Delay 
(sec) LOS 


Delay 
(sec) 


6. Lincoln Boulevard/I-10EB and 
Olympic Boulevard Signal F 113.8 C 29.9 


7. 11th St and Colorado Avenue Signal B 18.8 C 22.3 
8. 11th St (N) and Olympic Boulevard Signal B 13.9 B 16.1 
9. 11th St (S) and Olympic Boulevard Signal B 12.7 B 16.4 
10. 14th St and Colorado Avenue Signal B 16.8 B 19.2 
11. 14th St and Olympic Boulevard Signal B 18.6 B 18.1 
12. 17th St and Colorado Avenue Signal B 16.5 B 17.7 
13. 17th St and Olympic Boulevard Signal B 17.3 B 18.4 
14. 20th St and Colorado Avenue Signal C 21.5 B 17.5 
15. 20th St and Olympic Boulevard Signal D 42.6 C 28.4 
16. Cloverfield Boulevard and Colorado 
Avenue Signal D 36.9 D 36.8 


17. Cloverfield Boulevard and Olympic 
Boulevard Signal D 48.2 D 39.5 


18. 26th St and Colorado Avenue Signal B 19.0 C 20.8 
19. 26th St and Olympic Boulevard Signal D 37.4 D 39.6 
20. Stewart St and Colorado Avenue Signal B 16.6 B 15.3 
21. Stewart St and Olympic Boulevard Signal C 32.0 D 38.0 
22. Centinela Avenue (W) and Olympic 
Boulevard Signal B 14.8 B 16.3 


23. Centinela Avenue (E) and Olympic 
Boulevard Signal B 19.1 B 14.7 


24. Centinela Avenue and Exposition 
Boulevard TWSC A 2.6 A 4.2 


25. Centinela Avenue and Pico Boulevard Signal B 19.5 C 24.0 
26. Bundy Dr and Olympic Boulevard Signal F 174.0 E 66.7 
27. Bundy Dr and Exposition Boulevard TWSC A 2.6 F 300.0 
28. Bundy Dr and Pico Boulevard Signal C 33.6 D 38.7 
29. Barrington Avenue and Olympic 
Boulevard Signal D 35.7 D 48.3 


30. Barrington Avenue and Exposition 
Boulevard (N) TWSC A 8.0 C 24.7 


31. Barrington Avenue and Exposition 
Boulevard (S) TWSC A 3.8 F 300.0 


32. Barrington Avenue and Pico Boulevard Signal C 24.6 D 37.8 







page 3.2-8


3.2. Transportation/Traffic 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Table 3.2-1 Existing Study Area Intersection Conditions 


AM Peak Hour PM Peak Hour 


Intersection 
Intersection 


Control LOS 
Delay 
(sec) LOS 


Delay 
(sec) 


33. Gateway Boulevard/Pico Boulevard 
and Exposition Boulevard Signal F 106.5 F 93.2 


34. Sawtelle Boulevard and Pico 
Boulevard Signal F 90.3 E 77.6 


35. Sawtelle Boulevard and Exposition 
Boulevard TWSC A 5.8 F 300.0 


36. Sawtelle Boulevard and National 
Boulevard Signal C 28.9 C 25.6 


37. Sawtelle Boulevard and Palms 
Boulevard Signal B 19.8 C 27.3 


38. Sawtelle Boulevard and Venice 
Boulevard Signal E 56.8 D 50.8 


39. Sawtelle Boulevard and I-405 SB 
Ramps Signal C 31.1 C 31.1 


40. Sepulveda Boulevard and Pico 
Boulevard Signal D 40.4 F 91.5 


41. Sepulveda Boulevard and Exposition 
Boulevard Signal B 15.6 C 27.4 


42. Sepulveda Boulevard and National 
Boulevard Signal D 52.6 F 94.7 


43. Sepulveda Boulevard and Palms 
Boulevard Signal C 26.1 E 63.6 


44. Sepulveda Boulevard and Charnock Rd Signal B 15.8 A 8.9 
45. Sepulveda Boulevard and Venice 
Boulevard Signal F 107.2 F 90.1 


46. Sepulveda Boulevard and I-405 NB 
Ramps Signal D 39.1 C 23.2 


47. Sepulveda Boulevard and Washington 
Place Signal C 23.6 B 15.5 


48. Washington Place and Washington 
Boulevard Signal C 32.8 C 25.7 


49. Military Avenue and Exposition 
Boulevard AWSC B 11.5 C 15.1 


50. Girard Avenue and Venice Boulevard Signal C 24.9 C 23.8 
51. Westwood Boulevard and Exposition 
Boulevard (N) TWSC C 17.3 F 119.7 


52. Westwood Boulevard and Exposition 
Boulevard (S) TWSC C 20.9 F 129.9 


53. Overland Avenue and Ashby Avenue Signal B 16.8 C 23.4 
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Table 3.2-1 Existing Study Area Intersection Conditions 


AM Peak Hour PM Peak Hour 


Intersection 
Intersection 


Control LOS 
Delay 
(sec) LOS 


Delay 
(sec) 


54. Overland Avenue and Northvale Rd TWSC F 56.0 A 1.6 
55. Overland Avenue and National 
Boulevard/I-10 WB Ramps Signal F 300.4 F 190.3 


56. Overland Avenue and I-10 EB On-
Ramp Signal B 19.6 B 16.4 


57. Overland Avenue and National 
Boulevard/National Place Signal C 20.1 C 31.4 


58. I-10 EB Off-Ramp and National 
Boulevard Signal C 23.8 C 21.2 


59. Overland Avenue and Venice 
Boulevard Signal E 64.0 F 98.5 


60. Overland Avenue and Washington 
Boulevard Signal D 50.0 E 57.7 


61. Motor Avenue and National Boulevard Signal C 23.6 C 24.3 
62. Motor Avenue and Venice Boulevard Signal C 23.6 C 22.1 
63. Motor Avenue and Washington 
Boulevard Signal B 19.7 B 15.4 


64. Clarington Avenue and Venice 
Boulevard Signal C 34.4 D 40.1 


65. Clarington Avenue and Washington 
Boulevard Signal C 24.0 C 26.1 


66. Palms Boulevard and Exposition 
Boulevard/National Boulevard Signal B 17.4 E 56.8 


67. Hughes Avenue and Venice Boulevard Signal D 46.0 D 45.0 
68. Hughes Avenue and Washington 
Boulevard Signal B 16.9 B 17.3 


69. Manning Avenue and I-10 WB and 
National Boulevard Signal F 116.0 D 37.5 


70. Culver Boulevard/Washington 
Boulevard/Irving Place Signal D 40.6 D 40.6 


71. Bagley Avenue and Exposition 
Boulevard AWSC C 20.5 E 48.7 


72. Bagley Avenue/Main St and Venice 
Boulevard Signal C 30.8 E 56.2 


73. Culver Boulevard and Washington 
Boulevard/Main St Signal F 290.6 F 191.4 


74. Culver Boulevard and Venice 
Boulevard Signal F 143.0 F 199.8 
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Table 3.2-1 Existing Study Area Intersection Conditions 


AM Peak Hour PM Peak Hour 


Intersection 
Intersection 


Control LOS 
Delay 
(sec) LOS 


Delay 
(sec) 


75. Sawtelle Boulevard and Washington 
Place Signal B 15.0 B 17.8 


76. Sepulveda Boulevard and Queensland 
St Signal B 14.9 B 14.0 


77. Sepulveda Boulevard and Rose Avenue TWSC C 23.1 C 15.7 
78. Sepulveda Boulevard and Washington 
Boulevard Signal B 19.5 B 19.3 


79. Military Avenue and Venice 
Boulevard TWSC F 300.0 F 300.0 


80. Girard Avenue and Washington 
Boulevard Signal B 19.2 B 14.5 


81. Robertson Boulevard and Washington 
Boulevard Signal C 26.8 C 24.3 


82. 20th St and Broadway Signal B 18.0 B 18.4 
83. 14th St and Broadway Signal B 18.4 C 22.2 
84. Lincoln Boulevard and Broadway Signal B 16.0 B 17.4 
85. 4th St and Broadway Signal C 26.8 C 28.9 
86. Main St and Colorado Avenue Signal B 11.8 B 15.5 
SOURCE: Iteris, 2008. 
For unsignalized intersections that are operating at overflow conditions, the delay has been considered as 300 sec. 
Intersections at LOS E or F are shown in bold italics. 
TWSC = Two-Way Stop Controlled, the average delay has been reported with the corresponding LOS. Delay is shown for the 
minor street and is the average delay. Thus, significant delay can occur during the peak hour if there is sufficient traffic on both 
the major and minor street. 
AWSC = All-Way Stop Controlled 


 


Figure 3.2-2 (LOS E/F Intersections—Existing [2007] Conditions) illustrates the intersections 
that are currently operating at LOS E and F. 


Bus Services 


The transit system serving the study area is comprised of an integrated system of many bus 
services provided by several operators including Metro, Santa Monica Big Blue Bus, Culver 
CityBus, and LADOT. Study area existing transit services are fully described in Chapter 2 
(Project Alternatives) (Figure 2.2-2 [No-Build Alternative—Study Area Routes] and Table 2.2-2 
[No-Build Alternative—Study Area Routes]). 







Source: Iteris, 2009.


Figure 3.2-2
LOS E/F Intersections – Existing (2007) Conditions
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Transportation Centers and Hubs 


The study area is served by a network of bus transit services; however, there are few supporting 
transportation system facilities, such as transit centers or park-and-ride lots. The only transit 
center located in the vicinity of the study area is the West LA Transit Center located near the 
intersection of Washington Boulevard and Fairfax Avenue. The West LA Transit Center provides 
bus transfer and layover space for Metro and Culver City buses. Santa Monica has created a 
transit hub in its downtown area on Broadway and Santa Monica Boulevard between 2nd and 4th 
streets to serve several Metro and Santa Monica bus lines. 


Bicycle Access 


The cities of Los Angeles, Santa Monica, and Culver City have bicycle plans that identify 
existing and planned bikeway corridors, both on-street and off-street. The plans also provide 
guidelines and policies for connections to transit, bicycle parking, and other ancillary facilities. 
There are three classes of bikeways as defined by Caltrans: Class I bike paths (off-street), 
Class II bike lanes (on-street), and Class III bike routes (on-street). Existing bikeways in the 
vicinity of the study area are illustrated in Figure 3.2-3 (Study Area Bikeways). 


Parking Inventory 


On-Street Parking 


Improvements proposed as part of the project, as described in Chapter 2 (Project Alternatives), 
could potentially impact on-street parking within the study area. On-street parking spaces that 
could potentially be impacted along the LRT Alternatives are presented in Table 3.2-2 (Existing 
Parking Availability within Potentially Impacted Areas). Only those parking spaces that could 
potentially be removed were inventoried along with nearby spaces to assess the demand and 
potential for replacement parking areas. These inventories were completed during weekday, 
daytime hours. The utilization rate in these areas varies from 5 to 78 percent. Detailed parking 
analysis is discussed in later sections. As a part of the next phase of the project, Preliminary 
Engineering (PE), more detailed surveys will be completed to refine the number of parking 
spaces to be replaced. 


Off-Street Parking 


A variety of land use exists along the entire length of the LRT Alternatives, including 
commercial, industrial, residential, recreational, and institutional. As mandated by zoning codes 
relative to parking requirements, these uses provide off-street parking facilities separate from 
on-street parking, such as private parking lots/structures. The use of such private parking 
facilities was not assumed for replacement of impacted on-street parking. 







Source: Iteris, 2009.


Figure 3.2-3
Study Area Bikeways
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Table 3.2-2 Existing Parking Availability within Potentially Impacted Areas 


Project 
Segment 


Potentially 
Impacted Areas Limits 


Total 
Spaces 


Spaces 
Occupied Utilization


West side of 
Overland Avenue 


Cushdon Avenue to 
Exposition Boulevard 28 13 46.4% 


East side of 
Overland Avenue 


Exposition Boulevard 
to Coventry Place 20 1 5.0% 


West side of 
Westwood 
Boulevard 


Ashby Avenue to 
700 feet north of 
Ashby Avenue 


24 12 50.0% 


East side of 
Westwood 
Boulevard 


Cushdon Avenue to 
Ashby Avenue 15 5 33.3% 


Westwood 
Boulevard* 


Exposition Boulevard 
to Richland Avenue 19 3 15.8% 


South Exposition 
Boulevard* 


Midvale Avenue to 
Westwood Boulevard 22 11 50.0% 


South Exposition 
Boulevard* 


East of Westwood 
Boulevard 13 2 15.4% 


Segment 1: 
Expo ROW 


North Exposition 
Boulevard* 


East of Westwood 
Boulevard 9 7 77.8% 


Venice Boulevard* 
Robertson Boulevard 
to Sepulveda 
Boulevard 


302 154 51.0% 
Segment 1a: 
Venice/Sepulveda 


Sepulveda 
Boulevard* 


Venice Boulevard to 
Exposition Boulevard 397 169 42.6% 


Exposition 
Boulevard* 


Sepulveda Boulevard 
to Sawtelle Boulevard 69 33 47.8% 


Sepulveda 
Boulevard* 


Pico Boulevard to 
150 feet south of 
Pearl Street 


25 8 32.0% 


Exposition 
Boulevard* 


Sepulveda Boulevard 
to Tilden Avenue 43 23 53.5% 


East side of 
Barrington Avenue 


North of Exposition 
Boulevard 16 7 43.8% 


West side of 
Barrington Avenue 


Tennessee Avenue to 
Pico Boulevard 3 1 33.3% 


West side of 
Centinela Avenue 


Olympic Boulevard to 
Exposition Boulevard 21 20 95.2% 


East side of 
Centinela Avenue 


Exposition Boulevard 
(East) to Exposition 
Boulevard (West) 


2 2 100.0% 


Segment 2: 
Sepulveda to 
Cloverfield 


Stewart Street* Olympic Boulevard to 
Exposition Boulevard 22 2 9.1% 
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Table 3.2-2 Existing Parking Availability within Potentially Impacted Areas 


Project 
Segment 


Potentially 
Impacted Areas Limits 


Total 
Spaces 


Spaces 
Occupied Utilization


Segment 3: 
Olympic Olympic Boulevard* 20th Street to Euclid 


Street 123 59 48.0% 


Segment 3a: 
Colorado Colorado Avenue* 14th Street to 4th 


Street 56 35 62.5% 


 Grand Total  1,229 567 46.1% 
SOURCE: DMJM Harris and Iteris, 2008. 
* Both sides of the street were inventoried. 


3.2.3 Regulatory Setting 


Transportation planning for Los Angeles County at the regional level is the responsibility of the 
Southern California Association of Governments (SCAG), which is the designated Metropolitan 
Planning Organization for the six-county Southern California region, which consists of Imperial, 
Los Angeles, Orange, Riverside, San Bernardino, and Ventura counties. Under federal law, 
SCAG must prepare a Regional Transportation Plan (RTP). The RTP demonstrates how the 
region will meet federal mandates, including air quality requirements, and must be approved by 
federal agencies in order for the region to continue receiving federal transportation funds. Only 
projects and programs included in the RTP are eligible for federal funding. The 2008 RTP was 
adopted in May 2008 and includes the Expo Phase 2 project among the list of projects with 
already-committed funding. Los Angeles County Metropolitan Transportation Authority (Metro), 
as the state-designated planning and programming agency for Los Angeles County, submits 
recommended projects and programs to SCAG for inclusion in the RTP. The approved 2001 
Long Range Transportation Plan (LRTP), developed by Metro, included the Expo Phase 2 
project in the Constrained Plan. The Draft 2008 LRTP has been circulated for public review and 
also includes the Expo Phase 2 project in the Constrained Plan. 


The Los Angeles County Congestion Management Plan (CMP) was created statewide as a 
result of Proposition 111 and has been implemented locally by Metro. The CMP for Los Angeles 
County requires that the traffic impact of individual development projects of potential regional 
significance be analyzed. A specific system of arterial roadways plus all freeways comprise the 
CMP system. Los Angeles County’s CMP also has been developed to meet the federal 
requirements for a Congestion Management System (CMS) initially enacted in the Intermodal 
Surface Transportation Efficiency Act of 1991 (ISTEA) and continued in the Transportation 
Equity Act for the 21st Century (TEA-21) in 1998 and SAFETEA-LU in 2005. 


The Metro Grade Crossing Policy was used to conduct an evaluation of all LRT Alternative 
grade crossings (MTA Grade Crossing Policy for Light Rail Transit, December 2003). The Policy 
is intended to provide a structured process for the evaluation of grade crossings along light-rail 
lines. The Policy includes three levels of review. In addition to the three levels of review, 
engineering and environmental concerns are also taken into account before a final 
recommendation is reached. 


The first level is Milestone 1, which is a planning-level review resulting in classifying the 
crossings into one of the following three categories: 


• At-grade operation should be feasible 
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• Possible at-grade operation (further engineering study required to define at-grade 
operation) 


• Grade separation usually required (further engineering study required to define at-grade 
operation) 


Milestone 2 involves detailed operational evaluation taking into account peak period, movement-
by-movement analysis of roadway traffic in conjunction with assessment of potential impacts to 
rail operations due to priority control. 


Milestone 3 involves developing consensus regarding the proposed design solution with local 
constituencies including other involved agencies and the community as appropriate. This step 
may include PE studies and cost estimates for alternative treatments. It is expected at this point 
that all technical analyses will have been completed leading to a final recommendation by the 
Exposition Metro Line Construction Authority (Expo Authority) for the crossing configuration. 


Notwithstanding the recommendations resulting from application of the Policy, the California 
Public Utilities Commission (CPUC) will give the final regulatory approval before a decision is 
reached. 


3.2.4 Analytic Methodology 


Travel Forecast Methodology 


Traffic conditions for the design year of 2030 were forecast and evaluated for the No-Build, 
TSM, and each of the LRT Alternatives. The No-Build Alternative represents the projected 
design year traffic volumes in the study area in the absence of any transit improvements along 
the Exposition Corridor, beyond the Expo Phase 1 project to Culver City. 


Traffic volume forecasts for the design year 2030 conditions (No-Build, TSM, and LRT 
Alternatives) are based upon the results of Metro’s regional travel demand forecasting model 
(Metro Travel Demand Model). The Metro Travel Demand Model was updated and refined 
specifically for use in this study. The Metro Travel Demand Model was used to forecast travel 
characteristics and ridership for the project design year of 2030. Within the study area, the only 
major project that the Metro Travel Demand Model includes as it is listed in the 2006 Regional 
Transportation Improvement Program (RTIP) is the High Occupancy Vehicle (HOV) lane on the 
I-405 Freeway from I-10 to SR-101 Freeways (RTIP ID# LA0B408). Another major project listed 
in the RTIP, but not included in the model, is the widening of the west side of Overland Avenue 
Bridge over I-10, from National Boulevard/I-10 Westbound Ramps to National 
Boulevard/National Place (RTIP ID# LA0B7234). 


Travel forecasting models, such as the Metro Travel Demand Model, are mathematical models, 
which describe the relationships between land use and demographics, causes of personal 
travel, and the resultant amount and location of that travel. These models are statistically 
derived from observations of individual travel choices obtained through extensive surveys of a 
region’s trip-making characteristics of travelers and their households. 


The Metro Travel Demand Model receives its demographic inputs from the SCAG Regional 
Travel Demand Model. The Metro Travel Demand Model predicts future travel demand based 
upon several input data items that include the following: 
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• SCAG forecasts of regional growth in population and employment in the six county 
region 


• SCAG forecast changes in the socio-demographic characteristics of travelers 


• Future characteristics of the roadway and transit systems including travel times, costs, 
and system capacity reflective of the planned system (No-Build Alternative) and TSM 
and LRT Alternatives 


To estimate the more localized traffic impacts associated with the proposed project, intersection 
traffic volume projections for each Alternative were developed using the following process: 


• Development of future base traffic volumes reflecting 2000–2030 background traffic 
growth, and changes due to auto trip reduction and other shifts in traffic as a direct result 
of the proposed project 


• Development of additional peak hour auto access trips to stations related to station 
parking trips and drop-off trips 


• Estimation of trip diversions due to cross-street and/or left-turn closures and their 
potential impact on the study area intersection turning movement volumes 


The model used to develop traffic volumes is a regional model. In order to ensure that the trips 
due to station parking and drop-offs are accurately reflected in the analysis, the above 
methodology was employed. Use of this methodology allowed for a "true" impact analysis, 
which reflects both macro-level reductions and/or shifts in background traffic due to the 
proposed project as well as the micro-level additional local impacts created by station-access 
traffic and transit vehicle delays. 


Background Traffic Growth Factors 


To develop the "base" traffic volumes for the first step, a growth-factoring process was used. 
Traffic growth factors were calculated for the study area arterials by comparing traffic volume 
results from the Metro Travel Demand Model for the No-Build Alternative with the TSM 
Alternative and each of the LRT Alternatives. These results included AM and PM peak hour 
volumes at key intersections in the study area for the base year 2005 and forecast year 2030. 
2005 is the base year in the Metro Travel Demand Model. 


Due to a noticeable difference in traffic growth patterns in various subareas within the study 
area, the traffic volumes for intersections were grouped into six subareas depicted on 
Figure 3.2-4 (Growth Factor Subareas). A summary of these growth factors for the 2030 No-
Build, TSM, and the LRT Alternatives is shown in Table 3.2-3 (Growth Factors for Study Area 
between 2007 and 2030). The growth factors for the TSM Alternative are marginally less than 
the No-Build Alternative, reflecting the small mode shift to transit that is expected to be 
associated with the TSM Alternative. These growth factors were then applied to the existing 
2007 intersection traffic counts to develop future background (base) volumes at each of the 
study intersections for each Alternative. 







Source: Iteris, 2009.


Figure 3.2-4
Growth Factor Subareas
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Table 3.2-3 Growth Factors for Study Area between 2007 and 2030 


AM Peak Hour PM Peak Hour 
Subarea No-Build TSM LRT Alternatives No-Build TSM LRT Alternatives 


A 12.6% 11.5% 11.2% 11.4% 11.4% 10.8% 
B 19.3% 18.9% 19.1% 19.4% 18.8% 18.2% 
C 13.1% 12.6% 12.1% 13.8% 12.6% 13.1% 
D 32.3% 30.4% 30.5% 31.1% 30.5% 29.8% 
E 18.8% 17.7% 17.8% 19.8% 19.6% 19.7% 
F 18.4% 18.3% 17.7% 20.1% 19.5% 19.9% 


SOURCE: Iteris, 2008 
 


As can be seen from the table, the model predicts the greatest growth in traffic to be along the 
Sepulveda and Sawtelle Boulevards corridor, parallel to I-405 (Subarea D). The greatest growth 
along the Exposition and Olympic Boulevards corridor occurs west of I-405 (Subarea B). The 
growth in traffic along the Expo ROW corridor, east of I-405 and north of I-10 (Subarea C), is 
comparatively less (approximately 0.50 percent per year) than other areas in the study area. 
The Metro Travel Demand Model also predicts considerable growth (approximately 0.80 percent 
per year) in the Culver City area, along Venice Boulevard and Washington Boulevard (Subareas 
E and F). 


All traffic volume development worksheets are included in Appendix C of the 
Transportation/Traffic Technical Background Report. 


As seen on the table, the TSM and LRT Alternatives show lower growth rates than the No-Build 
Alternative. This reflects a reduction in auto trips due to a shift to transit. Comparing the TSM 
and LRT Alternatives, it can be seen that generally in most subareas, the LRT Alternatives 
growth factors are lower than the TSM. It should be noted that these growth factors are 
calculated as an average over a number intersections over the entire subarea. Hence in some 
cases, the growth factor in LRT Alternatives is estimated to be slightly higher than for the TSM 
Alternative. This is due to the fact that the reduction of traffic due to shift in transit trips may not 
be clearly evident at every intersection and/or roadway segment in the study area. 


Intersection Delay Measure of Impact 


The impact threshold for intersections used in this DEIR utilizes the Highway Capacity Manual 
(HCM) operations analysis methodology to quantify existing and future (2030) conditions at all 
intersections with and without the proposed project. For this study, the threshold is based on the 
amount of change in average vehicular delay incurred by vehicles through the intersection (as 
opposed to the change in volume/capacity [V/C] ratios). This provides a more accurate 
assessment of the effect of signal operational changes, such as signal timing and phasing, 
changing cycle lengths, various signal progression assumptions, lengthening clearance intervals 
(when pulling back stop bars behind a parallel rail line), etc. These traffic operational 
improvements require calculation of intersection and/or approach delay for impacts as well as 
mitigation measures, which cannot be performed with a straight V/C to LOS range. 
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For this DEIR, the definition of impact is as follows per the HCM methodology: 


An intersection is considered to be impacted if the project traffic is projected to cause 
deterioration in level of service to LOS E or worse. An intersection is also considered to be 
impacted if the intersection is already operating at LOS E or F and the project results in an 
increase in the average vehicle delay of 4 seconds or more at the intersection compared to the 
No-Build condition. 


For this project, a threshold of 4 seconds of delay has been assumed for all intersections; this is 
slightly more conservative than the 5-second value used for the Expo Phase 1 project and the 
Canoga Transportation Corridor Project due to the higher traffic volumes in the Expo Phase 2 
study area. The criteria for LOS based on average delay are shown in Table 3.2-4 (LOS Criteria 
Based on Average Delay—Intersections). 


Table 3.2-4 LOS Criteria Based on Average Delay—Intersections 


Level of 
Service 


Average Delay per Vehicle (sec)—
Signalized intersections 


Average Delay per Vehicle (sec)—
Unsignalized intersections 


A ≤10 <10 


B > 10 and ≤ 20 > 10 and ≤ 15 
C > 20 and ≤ 35 > 15 and ≤ 25 
D > 35 and ≤ 55 > 25 and ≤ 35 
E > 55 and ≤ 80 > 35 and ≤ 50 
F > 80 > 50 


SOURCE: 2000 Highway Capacity Manual, Average Delay is the delay experienced by every vehicle in an average in an hour. 
 


On-Street Parking 


The LRT Alternatives will create parking demand at and around stations and will require, for 
some LRT Alternatives, the reduction of existing, on-street parking supply. Parking is therefore 
evaluated with respect to demand for parking as well as to changes to existing on-street parking 
supply. Project parking demand was predicted using the Metro Travel Demand Model, while 
utilization was determined by physical survey. Permanent loss of existing on-street parking 
spaces would be considered an impact if the spaces had been consistently utilized to meet the 
parking demands of nearby land uses and if there were no nearby alternate off-street or on-
street parking. 
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3.2.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project cause a substantial increase in regional vehicle miles 
traveled (VMT) or vehicle hours traveled (VHT)? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. The minor improvements in bus service on existing routes that would be 
implemented under the No-Build Alternative would have a small but positive impact on vehicle 
miles traveled (VMT) and vehicle hours traveled (VHT). Nevertheless, the No-Build Alternative 
would still result in continued deterioration of regionwide and study area mobility with falling 
average travel speeds and increased VMT and VHT in association with future growth in 
population and jobs. Therefore, the impact is significant and unavoidable. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative would reduce regional VMT and VHT relative 
to the No-Build Alternative. Minor improvements to study are mobility and travel speeds would 
be noted in association with future growth of population and jobs. Therefore, the impact would 
be beneficial. 


LRT Alternatives 


Table 3.2-5 (Performance Measures for Current Year [2005] and Project Alternatives for Year 
2030) shows performance by Alternative for a number of typical indicators for the 6-county 
region, Los Angeles County, and for the study area. These performance measures are used to 
indicate the effectiveness of each Alternative in improving mobility. 


The table shows that LRT Alternative 1 provides the best overall transportation performance in 
terms of reduced VMT and VHT and increased average highway speeds, both regionwide and 
throughout the study area. LRT Alternative 3 shows lesser reductions in VMT and VHT, both 
regionwide and throughout the study area. LRT Alternatives 2 and 4 show increases in 
regionwide VMT and VHT, likely due to the reduction in lane capacity along Colorado Avenue 
associated with those Alternatives. All four LRT Alternatives show a beneficial impact in terms 
of reduction of VMT and VHT in Los Angeles County and the study area. 
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Table 3.2-5 Performance Measures for Current Year (2005) and Project Alternatives for Year 2030 


Performance Measures 
Existing 
(2005) 


No-Build 
Alternative 


TSM 
Alternative 


LRT 1: 
Expo ROW–


Olympic 
Alternative 


LRT 2: 
Expo ROW–


Colorado 
Alternative 


LRT 3: 
Venice/ 


Sepulveda–
Olympic 


Alternative 


LRT 4: 
Venice/ 


Sepulveda–
Colorado 


Alternative 


Region 
454,216,941 454,283,158 454,141,039 454,249,551 454,190,217 454,259,139 


Daily Auto VMT 325,651,489 
% Diff from No-Build 0.01% -0.02% 0.01% -0.01% 0.01% 


20,161,579 20,163,440 20,155,624 20,165,425 20,159,001 20,169,954 
Daily Auto VHT 10,381,384 


% Diff from No-Build 0.01% -0.03% 0.02% -0.01% 0.04% 
23 23 23 23 23 23 


Daily Avg. Speed (mph) 31 
-25.81% 0.00% 0.00% 0.00% 0.00% 0.00% 


Los Angeles County 
223,164,138 223,163,833 223,073,743 223,120,245 223,147,690 223,152,265 


Daily Auto VMT 168,623,923 
% Diff from No Build -0.001% -0.04% -0.02% -0.01% -0.01% 


9.363,595 9,362,004 9,342,867 9,354,590 9,360,651 9,351,369 
Daily Auto VHT 5,173,085 


% Diff from No Build -0.02% -0.22% -0.10% -0.03% -0.13% 
24 24 24 24 24 24 


Daily Avg. Speed (mph) 33 
-27.20% 0.00% 0.00% 0.00% 0.00% 0.00% 


Expo Study Area 
2,695,854 2,693,804 2,684,231 2,685,511 2,686,360 2,685,540 


Daily Auto VMT 2,121,209 
% Diff from No-Build -0.08% -0.43% -0.38% -0.35% -0.38% 


114,091 113,809 112,476 112,701 112,831 112,605 
Daily Auto VHT 65,586 


% Diff from No-Build -0.25% -1.42% -1.22% -1.10% -1.30% 
24 24 24 24 24 24 


Daily Avg. Speed (mph) 32 
% Diff from No-Build 0.00% 0.00% 0.00% 0.00% 0.00% 


AM Peak Auto VMT 415,390 547,294 546,294 543,442 543,929 545,044 543,896 
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Table 3.2-5 Performance Measures for Current Year (2005) and Project Alternatives for Year 2030 


Performance Measures 
Existing 
(2005) 


No-Build 
Alternative 


TSM 
Alternative 


LRT 1: 
Expo ROW–


Olympic 
Alternative 


LRT 2: 
Expo ROW–


Colorado 
Alternative 


LRT 3: 
Venice/ 


Sepulveda–
Olympic 


Alternative 


LRT 4: 
Venice/ 


Sepulveda–
Colorado 


Alternative 


% Diff from No-Build -0.18% -0.70% -0.61% -0.41% -0.62% 
28,348 28,197 27,709 27,824 27,999 27,844 


AM Peak Auto VHT 14,673 
% Diff from No-Build -0.53% -2.25% -1.85% -1.23% -1.78% 


19 19 20 20 20 20 
AM Peak Avg. Speed (mph) 28 


% Diff from No-Build 0.00% 5.26% 5.26% 5.26% 5.26% 
802,765 802,229 798,904 799,348 799,156 798,301 


PM Peak Auto VMT 613,998 
% Diff from No-Build -0.07% -0.48% -0.43% -0.45% -0.56% 


49,036 48,911 48,233 48,336 48,271 48,158 
PM Peak Auto VHT 23,918 


% Diff from No-Build -0.25% -1.64% -1.43% -1.56% -1.79% 
16 16 17 17 17 17 


PM Peak Avg. Speed (mph) 26 
% Diff from No-Build 0.00% 6.25% 6.25% 6.25% 6.25% 


SOURCE: AECOM and Iteris, 2008. 
VMT = Vehicle Miles Traveled; VHT = Vehicle Hours Traveled 
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Criterion Would the project cause a substantial decrease in daily transit trips, daily 
boardings, or transit mode share? 


No-Build Alternative 


There will be roadway and transit service improvements in association with the No-Build 
Alternative and only limited on-street transit improvements. The No-Build Alternative results in a 
small increase in transit use over current conditions based upon the Metro Travel Demand 
Model. There would be no impact associated with the No-Build Alternative. However, the No-
Build Alternative is inconsistent with the SCAG RTP, which includes the Expo Phase 2 project. 
The No-Build Alternative results in lower transit ridership than the TSM Alternative or any of the 
LRT Alternatives. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative results in an increase in transit use relative to 
the No-Build Alternative based upon the Metro Travel Demand Model. There would be a 
beneficial impact associated with the TSM Alternative. 


LRT Alternatives 


As can be seen from Table 3.2-6 (Comparison of Transit Performance Measures for 2030), all 
the Alternatives show an increase in total transit trips and the transit mode share as compared 
to the No-Build Alternative and have a beneficial impact in terms of increase in transit trips and 
transit mode share with LRT Alternatives 1 and 3 providing a slightly higher level of benefits. 


Table 3.2-6 Comparison of Transit Performance Measures for 2030 


Regionwide 
No-Build 


Alternative 
TSM 


Alternative 


LRT 1: 
Expo ROW–


Olympic 
Alternative 


LRT 2: 
Expo ROW–


Colorado 
Alternative 


LRT 3: 
Venice/ 


Sepulveda– 
Olympic 


Alternative 


LRT 4: 
Venice/ 


Sepulveda–
Colorado 


Alternative 


Daily 
Boardings — — 36,653 36,412 35,880 35,849 


1,528,323 1,531,723 1,542,727 1,542,709 1,541,975 1,542,055 Daily 
Transit 
Trips 


% Diff from 
No-Build 0.22% 0.94% 0.94% 0.89% 0.90% 


1.963% 1.967% 1.981% 1.981% 1.980% 1.980% Transit 
Mode 
Share 


% Diff from 
No-Build 0.22% 0.94% 0.94% 0.89% 0.90% 


Daily Boardings = The total project LRT boardings within the study area; Daily Transit Trips = The total transit trips in the entire 
county; Transit Mode Share = The % of transit trips compared to the total trips. 
The statistics for the TSM and LRT Alternatives are compared to the No-Build Alternative. 
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Criterion Would the project’s at-grade crossings substantially disrupt traffic 
operations and/or substantially affect emergency vehicle response? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. There are no at-grade crossings 
proposed in the No-Build Alternative. Therefore, no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. Buses would operate in traffic, using standard intersection 
signalization. There are no gated at-grade crossings proposed in the TSM Alternative. 
Therefore, no impact would occur. 


LRT Alternatives 


The Metro Grade Crossing Policy for Light Rail Transit (December 2003) was used to perform 
an analysis of all potential at-grade crossings for the LRT Alternatives as described in 
Section 3.2.3 (Regulatory Setting). Engineering and environmental concerns were also taken 
into account in developing the final recommendations for at-grade versus grade-separated 
crossings. 


The detailed grade crossing analysis is included as part of Appendix D of the 
Transportation/Traffic Technical Background Report. Table 3.2-7 (Grade Crossing Analysis—
Results for Milestones 1 and 2) provides a summary of the analysis results and Table 3.2-8 
(Grade Crossing Analysis—Proposed Improvements) provides a detailed summary of the 
improvements identified to allow an at-grade operation. 


The improvements identified in Table 3.2-7 and Table 3.2-8 are essential to provide acceptable 
at-grade operations per the Metro Grade Crossing Policy; hence, they are assumed to be part of 
the project and included in each LRT Alternative as appropriate. The impact assessment results 
summarized later in this section include all of these proposed improvements. 


The detailed geometric drawings of the proposed improvements for the recommended at-grade 
crossings are illustrated in Appendix E (Plans and Profiles). With the proposed improvements at 
the grade crossings, there will be some residual queuing impacts at two locations, Centinela 
Avenue/Expo ROW and Stewart Street/Expo ROW in the southbound direction (north of 
Exposition Boulevard). But since these intersections are operating at satisfactory levels of 
service, the eastbound right turns can be held on Olympic Boulevard at the signal to reduce the 
southbound queues. 
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Table 3.2-7 Grade Crossing Analysis—Results for Milestones 1 and 2 


Segment Grade Crossing 
Preliminary 
Disposition Remarks 


Bagley Avenue/Exposition Boulevard/Expo ROW At-Grade  
Overland Avenue/Expo ROW At-Grade Proposed Improvements (Table 3.2-8) 
Westwood Boulevard/Expo ROW At-Grade Proposed Improvements (Table 3.2-8) 
Military Avenue/Expo ROW At-Grade  


Segment 1: 
Expo ROW 


Sepulveda Boulevard/Exposition Boulevard/Expo ROW At-Grade Proposed Improvements (Table 3.2-8) 


Culver Boulevard/Venice Boulevard Grade Separated Grade Separated due to engineering 
issues 


Bagley Avenue/Main St/Venice Boulevard Grade Separated Grade Separated due to engineering 
issues 


Hughes Avenue/Venice Boulevard At-Grade  
Clarington Avenue/Venice Boulevard At-Grade  
Motor Avenue/Venice Boulevard At-Grade  
Overland Avenue/Venice Boulevard Grade Separated  
Girard Avenue/Midvale Avenue/Venice Boulevard At-Grade  


Military Avenue/Venice Boulevard Grade Separated Grade Separated due to engineering 
issues 


Sepulveda Boulevard/Venice Boulevard Grade Separated  
Sepulveda Boulevard/Charnock Road (South) At-Grade  


Sepulveda Boulevard/Charnock Road (North) Grade Separated Grade Separated due to engineering 
issues 


Sepulveda Boulevard/Palms Boulevard Grade Separated  


Sepulveda Boulevard/Rose Avenue Grade Separated Grade Separated due to engineering 
issues 


Sepulveda Boulevard/National Boulevard Grade Separated  


Segment 1a: 
Venice/Sepulveda 


Sepulveda Boulevard/Exposition Boulevard At-Grade Proposed Improvements (Table 3.2-8) 
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Table 3.2-7 Grade Crossing Analysis—Results for Milestones 1 and 2 


Segment Grade Crossing 
Preliminary 
Disposition Remarks 


Sawtelle Boulevard/Exposition Boulevard/Expo ROW Grade Separated Grade Separated due to engineering 
issues  


Gateway Boulevard/Pico Boulevard/Expo ROW Grade Separated  
Barrington Avenue/Expo ROW At-Grade Proposed Improvements (Table 3.2-8) 
Bundy Drive/Expo ROW Grade Separated  
Centinela Avenue/Expo ROW At-Grade Proposed Improvements (Table 3.2-8) 
Stewart Street/Expo ROW At-Grade Proposed Improvements (Table 3.2-8) 
26th Street/Olympic Boulevard/Expo ROW At-Grade  


Segment 2: 
Sepulveda to Cloverfield 


Cloverfield Boulevard/Olympic Boulevard/Expo ROW Grade Separated  


Median of Olympic Boulevard Grade Separated Grade Separated due to engineering 
issues  


20th Street/Olympic Boulevard At-Grade  
17th Street/Olympic Boulevard At-Grade  
14th Street/Olympic Boulevard At-Grade  


11th Street/Olympic Boulevard Grade Separated Grade Separated due to engineering 
issues 


Segment 3: 
Olympic 


Lincoln Boulevard/Olympic Boulevard Grade Separated  


Olympic Boulevard Grade Separated Grade Separated due to engineering 
issues 


20th Street/Colorado Avenue At-Grade  
17th Street/Colorado Avenue At-Grade  
14th Street/Colorado Avenue At-Grade  
11th Street/Colorado Avenue At-Grade  


Segment 3a: 
Colorado 


Lincoln Boulevard/Colorado Avenue At-Grade Proposed Improvements (Table 3.2-8) 
SOURCE: Iteris, 2008. 
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Table 3.2-8 Grade Crossing Analysis—Proposed Improvements 


Project Segment Grade Crossing Proposed Improvements 


Overland Avenue/ 
Expo ROW 


• Add one southbound through and one northbound through lane between Coventry Place 
and Cushdon Avenue 


• Prohibit on-street parking on the west side of Overland between Cushdon Avenue and 
Expo ROW, and on the east side of Overland between Expo ROW and Coventry Place 
between 7:00 a.m. and 7:00 p.m. to accommodate additional lanes 


• Add a signal at the Expo ROW crossing to facilitate pedestrian access across Overland 
Avenue 


• Eliminate eastbound left turn lane on Exposition Boulevard (South) 
• Eliminate westbound left turn lane on Northvale Road 


Westwood Boulevard/
Expo ROW 


• Add a northbound through lane between Ashby Avenue and Richland Avenue. 
• Prohibit on-street parking in the vicinity of north and south bus zones near the Expo ROW 


crossing 
• Restrict west leg of Exposition Boulevard (South) to right-out only and east leg to right-


in/right-out only for access to proposed station parking 
• Allow northbound and eastbound lefts at Exposition Boulevard (North) but restrict east leg 


to right-out only 
• Add a signal at the Expo ROW crossing to facilitate pedestrian access across Westwood 


Boulevard 


Segment 1: 
Expo ROW 


Sepulveda Boulevard/
Exposition Boulevard/
Expo ROW 


• Add one southbound through lane between Pico and Richland Avenues (taper to end at 
Richland) 


• Prohibit on-street parking on the east side of Sepulveda Boulevard between Pico 
Boulevard and Pearl Street, and on the west side of Sepulveda Boulevard from 400’ north 
of the Expo ROW to south of Pearl Street to accommodate additional lane 


• Provide exclusive eastbound and westbound left turn lanes on Exposition Boulevard to 
Sepulveda Boulevard 
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Table 3.2-8 Grade Crossing Analysis—Proposed Improvements 


Project Segment Grade Crossing Proposed Improvements 


Segment 1a: 
Venice/Sepulveda 


Sepulveda Boulevard/
Exposition Boulevard 


• Add one southbound through lane between Pico and Richland Avenues (taper to end at 
Richland) 


• Prohibit on-street parking between Pico Boulevard and Exposition Boulevard to 
accommodate additional lane 


• Provide exclusive eastbound and westbound left turn lanes on Exposition Boulevard to 
Sepulveda Boulevard 


Barrington Avenue/ 
Expo ROW 


• Elongate the northbound left turn lane between the Expo ROW crossing and Olympic 
Boulevard 


• Add a dedicated northbound right turn lane at Olympic Boulevard 
• Add a dedicated southbound right turn lane at Pico Boulevard 
• Exposition Boulevard (North) and the driveway on east side just north of the Expo ROW 


crossing would operate as a right-in/right-out access only 
• Close the east leg of Exposition Boulevard (South) and prohibit eastbound left turns 
• Prohibit on-street parking generally on the west side of Barrington Avenue between 


Exposition Boulevard (North) and Tennessee Avenue 
• Add a signal at the Expo ROW crossing to facilitate pedestrian access across Barrington 


Avenue 


Segment 2: 
Sepulveda to 
Cloverfield 


Centinela Avenue/ 
Expo ROW 


• Add one northbound lane between the Expo ROW and Olympic Boulevard 
• Add two northbound lanes between Exposition Boulevard and the Expo ROW 
• Signalize Exposition Boulevard (North) and prohibit southbound left turns 
• Prohibit on-street parking on both sides of Centinela Avenue between Olympic Boulevard 


and Exposition Boulevard 
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Table 3.2-8 Grade Crossing Analysis—Proposed Improvements 


Project Segment Grade Crossing Proposed Improvements 


Stewart Street/ 
Expo ROW 


• Add a southbound through lane between Olympic Boulevard and Exposition Boulevard 
(south of the Expo ROW) 


• Add a dedicated eastbound right turn lane on Olympic Boulevard 
• Add a westbound left turn lane on Olympic Boulevard 
• Move the existing stop bars south of Expo ROW crossing 
• Prohibit on-street parking on both sides of Stewart Street between Olympic Boulevard and 


Exposition Boulevard 
Segment 3a: 
Colorado 


Lincoln Boulevard/ 
Colorado Avenue • Add an eastbound right-turn lane on Colorado Avenue at Lincoln Boulevard 


SOURCE:  Iteris, 2008. 
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To evaluate the extent of additional traffic delay due to the at-grade crossings, an analysis was 
conducted to calculate the average vehicular delay (in seconds) at the proposed crossings. 
Based on projected vehicular volumes (year 2030) at the planned LRT crossings and train 
activities, average vehicular delays at all the crossings were calculated and are summarized in 
Table 3.2-9 (Average Vehicle Delay at Selected At-Grade Crossings [seconds] with 
Improvements and Mitigations). The results are presented in terms of average vehicle delay in 
seconds. This analysis was conducted for the peak hour volumes for vehicular traffic and LRT 
frequency of 5-minute headways (expected peak hour service) and 10-minute headways 
(expected mid day service). 


Table 3.2-9 Average Vehicle Delay at Selected At-Grade Crossings (seconds) with 
Improvements and Mitigations 


AM Peak Hour PM Peak Hour 


LRT Crossing Location 
5-Minute 


Headways 
10-Minute 
Headways 


5-Minute 
Headways 


10-Minute 
Headways 


Overland Avenue 8.09 4.04 8.70 4.35 
Westwood Boulevard 8.98 4.49 10.17 5.08 
Sepulveda Boulevard 9.52 4.76 9.23 4.62 
Barrington Avenue 10.43 5.22 12.48 6.24 
Centinela Avenue 10.56 5.28 9.53 4.77 
Stewart St 7.61 3.81 7.94 3.97 
26th St 7.52 3.76 7.57 3.79 
SOURCE: Iteris, 2008. 


 


As can be seen from the table, with 5-minute headways, the average vehicular delay ranges 
from 7.5 seconds to 12.5 seconds. With 10-minute headways, the average vehicular delay 
ranges from 3.8 seconds to 6.2 seconds. This analysis is based on the fact that in any given 
hour, based on the timing of vehicular arrivals, some vehicles will never experience any delays 
due to the trains, and some vehicles will experience the entire total gate down time period of 
42 seconds (per Metro Grade Crossing Policy for Light Rail Transit, December 2003). Should an 
inbound and outbound LRT train approach a crossing less than 30 seconds apart from one 
another, the total gate down time for that particular crossing event could last as long as 
82 seconds. However, this delay would not occur simultaneously at adjacent crossings due to 
the spacing of the LRT trains and, in the event that such an extended delay were to occur at a 
particular crossing, it would be offset by the extended period for which the gates would then 
remain up until the next LRT train crossing. Thus, there would be no change in the average 
delay discussed in this section. The highest delays are experienced at Barrington Avenue in the 
PM peak hour and at Centinela Avenue in the AM peak hour. 


Emergency vehicles traveling on streets that cross the at-grade LRT Alternatives crossings will 
experience some additional delay above the level experienced prior to the implementation of 
LRT Alternatives. Unlike at intersections with traffic signals where emergency vehicles can pass 
through the intersections at reduced speeds even when receiving a red signal indication, they 
will not be able to cross through the at-grade crossings when the railroad gates are down. This 
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may cause some minor delay to emergency vehicles, but the impacts would be considered less 
than significant, as noted in Section 3.15 (Safety and Security). 


In order to improve traffic, circulation, and safety, changes would be implemented as described 
in Table 3.2-10 (Proposed Road Closures and Limited Turning Movements by Segments). This 
includes an analysis of existing signalized pedestrian crossings. The analysis of the 
improvements’ impacts on the delivery of community safety services is discussed in 
Section 3.15 (Safety and Security) 


Table 3.2-10 Proposed Road Closures and Limited Turning Movements by Segments


Intersection Proposed Road Closures and Limited Turning Movements 
Segment 1: Expo ROW 


Expo ROW at Overland 
Ave 


At the NE corner of the crossing, eliminate existing left turns from Northvale 
Rd WB onto Overland Ave SB 
At the SW corner of the crossing, eliminate existing left turn from Exposition 
Blvd EB onto Overland Ave NB 


Exposition Blvd (North & 
South) at Westwood Blvd 


At the NE corner of the crossing, eliminate all turning movements except the 
right turn from Exposition Blvd WB onto Westwood Blvd NB. Existing alley 
would become one-way between Ashby Ave and Westwood Blvd 
At the SE corner of the crossing, eliminate all turning movements except the 
right turn from Westwood Blvd NB onto Exposition Blvd EB and the right turn 
from Exposition Blvd WB onto Westwood Blvd NB 
At the SW corner of the crossing, eliminate all turning movements except the 
right turn from Exposition Blvd EB onto Westwood Blvd SB. Exposition Blvd 
would become one-way between Westwood Blvd and alley to the west 


Segment 1a: Venice/Sepulveda 
Watseka Ave Eliminate existing left turn from Venice Blvd WB onto Watseka Ave SB 
Jasmine Ave Eliminate existing left turn from Venice Blvd WB onto Jasmine Ave SB 
Mentone Ave Eliminate existing left turn from Venice Blvd EB onto Mentone Ave NB 


Glendon/Midway Ave 
Eliminate existing NB and SB thru traffic across Venice Blvd, existing left 
turn from Venice Blvd WB onto Midway Ave SB, and existing left turn from 
Venice Blvd EB onto Glendon Ave NB 


Military Ave/Huron Ave 
Eliminate existing left turn from Venice Blvd WB onto Huron Ave SB and 
existing left turn from Venice Blvd EB onto Military Ave NB; provide NB/SB 
crossing at Tilden 


Regent St Eliminate existing left turn from Sepulveda Blvd NB onto Regent St WB and 
existing left turn from Regent St EB onto Sepulveda Blvd NB 


Charnock Road (South) Eliminate existing left turn from Sepulveda Blvd NB onto Charnock Rd WB 


Charnock Road (North) 


Eliminate existing left turn from Sepulveda Blvd SB onto Charnock Rd EB, 
existing left turn from Charnock Rd WB onto Sepulveda Blvd SB; move 
existing east/west pedestrian crossings across Sepulveda Blvd to Charnock 
Road (South) 


Westminster Ave Eliminate existing left turn from Sepulveda Blvd NB onto Westminster Ave 
WB and existing left turn from Westminster Ave EB onto Sepulveda Blvd NB 
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Table 3.2-10 Proposed Road Closures and Limited Turning Movements by Segments


Intersection Proposed Road Closures and Limited Turning Movements 
400’ N of National Blvd to 
200’ S of Sardis Ave 


Eliminate existing left turns to/from Sepulveda Blvd median lane to/from 
properties along Sepulveda Blvd 


Sardis Ave 
Eliminate existing WB and EB thru traffic across Sepulveda Blvd, existing left 
turns from Sardis Ave WB and EB onto Sepulveda Blvd, and existing left 
turns from Sepulveda Blvd NB and SB onto Sardis Ave 


Pearl St (W of Sepulveda) Eliminate existing left turn from Pearl St EB onto Sepulveda Blvd NB and 
from Sepulveda Blvd NB onto Pearl St WB 


Segment 2: Sepulveda to Cloverfield 
Exposition Blvd (E of 
Barrington) 


Eliminate vehicle movements between Barrington Ave and Exposition Blvd 
(E of Barrington Ave) 


Centinela Ave at 
Exposition Blvd Eliminate existing left turn from Centinela Ave. SB to Exposition Blvd EB 


Segment 3: Olympic 
No Proposed Road Closures or Limited Turning Movements 
Segment 3a: Colorado 
Colorado Ave Eliminate one lane of traffic both WB and EB between 17th St and 4th St 


16th St 


Eliminate 16th St NB and SB thru traffic across Colorado Ave, existing left 
turns from 16th St NB and SB onto Colorado Ave, existing left turns from 
Colorado Ave WB and EB onto 16th St, and existing pedestrian crossings 
across Colorado Ave 


15th St Eliminate existing left turn from Colorado Ave EB onto 15th St NB and 
existing left turn from 15th St SB onto Colorado Ave EB 


14th St Eliminate existing left turns from Colorado Ave EB and WB onto 14th St 


Euclid St Eliminate existing left turn from Colorado Ave EB onto Euclid St NB and 
existing left turn from Euclid St SB onto Colorado Ave EB 


12th St Eliminate existing left turn from Colorado Ave EB onto 12th St NB and 
existing left turn from 12th St SB onto Colorado Ave EB 


11th St Eliminate existing left turns from Colorado Ave EB and WB onto 11th St 


10th St Eliminate existing left turn from Colorado Ave EB onto 10th St NB and 
existing left turn from 10th St SB onto Colorado Ave EB 


9th St Eliminate existing left turn from Colorado Ave EB onto 9th St NB and existing 
left turn from 9th St SB onto Colorado Ave EB 


Lincoln Blvd Eliminate existing left turns from Colorado Ave EB and WB onto Lincoln Blvd
7th St Eliminate existing left turns from Colorado Ave WB and EB onto 7th St 


6th St Eliminate left turns from Colorado Ave WB and EB onto 6th St except for left 
turns for Santa Monica Big Blue Bus from Colorado Ave WB onto 6th St SB 


5th St Eliminate left turns from Colorado Ave EB and WB onto 5th St 
SOURCE: DMJM, June, 2008 
* WB = westbound, NB = northbound, EB = eastbound, SB = southbound 
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Based on the information discussed under this criterion, and as detailed in the 
Transportation/Traffic Technical Background Report and Section 3.15 (Safety and Security), the 
project would result in changes to traffic operations as a result of project-related changes to 
local circulation, station access traffic, and grade crossing delays. However, as identified in 
Table 3.2-7 (Grade Crossing Analysis—Results for Milestones 1 and 2) and Table 3.2-8 (Grade 
Crossing Analysis—Proposed Improvements) as well as in Appendix E (Plans and Profiles), the 
project also includes a large number of roadway improvements at the grade crossings and other 
locations and in the vicinity of stations. As a result, there would be less-than-significant 
impacts at the at-grade crossings and nearby intersections, and the proposed project would not 
substantially disrupt traffic operations or affect emergency vehicle response. 


Criterion Would the project cause a substantial diversion of traffic onto a residential 
street? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The No-Build Alternative is not 
expected to result in the diversion of traffic to local streets; therefore, no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative is not expected to result in the diversion of 
traffic to local streets; therefore, no impact would occur. 


LRT Alternatives 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


The LRT Alternatives will not create major changes in overall circulation patterns, because 
along this segment the LRT will be located in the Expo ROW and vehicular traffic will cross the 
ROW at existing street crossings. 


To accommodate at-grade crossings at Overland Avenue and Westwood Boulevard, 
improvements have been identified as discussed in the previous section. These improvements, 
coupled with the fact that there is a proposed station between Overland Avenue and Westwood 
Boulevard, require certain turn restrictions resulting in some redistribution of traffic into adjacent 
neighborhoods or onto nearby parallel streets/arterials like Exposition Boulevard and Ashby 
Avenue. The possible redistribution of traffic due to expected restricted movements has been 
accounted for in the analysis of study intersections with the project. A percentage of project-
related trips could attempt detours around the congested areas to reach stations, especially 
ones with station parking, using side streets through residential neighborhoods. Since project-
related traffic is expected to be distributed across the entire peak period and parking lot sizes 
are relatively small (170 spaces at Expo/Westwood station and 260 spaces at Expo/Sepulveda 
station), this diversion of traffic is not expected to cause an impact. 
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Segment 1a: Venice Sepulveda (LRT Alternatives 3 and 4) 


The operation of the LRT Alternatives may result in the redistribution of traffic along Sepulveda 
and Venice Boulevards into adjacent neighborhoods and onto adjacent parallel streets or 
arterials, primarily due to the left-turn restrictions and proposed closures of existing median 
openings. Along Venice Boulevard, the crossing at Military Avenue/Huron Avenue will be 
closed. In addition, left turns from Venice Boulevard onto Watseka, Jasmine, Mentone, and 
Glendon Avenues will be eliminated. Some crossings along Sepulveda Boulevard, like Regent 
Street, Charnock Road (North), Westminster Avenue, Sardis Avenue, and Pearl Street will be 
closed allowing only right-turn movements to/from these streets. 


Both Sawtelle Boulevard, which is parallel to Sepulveda Boulevard, and Washington Boulevard, 
which is parallel to Venice Boulevard, may be affected by possible traffic diversion. Some 
drivers will adjust their travel patterns by making U-turns at subsequent intersections and 
doubling back to their destination. Others may turn right onto an adjacent street and go around 
the block to reach the street onto which they would otherwise have turned left. Due to the 
variability and expected relatively small volumes of these movements, it is not feasible to 
quantify all of these changes in local travel patterns. 


The possible impacts of diverting left turns to/from the major signalized intersections has 
already been quantified in the LOS analysis presented in this section. However, the diversion 
impacts at the relatively minor intersections are not assessed. This is based on the observation 
of relatively low volumes at these small streets, good operating conditions, and the fact that the 
left turn restrictions on major streets are limited in nature, leading to the expectation that the 
diversion of traffic on to minor streets is not expected to cause an impact. 


Segment 2: Sepulveda to Cloverfield (LRT Alternatives 1 through 4) 


The LRT Alternatives along Segment 2 will not create any major changes in overall circulation 
patterns since along this segment the LRT will be located in the existing Expo ROW and 
vehicular traffic will cross the ROW at existing crossings. 


The proposed parking at the Expo/Bundy Station is designed for one-way traffic flow with 
access from only the major arterials on either side of the station and parking facility. With traffic 
accessing the parking lot only from arterials with a simple one-way operation, it is not expected 
that there would be any traffic diverted into adjacent residential neighborhoods. 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


Along Segment 3, the LRT Alternatives will be at-grade or in an aerial structure in the Olympic 
Boulevard median or in the Caltrans ROW. No turning restrictions are anticipated for vehicular 
traffic as a result of the LRT alignment along this segment; therefore, the overall circulation 
patterns in the area are expected to remain unchanged from the No-Build conditions. 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


In this segment, the number of through lanes in each direction is proposed to be reduced from 
the existing two lanes to one lane on Colorado Avenue. The left turn movements along 
Colorado Avenue will be prohibited from 5th Street to 16th Street. In addition, left turn access 
from cross streets on to Colorado Avenue will only be allowed at 5th Street, 6th Street, 7th Street, 
Lincoln Boulevard, 11th Street, 14th Street, and 17th Street. 
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To estimate the amount of diversion resulting from the lane reductions on Colorado Avenue, a 
separate traffic model run was performed using the Metro Travel Demand Model for 2030 
conditions. Traffic diversions are expected to occur from Colorado Avenue to other parallel 
streets, including Olympic Boulevard and Broadway as a result of this lane reduction and turn 
prohibitions. Based on the model results, it is estimated that traffic on Colorado Avenue could 
be reduced by approximately 9 percent in the AM peak hour and 11 percent in the PM peak 
hour as a result of the lane reduction. At the same time, traffic on Olympic Boulevard is 
expected to increase by approximately 1.8 percent in the AM peak hour and 2.6 percent in the 
PM peak hour. Since Broadway is a relatively smaller street, traffic is expected to only increase 
by 0.8 percent in the AM peak hour and 1.7 percent in the PM peak hour based on the results of 
the model run. 


In addition to the expected increase in traffic on the parallel streets, the north/south roadways 
are also projected to show an expected increase in traffic due to these trip diversions. The 
overall average increase in traffic was estimated to be 1.5 percent in the AM peak hour and 
approximately 7 percent in the PM peak hour for the connecting north/south streets. These 
projected increases in traffic have been accounted for in resulting traffic volumes and included 
in the intersection analyses for this scenario. 


In summary, it is not anticipated that the operation of any of the LRT Alternatives will cause 
substantial redistribution of traffic into adjacent neighborhoods or onto nearby parallel streets or 
arterials as described above. Therefore, the impacts would be less than significant. 


Criterion Would the project cause an intersection’s level of service (LOS) under the 
No-Build Alternative to deteriorate from acceptable LOS to below LOS E or 
LOS F, or would the proposed project increase the average vehicle delay for 
the intersection by 4 seconds or more for intersections that are already 
operating at LOS E or LOS F under No-Build conditions? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. Table 3.2-11 (LOS E/F Intersections—Current and Year 2030 No-Build Alternative) 
presents thirty-six intersections that are expected to operate at LOS E or F during AM, PM, or 
both peak hours in year 2030 without the development of the proposed project. This compares 
to twenty-six intersections currently operating at LOS E or F. The analysis supporting this table 
assumed that traffic signal operating specifications (cycle lengths, phases, etc.) will be generally 
the same as those of existing conditions. The growth factors were applied to existing peak hour 
movements at the study area intersections to develop estimated 2030 No-Build intersection 
traffic volumes for weekday AM and PM peak hours. The table also shows the existing 
conditions for comparison purposes. 
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Table 3.2-11 LOS E/F Intersections—Current and Year 2030 No-Build Alternative 


Existing LOS E 
or F 


2030 No-Build 
LOS E or F 


Intersection AM PM AM PM 
3. 4th St/I-10EB and Olympic Boulevard E C E C 
6. Lincoln Boulevard/I-10EB and Olympic Boulevard F C F C 
15. 20th St and Olympic Boulevard D C E C 
26. Bundy Dr and Olympic Boulevard F E F F 
27. Bundy Dr and Exposition Boulevard A F A F 
28. Bundy Dr and Pico Boulevard C D E D 
29. Barrington Avenue and Olympic Boulevard D D D E 
31. Barrington Avenue and Exposition Boulevard (S) A F A F 
33. Gateway Boulevard/Pico Boulevard and Exposition 
Boulevard F F F F 


34. Sawtelle Boulevard and Pico Boulevard F E F F 
35. Sawtelle Boulevard and Exposition Boulevard A F C F 
36. Sawtelle Boulevard and National Boulevard C C E F 
37. Sawtelle Boulevard and Palms Boulevard B C D E 
38. Sawtelle Boulevard and Venice Boulevard E D F F 
40. Sepulveda Boulevard and Pico Boulevard D D D F 
42. Sepulveda Boulevard and National Boulevard D F F F 
43. Sepulveda Boulevard and Palms Boulevard C E F F 
45. Sepulveda Boulevard and Venice Boulevard F F F F 
46. Sepulveda Boulevard and I-405 NB Ramps D C E C 
51. Westwood Boulevard & Exposition Boulevard (N) C F D F 
52. Westwood Boulevard & Exposition Boulevard (S) C F E F 
54. Overland Avenue & Northvale Rd F A E A 
55. Overland Avenue & National Boulevard/I-10 WB 
Ramps F F F F 


59. Overland Avenue and Venice Boulevard E F F F 
60. Overland Avenue and Washington Boulevard D E E F 
66. Palms Boulevard/Exposition Boulevard/National 
Boulevard B E B E 


67. Hughes Avenue and Venice Boulevard D D E D 
69. Manning Avenue/I-10 WB and National Boulevard F D F E 
70. Culver Boulevard and Washington Boulevard D D D E 
71. Bagley Avenue and Exposition Boulevard C E B F 
72. Bagley Avenue/Main St and Venice Boulevard C E D F 
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Table 3.2-11 LOS E/F Intersections—Current and Year 2030 No-Build Alternative 


Existing LOS E 
or F 


2030 No-Build 
LOS E or F 


Intersection AM PM AM PM 
73. Culver Boulevard and Washington Boulevard/Main St F F F F 
74. Culver Boulevard and Venice Boulevard F F F F 
76. Sepulveda Boulevard and Queensland St B B E C 
77. Sepulveda Boulevard and Rose Avenue C C F F 
79. Military Avenue and Venice Boulevard F F F F 
SOURCE: Iteris, 2008. 


 


Figure 3.2-5 (LOS E/F Intersections—Year 2030 [No-Build]) illustrates the study area 
intersections which are projected to operate at LOS E or F under year 2030 No-Build conditions. 
As a result of the increase in the number of LOS E or F intersections over current conditions, 
the No-Build Alternative would have significant and unavoidable level of service impacts in 
the study area. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. To develop traffic volume forecasts for the TSM Alternative, growth 
factors presented in Table 3.2-3 (Growth Factors for Study Area between 2007 and 2030) 
corresponding to the TSM Alternative were used. No other trips were added, nor adjustments 
made, to intersection traffic signal operations for the TSM Alternative. Table 3.2-12 (LOS E/F 
Intersections—Year 2030 TSM Alternative) summarizes the results of these analyses. 


A review of Table 3.2-12 (LOS E/F Intersections—Year 2030 TSM Alternative) shows thirty-six 
intersections projected to operate at LOS E or F during the peak hours, all of which are the 
same under the No-Build Alternative. The pattern of congestion is similar to the No-Build 
Alternative. However, all study intersections are expected to operate slightly better than the No-
Build Alternative. This is mostly due to reduction of vehicle trips from the highway system as a 
result of any potential auto trips diverted to the improved bus services and redistribution of auto 
trips as a result of changes in bus services. Overall, most intersections experience a slight 
improvement in operations, hence the impacts of the TSM Alternative are less than significant 
as compared to the No-Build Alternative. 







Source: Iteris, 2009.


Figure 3.2-5
LOS E/F Intersections–Year 2030 (No-Build)
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Table 3.2-12 LOS E/F Intersections—Year 2030 TSM Alternative 


AM Peak Hour PM Peak Hour 
No-Build 


(NB) TSM Alternative Impact 
No-Build 


(NB) TSM Alternative Impact 


Study Area Intersections LOS 
Delay
(sec) LOS 


Delay
(sec) 


Change
from 
NB 


Yes 
or No LOS 


Delay
(sec) LOS 


Delay
(sec) 


Change
from 
NB 


Yes 
or No 


3. 4th St/I-10EB and Olympic Boulevard E 69.3 E 67.2 -2.1 No C 32.6 C 32.6 0.0 No 
6. Lincoln Boulevard/I-10EB and Olympic 
Boulevard F 115.5 F 111.8 -3.7 No C 34.7 C 34.7 0.0 No 


15. 20th St and Olympic Boulevard E 60.5 E 58.2 -2.3 No C 34.5 C 34.5 0.0 No 
26. Bundy Dr and Olympic Boulevard F 217.6 F 216.6 -1.0 No F 95.3 F 94.1 -1.2 No 
27. Bundy Dr and Exposition Boulevard A 2.9 A 2.8 -1.0 No F 300.0 F 300.0 0.0 No 
28. Bundy Dr and Pico Boulevard E 62.8 E 61.9 -0.9 No D 48.7 D 48.1 -0.6 No 
29. Barrington Avenue and Olympic 
Boulevard D 53.7 D 53.8 0.1 No E 77.4 E 75.7 -1.7 No 


31. Barrington Avenue and Exposition 
Boulevard (S) A 7.4 A 7.1 -0.3 No F 300.0 F 300.0 0.0 No 


33. Gateway Boulevard/Pico Boulevard 
and Exposition Boulevard F 168.8 F 167.3 -1.5 No F 156.4 F 154.6 -1.8 No 


34. Sawtelle Boulevard and Pico 
Boulevard F 134.1 F 133.3 -0.8 No F 131.8 F 129.9 -1.9 No 


35. Sawtelle Boulevard and Exposition 
Boulevard C 15.6 C 15.1 -0.5 No F 300.0 F 300.0 0.0 No 


36. Sawtelle Boulevard and National 
Boulevard E 63.2 E 60.5 -2.7 No F 93.5 F 92.2 -1.3 No 


37. Sawtelle Boulevard and Palms 
Boulevard D 47.3 D 45.3 -2.0 No E 67.5 E 66.3 -1.2 No 


38. Sawtelle Boulevard and Venice 
Boulevard F 158.5 F 151.8 -6.7 No F 102.3 F 101.0 -1.3 No 
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Table 3.2-12 LOS E/F Intersections—Year 2030 TSM Alternative 


AM Peak Hour PM Peak Hour 
No-Build 


(NB) TSM Alternative Impact 
No-Build 


(NB) TSM Alternative Impact 


Study Area Intersections LOS 
Delay
(sec) LOS 


Delay
(sec) 


Change
from 
NB 


Yes 
or No LOS 


Delay
(sec) LOS 


Delay
(sec) 


Change
from 
NB 


Yes 
or No 


40. Sepulveda Boulevard and Pico 
Boulevard D 44.5 D 43.8 -0.7 No F 152.9 F 148.4 -4.5 No 


42. Sepulveda Boulevard and National 
Boulevard F 116.7 F 111.8 -4.9 No F 195.7 F 193.3 -2.4 No 


43. Sepulveda Boulevard and Palms 
Boulevard F 95.3 F 92.8 -2.5 No F 119.4 F 117.6 -1.8 No 


45. Sepulveda Boulevard and Venice 
Boulevard F 109.1 F 105.2 -3.9 No F 211.1 F 210.0 -1.1 No 


46. Sepulveda Boulevard and I-405 NB 
Ramps E 66.5 E 64.6 -1.9 No C 30.0 C 29.9 -0.1 No 


51. Westwood Boulevard & Exposition B
oulevard (N) D 26.6 D 26.2 -0.4 No F 185.0 F 176.6 -8.4 No 


52. Westwood Boulevard & Exposition 
Boulevard (S) E 41.6 E 39.5 -2.1 No F 186.8 F 175.0 -11.8 No 


54. Overland Avenue & Northvale Road E 42.6 E 41.7 -0.9 No A 2.4 A 2.3 -0.1 No 
55. Overland Avenue & National 
Boulevard/I-10 WB Ramps F 343.2 F 341.0 -2.2 No F 232.8 F 228.0 -4.8 No 


59. Overland Avenue and Venice 
Boulevard F 136.7 F 136.5 -0.2 No F 144.0 F 141.9 -2.1 No 


60. Overland Avenue and Washington 
Boulevard E 76.1 E 75.7 -0.4 No F 108.0 F 106.1 -1.9 No 


66. Palms Boulevard/Exposition 
Boulevard/National Boulevard B 18.0 B 17.9 -0.1 No E 60.8 E 58.2 -2.6 No 
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Table 3.2-12 LOS E/F Intersections—Year 2030 TSM Alternative 


AM Peak Hour PM Peak Hour 
No-Build 


(NB) TSM Alternative Impact 
No-Build 


(NB) TSM Alternative Impact 


Study Area Intersections LOS 
Delay
(sec) LOS 


Delay
(sec) 


Change
from 
NB 


Yes 
or No LOS 


Delay
(sec) LOS 


Delay
(sec) 


Change
from 
NB 


Yes 
or No 


67. Hughes Avenue and Venice 
Boulevard E 60.2 E 59.8 -0.4 No D 52.9 D 52.5 -0.4 No 


69. Manning Avenue/I-10 WB and 
National Boulevard F 139.5 F 138.9 -0.6 No E 57.4 D 54.6 -2.8 No 


70. Culver Boulevard and Washington 
Boulevard D 50.9 D 50.8 -0.1 No E 67.8 E 66.8 -1.0 No 


71. Bagley Avenue and Exposition 
Boulevard B 13.7 B 13.6 -0.1 No F 52.4 E 49.4 -3.0 No 


72. Bagley Avenue/Main St and Venice 
Boulevard D 46.1 D 45.8 -0.3 No F 95.8 F 93.9 -1.9 No 


73. Culver Boulevard and Washington 
Boulevard/Main St F 314.2 F 313.9 -0.3 No F 290.0 F 287.5 -2.5 No 


74. Culver Boulevard and Venice 
Boulevard F 148.6 F 148.0 -0.6 No F 266.4 F 264.7 -1.7 No 


76. Sepulveda Boulevard and 
Queensland St E 75.1 E 69.2 -5.9 No C 32.5 C 31.8 -0.7 No 


77. Sepulveda Boulevard and Rose 
Avenue F 133.4 F 123.1 -10.3 No F 64.2 F 63.0 -1.2 No 


79. Military Avenue and Venice 
Boulevard F 300.0 F 300.0 0.0 No F 300.0 F 300.0 0.0 No 


SOURCE: Iteris, 2008. 
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LRT Alternatives 


The analysis of the study area intersections along the various segments involved the following 
steps: 


• Auto access trips to each proposed LRT station were developed assuming that all of the 
station parking spaces would be filled in the peak period. To provide a worst case 
assessment, it was assumed all traffic to the station would be inbound to the station in 
the AM peak hour and outbound from the station in the PM peak hour. Additionally, 
those values were increased approximately 20 percent to account for cars dropping off 
or picking up transit patrons. 


• Station access auto traffic was distributed to the roadway system for each station area 
based on the Metro Travel Demand Model trip distribution characteristics and probable 
travel patterns based on major origin-destination patterns. The resulting station access 
traffic movements at each of the study area intersections were added to the 2030 traffic 
volumes specifically developed for the LRT Alternatives using the growth factors 
discussed in Section 3.2.4 (Analytic Methodology). 


• Specific signal timing as well as geometric modifications were assumed at the study 
area intersections that are along and/or immediately adjacent to the LRT Alternatives. 
These include items such as improvements identified during the grade crossing analysis 
(Table 3.2-8 [Grade Crossing Analysis—Proposed Improvements]), additional turn 
phases to stop the vehicles from turning across the LRT at-grade crossings and 
elimination of access due to the LRT at-grade or aerial crossings (i.e., left turns or 
closure of cross streets). 


• Impacts of preemption at certain locations (less than 200 feet from the LRT crossing) 
were also taken into account. 


The above assumptions and modifications were assumed to be part of the LRT Alternatives and 
are reflected in the intersection LOS calculations. 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


This segment is proposed to have two stations: National/Palms Station and Expo/Westwood 
Station. Daily station trip generation, as estimated from the Metro Travel Demand Model for 
each station, is summarized in Table 3.2-13 (Daily Station Trip Generation—Segment 1). 
Parking demand at stations based on the Metro Travel Demand Model results is discussed later 
in the section. 


Table 3.2-13 Daily Station Trip Generation—Segment 1 


Station 


Total 
Daily 


Passengers 


Daily 
Walk/Transit 


Access 


Daily 
Auto 


Access 


% of 
Passengers 


by Auto 
Access 


Provided
Station 
Parking 


National/Palms Station 1,861 1,772 89 5% 0 
Expo/Westwood Station 5,237 4,895 342 6% 170 
SOURCE:  AECOM, 2008. 
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An LOS analysis was conducted for all of the study area intersections in this segment. Results 
of intersection operating conditions for this segment, with LOS and average vehicle delay for 
each peak period, are included in Appendix B to the Transportation/Traffic Technical 
Background Report. Table 3.2-14 (Segment 1 Study Area Intersections—Year 2030 LOS [AM 
Peak Hour]) and Table 3.2-15 (Segment 1 Study Area Intersections—Year 2030 LOS [PM Peak 
Hour]) summarizes the LOS analysis results for the No-Build and LRT Alternatives of the study 
area intersections within this segment for year 2030 in the AM and PM peak hours, respectively. 
A review of Table 3.2-14 and Table 3.2-15 shows a total of five intersections are projected to 
operate at LOS E or F during either or both the peak hours. Figure 3.2-6 (LOS E/F 
Intersections—Year 2030 With Project [LRT Alternatives]) illustrates the study area intersections 
which are projected to operate at LOS E or F under year 2030 project conditions (Expo ROW). 
Compared to the No-Build Alternative, the same five intersections are projected to operate at 
LOS E or F. Based on a comparison to the No-Build conditions it can be seen that none of the 
intersections are affected by the LRT Alternatives in this segment. 


The complete LOS tables are in Appendix E of the Transportation/Traffic Technical Background 
Report. 
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Table 3.2-14 Segment 1 Study Area Intersections—Year 2030 LOS (AM Peak Hour) 


No-Build (NB) LRT Alternative Impact 


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change 
from NB 


Yes 
or No Remarks 


40. Sepulveda Boulevard and Pico Boulevard D 44.5 D 43.8 -0.7 No  
41. Sepulveda Boulevard and Exposition 
Boulevard* C 20.5 D 55.0 34.5 No The project includes an additional 


lane as described in Table 3.2-8 
49. Military Avenue and Exposition Boulevard B 11.5 B 10.9 -0.6 No  
51. Westwood Boulevard and Exposition 
Boulevard (N)* D 26.6 A 4.0 -22.6 No 


52. Westwood Boulevard and Exposition 
Boulevard (S)* E 41.6 A 5.1 -36.5 No 


The project includes an additional lane 
as described in Table 3.2-8. 
Traffic signal to be installed. 


53. Overland Avenue and Ashby Avenue* C 20.1 B 16.3 -3.8 No The project includes additional lanes 
as described in Table 3.2-8. 


54. Overland Avenue and Northvale Rd* E 42.6 C 34.6 -8.0 No 
The project includes additional lanes 
as described in Table 3.2-8. Pedestrian 
signal to be installed. 


55. Overland Avenue and I-10 WB Ramps F 343.2 F 338.3 -4.9 No  
56. Overland Avenue and I-10 EB On-Ramp C 31.4 C 30.2 -1.2 No  
57. Overland Avenue and National 
Boulevard/National Place C 22.2 C 21.9 -0.3 No  


58. I-10 EB Off-Ramp and National Boulevard C 25.2 C 24.9 -0.3 No  


61. Motor Avenue and National Boulevard C 25.0 C 24.9 -0.1 No Existing grade separation at this 
location 


66. Palms Boulevard/Exposition Boulevard 
and National Boulevard B 18.0 B 17.9 -0.1 No Existing grade separation at this 


location 
69. Manning Avenue/I-10 WB and National 
Boulevard F 139.5 F 138.4 -1.1 No  


71. Bagley Avenue and Exposition Boulevard B 13.7 B 13.8 0.1 No  
SOURCE: Iteris, 2008. 
* Intersection is to be preempted 
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Table 3.2-15 Segment 1 Study Area Intersections—Year 2030 LOS (PM Peak Hour) 


No-Build (NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change 
from NB 


Yes 
or No Remarks 


40. Sepulveda Boulevard and Pico Boulevard F 152.9 F 149.8 -3.1 No  
41. Sepulveda Boulevard and Exposition 
Boulevard* C 23.0 C 32.4 9.4 No The project includes an additional lane 


as described in Table 3.2-8 
49. Military Avenue and Exposition Boulevard C 17.3 C 18.1 0.8 No  


51. Westwood Boulevard and Exposition 
Boulevard (N)* F 185.0 B 10.9 -174.1 No 


The project includes an additional lane 
as described in Table 3.2-8. 
Traffic signal to be installed. 


52. Westwood Boulevard and Exposition 
Boulevard (S)* F 186.8 A 9.8 -177.0 No  


53. Overland Avenue and Ashby Avenue* D 37.1 C 24.5 -14.9 No The project includes additional lanes as 
described in Table 3.2-8. 


54. Overland Avenue and Northvale Rd* A 2.4 C 30.6 28.2 No 
The project includes additional lanes as 
described in Table 3.2-8. Pedestrian 
signal to be installed. 


55. Overland Avenue and I-10 WB Ramps F 232.8 F 230.6 -2.2 No  
56. Overland Avenue and I-10 EB On-Ramp C 20.5 B 20.0 -0.5 No  
57. Overland Avenue and National 
Boulevard/National Place D 48.6 D 47.3 -1.3 No  


58. I-10 EB Off-Ramp and National Boulevard C 21.0 C 20.9 -0.1 No  
61. Motor Avenue and National Boulevard C 27.1 C 28.2 1.1 No Existing grade separation at this location 
66. Palms Boulevard/Exposition Boulevard 
and National Boulevard E 60.8 E 59.6 -1.2 No Existing grade separation at this location 


69. Manning Avenue/I-10 WB and National 
Boulevard E 57.4 E 56.3 -1.1 No  


71. Bagley Avenue and Exposition Boulevard F 52.4 F 55.2 2.8 No  
SOURCE: Iteris, 2008. 
* Intersection is to be preempted 







Source: Iteris, 2009.


Figure 3.2-6
LOS E/F Intersections—Year 2030 With Project (LRT Alternatives)
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Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


This segment will have three stations: Venice/Motor Station, Venice/Sepulveda Station, and 
Sepulveda/National Station. Daily station trip generation, as estimated from the Metro Travel 
Demand Model for each station, is summarized in Table 3.2-16 (Daily Station Trip Generation—
Segment 1a). 


Table 3.2-16 Daily Station Trip Generation—Segment 1a 


Station 
Total Daily 


Passengers 


Daily 
Walk/Transit


Access 


Daily 
Auto 


Access 


% of 
Passengers 


by Auto 
Access 


Provided
Station 
Parking 


Venice/Motor Station 2,045 1,970 75 3% 0 
Venice/Sepulveda Station 3,292 3,204 88 3% 0 
Sepulveda/National Station 2,367 2,070 297 13% 250 
SOURCE: AECOM, 2008. 


 


An LOS analysis was conducted for all of the study area intersections in this segment. Results 
of intersection operating conditions for this segment, with levels of service and average vehicle 
delay for each peak period, are included in Appendix B to the Transportation/Traffic Technical 
Background Report. Table 3.2-17 (Segment 1a Study Area Intersections—Year 2030 LOS [AM 
Peak Hour]) and Table 3.2-18 (Segment 1a Study Area Intersections—Year 2030 LOS [PM 
Peak Hour]) summarize the LOS analysis results for the No-Build and LRT Alternatives of the 
study area intersections within this segment for year 2030 in the AM and PM peak hours, 
respectively. In the No-Build Alternative, sixteen intersections are projected to operate at LOS E 
or F under this LRT Alternative segment. With the project, two additional intersections are 
projected to operate at LOS E or F under this LRT Alternative segment. These additional 
intersections are Girard Avenue/Venice Boulevard and Clarington Avenue/Venice Boulevard. 
Previously referenced Figure 3.2-6 (LOS E/F Intersections—Year 2030 With Project [LRT 
Alternatives]) illustrates the study area intersections which are projected to operate at LOS E or 
F under year 2030 project conditions. Based on a comparison to the No-Build conditions the 
LRT Alternatives can be expected to impact four intersections along this segment. These 
intersections are Sepulveda Boulevard/Palms Boulevard, Girard Avenue/Venice Boulevard, 
Clarington Avenue/Venice Boulevard, and Hughes Avenue/Venice Boulevard. The impacted 
intersections are illustrated in Figure 3.2-7 (Year 2030 Impacted Intersections With Project [LRT 
Alternatives]). 


Three of the four impacted intersections are along Venice Boulevard. This can be attributed to 
the fact that the intersections currently operate with permitted left-turn east/west phasing on 
Venice Boulevard, but, with the LRT Alternatives, these intersections will have exclusive left-turn 
phasing added to the signal cycle, which increases the average vehicle delay. An increase in 
delay at the intersection of Sepulveda and Palms Boulevards is due to the fact that some traffic 
is being diverted to Palms Boulevard from Charnock Road (North), which is being limited to 
right-in and right-out movements due to the project. These additional left turns have a 
substantial impact on the overall intersection delay, especially in the PM peak hour. Similarly, 
with Military Avenue at Venice Boulevard restricted to right-in and right-out, traffic is diverted to  
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Table 3.2-17 Segment 1a Study Area Intersections—Year 2030 LOS (AM Peak Hour) 


No-Build (NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay 
(sec) 


Change
from 
NB 


Yes 
or No Remarks 


36. Sawtelle Boulevard and National Boulevard E 63.2 E 61.2 -2.0 No  
37. Sawtelle Boulevard and Palms Boulevard D 47.3 D 45.5 -1.8 No  


38. Sawtelle Boulevard and Venice Boulevard F 158.5 F 153.7 -4.8 No  
39. Sawtelle Boulevard and I-405 SB Ramps D 36.7 D 36.1 -0.6 No  


41. Sepulveda Boulevard and Exposition Boulevard C 20.5 D 47.7 27.2 No 
The project includes additional 
lanes as described in 
Table 3.2-8 


42. Sepulveda Boulevard and National Boulevard F 116.7 E 79.7 -37.0 No Grade Separated at this location 


43. Sepulveda Boulevard and Palms Boulevard F 95.3 F 105.7 10.4 Yes 


Grade Separated at this location. 
However, left turn closures at 
other locations divert traffic to 
this location increasing the 
delay. 


45. Sepulveda Boulevard and Venice Boulevard F 109.1 F 110.4 1.3 No Grade Separated at this location 
46. Sepulveda Boulevard and I-405 NB Ramps E 66.5 E 64.7 -1.8 No  
47. Sepulveda Boulevard and Washington Place D 43.1 D 41.1 -2.0 No  


48. Washington Place and Washington Boulevard C 31.7 C 31.4 -0.3 No  


50. Girard Avenue and Venice Boulevard D 46.8 F 206.0 159.2 Yes 


Left turn closures at other 
locations divert traffic to this 
location. Additional protected 
phasing increases the delay. 


59. Overland Avenue and Venice Boulevard F 136.7 F 137.9 1.2 No Grade Separated at this location 
60. Overland Avenue and Washington Boulevard E 76.1 E 74.5 -1.6 No  
62. Motor Avenue and Venice Boulevard C 31.1 D 45.6 14.5 No  


63. Motor Avenue and Washington Boulevard C 21.6 C 21.4 -0.2 No  
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Table 3.2-17 Segment 1a Study Area Intersections—Year 2030 LOS (AM Peak Hour) 


No-Build (NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay 
(sec) 


Change
from 
NB 


Yes 
or No Remarks 


64. Clarington Avenue and Venice Boulevard D 44.4 E 58.1 13.7 Yes 
Change in phasing to protected 
left turn phasing increases the 
delay 


65. Clarington Avenue and Washington Boulevard C 24.9 C 24.8 -0.1 No  


67. Hughes Avenue and Venice Boulevard E 60.2 E 74.9 14.7 Yes 
Change in phasing to protected 
left turn phasing increases the 
delay 


68. Hughes Avenue and Washington Boulevard C 21.2 C 21.0 -0.2 No  


70. Culver Boulevard and Washington Boulevard D 50.9 D 50.2 -0.7 No  


72. Bagley Avenue/Main Street and Venice Boulevard D 46.1 D 46.0 -0.1 No Grade Separated at this location 


73. Culver Boulevard and Washington Boulevard F 314.2 F 312.0 -2.2 No  
74. Culver Boulevard and Venice Boulevard F 148.6 F 146.1 -2.5 No Grade Separated at this location 
75. Sawtelle Boulevard and Washington Place B 16.8 B 16.7 -0.1 No  


76. Sepulveda Boulevard and Queensland Street E 75.1 E 78.0 2.9 No Grade Separated at this location 
77. Sepulveda Boulevard and Rose Avenue F 133.4 F 137.2 3.8 No Grade Separated at this location 
78. Sepulveda Boulevard and Washington Boulevard C 29.8 C 29.0 -0.8 No  


80. Girard Avenue and Washington Boulevard B 19.9 B 19.8 -0.1 No  


81. Robertson Boulevard and Washington Boulevard C 27.7 C 27.4 -0.3 No  


SOURCE: Iteris, 2008. 
Bold italics indicate intersections impacted by the project and forecast to operate at unsatisfactory levels of service. 
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Table 3.2-18 Segment 1a Study Area Intersections—Year 2030 LOS (PM Peak Hour) 


No-Build (NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay 
(sec) 


Change
from 
NB 


Yes 
or No Remarks 


36. Sawtelle Boulevard and National Boulevard F 93.5 F 90.0 -3.5 No  
37. Sawtelle Boulevard and Palms Boulevard E 67.5 E 65.3 -2.2 No  
38. Sawtelle Boulevard and Venice Boulevard F 102.3 F 101.0 -1.3 No  
39. Sawtelle Boulevard and I-405 SB Ramps D 37.4 D 37.0 -0.4 No  


41. Sepulveda Boulevard and Exposition Boulevard C 23.0 D 40.5 17.5 No The project includes additional 
lanes as described in Table 3.2-8 


42. Sepulveda Boulevard and National Boulevard F 195.7 F 135.3 -60.4 No Grade Separated at this location 


43. Sepulveda Boulevard and Palms Boulevard F 119.4 F 339.1 219.7 Yes 


Grade Separated at this location. 
However, left turn closures at 
other locations divert traffic to this 
location increasing the delay. 


45. Sepulveda Boulevard and Venice Boulevard F 211.1 F 213.6 2.5 No Grade Separated at this location 
46. Sepulveda Boulevard and I-405 NB Ramps C 30.0 C 29.9 -0.1 No  
47. Sepulveda Boulevard and Washington Place C 20.0 B 20.0 0.0 No  


48. Washington Place and Washington Boulevard C 30.8 C 30.8 0.0 No  


50. Girard Avenue and Venice Boulevard D 45.3 F 214.5 169.2 Yes 


Left turn closures at other 
locations divert traffic to this 
location. Additional protected 
phasing increases the delay. 


59. Overland Avenue and Venice Boulevard F 144.0 F 147.9 3.9 No Grade Separated at this location 
60. Overland Avenue and Washington Boulevard F 108.0 F 107.1 -0.9 No  
62. Motor Avenue and Venice Boulevard C 27.0 D 36.2 9.2 No  


63. Motor Avenue and Washington Boulevard B 18.5 B 18.5 0.0 No  
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Table 3.2-18 Segment 1a Study Area Intersections—Year 2030 LOS (PM Peak Hour) 


No-Build (NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay 
(sec) 


Change
from 
NB 


Yes 
or No Remarks 


64. Clarington Avenue and Venice Boulevard D 40.7 E 60.4 19.7 Yes 
Change in phasing to protected 
left turn phasing increases the 
delay 


65. Clarington Avenue and Washington Boulevard C 27.4 C 27.3 -0.1 No  


67. Hughes Avenue and Venice Boulevard D 52.9 F 92.5 39.6 Yes 
Change in phasing to protected 
left turn phasing increases the 
delay 


68. Hughes Avenue and Washington Boulevard B 18.1 B 18.1 0.0 No  


70. Culver Boulevard and Washington Boulevard E 67.8 E 67.3 -0.5 No  
72. Bagley Avenue/Main St and Venice Boulevard F 95.8 F 95.1 -0.7 No Grade Separated at this location 
73. Culver Boulevard and Washington Boulevard F 290.0 F 289.0 -1.0 No  
74. Culver Boulevard and Venice Boulevard F 266.4 F 265.7 -0.7 No Grade Separated at this location 
75. Sawtelle Boulevard and Washington Place C 21.8 C 21.7 -0.1 No  


76. Sepulveda Boulevard and Queensland Street C 32.5 C 34.8 2.3 No Grade Separated at this location 
77. Sepulveda Boulevard and Rose Avenue F 64.2 F 65.8 1.6 No Grade Separated at this location 
78. Sepulveda Boulevard and Washington Boulevard C 32.8 C 32.7 -0.1 No  


80. Girard Avenue and Washington Boulevard B 14.4 B 14.4 0.0 No  


81. Robertson Boulevard and Washington Boulevard C 33.9 C 33.8 -0.1 No  


SOURCE: Iteris, 2008. 
Bold italics indicate intersections impacted by the project and forecast to operate at unsatisfactory levels of service. 


 







Source: Iteris, 2009.


Figure 3.2-7
Year 2030 Impacted Intersections With Project (LRT Alternatives)


NORTH
NOT TO SCALE


12
11


7 
| J


C
S


 | 
08







page 3.2-54


3.2. Transportation/Traffic 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Girard Avenue, impacting its intersection with Venice Boulevard. Additionally, the east/west 
permitted phasing at this intersection changes to protected phasing increasing the overall 
intersection delay. The complete LOS tables are in Appendix E of the Transportation/Traffic 
Technical Background Report. 


Segment 2: Sepulveda to Cloverfield (LRT Alternatives 1 through 4) 


This segment will have three stations: Expo/Sepulveda Station, Expo/Bundy Station, and 
Olympic/26th Street Station. Daily trip generation, as estimated from the Metro Travel Demand 
Model for each station, is summarized in Table 3.2-19 (Daily Station Trip Generation—
Segment 2). 


Table 3.2-19 Daily Station Trip Generation—Segment 2 


Station 


Total 
Daily 


Passengers 


Daily 
Walk/Transit


Access 


Daily 
Auto 


Access 


% of 
Passengers 


by Auto 
Access 


Provided
Station 
Parking 


Expo/Sepulveda Station 5096 4681 415 8% 260 
Expo/Bundy Station 2863 2569 393 13% 250 
Olympic/26th Station 2113 2957 56 0% 0 
SOURCE:  AECOM, 2008. 


 


The additional LRT vehicles that will added to the Metro light-rail fleet to serve the LRT 
Alternatives will require maintenance and overnight storage. The light-rail vehicle maintenance 
facility site is proposed between Stewart Street and Centinela Avenue with automobile access 
on Exposition Boulevard. Parking will be provided based on the number of employees at the site 
at any given time and is estimated to be 65 to 70 parking spaces. Although many of the 
employees will arrive and depart the site in the off-peak hours, for traffic analysis purposes, it is 
assumed that all the employees would arrive in the peak period. This employee-generated 
traffic was included in the intersection analysis. 


An LOS analysis was conducted for all of the study area intersections in this segment. Results 
of intersection operating conditions for this segment, with levels of service and average vehicle 
delay for each peak period, are included in Appendix B to the Transportation/Traffic Technical 
Background Report. Table 3.2-20 (Segment 2 Study Area Intersections—Year 2030 LOS [AM 
Peak Hour]) and Table 3.2-21 (Segment 2 Study Area Intersections—Year 2030 LOS [PM Peak 
Hour]) summarize the LOS analysis results for the No-Build and LRT Alternatives of the study 
area intersections within this segment for year 2030 in the AM and PM peak hours, respectively. 
A review of Table 3.2-20 and Table 3.2-21 shows a total of eight intersections are projected to 
operate at LOS E or F during either or both the peak hours under the No-Build Alternative. For 
the LRT Alternatives, seven of these eight intersections are projected to operate at LOS E or F 
while one intersection shows an improvement from LOS F to LOS B. Previously referenced 
Figure 3.2-6 (LOS E/F Intersections—Year 2030 With Project [LRT Alternatives]) illustrates the 
study area intersections that are projected to operate at LOS E or F under year 2030 project 
conditions. Therefore, the LRT Alternatives do not result in impacts to intersections in this 
segment. 
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Table 3.2-20 Segment 2 Study Area Intersections—Year 2030 LOS (AM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change
from NB 


Yes 
or No Remarks 


16. Cloverfield Boulevard and Colorado Avenue D 38.1 D 37.8 -0.3 No  
17. Cloverfield Boulevard and Olympic Boulevard D 47.6 D 46.7 -0.9 No Grade Separated at this location 
18. 26th St and Colorado Avenue C 20.1 B 19.9 -0.2 No  
19. 26th St and Olympic Boulevard* D 38.6 D 41.8 3.2 No  
20. Stewart St and Colorado Avenue B 17.1 B 17.0 -0.1 No  


21. Stewart St and Olympic Boulevard* C 34.2 D 49.0 14.8 No The project includes additional 
lanes as described in Table 3.2-8. 


22. Centinela Avenue (W) and Olympic Boulevard B 16.9 B 17.0 0.1 No  


23. Centinela Avenue (E) and Olympic Boulevard C 21.4 B 17.4 -4.0 No The project includes additional 
lanes as described in Table 3.2-8. 


24. Centinela Avenue and Exposition Boulevard* A 3.3 A 8.4 5.1 No 
The project includes additional 
lanes as described in Table 3.2-8. 
Signal to be installed. 


25. Centinela Avenue and Pico Boulevard C 26.5 C 26.0 -0.5 No  
26. Bundy Dr and Olympic Boulevard F 217.6 F 216.0 -1.6 No  
27. Bundy Dr and Exposition Boulevard A 2.9 A 3.4 0.5 No Grade Separated at this location 
28. Bundy Dr and Pico Boulevard E 62.8 E 60.6 -2.2 No  


29. Barrington Avenue and Olympic Boulevard D 53.7 D 50.7 -3.0 No The project includes additional 
lanes as described in Table 3.2-8. 


30. Barrington Avenue and Exposition Boulevard (N)* C 20.4 A 5.0 -15.4 No 


31. Barrington Avenue and Exposition Boulevard (S)* A 7.4 A 2.8 -4.6 No 


The project includes additional 
lanes as described in Table 3.2-8. 
Pedestrian signal to be installed. 


32. Barrington Avenue and Pico Boulevard C 27.1 C 27.1 0.0 No The project includes additional 
lanes as described in Table 3.2-8. 


33. Gateway Boulevard and Pico Boulevard F 168.8 F 167.8 -1.0 No Grade Separated at this location 
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Table 3.2-20 Segment 2 Study Area Intersections—Year 2030 LOS (AM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change
from NB 


Yes 
or No Remarks 


34. Sawtelle Boulevard and Pico Boulevard F 134.1 F 130.9 -3.2 No  
35. Sawtelle Boulevard and Exposition Boulevard C 15.6 D 34.5 18.9 No Grade Separated at this location 
SOURCE: Iteris, 2008. 
* Intersection to be preempted 


 


Table 3.2-21 Segment 2 Study Area Intersections—Year 2030 LOS (PM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change
from NB 


Yes 
or No Remarks 


16. Cloverfield Boulevard and Colorado Avenue D 37.3 D 37.2 -0.1 No  
17. Cloverfield Boulevard and Olympic Boulevard D 39.3 D 39.2 -0.1 No Grade Separated at this location 
18. 26th St and Colorado Avenue C 23.6 C 23.3 -0.3 No  
19. 26th St and Olympic Boulevard* D 47.1 D 53.5 6.4 No  
20. Stewart St and Colorado Avenue B 16.4 B 16.3 -0.1 No  


21. Stewart St and Olympic Boulevard* D 44.6 D 50.7 6.1 No The project includes additional 
lanes as described in Table 3.2-8. 


22. Centinela Avenue (W) and Olympic Boulevard B 18.0 B 17.9 -0.1 No  


23. Centinela Avenue (E) and Olympic Boulevard B 17.7 B 14.2 -3.5 No The project includes additional 
lanes as described in Table 3.2-8. 


24. Centinela Avenue and Exposition Boulevard* A 6.7 B 12.9 6.2 No 
The project includes additional 
lanes as described in Table 3.2-8. 
Signal to be installed. 
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Table 3.2-21 Segment 2 Study Area Intersections—Year 2030 LOS (PM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change
from NB 


Yes 
or No Remarks 


25. Centinela Avenue and Pico Boulevard C 27.1 C 27.7 0.6 No  
26. Bundy Dr and Olympic Boulevard F 95.3 F 93.5 -1.8 No  
27. Bundy Dr and Exposition Boulevard F 300.0 F 300.0 0.0 No Grade Separated at this location 
28. Bundy Dr and Pico Boulevard D 48.7 D 48.7 0.0 No  


29. Barrington Avenue and Olympic Boulevard E 77.4 E 74.4 -3.0 No The project includes additional 
lanes as described in Table 3.2-8. 


30. Barrington Avenue and Exposition Boulevard (N)* C 16.5 A 8.2 -8.3 No 


31. Barrington Avenue and Exposition Boulevard (S)* F 300.0 B 10.4 -289.6 No 


The project includes additional 
lanes as described in Table 3.2-8. 
Pedestrian signal to be installed. 


32. Barrington Avenue and Pico Boulevard D 41.8 D 37.0 -4.8 No The project includes additional 
lanes as described in Table 3.2-8. 


33. Gateway Boulevard and Pico Boulevard F 156.4 F 152.9 -3.5 No Grade Separated at this location 
34. Sawtelle Boulevard and Pico Boulevard F 131.8 F 134.1 2.3 No  
35. Sawtelle Boulevard and Exposition Boulevard F 300.0 F 300.0 0.0 No Grade Separated at this location 
SOURCE: Iteris, 2008. 
* Intersection to be preempted 
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The complete LOS tables are in Appendix E of the Transportation/Traffic Technical Background 
Report. 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


This segment will include two stations: Olympic/17th Street Station and Colorado/4th Street 
Station. Daily trip generation, as estimated from the Metro Travel Demand Model at each 
station, is summarized in Table 3.2-22 (Daily Station Trip Generation—Segment 3).  


Table 3.2-22 Daily Station Trip Generation—Segment 3 


Station 


Total 
Daily 


Passengers 


Daily 
Walk/Transit


Access 


Daily 
Auto 


Access 


% of 
Passengers 


by Auto 
Access 


Provided
Station 
Parking 


Olympic/17th Street Station 2,643 2,586 57 2% 0 
Colorado/4th Street Station 3,333 3,085 249 7% 250 
SOURCE:  AECOM, 2008. 


 


An LOS analysis was conducted for all of the study area intersections in this segment. Results 
of intersection operating conditions for this segment, with levels of service and average vehicle 
delay for each peak period, are included in Appendix B to the Transportation/Traffic Technical 
Background Report. Table 3.2-23 (Segment 3 Study Area Intersections—Year 2030 LOS [AM 
Peak Hour]) and Table 3.2-24 (Segment 3 Study Area Intersections—Year 2030 LOS [PM Peak 
Hour]) summarizes the LOS analysis results for the No-Build and LRT Alternatives of the study 
area intersections within this segment for year 2030 in the AM and PM peak hours, respectively. 
A review of Table 3.2-23 and Table 3.2-24 shows a total of three intersections are projected to 
operate at LOS E or F during either or both the peak hours. For the LRT Alternatives, the same 
three intersections are projected to operate at LOS E or F. Previously referenced Figure 3.2-6 
(LOS E/F Intersections—Year 2030 With Project [LRT Alternatives]) illustrates the study area 
intersections that are projected to operate at LOS E or F under year 2030 project conditions. 
Based on a comparison to the No-Build conditions, one of the intersections can be expected to 
be impacted (i.e., 20th Street and Olympic Boulevard), illustrated in Figure 3.2-7 (Year 2030 
Impacted Intersections With Project [LRT Alternatives]). 


Most of the intersections on Olympic Boulevard currently operate on permitted left-turn 
east/west phasing, but with the LRT project, these intersections will need to have exclusive left-
turn phasing, which increases the average delay. However, other intersections, like 17th Street 
and 14th Street, do not experience substantial impacts due to unused capacity, which lets them 
operate at better than LOS E/F. 


The complete LOS tables are in Appendix E of the Transportation/Traffic Technical Background 
Report. 
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Table 3.2-23 Segment 3 Study Area Intersections—Year 2030 LOS (AM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change
from NB 


Yes 
or No Remarks 


1. 4th St and Colorado Avenue C 31.2 C 32.0 0.8 No  
2. 4th St/I-10WB and Olympic Boulevard C 26.2 C 26.0 -0.2 No Grade Separated at this location 
3. 4th St/I-10EB and Olympic Boulevard E 69.3 E 66.6 -2.7 No Grade Separated at this location 
4. Lincoln Boulevard and Colorado Avenue D 53.3 D 51.1 -2.2 No  
5. Lincoln Boulevard/I-10WB and Olympic Boulevard D 39.1 D 41.2 2.1 No Grade Separated at this location 
6. Lincoln Boulevard/I-10EB and Olympic Boulevard F 115.5 F 110.9 -4.6 No  
7. 11th St and Colorado Avenue C 21.0 C 20.5 -0.5 No  
8. 11th St (N) and Olympic Boulevard B 14.1 B 14.0 -0.1 No Grade Separated at this location 
9. 11th St (S) and Olympic Boulevard B 11.2 B 11.1 -0.1 No  
10. 14th St and Colorado Avenue B 17.1 B 17.0 -0.1 No  


11. 14th St and Olympic Boulevard B 19.4 C 25.3 5.9 No 
Change in phasing to protected 
left turn phasing increases the 
delay 


12. 17th St and Colorado Avenue B 17.2 B 17.1 -0.1 No  


13. 17th St and Olympic Boulevard B 18.4 C 27.3 8.9 No 
Change in phasing to protected 
left turn phasing increases the 
delay 


14. 20th St and Colorado Avenue C 22.0 C 21.2 -0.8 No  


15. 20th St and Olympic Boulevard E 60.5 F 81.6 21.1 Yes 
Change in phasing to protected 
left turn phasing increases the 
delay 


SOURCE: Iteris, 2008. 
Bold italics indicate intersections impacted by the project and forecast to operate at unsatisfactory levels of service. 
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Table 3.2-24 Segment 3 Study Area Intersections—Year 2030 LOS (PM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact 


Study Area Intersections 
LOS Delay


(sec) LOS Delay
(sec) 


Change
from NB 


Yes 
or No 


Remarks 


1. 4th St and Colorado Avenue C 34.7 D 35.7 1.0 No  
2. 4th St/I-10WB and Olympic Boulevard C 27.8 C 28.1 0.3 No Grade Separated at this location 
3. 4th St/I-10EB and Olympic Boulevard C 32.6 C 32.7 0.1 No Grade Separated at this location 
4. Lincoln Boulevard and Colorado Avenue D 52.3 D 54.7 2.4 No  
5. Lincoln Boulevard/I-10WB and Olympic Boulevard D 35.2 D 38.4 3.2 No Grade Separated at this location 
6. Lincoln Boulevard/I-10EB and Olympic Boulevard C 34.7 C 34.2 -0.5 No  
7. 11th St and Colorado Avenue C 29.5 C 28.9 -0.6 No  
8. 11th St (N) and Olympic Boulevard B 16.7 B 16.6 -0.1 No Grade Separated at this location 
9. 11th St (S) and Olympic Boulevard B 17.9 B 17.8 -0.1 No  
10. 14th St and Colorado Avenue B 19.6 B 19.6 0.0 No  


11. 14th St and Olympic Boulevard B 18.7 C 25.0 6.3 No 
Change in phasing to protected 
left turn phasing increases the 
delay 


12. 17th St and Colorado Avenue B 17.5 B 17.5 0.0 No  


13. 17th St and Olympic Boulevard B 18.9 C 27.0 8.1 No 
Change in phasing to protected 
left turn phasing increases the 
delay 


14. 20th St and Colorado Avenue B 18.3 B 18.2 -0.1 No  


15. 20th St and Olympic Boulevard C 34.5 D 46.3 11.8 No 
Change in phasing to protected 
left turn phasing increases the 
delay 


SOURCE: Iteris, 2008. 
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Segment 3a: Colorado (LRT Alternatives 2 and 4) 


This segment will include two stations: Colorado/17th Street Station and Colorado/4th Street 
Station. Daily trip generation, as estimated from the Metro Travel Demand Model at each 
station, is summarized in Table 3.2-25 (Daily Station Trip Generation—Segment 3a). 


Table 3.2-25 Daily Station Trip Generation—Segment 3a 


Station 


Total 
Daily 


Passengers 


Daily 
Walk/Transit


Access 


Daily 
Auto 


Access 


% of 
Passengers 


by Auto 
Access 


Provided
Station 
Parking 


Colorado/17th Street Station 2,912 2,623 289 10% 70 
Colorado/4th Street Station 2,557 2,422 135 5% 225 
SOURCE:  AECOM, 2008. 


 


An LOS analysis was conducted for all of the study area intersections in this segment. Results 
of intersection operating conditions for this segment, with levels of service and average vehicle 
delay for each peak period, are included in Appendix B to the Transportation/Traffic Technical 
Background Report. Table 3.2-26 (Segment 3a Study Area Intersections—Year 2030 LOS [AM 
Peak Hour]) and Table 3.2-27 (Segment 3a Study Area Intersections—Year 2030 LOS [PM 
Peak Hour]) summarizes the LOS analysis results for the No-Build and LRT Alternatives of the 
study area intersections within this segment for year 2030 in the AM and PM peak hours, 
respectively. A review of Table 3.2-26 and Table 3.2-27 shows a total of three intersections are 
projected to operate at LOS E or F during either or both the peak hours. For the LRT 
Alternatives, the same three intersections are projected to operate at LOS E or F. Previously 
referenced Figure 3.2-6 (LOS E/F Intersections—Year 2030 With Project [LRT Alternatives]) 
illustrates the study area intersections that are projected to operate at LOS E or F under year 
2030 project conditions. Therefore, the LRT Alternatives do not result in impacts to intersections 
in this segment. 
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Table 3.2-26 Segment 3a Study Area Intersections—Year 2030 LOS (AM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change
from NB 


Yes 
or No Remarks 


1. 4th St and Colorado Avenue C 31.2 C 33.6 2.4 No Reduced capacity on Colorado 
Avenue increased the delay 


2. 4th St/I-10WB and Olympic Boulevard C 26.2 C 26.8 0.6 No  
3. 4th St/I-10EB and Olympic Boulevard E 69.3 E 69.6 0.3 No  
4. Lincoln Boulevard and Colorado Avenue D 53.3 C 29.6 -23.7 No  
5. Lincoln Boulevard/I-10WB and Olympic 
Boulevard D 39.1 D 40.6 1.5 No  


6. Lincoln Boulevard/I-10EB and Olympic Boulevard F 115.5 F 116.2 0.7 No  


7. 11th St and Colorado Avenue C 21.0 C 27.9 6.9 No Reduced capacity on Colorado 
Avenue increased the delay 


8. 11th St and Olympic Boulevard B 14.1 B 14.1 0.0 No  
9. 11th St (S) and Olympic Boulevard B 11.2 B 11.3 0.1 No  


10. 14th St and Colorado Avenue B 17.1 C 20.3 3.2 No Reduced capacity on Colorado 
Avenue increased the delay 


11. 14th St and Olympic Boulevard B 19.4 B 19.5 0.1 No  


12. 17th St and Colorado Avenue B 17.2 C 34.6 17.4 No Reduced capacity on Colorado 
Avenue increased the delay 


13. 17th St and Olympic Boulevard B 18.4 B 18.4 0.0 No  
14. 20th St and Colorado Avenue C 22.0 C 21.7 -0.3 No  
15. 20th St and Olympic Boulevard E 60.5 E 61.3 0.8 No  
82. 20th St and Broadway B 18.2 B 18.3 0.1 No  
83. 14th St and Broadway B 18.9 B 19.0 0.1 No  
84. Lincoln Boulevard and Broadway B 16.4 B 16.6 0.2 No  
85. 4th St and Broadway C 27.3 C 27.3 0.0 No  
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Table 3.2-26 Segment 3a Study Area Intersections—Year 2030 LOS (AM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change
from NB 


Yes 
or No Remarks 


86. Main St and Colorado Avenue A 8.3 A 8.7 0.4 No  
SOURCE: Iteris, 2008. 


 


Table 3.2-27 Segment 3a Study Area Intersections—Year 2030 LOS (PM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact 


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change
from NB 


Yes 
or No Remarks 


1. 4th St and Colorado Avenue D 34.7 D 38.8 4.1 No Reduced capacity on Colorado 
Avenue increased the delay 


2. 4th St/I-10WB and Olympic Boulevard C 27.8 C 30.7 2.9 No  
3. 4th St/I-10EB and Olympic Boulevard C 32.6 D 36.6 4.0 No  
4. Lincoln Boulevard and Colorado Avenue D 52.3 D 49.4 -2.9 No  
5. Lincoln Boulevard/I-10WB and Olympic Boulevard D 35.2 D 44.3 9.1 No  
6. Lincoln Boulevard/I-10EB and Olympic Boulevard C 34.7 D 41.1 6.4 No  


7. 11th St and Colorado Avenue C 29.5 D 53.4 23.9 No Reduced capacity on Colorado 
Avenue increased the delay 


8. 11th St and Olympic Boulevard B 16.7 B 16.9 0.2 No  
9. 11th St (S) and Olympic Boulevard B 17.9 B 18.6 0.7 No  


10. 14th St and Colorado Avenue B 19.6 C 26.1 6.5 No Reduced capacity on Colorado 
Avenue increased the delay 


11. 14th St and Olympic Boulevard B 18.7 B 19.0 0.3 No  
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Table 3.2-27 Segment 3a Study Area Intersections—Year 2030 LOS (PM Peak Hour) 


No-Build 
(NB) LRT Alternative Impact 


Study Area Intersections LOS 
Delay
(sec) LOS


Delay
(sec) 


Change
from NB 


Yes 
or No Remarks 


12. 17th St and Colorado Avenue B 17.5 D 41.9 24.4 No Reduced capacity on Colorado 
Avenue increased the delay 


13. 17th St and Olympic Boulevard B 18.9 B 19.4 0.5 No  
14. 20th St and Colorado Avenue B 18.3 B 18.6 0.3 No  
15. 20th St and Olympic Boulevard C 34.5 D 37.8 3.3 No  
82. 20th St and Broadway B 19.3 B 20.0 0.7 No  
83. 14th St and Broadway C 20.8 C 22.1 1.3 No  
84. Lincoln Boulevard and Broadway C 20.7 C 24.4 3.7 No  
85. 4th St and Broadway C 29.2 C 29.8 0.6 No  
86. Main St and Colorado Avenue B 12.6 B 13.1 0.5 No  
SOURCE: Iteris, 2008. 
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Mitigation Measures 


Mitigation measures need to be implemented at five intersections, depending on the LRT 
Alternative considered. These intersections are summarized in Table 3.2-28 (Impacted Study 
Area Intersections Without Mitigations—Year 2030). 


For each LRT Alternative, improvements, such as the grade separations, roadway and signal 
modifications described in Table 3.2-8 (Grade Crossing Analysis—Proposed Improvements), 
are proposed as part of the project description contained in Chapter 2 (Project Alternatives). As 
a result of the incorporation of the improvements only the five intersections below are impacted. 


The approach used to develop mitigation measures at the intersections began by considering 
operational improvements, followed by physical improvements. Operational improvements 
included signal timing and phasing changes. The cycle lengths for the study area intersections 
were adjusted and the green times for each approach were fine-tuned to satisfy the forecast 
traffic demand. If that step did not mitigate the effect, physical improvements to the intersections 
were then developed. The following intersection improvements were developed to help mitigate 
the residual traffic impacts. 


Table 3.2-28 Impacted Study Area Intersections Without Mitigations—Year 2030 


LRT Alternatives Segment Intersection 
43. Sepulveda Boulevard and Palms Boulevard
50. Girard Avenue & Venice Boulevard 
64. Clarington Avenue and Venice Boulevard 


LRT 3 and LRT 4 Segment 1a: Venice/Sepulveda


67. Hughes Avenue and Venice Boulevard 
LRT 1 and LRT 3 Segment 3: Olympic 15. 20th St and Olympic Boulevard 
SOURCE: Iteris, 2008. 


 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


The following mitigation measures are required to reduce the level of impact to less than 
significant: 


MM TR-1 Clarington Avenue/Venice Boulevard. Adjust signal timing and add a 
southbound left-turn lane. This additional lane will require the removal of on-
street parking. Property would have to be acquired to provide replacement 
parking. Potential parcels at the northwest and southwest corners of the 
Hughes Avenue/Venice Boulevard intersection have been identified. 


MM TR-2 Hughes Avenue/Venice Boulevard. Adjust signal timing and add a 
northbound left-turn lane, a southbound left-turn lane, and an eastbound 
right-turn lane. These additional lanes will require the removal of on-street 
parking. Property would have to be acquired to provide replacement parking. 
Potential parcels at the northwest and southwest corners of the Hughes 
Avenue/Venice Boulevard intersection have been identified. 
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Two intersections in this segment cannot be mitigated to a less-than-significant impact. No 
feasible mitigation measures could be identified to reduce the level of impact to an acceptable 
level. 


The intersection at Sepulveda Boulevard and Palms Boulevard along Segment 1a (LRT 
Alternatives 3 and 4) is projected to operate at saturated conditions under year 2030 No-Build 
conditions. Under LRT Alternatives 3 and 4, added traffic due to left turn closures at parallel 
streets will be diverted to this intersection. Addition of turn lanes would not reduce the delays to 
an acceptable level and addition of through lanes is not feasible due to right-of-way constraints. 
There would be a significant unavoidable impact at this location. 


The intersection of Girard Avenue/Midvale Avenue/Venice Boulevard would degrade 
substantially under LRT Alternatives 3 and 4. No feasible mitigation measure could be identified 
to reduce the level of impact to an acceptable level. This intersection is projected to operate at 
satisfactory levels of service under year 2030 No-Build conditions. Under LRT Alternatives 3 
and 4, provision of left turn phasing and addition of traffic due to left-turn closures at parallel 
streets, will divert traffic to this intersection. Addition of turn lanes would not reduce the delays to 
an acceptable level and addition of through lanes is not feasible due to right-of-way constraints. 
There would be a significant unavoidable impact at this location. 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


The following mitigation measure is required to reduce the level of impact to less than 
significant. 


MM TR-3 20th St/Olympic Boulevard. Adjust signal timing and add a northbound right-
turn lane. To make it a feasible mitigation, partial acquisitions will be required 
for corner cuts at all four corners of the intersection. 


Table 3.2-29 (Impacted Study Area Intersections with Mitigation Measures—Levels of Service—
Year 2030 With Project) summarizes the level of service with the implementation of above 
mentioned mitigation measures for the affected study area intersections. 


Table 3.2-29 Impacted Study Area Intersections with Mitigation Measures—Levels 
of Service—Year 2030 With Project 


AM Peak Hour PM Peak Hour 


Study Area Intersection Control LOS 
Delay 
(sec) LOS 


Delay 
(sec) 


15. 20th St and Olympic Boulevard Signal D 51.4 D 40.6 
43. Sepulveda Boulevard and Palms 
Boulevard Signal F 105.7 F 339.1 


50. Girard Avenue & Venice Boulevard Signal F 206.0 F 214.5 
64. Clarington Avenue and Venice Boulevard Signal D 49.5 D 40.5 
67. Hughes Avenue and Venice Boulevard Signal D 54.9 D 36.6 
SOURCE: Iteris, 2008. 
LOS = level of service; Delay = average vehicle delay (seconds) 
Bold Italics indicates an unavoidable impact. 
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In summary, implementation of LRT Alternatives 1 and 2 would result in less-than-significant 
impacts, and implementation of LRT Alternatives 3 and 4 would result in two significant 
unavoidable impacts. 


Criterion Would the project cause parking intrusion into adjacent neighborhoods or 
commercial areas where the demand for parking at a station exceeds the 
proposed parking lot capacity? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Without service to new areas or major 
changes in existing bus service routes, the No-Build Alternative is not anticipated to result in 
additional parking demand. Therefore, the No-Build Alternative is not anticipated to result in an 
increased burden on existing parking and would not require the construction of new parking lots 
or the expansion of existing ones; therefore, no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. Introducing new bus routes within the project area could result in 
some additional transit riders, a small percentage of which might desire to access the routes via 
automobile and park near a bus stop. However, the incremental increase in new park-and-ride 
demand would not be expected to result in a substantial amount of on-street parking or the need 
to expand an existing parking lot. Therefore, the TSM Alternative is not anticipated to result in 
an increased burden on existing parking facilities and would not require the construction of new 
parking lots or the expansion of existing ones; therefore, no impact would occur. 


LRT Alternatives 


Table 3.2-30 (Parking Supply and Demand at Stations—Year 2030) below illustrates the daily 
passenger forecasts and mode of access at each station along the segments. At stations where 
no parking is provided, only drop-off auto access is forecast in addition to transit and walk/bike 
access. At stations where there is proposed parking, the table indicates the number of autos 
expected to arrive and park in the peak period, and compares that demand to the number of 
spaces available. The daily station parking demand is also indicated in the table where there is 
proposed station parking. There is likely to be some turnover of parkers during the peak period 
that would free up spaces to accommodate midday parking demand, so the peak parking 
demand represents a conservative estimate of the parking demand. At the Expo/Westwood 
Station, Expo/Sepulveda Station, Expo/Bundy Station, and Colorado/17th Street Station, the 
proposed supply of parking would be less than the forecast peak period demand. 







page 3.2-68


3.2. Transportation/Traffic 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Table 3.2-30 Parking Supply and Demand at Stations—Year 2030 


Mode of 
Access (Daily)


Mode of Access
(Peak Period) 


Auto Access 
Demand (Daily) 


Segment Station 


Total 
Daily 


Passengers
Walk/ 


Transit Auto 
Walk/ 


Transit Auto 
Station
Parking 


Drop-
Off 


Auto 
Access
Demand


(Peak 
Period) 


Park & 
Ride Lot
Capacity


National/Palms Station 1,861 1,772 89 1,329 67 0 89 0 0 Segment 1: 
Expo ROW Expo/Westwood Station 5,237 4,895 342 3,671 257 286 56 215 170 


Venice/Motor Station 2,045 1,970 75 1,478 56 0 75 0 0  
Venice/Sepulveda 
Station 3,292 3,204 88 2,403 66 0 88 0 0 Segment 1a: 


Venice/Sepulveda 
Sepulveda/National 
Station 2,367 2,070 297 1,553 223 244 53 183 250 


Expo/Sepulveda Station 5,096 4,681 415 3,511 311 354 61 266 260 
Expo/Bundy Station 2,863 2,469 393 1,852 295 337 56 253 250 Segment 2: 


Sepulveda to 
Cloverfield Olympic/26th Street 


Station 2,113 2,057 56 1,543 42 0 56 0 0 


Olympic/17th Street 
Station 2,643 2,586 57 1,940 43 0 57 0 0 


Segment 3: 
Olympic Colorado/4th Street 


Station 3,333 3,085 249 2,314 187 214 35 161 250 


Colorado/17th Street 
Station 2,912 2,623 289 1,967 217 240 49 180 70 


Segment 3a: 
Colorado Colorado/4th Street 


Station 2,557 2,422 135 1,817 101 109 26 82 225 


SOURCE: AECOM, 2008. 
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No parking is proposed at National/Palms Station, Venice/Motor Station, Venice/Sepulveda 
Station, Olympic/26th Street Station, and Olympic/17th Street Station. It can be expected that 
some LRT patrons will attempt to park in the neighborhoods surrounding each of these stations. 
Some of the excess parking demand may be met in existing off-street parking facilities (e.g., an 
office worker may park in his/her office parking lot and take the train Downtown), but most will 
likely attempt to park on streets within walking distance of the stations. 


The Sepulveda/National and Colorado/4th Street Stations are expected to have adequate 
parking and would not be expected to have spillover parking in the neighborhoods surrounding 
them. The Colorado/4th Street Station may in fact have the opposite problem; people bound for 
alternate destinations in downtown Santa Monica may park in the station parking lot if 
mechanisms are not in place to prevent non-LRT-related parking. 


Spillover parking in the neighborhoods around the stations can be expected to occur around all 
of the stations except the Sepulveda/National and Colorado/4th Street Stations. Some of the 
residential neighborhoods near proposed stations have existing residential permit parking 
districts, such as Expo/Westwood Station, which will reduce the potential for LRT-related 
parking impacts in those neighborhoods. Other station areas have time-restricted metered on-
street parking which will also reduce the impact of spillover parking demand from the stations. 


Mitigation Measures 


The following mitigation measure is recommended for locations which are affected by spillover 
parking: 


MM TR-4 In the quarter mile area surrounding each station where spillover parking is 
anticipated, a program shall be established to monitor the on-street parking 
activity in the area prior to the opening of service and shall monitor the 
availability of parking monthly for six months following the opening of service. 
If a parking shortage is determined to have occurred due to the parking 
activity of the LRT patrons, Metro shall work with the appropriate local 
jurisdiction and affected communities to assess the need for and specific 
elements of a permit parking program for the impacted neighborhoods. The 
guidelines established by each local jurisdiction for the assessment of permit 
parking programs and the development of community consensus on the 
details of the permit program shall be followed. Metro shall reimburse the 
local jurisdictions for the costs associated with developing the local permit 
parking programs within one-quarter mile of the stations and for the costs of 
the signs posted in the neighborhoods. Metro will not be responsible for the 
costs of permits for residents desiring to park on the streets in the permit 
districts. 


Implementation of the above mitigation measure would reduce the impacts associated with 
spillover parking to less than significant. 
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Criterion Would the project exceed, either individually or cumulatively, a level of 
service standard established by the County Congestion Management Plan 
for designated roads or highways? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The No-Build Alternative roadway 
improvements are intended to improve roadway operation and reduce vehicle delay. The 
Caltrans I-405 FEIS/EIR assumes that the improvements will help the delay condition, but does 
not complete regional modeling to determine future CMP roadway level of service. The No-Build 
Alternative would have a less-than-significant impact on CMP roadway level of service. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 communitytransit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. Introduction of new bus routes within the study area could result in 
additional buses on the Congestion Management Plan (CMP) facilities resulting in increased 
congestion. At the same time, these additional routes would reduce automobile traffic on the 
CMP roadways. Hence, impacts would be less than significant. 


LRT Alternatives 


As can be seen from Table 3.2-3 (Growth Factors for Study Area between 2007 and 2030), in 
all of the LRT Alternatives, the traffic growth rates are lower than the No-Build Alternative, 
indicating that with the project, traffic volumes in the study area are expected to decrease on an 
overall basis. There are certain locations which are projected to have higher delays and 
increased V/Cs46 because of reduced capacity or turn restrictions. In addition, there would be 
some additional traffic near the stations to access the parking facilities. However, the project is 
not expected to generate any additional regional auto trips on CMP freeways, hence, it is not 
expected that there would be impacts associated with CMP freeways which would increase the 
V/Cs by more than 2 percent of the capacity.  


LRT Alternatives 1 (Expo ROW–Olympic) and 2 (Expo ROW–Colorado) 


LRT Alternatives 1 and 2 do not include any CMP intersections. Thus, no impact would occur. 


LRT Alternatives 3 (Venice Sepulveda–Olympic) and 4 (Venice Sepulveda–Colorado) 


LRT Alternatives 3 and 4 include one CMP intersection, located at Sepulveda Boulevard and 
Venice Boulevard. This intersection is projected to operate at V/C greater than 1.00 (LOS F) 
under year 2030 No-Build conditions. The V/C at this location is not projected to increase by 
more than 2 percent of capacity as a result of the project. The projected V/C at this location is 


                                                 
46 Volume/Capacity ratio; V/C is a conventional level-of-service measure for roadways, comparing 
roadway demand (vehicle volumes) with roadway supply (carrying capacity). 
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1.30 in the AM peak hour and 2.24 in the PM peak hour. This is not an impact according to CMP 
significance criteria; hence the impact would be considered less than significant. 


Criterion Would the project result in inadequate on-street parking capacity? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The I-405 widening at the Expo 
Phase 2 ROW would not result in any changes to the local supply of on-street parking in the 
project alignment, and no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative would not result in any changes to the street 
profile or supply of on-street parking, and no impact would occur. 


LRT Alternatives 


The following sections describe the impacts to on-street parking in the various segments of the 
LRT Alternatives, and identifies where proposed replacement parking could be located. As a 
part of the next phase of the project more detailed surveys will be completed to refine the 
number of parking spaces to be replaced. 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


Overland Avenue would be widened between Cushdon Avenue (north of Expo ROW) and 
Coventry Place (south of Expo ROW) to accommodate two additional lanes of traffic, one 
northbound and one southbound. This would require the removal of on-street parking from 
7:00 a.m. to 7:00 p.m. along portions of Overland. Table 3.2-31 (Overland Avenue—Parking 
Utilization and Replacement Parking Options [Year 2008]) provides a summary of parking 
utilization along Overland Avenue and replacement parking options along adjacent streets. A 
field survey determined that these spaces are relatively lightly used, and available on-street 
parking on the adjacent side streets could serve as replacement parking for the spaces lost on 
Overland Avenue. However, parking on the side streets is limited to two hours for vehicles 
without a neighborhood permit. LRT Alternatives using this portion of Segment 1 are expected 
to impact on-street parking. Modification of the current on-street parking limitations to address 
the loss of unlimited-time spaces will be required. 
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Table 3.2-31 Overland Avenue—Parking Utilization and Replacement Parking 
Options (Year 2008) 


Affected Sections along 
Overland Avenue 


Spaces 
Occupied 


Total 
Spaces 


Potential Replacement Parking 
Options 


West side of Overland Avenue, 
between Cushdon Avenue and 
Expo ROW 


13 28 
Demand could be met on Cushdon, 
Esther, and Ashby Avenues, but permit 
required. Hence, mitigation required. 


East side of Overland Avenue, 
between Expo ROW and 
Coventry Place 


1 20 
Demand could be met on Coventry Place 
and Dunleer Place, but permit required. 
Hence, mitigation required. 


Total 14 48  
Overall Utilization 29%  


SOURCE: DMJM Harris, 2008. 
 


Westwood Boulevard would be widened between Ashby Avenue (north of Expo ROW) and 
Richland Avenue (south of Expo ROW) to allow for two northbound lanes of traffic and bus 
stops on both sides of the street in close proximity to the proposed LRT station. This would 
require the removal of on-street parking on both sides of Westwood Boulevard, between 
700 feet north of Ashby Avenue to Richland Avenue; on South Exposition Boulevard, east and 
west of Westwood Boulevard; and on North Exposition Boulevard, to the east of Westwood 
Boulevard. A field survey determined that these spaces are relatively lightly used, and that on-
street parking on adjacent side streets and/or new spaces created within the Expo ROW could 
replace these spaces. Table 3.2-32 (Westwood Boulevard—Parking Utilization and 
Replacement Parking Options [Year 2008]) provides a summary of parking utilization along the 
affected sections of Westwood Boulevard and replacement parking options along adjacent 
streets and the Expo ROW. 


Table 3.2-32 Westwood Boulevard Area—Parking Utilization and Replacement 
Parking Options (Year 2008) 


Affected Sections along 
Westwood Boulevard 


Spaces 
Occupied


Total 
Spaces 


Potential Replacement Parking 
Options  


West side of Westwood Boulevard, 
700 feet north of Ashby Avenue 12 24 Demand could be met on Cushdon, 


Esther and Ashby Avenues 
West side of Westwood Boulevard, 
between South Exposition 
Boulevard and Richland Avenue 


2 12 Demand could be met farther south 
along Westwood Avenue 


East side of Westwood Boulevard, 
between Cushdon and Esther 
Avenues 


4 7 Demand could be met on Cushdon and 
Esther Avenues 


East side of Westwood Boulevard, 
between Esther and Ashby 
Avenues 


1 8 Demand could be met on south side of 
Ashby Avenue 
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Table 3.2-32 Westwood Boulevard Area—Parking Utilization and Replacement 
Parking Options (Year 2008) 


Affected Sections along 
Westwood Boulevard 


Spaces 
Occupied


Total 
Spaces 


Potential Replacement Parking 
Options  


East side of Westwood Boulevard, 
between South Exposition 
Boulevard and Richland Avenue 


1 7 
Replacement parking could be 
accommodated along Richland Avenue 
east of Westwood Boulevard 


North side of South Exposition 
Boulevard, between Midvale 
Avenue and Westwood Boulevard 


4 13 
Not all of the spaces would have to be 
removed; enough could be maintained to 
meet this demand 


North side of South Exposition 
Boulevard, east of Westwood 
Boulevard 


2 7 
Replacement parking could be 
accommodated within Expo/Westwood 
Station 


South side of South Exposition 
Boulevard, between Midvale 
Avenue and Westwood Boulevard 


7 9 
Not all of the spaces would have to be 
removed; remaining demand could be 
met on Midvale Avenue 


South side of South Exposition 
Boulevard, east of Westwood 
Boulevard 


0 6 
Replacement parking could be 
accommodated within Expo/Westwood 
Station 


North side of North Exposition 
Boulevard, east of Westwood 
Boulevard 


3 4 
Replacement parking could be 
accommodated within Expo/Westwood 
Station 


South side of North Exposition 
Boulevard, east of Westwood 
Boulevard 


4 5 
Replacement parking could be 
accommodated within Expo/Westwood 
Station 


Total 40 102  
Overall Utilization 39%  


SOURCE: DMJM Harris, 2008. 
 


Sepulveda Boulevard would be widened in the vicinity of the Expo ROW to accommodate an 
additional southbound through lane. This would also require the removal of on-street parking on 
the west side of Sepulveda Boulevard from Exposition Boulevard to approximately 100 feet 
south of Pearl Street. On-street parking would also need to be removed on the east side 
between Pico Boulevard and Pearl Street. In addition, on-street parking would also be removed 
along Exposition Boulevard on the blocks on either side of Sepulveda Boulevard, which need to 
be reconfigured to accommodate left-turn lanes. A field survey determined that there is 
moderate demand for these spaces that could be served by available on-street parking on 
adjacent side streets. 


Table 3.2-33 (Sepulveda Boulevard Area—Parking Utilization and Replacement Parking 
Options [Year 2008]) provides a summary of parking utilization along the affected sections of 
Sepulveda Boulevard and replacement parking options. 
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Table 3.2-33 Sepulveda Boulevard Area—Parking Utilization and Replacement 
Parking Options (Year 2008) 


Affected Sections along 
Sepulveda Boulevard 


Spaces 
Occupied 


Total 
Spaces Potential Replacement Parking Options 


North side of Exposition 
Boulevard, between Sepulveda 
and Sawtelle Boulevards 


19 45 
Demand on eastern end where parking 
would be removed could be shifted west 
on Exposition Boulevard 


North side of Exposition, 
between Sepulveda Boulevard 
and Tilden Avenue 


7 21 


Demand on western end where parking 
would be removed could be shifted east on 
Exposition Boulevard or could be 
accommodated on Bentley Avenue 


South side of Exposition 
Boulevard, between Sepulveda 
and Sawtelle Boulevards 


14 24 
Demand on eastern end where parking 
would be removed could be shifted west 
on Exposition Boulevard 


South side of Exposition 
Boulevard, between Sepulveda 
Boulevard and Tilden Avenue 


16 22 


Demand on western end where parking 
would be removed could be shifted east on 
Exposition Boulevard or could be 
accommodated on Bentley Avenue 


West side of Sepulveda, 
between Exposition Boulevard 
and Pearl Street 


2 6 
Demand could be accommodated to the 
south between Pearl Street and Richland 
Avenue 


West side of Sepulveda 
Boulevard, 150 feet South of 
Pearl Street 


1 4 
Demand on northern end where parking 
would be removed could be shifted south 
on Sepulveda Boulevard 


East side of Sepulveda 
Boulevard, between Pico and 
Exposition Boulevards 


3 9 
Replacement parking could be 
accommodated in the proposed 
Expo/Sepulveda station parking structure 


East side of Sepulveda 
Boulevard, between Exposition 
Boulevard and Pearl Street 


2 6 
Demand on northern end where parking 
would be removed could be shifted south 
on Sepulveda Boulevard 


Total 64 137  
Overall Utilization 47%  


SOURCE: DMJM Harris, 2008. 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


Implementation of LRT Alternatives 3 and 4, and their related street improvements, would 
eliminate much of the existing on-street parking on both Venice and Sepulveda Boulevards. 
This loss of parking capacity cannot be mitigated by on-street parking on side streets because 
of the high overall demand for parking in the adjacent neighborhoods, which are characterized 
by multi-family dwellings. Replacement parking would be accommodated in off-street lots on 
properties along Venice Boulevard. Many of these parcels would already be acquired to 
accommodate the LRT guideway and street improvements, but others would have to be 
acquired specifically for replacement parking. 


Table 3.2-34 (Segment 1a: Venice Boulevard Area—Parking Utilization and Replacement 
Parking Options [Year 2008]) provides a summary of parking utilization along the affected 
sections along Venice Boulevard in Segment 1a. The table divides the portion of Venice 
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Boulevard between Robertson and Sepulveda into four sections, each with a north and south 
side. 


Table 3.2-34 Segment 1a: Venice Boulevard Area—Parking Utilization and 
Replacement Parking Options (Year 2008) 


Affected Sections along Venice 
Boulevard 


Spaces 
Occupied 


Total 
Spaces 


Potential Replacement 
Parking Options 


Section A: Venice Boulevard, Robertson Boulevard to Watseka Avenue 
North side of Venice Boulevard, between 
Robertson Boulevard and Watseka Avenue 12 36 


South side of Venice Boulevard, between 
Robertson Boulevard and Watseka Avenue 10 39 


East and West sides of Clarington Avenue, 
250 feet north of Venice Boulevarda 5 15 


West side of Hughes Avenue, 250 feet 
north of Venice Boulevardb 12 12 


Parking not available on 
adjacent streets. Hence, 
mitigation required. 


Total 39 102  
Overall Utilization 38%  


Section B: Venice Boulevard, Watseka Avenue to Jasmine Avenue 
North side of Venice Boulevard, between 
Watseka Avenue and Jasmine Avenue 12 35 


South side of Venice Boulevard, between 
Watseka Avenue and Jasmine Avenue 14 28 


Parking not available on 
adjacent streets. Hence, 
mitigation required. 


Total 26 63  
Overall Utilization 41%  


Section C: Venice Boulevard, Jasmine Avenue to Glendon Avenue/Midway Avenue 
North side of Venice Boulevard, between 
Jasmine Avenue and Glendon Avenue 17 30 


South side of Venice Boulevard, between 
Jasmine Avenue and Midway Avenue 29 45 


Parking not available on 
adjacent streets. Hence, 
mitigation required. 


Total 46 75  
Overall Utilization 61%  


Section D: Venice Boulevard, Glendon Avenue/Midway Avenue to Sepulveda Boulevard 
North side of Venice Boulevard, between 
Westwood Boulevard and Bentley Avenue 36 52 


South side of Venice Boulevard, between 
Westwood Boulevard and Bentley Avenue 28 47 


Parking not available on 
adjacent streets. Hence, 
mitigation required. 


Total 64 99  
Overall Utilization 65%  


SOURCE: DMJM Harris, 2008. 
a. As noted previously, mitigation measure MM TR-1 will require the removal of on-street parking along a portion of Clarington 
Avenue, north of Venice Boulevard. 
b. As noted previously, mitigation measure MM TR-2 will require the removal of on-street parking along a portion of Hughes 
Avenue, north of Venice Boulevard 
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Table 3.2-35 (Segment 1a: Sepulveda Boulevard Portion—Parking Utilization and Replacement 
Parking Options [Year 2008]) provides a summary of parking utilization along the affected 
sections of Sepulveda Boulevard in Segment 1a. The table divides portions of Sepulveda 
Boulevard into five sections. 


Table 3.2-35 Segment 1a: Sepulveda Boulevard Area—Parking Utilization and 
Replacement Parking Options (Year 2008) 


Affected Sections along Venice 
Boulevard 


Spaces 
Occupied 


Total 
Spaces 


Potential Replacement Parking 
Options 


Section A: Sepulveda Boulevard, Venice Boulevard to Charnock Road 
East side of Sepulveda, between 
Venice Boulevard and Charnock Road 28 51 


West side of Sepulveda, between 
Venice Boulevard and Charnock Road 18 31 


Parking not available on adjacent 
streets. Hence, mitigation required. 


Total 46 82  
Overall Utilization 56%  


Section B: Sepulveda Boulevard, Charnock Road to Sepulveda Channel 
East side of Sepulveda, between 
Charnock Road and Sepulveda 
Channel 


15 45 


West side of Sepulveda, between 
Charnock Road and Sepulveda 
Channel 


29 45 


Parking not available on adjacent 
streets. Hence, mitigation required. 


Total 44 90  
Overall Utilization 49%  


Section C: Sepulveda Boulevard, Sepulveda Channel to Clover Avenue 
East side of Sepulveda, between 
Sepulveda Channel and Clover 
Avenue 


30 52 


West side of Sepulveda, between 
Sepulveda Channel and Clover 
Avenue 


9 
40 


 


Parking not available on adjacent 
streets. Hence, mitigation required. 


Total 39 92  
Overall Utilization 42%  
Section D: Sepulveda Boulevard, Clover Avenue to I-10 


East side of Sepulveda, between 
Clover Avenue and I-10 16 58 


West side of Sepulveda, between 
Clover Avenue and I-10 14 43 


Parking not available on adjacent 
streets. Hence, mitigation required. 


Total 30 101  
Overall Utilization 30%  
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Table 3.2-35 Segment 1a: Sepulveda Boulevard Area—Parking Utilization and 
Replacement Parking Options (Year 2008) 


Affected Sections along Venice 
Boulevard 


Spaces 
Occupied 


Total 
Spaces 


Potential Replacement Parking 
Options 


Section E: Sepulveda Boulevard, I-10 to Exposition Boulevard 
West side of Sepulveda, between I-10 
and Exposition Boulevard 10 32 Parking not available on adjacent 


streets. Hence, mitigation required. 
Overall Utilization 31%  


SOURCE: DMJM Harris, 2008. 
 


Segment 2: Sepulveda to Cloverfield (All LRT Alternatives) 


At the intersection of Barrington Avenue and Olympic Boulevard, a northbound right-turn pocket 
is proposed requiring the removal of existing on-street parking on the east side of Barrington 
Avenue. At the intersection of Barrington Avenue and Pico Boulevard, a southbound right-turn 
pocket is proposed requiring on-street parking to be removed on the west side of Barrington 
between Tennessee Avenue and Pico Boulevard. A field survey determined that there is only 
moderate demand for these spaces and that their removal could be mitigated by available on-
street parking in the surrounding neighborhood and/or parking proposed to be built within the 
Expo ROW. 


The required provision of an additional northbound lane on Centinela Avenue where it crosses 
the Expo ROW would require the removal of on-street parking on the west side of the street and 
a loading zone on the east side. A field survey determined intensive use of these spaces but 
their removal could be mitigated by introducing new spaces within the Expo ROW. 


The provision of an additional southbound lane on Stewart Street where it crosses the Expo 
ROW would require the removal of on-street parking on both sides of the street between 
Olympic and Exposition Boulevards. A field survey determined that these spaces are lightly 
used. The removals could be mitigated by available on-street parking in the surrounding 
neighborhood. 


Table 3.2-36 (Segment 2—Parking Utilization and Replacement Parking Options [Year 2008]) 
provides a summary of parking utilization along the affected sections along Segment 2 and 
replacement parking options. 
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Table 3.2-36 Segment 2—Parking Utilization and Replacement Parking Options 
(Year 2008) 


Affected Sections along 
Barrington Avenue, Centinela 
Avenue and Stewart St 


Spaces 
Occupied 


Total 
Spaces 


Potential Replacement Parking 
Options 


Barrington Avenue 


East side of Barrington Avenue, 
north of Exposition Boulevard 


7 
0 (loading) 


16 
2 (loading) 


Replacement parking could be 
accommodated within Expo/Bundy 
Station parking facility 


West side of Barrington Avenue, 
between Tennessee Avenue and 
Pico Boulevard 


1 3 
Barrington Avenue, between 
Exposition Boulevard and Tennessee 
Avenue 


Total 8 19  
Overall Utilization 42%  


Centinela Avenue 
West side of Centinela Avenue, 
between Olympic and Exposition 
Boulevards 


20 21 
Replacement parking could be 
accommodated within Expo/Bundy 
Station parking facility 


East side of Centinela Avenue, 
between Exposition (E) and 
Exposition (W) Boulevards 


2 (loading) 2 (loading) Loading zone relocated to Exposition 
Boulevard east of Centinela Avenue 


Total 22 23  
Overall Utilization 96%  


Stewart Street 
West side of Stewart Street, 
between Olympic and Exposition 
Boulevards 


2 12 Demand could be accommodated on 
Exposition Boulevard 


East side of Stewart Street, 
between Olympic and Exposition 
Boulevards 


0 10 Demand could be accommodated on 
Exposition Boulevard 


Total 2 22  
Overall Utilization 9%  


SOURCE: DMJM Harris, 2008. 
 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


To accommodate the LRT Alternatives using Olympic Boulevard, all on-street parking would be 
eliminated between 20th and Euclid Streets. A field survey determined a moderate level of use 
of these on-street parking spaces that is greater than excess capacity of adjacent side streets. 
As a result, replacement parking would have to be accommodated in off-street locations, 
potentially requiring property acquisitions. 
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Table 3.2-37 (Segment 3—Parking Utilization and Replacement Parking Options [Year 2008]) 
provides a summary of parking utilization along the affected sections of Olympic Boulevard and 
replacement parking options. The table divides Olympic Boulevard into two sections. 


Table 3.2-37 Segment 3—Parking Utilization and Replacement Parking Options 
(Year 2008) 


Affected Sections along Olympic 
Boulevard 


Spaces 
Occupied 


Total 
Spaces 


Potential Replacement 
Parking Options 


Section A: 20th Street to 17th Street 
North side of Olympic Boulevards, 
between 20th and 19th Streets 1 8 


North side of Olympic Boulevard, 
between 19th and 18th Streets 8 9 


South side of Olympic Boulevard, 
between 20th and 17th Streets 16 31 


Parking not available on adjacent 
streets. Hence, mitigation required. 


Total 25 48  
Overall Utilization 52%  


Section B: 17th Street to Euclid Street 
North side of Olympic Boulevard, 
between 17th and 16th Streets 1 11 


North side of Olympic Boulevard, 
between 16th and 14th Streets 4 21 


North side of Olympic Boulevard, 
between 14th and Euclid Streets 6 6 


South side of Olympic Boulevard, 
between 17th and 14th Streets 15 28 


South side of Olympic Boulevard, 
between 14th and Euclid Streets 8 9 


Parking not available on adjacent 
streets. Hence, mitigation required. 


Total 34 75  
Overall Utilization 45%  


SOURCE: DMJM Harris, 2008. 
 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


Reconstruction of Colorado Avenue to accommodate the LRT Alternatives would eliminate on-
street parking on the south side of the street between 14th and 4th Streets. A field survey 
determined moderate to intensive use of these spaces, and little excess capacity on adjacent 
side streets. As a result, replacement parking would have to be accommodated in off-street lots 
along Colorado Avenue. 


Table 3.2-38 (Segment 3a—Parking Utilization and Replacement Parking Options [Year 2008]) 
provides a summary of parking utilization along the affected sections of Colorado Avenue and 
replacement parking options. The table divides Colorado Avenue into two sections. 
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Table 3.2-38 Segment 3a—Parking Utilization and Replacement Parking Options 
(Year 2008) 


Affected Sections along Colorado 
Avenue 


Spaces 
Occupied


Total 
Spaces 


Potential Replacement Parking 
Options 


Section A: 14th Street to 11th Street 
South side of Colorado Avenue, 
between 14th and 11th Streets 13 21 Parking not available on adjacent 


streets. Hence, mitigation required. 
Total 13 21 62% overall utilization 
Section B: 11th Street to 4th Street 


South side of Colorado Avenue, 
between 11th and 9th Streets 14 14 


South side of Colorado Avenue, 
between Lincoln Boulevard and 7th 
Street 


4 5 


South side of Colorado Avenue, 
between 7th and 4th Streets 4 16 


Parking not available on adjacent 
streets. Hence, mitigation required. 


Total 22 35 63% overall utilization 
SOURCE: DMJM Harris, 2008. 


 


In summary, the utilization data for all segments illustrate that the supply of 1,266 potentially 
affected spaces along all the segments are on average 46 percent utilized (588 spaces), 
indicating that there is not a severe parking shortage in the study area.  


Mitigation Measures 


In most segments, there is sufficient alternate on-street parking available to reduce the effect of 
the on-street parking removal to an acceptable impact level. Available, underutilized on-street 
parking on adjacent side streets would mitigate the impacts of the displaced parking spaces. 


In areas where there is insufficient on-street availability, the following mitigation measures would 
be implemented to reduce the impacts of displaced on-street parking spaces along the affected 
segments. Before implementing, detailed analyses are required for sections where replacement 
parking is not available on adjacent streets. Also, the size of the parking lots to be developed for 
the purposes of providing replacement parking will be analyzed as part of PE. 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


MM TR-5 Overland Avenue. The parking time limit of adjacent streets should be 
lengthened to accommodate parking spaces being displaced on Overland 
Avenue. 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


MM TR-6 Venice Boulevard. The loss of on-street parking on Venice Boulevard cannot 
be accommodated on adjacent streets due to the high overall parking 
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demand in adjacent neighborhoods. Replacement parking would be required 
along the affected sections of Venice Boulevard. The potential replacement 
parking lots are listed below: 


MM TR-6(a) South Side of Venice Boulevard, between Robertson Boulevard to Watseka 
Avenue. Property would have to be acquired to provide replacement parking. 
A potential parcel at the southeast corner of Venice Boulevard and Main 
Street has been identified. 


MM TR-6(b) North side of Venice Boulevard, between Robertson Boulevard and Watseka 
Avenue. Property would have to be acquired to provide replacement parking. 
A potential parcel at the northeast corne r of the Canfield Avenue and Venice 
Boulevard intersection has been identified. 


MM TR-6(c) Venice Boulevard, between Watseka Avenue and Jasmine Avenue. Property 
would have to be acquired to provide replacement parking. Potential parcels 
at the northwest and southwest corners of the Hughes Avenue/Venice 
Boulevard intersection have been identified. 


MM TR-6(d) Venice Boulevard, between Jasmine Avenue and Glendon Avenue/Midway 
Avenue. Property would have to be acquired to provide replacement parking. 
Potential parcels at the northwest corners of Venice Boulevard/Motor Avenue 
and Venice Boulevard/Keystone Avenue have been identified. 


MM TR-6(e) Venice Boulevard, between Glendon Avenue/Midway Avenue and Sepulveda 
Boulevard. Property would have to be acquired to provide replacement 
parking. Potential parcels on the south side of Venice Boulevard have been 
identified. 


MM TR-7 Sepulveda Boulevard. Replacement parking would be required along the 
affected portions of Sepulveda Boulevard. The potential replacement parking 
lots are listed below: 


MM TR-7(a) Sepulveda Boulevard, between Venice Boulevard and Charnock Road. 
Property would have to be acquired to provide replacement parking. Potential 
parcels at the northeast corner of Venice Boulevard and Sepulveda 
Boulevard, and northwest corner of Charnock Road (South) and Sepulveda 
Boulevard, have been identified. 


MM TR-7(b) Sepulveda Boulevard, between Charnock Road and Sepulveda Channel. 
Property would have to be acquired to provide replacement parking. Potential 
parcels at the northeast corner of Venice Boulevard and Sepulveda 
Boulevard, and northwest corner of Charnock Road (South) and Sepulveda 
Boulevard, have been identified. 


MM TR-7(c) Sepulveda Boulevard, between Sepulveda Channel and Clover Avenue. 
Property would have to be acquired to provide replacement parking. A 
potential parcel at the northwest corner of Clover Avenue and Sepulveda 
Boulevard has been identified. 
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MM TR-7(d) Sepulveda Boulevard, between Clover Avenue and I-10. Property would have 
to be acquired to provide replacement parking. Potential parcels on the west 
side of the street have been identified. 


MM TR-7(e) Sepulveda Boulevard, between I-10 and Exposition Boulevard. Property 
would have to be acquired to provide replacement parking. Potential parcels 
along the east side of the street have been identified. 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


MM TR-8 Olympic Boulevard (20th Street to Euclid Street). Property would have to be 
acquired to provide replacement parking. Potential parcels at the southwest 
corners of 17th Street/Olympic Boulevard and 16th Street/Olympic Boulevard 
have been identified. 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


MM TR-9 Colorado Avenue. Replacement parking would be required along the 
impacted portions of Colorado Avenue. The potential replacement parking 
lots are listed below: 


MM TR-9(a) South side of Colorado Avenue, between 14th Street and 11th Street. Property 
would have to be acquired to provide replacement parking. Potential parcels 
on the south side of Colorado Avenue between 18th Street and 16th Street 
have been identified. 


MM TR-9(b) South side of Colorado Avenue, between 11th Street and 4th Street. Property 
would have to be acquired to provide replacement parking. Potential parcels 
at the southwest corner of Lincoln Boulevard and Colorado Avenue have 
been identified. 


Implementation of the above mitigation measures would reduce the impacts of displaced on-
street parking spaces along the affected segments to be less than significant for all LRT 
Alternatives. 


Criterion Would the project result in loss of off-street parking areas where the City 
requirements are no longer met (taking into account the proximity to mass 
transit) and replacement parking is no longer available (assuming that City 
requirements were met prior to the project)? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Within the Expo Phase 2 ROW, the 
No-Build Alternative would not result in any land acquisitions or relocation requiring parking 
displacement, and no impact would occur. 
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Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative would not result in any land acquisitions or 
relocation, and no impact would occur. 


LRT Alternatives 


There would be no off-street parking impacts associated with any of the LRT Alternatives. Any 
changes in off-street parking requiring property acquisition would be addressed by the Uniform 
Relocation Assistance and Real Property Acquisition Policies Act and the California Relocation 
Assistance Act; hence no impact would occur. 


Criterion Would the project result in conflicts with the pedestrian safe routes to 
school, resulting in unsafe conditions (applicable only in the City of Los 
Angeles)? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The No-Build Alternative would not 
result in any changes in the existing pedestrian routes to school program as it pertains to the 
area within the Phase 2 ROW, and no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative would not result in any changes in the 
pedestrian routes to school, and no impact would occur. 


LRT Alternatives 


Based on the existing pedestrian system, recommended pedestrian safe routes to schools have 
been developed by LADOT. The routes focus on providing access to schools via specially 
marked crosswalks, intersections with stop signs or traffic signals, and avoiding 
unsignalized/unmarked intersections and mid-block crossings. Table 3.2-39 (Safe Routes to 
School) shows the segments of roadways within the study area that are pedestrian safe routes 
to schools and which intersect with the LRT Alternatives at at-grade crossings. 
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Table 3.2-39 Safe Routes to School 


LRT Alternative Safe Route to School 
LRT Alternative 1 
and 
LRT Alternative 2 


• Exposition Boulevard between Durango Avenue and Palms Boulevard 
• Bagley Avenue between the Expo ROW and Venice Boulevard 
• Overland Avenue between Pico Boulevard and National/I-10 WB ramps  
• Westwood Boulevard between Pico Boulevard and Coventry Place 
• Exposition Boulevard (N) and (S) between Military Avenue and 


Westwood Boulevard 
• Barrington Avenue between Exposition Boulevard (S) and Pico 


Boulevard 
LRT Alternative 3 
and 
LRT Alternative 4 


• Bagley Avenue between the Expo ROW and Venice Boulevard 
• Barrington Avenue between Exposition Boulevard (S) and Pico 


Boulevard 
SOURCE: Iteris, 2008. 


 


There are other pedestrian safe routes to school within the study area, but they are not listed 
here because either the LRT Alternative crossing is within the median of an existing 
roadway/intersection or the crossing is grade separated. 


As part of the Grade Crossing Safety Program initiated by Metro in 1992, several innovative 
features and demonstration projects have been introduced to address safety concerns and 
evaluate the effectiveness of methods designed to discourage illegal encroachment onto at-
grade LRT crossings by both motorists and pedestrians. They include pedestrian swing gates, 
“second train coming” signage, pedestrian automatic gates, automated photo enforcement, and 
four-quadrant gates. 


Pedestrian safety and conflicts with all of the proposed LRT Alternatives at-grade crossings 
could be addressed in the following manner and are part of the project: 


• Signs that display a train icon and warn pedestrians to “LOOK BOTH WAYS” will be 
placed at each LRT at-grade crossing. 


• The use of pavement delineation and barriers will direct pedestrians to a designated 
crossing location, and will control pedestrian movement. 


• ADA-approved tactile warning strips that provide visual warning of the dynamic envelope 
of the train will be used at stations to warn pedestrians at the edge of the platform and 
will be installed at all designated pedestrian crossings, marking the limits of pedestrian 
occupancy. Dynamic envelope is the clearance required for the train and its cargo 
overhang due to any combination of loading, lateral motion, or suspension failure. 


• Swing gates that are gravity-operated will be installed at pedestrian crossings that 
warrant their use. They require a positive action by the pedestrian entering the crossing, 
thereby forcing awareness of the light-rail vehicle and the possible presence of an 
approaching train. 
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• Pedestrian gates that operate in the same manner as a vehicular gate will be installed at 
pedestrian crossings wherever their use is warranted—they block pedestrian approach 
in the presence of a train, especially in locations with high train volume and limited sight 
distance. 


• “SECOND TRAIN APPROACHING” signs will be installed at crossings where two or 
more LRT tracks are present, and the light-rail vehicle headways are short—these signs 
warn pedestrians to make sure that they look both ways and are not surprised by a 
second train that may be coming from the opposite direction while they are occupied by 
watching the first train. 


Additionally, Metro’s Rail Safety Education Program will help to educate community members, 
especially school children, on important safety precautions as trains travel through the 
neighborhoods. Also, Metro’s Rail Safety Orientation Program offers guided tours for students 
and site-specific presentations in a classroom setting, using photos and videos of LRT 
crossings. 


The measures described above have been very effective in providing for both pedestrian and 
vehicular safety. These measures have been implemented on the Pasadena Gold Line where, 
in the approximate 4.5 million miles of operation since opening in the summer of 2003, there 
have been seven auto/train collisions at gated crossings; seven auto/train collisions at 
nongated, traffic-signal-controlled crossings; and, one nongated crossing incident that involved 
a pedestrian. 


Implementation of Metro’s Grade Crossing Safety Program and Rail Safety Education Program 
will help to ensure pedestrian safety at the LRT Alternatives at-grade crossings near pedestrian 
safe routes to schools; hence, the impacts would be considered less than significant. 


Criterion Would the project result in unsafe conditions for pedestrians or bicyclists 
through the elimination of pedestrian/bicycle facilities or by making such 
facilities substandard, unsafe, or inaccessible? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The No-Build Alternative within the 
Expo Phase 2 ROW would not eliminate any pedestrian/bicycle facilities or make them 
substandard, unsafe, or inaccessible within the proposed project corridor. Hence, no impact 
would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative would not eliminate any pedestrian/bicycle 
facilities or make them substandard, unsafe, or inaccessible. Hence, no impact would occur. 
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LRT Alternatives 


The LRT Alternatives would not eliminate any of the existing bicycle or pedestrian facilities. 
Moreover, pedestrian facilities will be provided as part of station access near the proposed 
stations. 


Since all the existing bicycle/pedestrian facilities would be maintained and additional facilities 
would be added, there would be no change in current safety conditions. Hence, the 
development of the LRT Alternatives would have no impact related to the elimination of 
pedestrian/bicycle facilities. 


Criterion Would the project conflict with adopted policies supporting alternative 
transportation (e.g., bus turnouts, bicycle racks)? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. The No-Build Alternative is in conflict with the SCAG RTP, the 2007 AQMD, and the 
Metro Long Range Transportation Plan supporting the development of alternative 
transportation. The impact would be significant and unavoidable. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative results in an increase in transit use relative to 
the No-Build Alternative based upon the Metro Travel Demand Model. There would be 
beneficial impact associated with the TSM Alternative. 


LRT Alternatives 


All the LRT Alternatives support the alternative transportation policies of the cities involved and 
region. The LRT Alternatives would enhance the multi-modal transportation system in the area 
that is expected to improve air quality and reduce automobile congestion while ensuring overall 
safety and accessibility to transportation facilities. The project facilities are affordable and 
represent a more sustainable mode of travel which is expected to help reduce automobile 
dependency. The development of the LRT Alternatives would be in accordance with the 
adopted alternative transportation policies. In addition, the LRT Alternatives would be developed 
in accordance with the Metro Design Criteria, which require the provision of bicycle facilities at 
LRT stations. Hence, the LRT Alternatives would have a beneficial impact. 
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3.14 Parks and Community Facilities 


3.14.1 Introduction 


This section identifies the park and community facility resources in the study area and examines 
the potential impacts that the proposed Expo Phase 2 project would have on the parks and 
community facilities in the vicinity of the proposed alignment and stations. For the purposes of 
this section, community facilities are defined as places of worship, hospitals and convalescent 
homes, day care centers, schools, libraries, and police and fire stations. 


Information in this section is taken from the Parks and Community Facilities Technical 
Background Report. Full bibliographic references can be found in Appendix B (Bibliography). 


3.14.2 Existing Conditions 


Local Setting 


Figure 3.14-1 (Publicly Owned Parks and Recreation Resources) identifies the parks within the 
study area. Study area community facilities are shown in Figure 3.14-2 (Community Facilities 
Map) and Figure 3.14-2a (Community Facilities List). Community facilities include social 
services, places of worship, healthcare/hospitals and senior centers/convalescent homes, day 
care centers/preschool, schools and libraries. Figure 3.15-1 (Police/Fire Departments in Study 
Area) in Section 3.15 (Safety and Security) identifies the location of police and fire stations in 
the study area. 


3.14.3 Regulatory Setting 


State 


California Public Park Preservation Act of 1971 


Public Resources Code Section 5400–5409, as codified in the Public Park Preservation Act of 
1971, states that “No city, city and county, county, public district, or agency of the state, 
including any division department or agency of the state government, or public utility, shall 
acquire any real property, which property is in use as a public park at the time of such 
acquisition, for the purposes of utilizing such property for any non-park purpose, unless the 
acquiring entity pays or transfers to the legislative body of the entity operating the park sufficient 
compensation or land, or both.” 


3.14.4 Analytic Methodology 


Parks and community facilities in the study area were identified through reconnaissance 
surveys, as well as through online database searches and consultation with the cities of Culver 
City, Los Angeles, and Santa Monica. The study area for community resources is defined as a 
one-mile zone centered along each of the proposed LRT Alternatives, including station sites. 
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Community Facilities List


Social Services
1, American Red Cross


2, American Youth Hostels


3, Boy Scouts of America 


4, Clare


5, Colorado Court,  502 Colorado


6, Edelman Westside Mental Health


7, Family Services of Santa Monica


8, Felicity House Women's Halfway Home


9, Julia Ann Singer Center


10, Meals on Wheels


11, Ocean Park Community Center (OPCC)


12, OPCC Cloverfield Service Center 


13, Salvation Army


14, Salvation Army Rehab Center


15, Santa Monica Low Income Housing


16, Santa Monica Police Activities League (PAL)


17, Sojourn Services for Battered (OPCC)


18, Step up on 2nd 


19, Sunny Days Adult Day Care


20, The Riddick Youth Center


21, Vista Del Mar Child/ Family Services


22, YMCA Santa Monica


23, YMCA Los Angeles


24, YWCA Housing Program


Healthcare/Hospitals
25, Venice Family Clinic Sims Man Health & Wellness Center


26, Saint Johns Hospital & Health Center


27, New Center for Psychoanalysis


28, Brotman Medical Center


29, UCLA Medical Center and Orthopedic Hospital


Places of Worship
30, Adat Shalom
31, Barrington Avenue Baptist
32, Calvary Baptist Church
33, Chabad House Lubavitch
34, Chabad of Cheviot Hills
35, Christian Science Church
36, Christian Testimony Assembly
37, Church of Christ
38, Church of Jesus Christ of Latter Day Saints
39, Culver City Gospel Hall
40, Culver Palms Church of Christ
41, Delaware Avenue Seventh Day Adventist Church
42, Faith Tabernacle Church
43, First African Methodist Episcopal Church
44, First Assembly of God
45, First Christian Church of Santa Monica
46, First Church of Christ Scientist
47, First Lutheran Church
48, First Southern Baptist Church
49, Friends Meeting House
50, Greater Morning Star Baptist
51, Imam Cultural Center
52, ISKCON Rukmini Dwarakadish Temple 
53, Jehovah's Witnesses 
54, Kehillat Ma'arav
55, King Fahd Mosque
56, New Heart Christian Fellowship
57, Palms Westminster Presbyterian Church
58, Phillips Chapel Christian Methodist Episcopal Church


59, Saint Andrews Lutheran
60, Saint Anne Catholic Church
61, Saint Augustine by the Sea
62, Saint Joan of Arc
63, Saint John's Presbyterian  
64, Saint Mary Church -Palms
65, Santa Monica Baha'i Center
66, Seven Day Adventist Church
67, SGI- USA Buddhist Temple
68, Sha' Arei Am The Santa Monica Synagogue
69, Sisters of St Joseph
70, The Quest a Foursquare Church
71, Unity by the Sea # 111
72, Unitarian Universalist Community Church of Santa Monica
73, Vista Del Mar Temple
74, West Los Angeles Christian Center
75, Westside Christian Fellowship


Senior Center/Convalescent
76, Ayres Residential Care


77, Berkley Gardens


78, Berkley East Convalescent Hospital


79, Cheviot Hills Golden Manor 


80, Comfort Keepers


81, Country Villa, Cheviot Garden 


82, Crescent Bay Convalescent Hospital


83, Culver City Multipurpose Senior Center


84, Culver City Senior  Center


85, Culver Village


86, Geneva Plaza


87, Good Shephard Convalescent


88, Hallmark Cheviot Hills


89, Holiday Villa 


90, Holiday Villa East


91, Inglewood Adult Center


92, Nazareth House


93, Oceanview Convalescent Hospital


94, Pacific Convalescent Center


95, Palm Court


96, Santa Monica Senior Center


97, Silvercrest Senior Citizens


98, Studio Royale


99, Sunrise Assisted Living Center


100, Westwood Playa Retirement


101, Wise Senior Center


Daycare/Preschools
102, 10th Street Preschool
103, Bright Start Learning Center
104, Butterfly Garden Preschool
105, California Wiz Kids
106, Cornerstone CDC (Bright Horizons)
107, Creative Space
108, Dreamland Preschool
109, Edison Preschool
110, Estrella E. Lee Center Head Start
111, Evergreen Community School
112, Greenhouse Daycare
113, Happyland Preschool
114, Hill An' Dale Discovery Pre-K Center
115, Kennedy Child Study Center
116, Les Enfants
117, Lighthouse Church Preschool
118, Linwood Howe Child Development Center
119, Little Village School
120, Los Amigos Head Start
121, Mann Family Early Childhood Center
122, Masonic Head Start
123, Mel-o-dee Montessori Center
124, Nelson Family Preschool-St. Joan of Arc S


125, New Path Montessori
126, New World Montessori
127, Overland Star Camp
128, Palms Area Center Delta Head Start
129, Palms Recreation Center
130, Saint Augustine School Pre-K
131, Saint John's Presbyterian School
132, Samuel Goldwyn Center
133, Santa Monica Montessori
134, Santa Monica YMCA Child Development Center
135, Star-Overland
136, Step by Step Edu-Play Programs Inc.
137, Success! Educational Center
138, Sunshine Daydreams Child Development Cent
139, Sunshine Learning Center & Preschool
140, The First School-Broadway
141, Turning Point
142, University Parents Co-Op
143, Waldorf Early Childhood Center
144, Welford R. Carter Christian Education Center
145, Wonder Years Preschool
146, YWCA of Santa Monica After School Program


Public Schools
147, Charnock Road Elementary School


148, Clover Avenue Elementary School


149, Edison Elementary School


150, La Ballona Elementary School


151, Linwood E. Howe Elementary School 


152, McKinley Elementary School


153, Overland Avenue Elementary


154, Palms Elementary School


155, Richland Ave Elementary School


156, New West Charter School


157, Palms Middle School


158, Santa Monica High School


159, Webster Middle School


160, Hamilton High School


161, Santa Monica College


162, Santa Monica College Madison Ave Campus


Private Schools
163, Crossroads Middle and High School


164, Crossroads Elementary School


165, Gan Israel Pre-School


166, Japanese Institute of Sawtelle


167, Le Lycée Français de Los Angeles Elementary School


168, Le Lycée Français de Los Angeles HIgh School


169, New Roads High School


170, Notre Dame Academy Elementary School


171, Notre Dame Academy High School


172, Park Century School


173, Poseidon School


174, PS No 1-Elementary School


175, Redeemer Baptist School


176, Saint Augustine Elementary School


177, Saint Joan of Arc Elementary School


178, The Westview School


179, The Wildwood School


180, Windward School


181, Westside Waldorf School


182, Wilshire Boulevard Temple School


Libraries
183, Palms-Rancho Park Branch Los Angeles Public Library
184, Santa Monica Public Library


Figure 3.14-2a
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The analysis in this section focuses on only those parks and community facilities that are 
potentially affected by the proposed project. All other parks and community facilities are 
addressed in the Parks and Community Facilities Technical Background Report. The following 
analysis considers access and potential access restrictions associated with operation of the 
proposed project. In addition to access, noise and air quality effects are examined in relation to 
community facilities. A complete analysis of the project’s air quality and noise impacts can be 
found in Section 3.4 (Air Quality) and in Section 3.12 (Noise and Vibration) of this DEIR. 
Impacts resulting from construction are addressed in Chapter 4 (Construction Impacts). 


3.14.5 Assessment of Effects and Impacts 


Criterion Would the project acquire or displace a community facility? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Within and immediately adjacent to 
the Expo Phase 2 ROW, the No-Build Alternative would require no acquisition or displacement 
of a community facility. Therefore, there would be no impact to community facilities. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. These improvements would not require the acquisition or 
displacement of a community facility. No impact would occur. 


LRT Alternatives 


No community facilities would be acquired or displaced as the result of any of the LRT 
Alternatives. However, portions of parking lots amounting to 10 to 12 parking spaces for the 
Culver Palms Church of Christ (i.e., 15 feet of the church parking lot along Venice Boulevard, or 
about 2 to 4 parking spaces) and the West Los Angeles Christian Center (i.e., about 85 square 
feet of the parking lot, or about 8 parking spaces) would be acquired as part of LRT 
Alternative 3 (Venice/Sepulveda–Olympic) and LRT Alternative 4 (Venice/Sepulveda–
Colorado). As identified in Table 3.2-2 (Existing Parking Availability within Potentially Affected 
Segments) in Section 3.2 (Transportation/Traffic), on-street parking on Venice Boulevard is 
about 51-percent utilized in this area, indicating that parking is available. The loss of these 
parking spaces would be mitigated as provided in mitigation measure MM TR-6(a)  through 
MM TR-6(e) in Section 3.2 (Transportation/Traffic) and in mitigation measure MM PAR-1 
identified below. Refer to Section 3.16 (Socioeconomics) for acquisition impacts and application 
of the California Relocation Assistance Act. Impacts would be less than significant. 
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Criterion Would the proposed project disrupt community facilities and services 
through a reduction in access to community facilities or cause a substantial 
alteration of service areas? 


This analysis addresses permanent (operational activities) restrictions in access and parking 
(both on-street and off-street), as well as changes in access to the service area of emergency 
providers, including police and fire. Temporary construction impacts are addressed in Chapter 4 
(Construction Impacts). 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Disruption of access to community 
facilities would occur during construction of the I-405 Widening project, but a Traffic 
Management Plan and staged construction would be implemented to mitigate the impact. 
Therefore, a less-than-significant impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The minor improvements defined for the TSM Alternative would not 
add to the impacts identified under the No-Build Alternative. Therefore, a less-than-significant 
impact would occur. 


LRT Alternatives 


The following discussion applies to all LRT Alternatives. The differences among the LRT 
Alternatives are then addressed separately below. 


Parks 


Memorial Park, located in Segment 3 (Olympic) is accessed primarily from the facility parking lot 
on 14th Street. On-street parking is also available along Olympic Boulevard and 16th Street. 
Operation of the LRT Alternatives along Olympic Boulevard would result in the loss of about 18 
on-street parking spaces on Olympic Boulevard in front of the park. As identified in Table 3.2-37 
(Segment 3—Parking Utilization and Replacement Parking Options) in Section 3.2 
(Transportation/Traffic), on-street parking on Olympic Boulevard is about 48-percent utilized in 
the area, indicating that parking is available. This is a potentially significant impact. However, 
the project proposes to provide replacement parking in the general vicinity of Memorial Park. 
Mitigation measure MM PAR-1 would reduce access impacts to community facilities resulting 
from loss of on-street parking, as follows: 


MM PAR-1 For those community facilities that utilize on-street parking, the Expo 
Authority shall provide reasonably proximate parking to replace permanently 
lost parking spaces. Prior to construction of the proposed project, the Expo 
Authority shall complete a parking demand study for affected community 
facilities to determine the appropriate amount of parking replacement that 
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would be required. The location of the replacement parking would be in 
accordance with the requirements listed in MM TR-5 through MM TR-9(b) in 
Section 3.2 (Transportation/Traffic) 


In addition, mitigation measure MM TR-5 through MM TR-9(b) in Section 3.2 
(Transportation/Traffic) would require the Expo Authority to accommodate for the loss of on-
street parking with the development of parking lots along the LRT Alternatives. Implementation 
of mitigation measure MM PAR-1 in conjunction with MM TR-5 through MM TR-9(b) in 
Section 3.2 (Transportation/Traffic) would reduce this impact to less than significant. 


Permanent loss of on-street parking near Memorial Park would also occur under LRT 
Alternative 2 (Expo ROW–Colorado) and LRT Alternative 4 (Venice/Sepulveda–Colorado). 
Some parking spaces would be lost along the south side of Colorado Avenue from 14th Street to 
the terminus. As identified in Table 3.2-38 (Segment 3a—Parking Utilization and Replacement 
Parking Options) in Section 3.2 (Transportation/Traffic), on-street parking on Colorado Avenue 
is about 62.5-percent utilized, indicating that parking is constrained. However, the park is 
primarily accessed from a parking lot on 14th Street that provides off-street parking for the site. 
Access to Memorial Park under LRT Alternative 2 and LRT Alternative 4 would not be affected, 
as the on-street parking loss is distant from the park, and the park has its own parking lot. In 
addition, the loss of this parking could be offset by the expected increase in accessibility via 
transit. No alteration of park service areas would result from implementation of the LRT 
Alternatives as Memorial Park does not rely exclusively on on-street parking along Colorado 
Avenue. This is a less-than-significant impact. 


Community Facilities 


While there are many community facilities within the study area, only some are located along 
adjacent roadways and could be affected by the LRT Alternatives. Table 3.14-1 (Access, 
Parking, and Service Area Impacts on Community Facilities by Segment) identifies whether 
access, off- or on-street parking, or the service area would be affected by each LRT Alternative 
segment. No impacts have been identified with regard to the service area of the community 
facilities. Permanent access changes were identified with displacement of parking near the 
community facility, or changes to the roadway configuration adjacent to the community facility. 


Table 3.14-1 Access, Parking, and Service Area Impacts on Community Facilities 
by Segment 


Community Facility Segment 
Access 


Disrupted?a


Off-Street
Parking 
Loss?a` 


On-Street 
Parking 
Loss?a 


Service
Area 


Altered?
Overland Elementary School 
(Overland Avenue/Selby Avenue) 1 No Permanent Permanent No 


Culver Palms Church of Christ 
(Venice Boulevard/Delmas Terrace) 1a No Permanent Permanent No 


West Los Angeles Christian Center 
(Venice Boulevard/Mentone 
Avenue) 


1a No Permanent No No 
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Table 3.14-1 Access, Parking, and Service Area Impacts on Community Facilities 
by Segment 


Community Facility Segment 
Access 


Disrupted?a


Off-Street
Parking 
Loss?a` 


On-Street 
Parking 
Loss?a 


Service
Area 


Altered?
Culver City Gospel Hall 
(Venice Boulevard/Sepulveda 
Boulevard) 


1a No No Permanent No 


Charnock Road Elementary School 
(Sepulveda Boulevard/Charnock 
Street) 


1a Permanent No Permanent No 


University Parents Co-op 
(South Sepulveda Boulevard/ 
Queensland Street) 


1a Permanent No Permanent No 


Colorado Court Project 
(Colorado/5th Street) 3a No No Permanent No 


SOURCE: PBSJ, 2008. 
a. Permanent refers to impacts after operation. 


 


The sections below present the potential access and parking impacts by LRT Alternative as well 
as mitigation measures to address the impacts. They are summarized in Table 3.14-2 (Number 
of Access, Parking, and Service Area Impacts on Community Facilities by LRT Alternative). No 
impacts were identified with regard to the service area of the community facilities. 


Table 3.14-2 Number of Access, Parking, and Service Area Impacts on Community 
Facilities by LRT Alternative 


Number of Facilities with: 


LRT Alternative 
Access 


Disrupted 


Off-Street 
Parking 


Loss 


On-Street 
Parking 


Loss 


Service 
Area 


Altered 
LRT 1: Expo ROW–Olympic 0 1 1 0 
LRT 2: Expo ROW–Colorado 0 1 2 0 
LRT 3: Venice/Sepulveda–Olympic 2 2 4 0 
LRT 4: Venice/Sepulveda–Colorado 2 2 5 0 
 


LRT Alternative 1: Expo ROW–Olympic 


Parking would be affected at one community facility, Overland Elementary School, within the 
LRT Alternative 1 (Expo ROW–Olympic). Overland Elementary School is located north of the 
Exposition ROW along Overland Avenue between Ashby Avenue to the north and Northvale 
Road to the south. The school is accessed primarily from Overland Avenue and Ashby Avenue 
with drop-off/pick-up zones located along Ashby Avenue. Access is also provided along 
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Northvale Road and Putney Road to the east. On-street parking is located on all four streets 
surrounding the school. Under LRT Alternative 1, permanent loss of 34 leased off-street parking 
spaces and 48 on-street parking spaces would occur along Overland Avenue between Coventry 
Place and Cushdon Avenue. This is a potentially significant impact. Leased parking is within a 
portion of the Exposition ROW and is eligible for termination with 30 days notice. As identified in 
Table 3.2-31 (Overland Avenue—Parking Utilization and Replacement Parking Options), on-
street parking spaces on Overland Avenue are about 29-percent utilized, indicating that parking 
is available. With implementation of mitigation measure MM TR-5 in Section 3.2 
(Transportation/Traffic) and mitigation measure MM PAR-1, this impact would be reduced to 
less than significant. 


LRT Alternative 2: Expo ROW–Colorado 


Parking would be affected at Overland Elementary School, as described above. Parking for the 
Colorado Court Project would also be affected by LRT Alternative 2 along the south side of 
Colorado Avenue. The Colorado Court Project is a 44-unit affordable-housing project with 
community rooms open to the public. On-street parking is available on Colorado Avenue. This 
facility relies on on-street parking; this is a potentially significant impact. 


Implementation of this LRT Alternative would result in the permanent loss of 16 on-street 
parking spaces along the south side of Colorado Avenue between 7th and 5th Streets. 
MM TR-9(b) will provide replacement parking in this area. MM PAR-1 would require that 
replacement parking be provided to reduce impacts associated with the permanent loss of 
parking along Colorado Avenue. This impact would be less than significant with mitigation 
measures MM TR-9(b) and MM PAR-1. 


LRT Alternative 3: Venice/Sepulveda–Olympic 


LRT Alternative 3 would affect five community facilities discussed below. 


The Culver Palms Church of Christ is located on the northwest corner of Venice Boulevard and 
Delmas Terrace. The church is accessed primarily from Venice Boulevard and Delmas Terrace. 
Nonrestricted on-street parking is available along adjacent streets, and off-street parking (about 
40 spaces) is also located on site. The parking impacts would include the loss of about 2-4 off-
street parking spaces on about 15 feet of the church parking lot along Venice Boulevard. On-
street parking along Delmas Terrace and long-term access to the property along Venice 
Boulevard and Delmas Terrace would remain. This impact is potentially significant. As identified 
in Table 3.2-34 (Segment 1a: Venice Boulevard Area—Parking Utilization and Replacement 
Parking Options), on-street parking spaces on Venice Boulevard are about 51-percent utilized 
within this area, indicating that parking mitigation would be required. With implementation of 
MM TR-6(d), this impact would be reduced to less than significant because lost on-street 
parking would be replaced and the off-street parking loss would be small (off-street acquisitions 
are also addressed through compensation through the California Relocation Assistance Act. 


The West Los Angeles Christian Center is on the southwest corner of Venice Boulevard and 
Mentone Avenue. About 85 square feet of the parking lot, or about five of the lot’s 29 parking 
spaces would be lost with implementation of LRT Alternatives 3 and 4. This is a potentially 
significant impact. Mitigation for this off-street parking impact is provided through the California 
Relocation Assistance Act. Implementation of MM PAR-1 would reduce this impact to less than 
significant. 
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The Culver City Gospel Hall is located on the southwest corner of Venice Boulevard and 
Bentley Avenue. The church is accessed primarily from Venice Boulevard and an alleyway off 
Bentley Avenue. The facility does not have off-street parking. On-street parking is located on 
both Venice Boulevard and Bentley Avenue. As identified in Table 3.2-34 (Segment 1a: Venice 
Boulevard Area—Parking Utilization and Replacement Parking Options), on-street parking on 
Venice Boulevard is 65-percent utilized, requiring mitigation. This is a potentially significant 
impact. No permanent loss of access would occur. With implementation of mitigation measures 
MM TR-6(a) through MM TR-6(e) in Section 3.2 (Transportation/Traffic) and mitigation measure 
MM PAR-1, this impact would be less than significant. 


The Charnock Road Elementary School is located on the northeast corner of Sepulveda 
Boulevard and Charnock Road (North). The school is accessed primarily from Sepulveda 
Boulevard and Charnock Road (North). Non-restricted on-street parking is provided along 
adjacent streets and off-street parking is located on site. Drop-off/pick-up zones are located 
along Charnock Road. Under LRT Alternative 3, Charnock Road, east of Sepulveda Boulevard, 
which provides access to the school, would have right-in and right-out only onto Sepulveda 
Boulevard. This would reduce access to the school and require staff and parents to use either 
Palms Boulevard to the north or Venice Boulevard to the south. Further, all on-street parking 
spaces along Sepulveda Boulevard would be eliminated while MM TR-7(a) and MM TR-7(b) 
would provide replacement parking near Charnock Road (South). All existing off-street parking 
would remain. This is considered a potentially significant impact. With implementation of 
MM TR-7(a) and MM TR-7(b), the impact would be less than significant. 


The University Parents Co-op is a day care facility located on the northwest corner of Sepulveda 
Boulevard and Sepulveda Court. The facility is accessed primarily from Sepulveda Boulevard 
and Sepulveda Court; there is also access via the University facility at Queensland Street on the 
south side of the co-op. Street parking is available along Sepulveda Boulevard and off-street 
parking is located on site. Drop-off/pick-up zones are located off Sepulveda in the existing 
parking lot. The proposed median and aerial support structures along Sepulveda Boulevard 
would restrict access to the facility from Sepulveda Boulevard; however, vehicles would 
continue to access the facility via the University facility at Queensland. While all on-street 
parking spaces along Sepulveda Boulevard would be permanently eliminated, all existing off-
street parking would remain. On-street parking loss would be mitigated with implementation of 
mitigation measure MM TR-7(c) through MM TR-7(d) in Section 3.2 (Transportation/Traffic). 
These impacts are less than significant. 


LRT Alternative 4: Venice/Sepulveda–Colorado 


The likely impacts of LRT Alternative 4 on Culver Palms Church of Christ, West Los Angeles 
Christian Center, Culver City Gospel Hall, Charnock Road Elementary School, and University 
Parents Co-op would be the same as described for LRT Alternative 3. MM PAR-1 would 
address permanent loss of on-street parking on Venice and Sepulveda Boulevards. 


The likely impacts of LRT Alternative 4 on Colorado Court Project with implementation of 
mitigation measure MM TR-9(b) in Section 3.2 (Transportation/Traffic) would be the same as 
described for LRT Alternative 2. MM PAR-1 would address permanent loss of on-street parking 
along Colorado Avenue. These impacts are less than significant. 
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Criterion Would the project result in a significant impact to parks if it required the 
expansion or construction of a new park or park facilities, the construction 
of which would cause significant environmental impacts? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The No-Build Alternative is not 
anticipated to result in additional visitors to existing parks throughout the study area or the need 
for expansion or construction of new parks or park facilities. Therefore, no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. New or increased bus service within the project area could result in 
some additional visitors to existing parks; however, the incremental increase in new park visitors 
would not be expected to result in the expansion or construction of new parks or park facilities. 
No impact would occur. 


LRT Alternatives 


While a number of parks are located within the 0.5-mile study area (defined earlier to 
encompass 1 mile total width) of the LRT Alternatives, with the exception of region-serving 
facilities, it is presumed that local parks would not attract new visitors as a result of operation of 
the LRT Alternatives. However, parks and community facilities that are considered to serve the 
region could experience increased use as a result of the increased accessibility provided by the 
LRT Alternatives. 


LRT Alternative 1: Expo ROW–Olympic 


Within Segment 1 (Expo ROW), Rancho Park Golf Course could potentially attract new visitors. 
Rancho Park Golf Course is about a 1-mile walk from the proposed Expo/Westwood Station. 
However, it is unlikely that an increase in use of the Golf Course would occur as a result of LRT 
operation because individuals would need to travel with their golf equipment using the transit 
system, then walk at least one mile to the golf course (and back). Therefore, it is unlikely that 
increased use would occur at Rancho Park Golf Course requiring expansion or construction of 
new facilities as a result of the LRT Alternatives. No expanded or new park facilities would be 
required as a result of increased use from transit riders. 


No region-serving parks are located within Segment 2 (Sepulveda to Cloverfield). 


Within Segment 3, Memorial Park, located north of the proposed Olympic/17th Street Station 
between 14th Street and 16th Street, and Santa Monica State Beach, located west of the 
Colorado/4th Street Station at the Pacific Ocean could attract new visitors. Due to the location of 
Memorial Park relative to the proposed LRT Alternatives and station, an increase in recreational 
users at the site could occur. However, the anticipated ridership profile of the individuals that 
would use the Olympic/17th Street Station would likely be college students and nearby residents 
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who likely already visit the park. Therefore, although an increase in park users could occur as a 
result of operation along Segment 3, it is not anticipated that Memorial Park would experience 
an increase in use such that new or expanded park facilities would be required. 


Santa Monica State Beach (and the Santa Monica Pier), which is located just west of the 
terminus station, could see an increase in users with operation of the LRT Alternatives. 
However, even if the LRT Alternatives resulted in an increased use of the pier, the boardwalk, 
and/or the beach, no additional access areas or expansion of park would be required and the 
increase of beach visitors would be consistent with the intended use of these resources as 
these resources are regional and national attractions. Therefore, the LRT Alternatives would not 
require new or expanded beach-related resources, and a less-than-significant impact would 
occur. 


LRT Alternative 2: Expo ROW–Colorado 


Impacts on Rancho Park Golf Course would be as described above for LRT Alternative 1. 


No region-serving parks are located within Segment 2. 


Impacts on Memorial Park and Santa Monica State Beach would be as described above for 
LRT Alternative 1 due to the proximity of Colorado Avenue to Olympic Boulevard, and a less-
than-significant impact would occur. 


LRT Alternative 3: Venice/Sepulveda–Olympic 


No region-serving parks are located within Segment 1a or Segment 2. Impacts on Memorial 
Park and Santa Monica State Beach would be as described above for LRT Alternative 1, and a 
less-than-significant impact would occur. 


LRT Alternative 4: Venice/Sepulveda–Colorado 


No region-serving parks are located within Segment 1a or Segment 2. Impacts on Memorial 
Park and Santa Monica State Beach would be as described above for LRT Alternative 1 due to 
the proximity of Colorado Avenue to Olympic Boulevard. 


While it is likely that increased access to some large regional parks would increase access via 
transit, implementation of the LRT Alternatives would not require the expansion or construction 
of a new park or park facilities. As such, a less-than-significant impact would occur. 
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3.15 Safety and Security 


3.15.1 Introduction 


This section examines the potential effects that the proposed Expo Phase 2 project could have 
regarding safety and security in the vicinity of the proposed alignments and project stations. For 
purposes of this section, safety refers to the measures and regulations in place to ensure that 
passengers, pedestrians, and motorists are safe from light-rail or bus-related accidents or 
collisions. It also concerns the possible delay of emergency service vehicles when having to 
wait for the proposed light-rail vehicles (LRVs) to cross an intersection. Security refers to the 
safety of passengers from criminal acts involving one or more persons. 


Greater detail on Safety and Security can be found in the Safety and Security Technical 
Background Report. Full bibliographic references can be found in Appendix B (Bibliography). 


3.15.2 Existing Conditions 


The Expo Phase 2 corridor lies within the city limits of the cities of Culver City, Los Angeles, and 
Santa Monica. Safety and security issues that occur at transit stations, in transit parking areas, 
or on transit lines are currently handled by deputies from the Los Angeles County Sheriff 
Department (LASD) under a contract arrangement with Metro. Local law enforcement and fire 
protection personnel from the cities of Culver City, Los Angeles, and Santa Monica may be 
called on to provide assistance. Figure 3.15-1 (Police/Fire Departments in Study Area) identifies 
all police stations and fire stations for the cities of Culver City, Los Angeles, and Santa Monica 
located along the proposed alignments. 


Metro Transit Safety and Security 


Metro is the regional agency that serves as transportation planner and coordinator, designer, 
builder, and regional operator of transit services in Los Angeles County. Metro is regulated by 
the California Public Utilities Commission (CPUC). In operating light-rail transit (LRT), subways, 
and bus transit, including dedicated bus transit ways, throughout Los Angeles County, Metro 
has established departments to address specific issues. One such department is the Transit 
Education Programs Department that works to create programs to educate the public on proper 
safety practices with respect to LRT. 


To improve the safety of passengers and pedestrians, Metro operates all transit-related vehicles 
according to the guidelines established by the CPUC. Additional Metro programs, such as the 
Rail Safety Education Program, are designed to educate local residents, specifically children, on 
safety around LRVs. 


Security features included for passenger security are closed-circuit television cameras (CCTV), 
emergency call boxes (located in all buses, trains and stations), and fully lighted stations and 
transit parking facilities. Metro personnel receive Community Emergency Response Training in 
collaboration with the Los Angeles Fire Department. This training includes earthquake 
awareness, disaster medical procedures, and rescue operations. 
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Los Angeles County Sheriff Department 


On October 27, 2002, the LASD established the Office of Homeland Security to better protect 
county residents. The Transit Services Bureau, which falls within this department, oversees all 
security personnel and deputies that patrol the Metro transit system and also tracks all criminal 
activities that occur on Metro buses, subways and light-rail trains, as well as in all transit 
stations. This same department provides law enforcement across the entire 1,433-square-mile 
service area of the Metro system. 


City of Culver City 


The Culver City Police Department, located at 404 Duquesne Avenue, is approximately 1 mile 
south of the Venice/Robertson Expo Phase 1 terminus station in Culver City. In addition, Culver 
City maintains three fire stations located throughout the City, as shown in Figure 3.15-1 
(Police/Fire Departments in Study Area). Of the three, one is located within the study area at 
9600 Culver Boulevard and is roughly 500 feet south of Segment 1a (Venice/Sepulveda). 


City of Los Angeles 


The closest Los Angeles Police Department (LAPD) station to the proposed alignment is the 
West Los Angeles Community Police Station. It is located at 1663 Butler Avenue, approximately 
0.86 mile from the proposed alignment in Segment 2 (Sepulveda to Cloverfield). 


The City of Los Angeles has three fire stations located in the vicinity of the proposed alignment, 
as shown in Figure 3.15-1 (Police/Fire Departments in Study Area). They include the following: 
Station 92, at 10556 West Pico Boulevard, within 0.5 mile of the proposed alignment in 
Segment 1 (Expo ROW); Station 43, at 3690 Motor Avenue, within 0.2 mile of the proposed 
alignment in Segment 1a; and Station 59, at 11505 Olympic Boulevard, within 0.22 mile of the 
proposed alignment in Segment 2. In addition to the police and fire stations, the City of Los 
Angeles Emergency Preparedness Department is responsible for providing citywide emergency 
management services. It also serves as a liaison with other municipalities, state and federal 
agencies, and the private sector, and performs related public education and community 
preparedness activities. 


City of Santa Monica 


The Santa Monica Police Department, located at 333 Olympic Drive, is just south of the 
proposed Expo Phase 2 terminus station (Colorado/4th Street Station). 


The City of Santa Monica has four fire stations located throughout the City, two of which are 
located within the study area, as shown in Figure 3.15-1 (Police/Fire Departments in Study 
Area). Station 121, located at 1444 7th Street, is approximately 0.5 mile north of the proposed 
Colorado/4th Street Station. Station 123, which is located at 1302 19th Street, is approximately 
0.5 mile north of the proposed alignment in Segment 3 (Olympic) and Segment 3a (Colorado). 
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3.15.3 Regulatory Setting 


State 


California Public Utilities Commission 


With regard to safety issues, the CPUC has adopted General Order 143-B (GO 143-B), the 
Safety Rules and Regulations Governing Light Rail Transit in California. The order describes all 
the general requirements for light-rail transit, including braking, lighting, operating speeds, ROW 
standards and the requirements for maintenance of LRVs. In accordance with GO-143 B, all 
LRV equipment shall be maintained in safe proper working condition. Other General Orders 
apply to the project as well. Once the LRT carrier/operator establishes operating rules and 
procedures, including grade crossings, the CPUC would review and approve the LRT 
carrier/operator decision about which crossings will be at-grade and which will be grade 
separated. 


Regional 


Los Angeles County Metropolitan Transportation Authority (Metro) 


Metro is responsible for compliance with all CPUC regulations governing the safe operation of 
the transit systems, both for patrons and its employees. The Metro Emergency Response 
Procedures are incorporated into Metro’s standard operating procedures and address the 
potential for emergencies to occur and the ways in which Metro employees are to respond. 


Metro Fire/Life Safety Design Criteria 


Metro Fire/Life Safety Design Criteria address specific fire protection requirements for the 
design and construction of the Expo Phase 1 and Phase 2 systems and equipment. The criteria 
establish minimum requirements that would provide a reasonable degree of safety from fire and 
its related hazards. The criteria identify and discuss fire safety as it corresponds to the following 
specific design criteria: station and guideway facilities, passenger vehicles, vehicle yard and 
maintenance facilities, system fire/life safety procedures, communications, rail operations 
control, and inspection, maintenance, and training. 


Exposition Metro Line Construction Authority (Expo Authority) 


Systems Safety Program Plan 


The Systems Safety Program Plan is intended to provide guidance to the contractor in 
developing the safety program for the Expo Phase 2 project. The contractor would use these 
guidelines to prepare a detailed, project-specific Systems Safety Program Plan. This plan would 
identify, describe, schedule, and assign responsibilities for safety tasks that are to be 
accomplished throughout all phases of design and construction of the project. 


3.15.4 Analytic Methodology 


The analysis in this section focuses on the safety and security impacts to passengers, 
pedestrians, and motorists resulting from the operation of the Expo Phase 2 project. Safety and 
security resources in the study area were identified through reconnaissance surveys, as well as 
through online database searches and consultation with the cities of Culver City, Los Angeles, 
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and Santa Monica. The study area is defined as 0.5 mile on either side of the proposed Expo 
Phase 2 alignment. 


Likely impacts could result from decreased police and fire response times or inadequate staffing 
levels, or increased risk of conflicts due to the operation of the proposed project. Data for this 
section were taken from the LASD and other law enforcement agencies, participating city fire 
departments, the regulations identified in Section 3.15.3 (Regulatory Setting), and Metro’s past 
experience during construction and/or operation of the Blue Line, Gold Line, and Green Line. 


3.15.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project cause or create the potential for substantial adverse 
safety conditions, including station accidents, boarding and disembarking 
accidents, right-of-way accidents, collisions, fires, and major structural 
failures? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. There would be no increase in the 
potential for substantial adverse safety conditions as buses would operate in accordance with 
adopted safety and security procedures. Therefore, there would be no impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As new bus routes within the project area are introduced, there 
would be some potential for increased safety effects such as collisions. However, all buses 
would comply with all safety requirements established for mass transit buses and operate in 
accordance with adopted safety and security procedures. Therefore, no impact would occur. 


LRT Alternatives 


Potential impacts on safety and security are discussed for stations where the potential for 
conflicts between passengers and LRVs could occur; along the proposed rights-of-way where 
there is potential for passenger vehicle and pedestrian accidents; as well as for fire and 
structural failure both within stations and along the proposed alignments. As detailed below, 
compliance with standard design criteria, operating safety procedures, and federal, state, and 
local safety regulations would reduce these impacts to less than significant for all LRT 
Alternatives. 


Station Accidents 


Station accidents could occur as a result of LRV and pedestrian conflicts or passenger 
accidents while boarding or alighting. However, these and other potential station accidents 
would be reduced through implementation and compliance with the policies, procedures and 
design requirements set forth in GO 143-B and Metro’s Fire/Life Safety Design Criteria. Stations 
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would be equipped with the latest safety and security measures, and all stations would include 
sufficiently bright lighting for visibility of platforms and trains in the evening. Additionally, every 
LRV is required to employ a variety of safety features designed to improve passenger and 
pedestrian safety at the stations. Stations would be designed in compliance with the applicable 
codes. 


Right-of-Way Accidents 


Right-of-way (ROW) accidents could include vehicle or pedestrian versus train as a result of 
trespassing or crossing the alignment. While very rare, other potential accidents could occur as 
a result of train derailment and train versus train collision. However, the system would be 
operated in accordance with policies and procedures that have been developed to reduce the 
possibility of an accident. LRV operators would be in constant contact with a central dispatcher 
at the Rail Operations Center (ROC). The dispatcher could assist the operator when there is an 
incident or work going on within the ROW, while the operators would be responsible for 
monitoring the current conditions along the track. The maximum permitted LRV speed would be 
55 mph, and wherever trains travel at speeds in excess of 35 mph, the tracks would be 
enclosed by barriers, such as crossing gates and fencing, to discourage pedestrians and 
trespassers from illegally crossing the tracks.63,64 Train signal systems regulate both the speed 
of the trains and the spacing between trains, reducing the risk of collision with another LRV. 


Title 9 of GO 143-B and the Metro Design Criteria describe the conditions under which curbs, 
fences, and barriers would be required along sections of the LRT alignments. The placement 
and type of barrier installed would be determined during final project design and approved by 
the CPUC prior to start of operations. Lighting requirements within designated LRT alignments 
require operator visibility of up to 600 feet (dimmed to 350 within public roadways) to improve 
visibility within these areas, which further reduces the potential for collisions.65 Where rail 
service would operate on streets, train operations would be subject to Metro’s operating rules 
and special train signals that would regulate train movement through the intersections. 


Educational programs would also help educate the public in proper safety procedures around 
the LRT Alternatives. The Rail Safety and Outreach Department creates programs that educate 
the public on the proper safety practices around light-rail transit. One program, the Rail Safety 
Education Program, educates local residents, specifically children, on safety around LRVs. 
Finally, The Rail Safety Orientation Safety Program offers guided tours for students, including 
safety and system information and limited rides on the Gold, Red, and Blue Lines. 


Fires 


In any emergency situation, fire department personnel from the cities of Culver City, Los 
Angeles, and/or Santa Monica, would respond depending on the location of the emergency 
along the alignment. GO 143-B identifies fire-related requirements as established by the 
National Fire Protection Association. GO 143-B also requires that an unobstructed emergency 
walkway at least 30 inches wide and accessible to all passengers exiting disabled trains be 
provided along all aerial alignments and alignments exclusive to LRT or semi-exclusive 
alignments where the alignment is at grade. 


                                                 
63 CPUC. GO 143-B, 2007 
64 Metro. 2007. Exposition LRT Project Design Criteria. January. 2007 
65 CPUC. GO 143-B, 2007. 
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Metro’s Fire/Life Safety Design Criteria outlines specific requirements for fire protection at 
stations, along the alignment and within LRVs. Some of the identified requirements include fire 
alarm control systems at each station facility, as well as the inclusion of a public address system 
at each station. Additionally, emergency responder access to stations would be maintained with 
the 28-foot-wide turnouts required for emergency vehicles. Fire department inlet connections for 
automatic sprinkler and standpipe systems would be located within 25 feet of vehicular access 
at all stations.66 


Implementation of the LRT Alternatives would not result in restricted access to the proposed 
stations or LRT systems. All of the LRT Alternatives would be located adjacent to publicly 
accessible roads that would allow emergency vehicles access into the operating ROW during an 
emergency event. The exception to this would be the portion of Segment 1 that would be 
located within the trench along the edge of Cheviot Hills. Access would be available at Overland 
Avenue to the west and from Motor Avenue to the east; therefore, no unique fire-related impacts 
would occur. 


Criterion Would the project substantially limit the delivery of community safety 
services, such as police, fire, or emergency services? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. Neither the I-405 Widening project nor changes to bus service in the study area 
would substantially limit emergency response. Therefore, a less-than-significant impact would 
occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. While an increased number of buses could result in increased 
congestion, the buses would follow all existing traffic laws, including those that relate to 
emergency response vehicles. Therefore, a less-than-significant impact would occur. 


LRT Alternatives 


In order to improve traffic, circulation and safety changes would be implemented as described in 
Table 3.2-10 (Proposed Road Closures and Limited Turning Movements by Segments) in 
Section 3.2 (Transportation/Traffic). The potential for delay impacts associated with those 
changes, including the potential for impact to emergency vehicle response, is discussed below 
and in Section 3.2 (Transportation/Traffic). 


With specific regard to potential community safety services delay at grade crossings, while 
temporary delays may be incurred when LRVs travel across the at-grade crossings within the 
study area, these delays would only be incurred as the LRV crosses the opposing street. Unlike 
at intersections with traffic signals where emergency vehicles can pass through the intersections 
at reduced speeds even when receiving a red signal indication, they will not be able to cross 
                                                 
66 Metro. 2007. Fire/Life Safety Design Criteria. May 18. 
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through the at-grade crossings when the railroad gates are down. As discussed in Section 3.2 
(Transportation/Traffic), the gate down time period is 42 seconds (per Metro Grade Crossing 
Policy for Light Rail Transit, December 2003). There is the potential that a longer gate down 
time could occur (up to 82 seconds), if two trains are within seconds of each other along the 
alignment. Response times to emergencies within trains, along the proposed alignment, or 
within proposed station areas are anticipated to be 3 minutes by the Culver City Police 
Department and 5 minutes for the Culver City Fire Department, with emergency response times 
of 7.5 minutes for LAPD and within 5.5 minutes for the Los Angeles Fire Department, which is 
within the averages for these departments (Culver City 2007, 2008; City of Los Angeles 2008; 
City of Santa Monica 2008). 


With regard to emergency access across the LRT tracks, on portions of Venice, Olympic, and 
Colorado Boulevards, barriers, fencing, or mountable curbs would be placed between the LRT 
tracks and the adjacent street lanes in accordance with CPUC GO 143-B, Title 4.3. 
Intersections on Venice, Olympic and Colorado Boulevards would not have crossing gates and 
thus emergency access would not be restricted. As required by each of the cities, all roadways 
would be reconfigured to meet the applicable jurisdictions’ safety criteria for emergency 
vehicles. For portions of the LRT alignments with mountable curbs and no fencing, emergency 
vehicles would be able to cross the LRT tracks. 


The street closures and turning restrictions along Venice and Sepulveda Boulevards would 
result in potential increases in emergency response times to the businesses or residences along 
the streets that might no longer be directly accessible from Venice or Sepulveda Boulevards 
(depending on which side of the street the arriving emergency vehicles approach). As direct 
access to some locations would be restricted, the emergency response vehicles might need to 
make detours. According to the Culver City Fire Department, emergency response times to 
areas near the alignment may incur a 15- to 30-second delay due to the loss of direct access 
across Venice Boulevard (Culver City Fire Department 2008). 


Emergency response times to areas near the proposed Sepulveda aerial alignment may incur a 
15- to 30-second delay due to the loss of direct access across Sepulveda Boulevard, proposed 
street closures and/or other access limitations imposed by the project (Culver City 2007, 2008). 


Prior to beginning revenue operations, Metro will conduct drills with the emergency response 
agencies in the jurisdictions along the alignment to train these agencies in Metro’s emergency 
response procedures. However, the following mitigation measure has been identified in order to 
ensure that community safety services would not be disrupted during operation of the proposed 
LRT Alternatives. 


MM SAF-1 During operation of the LRT Alternatives, Metro shall coordinate with the 
cities of Culver City, Santa Monica, and Los Angeles and inform the 
appropriate community safety provider of Metro’s emergency response 
procedures as incorporated into Metro’s standard operating procedures. 
Metro shall provide a detailed description of their emergency response 
procedures so as to provide other public safety providers with the knowledge 
of Metro’s response plan in order to provide a fast, controlled and coordinated 
response to the various types of emergencies that may occur on the Metro 
rail system. Additionally, Metro shall encourage the cities of Culver City, Los 
Angeles, and Santa Monica to update their emergency response procedures 
to address implementation of an LRT Alternative. 
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Implementation of mitigation measure MM SAF-1 would ensure that community safety response 
providers have knowledge and understanding of the Metro operating emergency response 
procedures. Thus, these jurisdictions would be able to provide a fast, controlled, and 
coordinated response to the various types of emergencies which may potentially occur as a 
result of operation of the LRT Alternatives. In addition, coordination with Metro will assist 
community safety providers to effectively reach non-transit emergencies. Therefore, impacts to 
the delivery of community safety services would be considered less than significant for all LRT 
Alternatives with the implementation of MM SAF-1. 


Criterion Would the project cause or create the potential for substantial adverse 
security conditions, including incidents, offenses, and crimes? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. There would be no increase in the 
potential for substantial adverse safety conditions as buses would operate in accordance with 
adopted safety and security procedures. Therefore, there would be no impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. Because these buses would operate with required safety 
equipment, including CCTV cameras, and in accordance with existing safety procedures, no 
impact would occur. 


LRT Alternatives 


The proposed LRT Alternatives service hours (which would include both revenue and 
nonrevenue service) would be from approximately 4:00 a.m. to 2:00 a.m. seven days a week, 
consistent with existing hours of operation of the Metro system. Potential security events, such 
as crime, could occur; however, Metro has taken a number of steps to reduce security risks to 
passengers. Every proposed station would be appropriately lit in order to provide visibility 
around the entire station day and night, as specified by Metro Design Criteria. The stations 
would be equipped with CCTV systems that would be monitored by Metro personnel; 
emergency call boxes would also be available in all proposed stations for passenger use in case 
of an emergency. Because each train would have an operator, passengers within each car 
would be able to connect to the operator through an intercom system. 


In addition to Metro security personnel, the LASD provides law enforcement across the entire 
Metro transit system. Deputies, both uniformed and undercover, are on duty 24 hours a day 
monitoring stations, trains, and parking facilities. In addition to the LASD deputies, police 
officers from Culver City, Los Angeles, and Santa Monica could be called on for support or 
police protection if needed. 
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Given the safety features that would be included as part of the stations and vehicles, and the 
various security and law enforcement personnel, the potential for substantial adverse security 
conditions would be less than significant for all LRT Alternatives. 


Criterion Would the project cause or create the potential for increased pedestrian 
and/or bicycle safety risks? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Increases in Vehicle Miles Traveled 
(VMT) and Vehicle Hours Traveled (VHT) could add to pedestrian and bicycle safety risks. 
Because the I-405 improvements would include all applicable safety signage and regulations 
and bus operators would continue to follow all applicable policies and procedures regarding 
pedestrian and bicycle safety. A less-than-significant impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. These minor improvements defined for the TSM Alternative would 
not add to the impacts identified under the No-Build Alternative. Therefore, a less-than-
significant impact would occur. 


LRT Alternatives 


Implementation of the proposed project could create the potential for increased pedestrian 
and/or bicycle safety risks due to the introduction of a new LRT within or adjacent to existing 
streets. However, the LRT would comply with CPUC and Metro design requirements to ensure 
safe pedestrian/bicyclist access to stations and controlled access across the tracks. While the 
risk of collisions between bicyclists, pedestrians, and LRVs cannot be eliminated, Metro has 
adopted rules and regulations that are intended to improve the overall safety of LRT operations. 
The safety educational programs mentioned in the ROW Accidents section would be 
implemented to inform potential patrons of how they could ensure safe and successful 
interactions with the new LRT Alternatives. 


Additional safety requirements include train speed restrictions, emergency braking 
requirements, and appropriate barriers/signage/gates to discourage pedestrians, bicyclists, and 
motorists from crossing the tracks where not allowed. The installation of warning devices and 
the design of the crossings along the LRT Alternatives will be in accordance with the 
requirements of CPUC General Orders and industry practices. Other CPUC general orders and 
industry factors may also be applicable to the proposed project. As required by CPUC 
GO 143-B, Section 7.08, the LRT Alternative would be designed to include automatic crossing 
gates and pedestrian/bicyclist warning signals installed whenever the alignment (exclusive or 
semi-exclusive) crosses a street at grade. Crossing gates and warning signs would be installed 
at these crossings unless the CPUC approves otherwise, as established by Section 11 of 
General Order 75-D. In addition, the project-related elimination of roadway crossings (refer to 
Table 3.2-10 [Proposed Road Closures and Limited Turning Movements by Segment]) would 
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require pedestrians/bicyclists to cross elsewhere. For all LRT Alternatives, pedestrian/bicyclist 
crossings would be restricted to occur at street and/or signalized intersections and new 
pedestrian signals would be added as described in Section 3.2 (Transportation/Traffic). 


Given the design and operating requirements outlined above that would be included as part of 
implementation of the LRT Alternatives, the potential for increased pedestrian/bicycle safety 
risks would be less than significant. 
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3.12 Noise and Vibration 


3.12.1 Introduction 


This section examines the potential impacts associated with noise and vibration that would be 
generated by the Expo Phase 2 project alternatives. The analysis includes measurements to 
document existing conditions, predictions of the noise and vibration levels during operation, and 
an evaluation of measures to minimize the potential noise and vibration impacts.  


CEQA does not provide Noise and Vibration criteria. Therefore, the FTA Noise and Vibration 
Criteria and analytical methodologies are used. 


A separate Noise and Vibration Technical Background Report was prepared and is referenced 
throughout this section. Those interested in greater detail on the existing conditions, methods 
used to assess impacts, and background calculations that support the conclusions of this 
section should consult the technical background report. Full bibliographic references can be 
found in Appendix B (Bibliography). 


Noise and Vibration Sources Associated with Light-Rail Transit (LRT) Systems 


Following is a summary of the noise and vibration sources that have been evaluated in this 
study: 


• Light-Rail Vehicle Operations: This is the normal noise from the operation of light-rail 
vehicles and includes noise from steel wheels rolling on steel rails (wheel/rail noise) and 
from propulsion motors, air conditioning, and other auxiliary equipment on the vehicles. 
As expected, the wheel/rail noise increases with speed. At speeds greater than 20 to 
30 mph, the wheel/rail noise usually dominates noise from the vehicle auxiliary 
equipment. Train operations also create groundborne vibration that may be intrusive to 
occupants of buildings when the tracks are relatively close to buildings. 


• Traffic Noise: The proposed project would result in changes in traffic patterns and 
volumes in the vicinity of stations and locations where the light-rail transit (LRT) would 
share the right-of-way with an existing street, such as Segment 1a (Venice/Sepulveda). 
In all cases, the forecasted change in traffic volume is insufficient to cause more than a 
1 decibel (dB) change in sound levels. Therefore, a detailed assessment of noise 
impacts from traffic noise has not been performed as part of this study. 


However, there are areas along Venice and Sepulveda Boulevards where land would be 
acquired and the existing buildings removed to accommodate the proposed project. 
Because these buildings provide acoustic shielding, removing them could increase the 
levels of traffic and rail noise for residences or other noise-sensitive receptors located 
behind these buildings. Such locations are noted in the analysis. 


• Audible Warnings: Audible warnings are required by the California Public Utilities 
Commission (CPUC) at all gate-protected at-grade crossings. The required audible 
warnings are ringing bells that are located on the masts of the crossing gates and 
sounding of horns located on the lead vehicle of the trains. No audible warnings are 
required at street crossings where the light-rail trains would operate in the street right-of-
way and would be controlled by traffic signals, as would be the case for the at-grade 
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sections of Segment 1a (Venice/Sepulveda) and Segment 3a (Colorado). There are 
three vehicle-mounted warning devices: a horn, a “quacker,” and a “gong.” The horn is a 
high intensity horn used by Metro for emergencies only, while the quacker is a low 
intensity horn used by Metro for standard operations. The gong is a relatively low-
volume bell sound that is sometimes used when trains enter stations. The CPUC 
requires that the horn create a minimum sound level of 85 dBA at 100 feet (ft) in front of 
the horn. This is a little bit louder than a typical automobile horn. The quacker is a 
relatively low-volume sound (75 dBA at 100 ft. in front of the lead vehicle) and has a 
marginal effect on community noise exposure at train speeds greater than 35 mph. 
Measures have been incorporated into the design of the proposed project that would 
eliminate all potential noise effect from audible warnings at at-grade crossings. 


Note that the audible warnings used on the Metro Blue Line between Los Angeles and 
Long Beach are substantially different than would be used on the Exposition Corridor. 
The Blue Line trains sound a much louder horn before at-grade crossings and use 
mechanical bells at the at-grade crossings that do not have a volume adjustment. 


• Special Trackwork: The Expo Phase 2 project would be constructed of continuously 
welded rail as are virtually all modern light-rail systems. Welded rail eliminates most rail 
joints, which means that the “clickety-clack” noise associated with older rail systems is 
eliminated. The one exception is at the special trackwork for turnouts and crossovers. 
Turnouts and crossovers require that two rails cross; the special fixture used where two 
rails cross is referred to as a “frog.” Standard frogs have gaps where the two rails cross 
and the wheels must “jump” across the gap. The wheels striking the ends of the gap 
increases noise levels near special trackwork by approximately 6 dB and groundborne 
vibration by approximately 10 dB. Because noise and vibration levels are higher near 
special trackwork, it is common for many of the predicted noise and vibration impacts to 
be near special trackwork. 


• Wheel Squeal: Wheel squeal can be generated when steel-wheel transit vehicles 
traverse tight radius curves. It is very difficult to predict when and where wheel squeal 
will occur. A general guideline is that there is potential for wheel squeal at any curve with 
a radius that is less than 600 ft. 


• Ancillary Equipment: Traction power substations (TPSS) are the only ancillary 
equipment associated with the proposed project with potential for creating noise impacts. 
The ventilation fans provided at each substation are the dominant noise source of most 
TPSS units. There would be eight to nine TPSS units distributed along the proposed 
project depending upon the alignment and including the Maintenance Facility. Several of 
the proposed sites are adjacent to residential land uses, because the TPSS sites must 
be spaced at regular intervals and near the guideway. 


• Construction Noise and Vibration: All the sources discussed above are associated 
with operation of the proposed project. Similar to any other major infrastructure project, 
construction would require use of heavy equipment that generates relatively high noise 
levels. All issues related to construction noise and vibration are presented in Chapter 4 
(Construction Impacts) of this document. 


Background on Noise 


Sound is mechanical energy transmitted by pressure waves in a compressible medium such as 
air. Noise is generally defined as unwanted or excessive sound. Sound can vary in intensity by 
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over one million times within the range of human hearing. Therefore, a logarithmic scale, known 
as the decibel (dB) scale, is used to quantify sound intensity and compress the scale to a more 
convenient range. 


Sound is characterized by both its amplitude (volume) and frequency (pitch). The human ear 
does not hear all frequencies equally. In particular, it deemphasizes low and very high 
frequencies. To better approximate the sensitivity of human hearing, the A-weighted decibel 
scale has been developed. A-weighted decibels are abbreviated as “dBA.” This scale is 
commonly used and accepted for noise studies. On this scale, the human range of hearing 
extends from approximately 3 dBA to around 140 dBA. As a point of reference, Figure 3.12-1 
(Typical Outdoor and Indoor Noise Levels) includes examples of A-weighted sound levels from 
transit sources and common indoor and outdoor sounds. 


 


Figure 3.12-1 Typical Outdoor and Indoor Noise Levels 


Using the decibel scale, sound levels from two or more sources cannot be directly added 
together to determine the overall sound level. Rather, the combination of two sounds at the 
same level yields an increase of 3 dB. The smallest recognizable change in sound level is 
approximately 1 dB. A 3 dB increase in the A-weighted sound level is generally considered 
perceptible, whereas a 5 dB increase is readily perceptible. A 10 dB increase is judged by most 
people as an approximate doubling of the perceived original loudness. 


The two primary factors that reduce levels of environmental sounds are increasing the distance 
between the sound source and the receiver and/or having intervening obstacles such as walls, 
buildings, or terrain features block the direct path between the sound source and the receiver. 
Factors that act to make environmental sounds louder include moving the sound source closer 
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to the receiver, sound enhancements caused by reflections, and focusing caused by various 
meteorological conditions. 


Following are brief definitions of the measures of environmental noise used in this study: 


• Maximum Sound Level (Lmax): Lmax is the maximum sound level that occurs during an 
event such as a train passing. 


• Equivalent Sound Level (Leq): Environment sound fluctuates constantly. The equivalent 
sound level (Leq) is the most common means of characterizing community noise. Leq 
represents a constant sound that, over a specified period of time, has the same sound 
energy as the time-varying sound. Leq is used by the FTA to evaluate noise impacts at 
institutional land uses, such as schools, churches, and libraries, from proposed transit 
projects. 


• Day-Night Sound Level (Ldn): Ldn is basically a 24-hour Leq with an adjustment to reflect 
the greater sensitivity of most people to nighttime noise. The adjustment is a 10 dB 
penalty for all sound that occurs between the hours of 10:00 P.M. to 7:00 A.M. 


• LXX: This is the percent of time a sound level is exceeded during the measurement 
period. For example, the L99 is the sound level exceeded 99 percent of the measurement 
period. The tables of the hourly noise levels in Appendix B include L1, L33, L50, and L99, 
the sound levels exceeded 1 percent, 33 percent, 50 percent and 99 percent of the hour. 


• Sound Exposure Level (SEL): SEL is a measure of the acoustic energy of an event such 
as a train passing. In essence, the acoustic energy of the event is compressed into a 1-
second period. SEL increases as the sound level of the event increases and as the 
duration of the event increases. It is often used as an intermediate value in calculating 
overall metrics such as Leq and Ldn. 


Background on Vibration 


One potential community impact from the proposed project is vibration that is transmitted from 
the tracks through the ground to adjacent buildings. This is referred to as groundborne vibration. 
When evaluating human response, groundborne vibration is usually expressed in terms of 
decibels using the root mean square (RMS) vibration velocity. RMS is defined as the average of 
the squared amplitude of the vibration signal. To avoid confusion with sound decibels, the 
abbreviation VdB is used for vibration decibels. All vibration decibels in this report use a decibel 
reference of 1 micro-inch/second (µin/sec).61 The potential impacts of rail transit groundborne 
vibration are as follows: 


• Perceptible Building Vibration: This is when building occupants feel the vibration of 
the floor or other building surfaces. Experience has shown that the threshold of human 
perception is around 65 VdB and that vibration that exceeds 75 to 80 VdB may be 
intrusive and annoying to building occupants. 


• Rattle: The building vibration can cause rattling of items on shelves and hanging on 
walls, and various different rattle and buzzing noises from windows and doors. 


• Reradiated Noise: The vibration of room surfaces radiates sound waves that may be 
audible to humans. This is referred to as groundborne noise. When audible groundborne 
noise occurs, it sounds like a low-frequency rumble. For a surface rail system such as 


                                                 
61 One µin/sec= 10 -6 in/sec. 
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the proposed LRT Alternatives, the groundborne noise is usually masked by the normal 
airborne noise radiated from the transit vehicle and the rails. 


• Damage to Building Structures: Although it is conceivable that vibration from a light-
rail system could cause damage to fragile buildings, the vibration from rail transit 
systems is usually one to two orders of magnitude below the most restrictive thresholds 
for preventing building damage. Hence, the vibration impact criteria focus on human 
annoyance, which occurs at much lower amplitudes than does building damage. 


Vibration is an oscillatory motion that can be described in terms of the displacement, velocity, or 
acceleration of the motion. The response of humans to vibration is very complex. However, the 
general consensus is that for the vibration frequencies generated by passenger trains, human 
response is best approximated by the vibration velocity level. Therefore, vibration velocity has 
been used in this study to describe train-generated vibration levels. 


Figure 3.12-2 (Typical Vibration Levels) shows typical vibration levels from rail and non-rail 
sources as well as the human and structure response to such levels. 


 


Figure 3.12-2 Typical Vibration Levels 


Although there has been relatively little research into human and building response to 
groundborne vibration, there is substantial experience with vibration from other rail systems. In 
general, the collective experience indicates that: 


* 
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• Groundborne vibration from rail systems almost never results in building damage, even 
minor cosmetic damage. The primary consideration, therefore, is whether vibration will 
be intrusive to building occupants or will interfere with interior activities or machinery. 


• The threshold for human perception is approximately 65 VdB. Vibration levels in the 
range of 70 to 75 VdB are often noticeable but acceptable. Beyond 80 VdB, vibration 
levels are often considered unacceptable. 


• There is a relationship between the number of daily events and the degree of annoyance 
caused by groundborne vibration. The FTA Guidance Manual (FTA 2006) includes an 
8 VdB higher impact threshold if there are fewer than 30 events per day and a 3 VdB 
higher threshold if there are fewer than 70 events per day to ensure that potentially 
annoying but relatively infrequent events are not under-represented. 


Often it is necessary to determine the contribution at different frequencies when evaluating 
vibration or noise signals. The ⅓-octave band spectrum is the most common procedure used to 
evaluate frequency components of acoustic signals. The FTA Guidance Manual (FTA 2006) is a 
good reference for additional information on transit noise and vibration and the technical terms 
used in this section. 


3.12.2 Existing Conditions 


Existing Noise 


The existing noise conditions along the proposed Expo Phase 2 alternative alignments were 
documented through monitoring performed at representative noise-sensitive sites along the 
proposed alignments. Noise-sensitive sites are defined as institutional land uses, such as 
schools, churches, and libraries, and where people normally sleep (residences, hotels, 
hospitals, etc.). The noise-sensitive receptors along the Expo Phase 2 alignments include 
single- and multi-family residences, schools, and other institutions. In addition there are a 
number of commercial, industrial, and office space land uses along the proposed project 
alignments that are not generally considered to be noise sensitive by the FTA. 


Noise-sensitive land uses were identified using conceptual engineering drawings, aerial 
photographs, and visual surveys. Long-term and short-term noise measurements at twenty sites 
along the proposed alignments were taken during the period from April 12 through December 6, 
2007. Estimating existing noise exposure is an important step because the thresholds for noise 
impacts are based on the existing levels of noise exposure. 


Long-term noise measurements were taken at fourteen sites that are representative of the 
residential land uses along the corridor. The monitors were programmed to continuously collect 
data for a minimum of 20 hours. The microphones were generally located at the set-back 
distance of the residences in the area from the proposed alignments. The general locations of 
the long-term measurement sites are shown in Figure 3.12-3 (Noise Measurement Sites, 
Segment 1) through Figure 3.12-7 (Noise Measurement Sites, Segment 3a). 


In addition to the long-term measurements, 30-minute short-term noise measurements were 
taken at six sites. The general locations of the short-term measurement sites are also shown in 
Figure 3.12-3 (Noise Measurement Sites, Segment 1) through Figure 3.12-7 (Noise 
Measurement Sites, Segment 3a). They are representative of the institutional land uses within 
the proposed segments (e.g., schools, churches, temples). 







Source: PBS&J, ESRI, 2008.


Figure 3.12-3
Noise Measurement Sites, Segment 1 
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Figure 3.12-4
Noise Measurement Sites, Segment 1a 
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Figure 3.12-5
Noise Measurement Sites, Segment 2 
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Figure 3.12-6
Noise Measurement Sites, Segment 3 
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The noise monitors were programmed to report average noise levels at intervals of 1 to 15 
seconds. These results were used to calculate various other noise metrics including hourly Leq 
and Ldn. As will be discussed in Section 3.12.3 (Regulatory Setting), Leq is used by the FTA to 
characterize noise exposure at institutional land uses such as schools, churches, and libraries 
(FTA Category 3) and Ldn is used by the FTA to characterize noise exposure at residential land 
uses (FTA Category 2). 


Both Ldn and Leq measure the total noise environment in an area over a period of time, including 
all natural and man-made sounds. Whenever any additional sound is introduced into the 
environment, Leq and Ldn will increase. A quiet sound, such as birds chirping, increases Leq and 
Ldn by an infinitesimal amount; a loud sound, such as an emergency vehicle siren, can dominate 
Leq and Ldn even if the loud sound occurs for only a few minutes per day. Although a number of 
different measures of noise exposure have been proposed by researchers for characterizing 
human annoyance with noise, none have been shown to provide a better correlation with 
annoyance than Leq and Ldn. This is why the increase in Leq, Ldn, or similar noise metrics, is the 
most common approach for characterizing impacts from transit noise. 


The overall noise monitoring results are summarized in Table 3.12-1 (Summary of Long-Term 
Measurement Results [Residential Land Uses]) and Table 3.12-2 (Summary of Short-Term 
Measurement Results [Institutional Land Uses]). 


Table 3.12-1 Summary of Long-Term Measurement Results (Residential Land Uses) 


Measurement Start Site 
No. by 


Segment Location 


Primary 
Noise 


Source Date Time Duration 


Meas.
Ldn 


(dBA) 
Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


LT-1 


Side yard of multi-family 
residence between 
Faris Dr. and Watseka 
Ave. 


I-10 
Freeway 05/14/07 8:38 A.M. 44 Hrs 67 


LT-2 
Southeast corner of 
Northvale Rd. and 
Dunleer Dr. 


I-10 
Freeway 05/15/07 11:39 P.M. 43 Hrs 65 


LT-3 


Backyard of a single-
family residence at 
Dunleer Pl. and Coventry 
Pl. 


I-10 
Freeway 05/08/07 7:12 P.M. 24 Hrs 59 


LT-4 


Side yard of a single-
family residence at 
Northvale Dr. and 
Roundtree Rd. 


I-10 
Freeway 


and 
Overland 


Ave. 


05/08/07 8:22 P.M. 24 Hrs 59 


LT-5 
Backyard of a single-
family residence on Ashby 
Ave. 


Overland 
Ave. 05/08/07 7:51 P.M. 24 Hrs 57 
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Table 3.12-1 Summary of Long-Term Measurement Results (Residential Land Uses) 


Measurement Start Site 
No. by 


Segment Location 


Primary 
Noise 


Source Date Time Duration 


Meas.
Ldn 


(dBA) 


LT-6 


Side yard of a single-
family residence, north 
side of Exposition Blvd. 
east of Military Ave. 


Military 
Ave. 05/16/07 4:25 P.M. 20 Hrs 67a 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


LT-12 
Front yard of property on 
southeast corner of Venice 
Blvd. and Huron Ave. 


Sepulveda 
Ave. 05/10/07 1:12 P.M. 24 Hrs 74 


LT-13 


Gardens of UCLA 
residences on west side of 
Sepulveda Blvd. between 
Queensland St. and 
National Blvd. 


Venice 
Blvd. 05/14/07 9:29 A.M. 44 Hrs 71 


Segment 2: Sepulveda to Cloverfield (All LRT Alternatives) 


LT-7 
Side yard of a multi-family 
residence on Exposition 
Blvd. west of I-405 


I-405 
Freeway 05/10/07 1:56 P.M. 30 Hrs 63 


LT-8 


Front yard of a multi-family 
residence on Exposition 
Blvd. between Bundy Dr. 
and Westgate Ave. 


Bundy 
Dr. 05/10/07 2:54 P.M. 25 Hrs 59 


LT-9 


Front yard of a multi-family 
residence on Exposition 
Blvd. between Dorchester 
Ave. and Centinela Ave. 


Exposition 
Blvd. 05/16/07 3:26 P.M. 25 Hrs 60 


LT-15b 
Front yard of a residence 
on Exposition Blvd. east of 
Stewart St. 


I-10 
Freeway, 
Exposition 


Blvd., 
Olympic 


Blvd. 


06/26/08 2:39 P.M. 24 Hrs 58 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


LT-10 


Parking lot of Crossroads 
High School on Olympic 
Blvd. between 20th St. and 
21st St. 


Olympic 
Blvd. 05/23/07 10:17 A.M. 48 Hrs 67 


LT-11 


Parking lot of Crossroads 
Elementary School on 
Olympic Blvd. between 
17th St. and 18th St. 


Olympic 
Blvd. 05/24/07 9:25 A.M. 48 Hrs 71 
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Table 3.12-1 Summary of Long-Term Measurement Results (Residential Land Uses) 


Measurement Start Site 
No. by 


Segment Location 


Primary 
Noise 


Source Date Time Duration 


Meas.
Ldn 


(dBA) 
Segment 3a: Colorado (LRT Alternatives 2 and 4) 


LT-14 
Front yard of property on 
Colorado Ave. between 
5th St. and 6th St. 


Colorado 
Ave. 12/05/07 2:46 P.M. 24 Hrs 68 


SOURCE: ATS Consulting 
a. The measured Ldn at Site LT-6 was substantially higher than at the other measurement sites in the same general area. The 
reason for the higher noise levels is unclear; therefore, the existing noise levels in the vicinity of LT-6 have been assumed to 
have an existing noise level of 60 dBA Ldn based on the results at nearby measurement sites. This approach ensures that noise 
impacts are not overlooked because of an anomalous noise measurement. 
b. Measurement site LT-15 is also applicable to the residential area near the proposed Stewart Street site for the Maintenance 
Facility. 


 


Table 3.12-2 Summary of Short-Term Measurement Results (Institutional Land 
Uses) 


Measurement Start Site 
No. by 


Segment Location 


Primary 
Noise 


Source Date Time 
Measured
Leq (dBA) 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


ST-2 Southeast corner of Exposition 
Blvd. and Westwood Blvd. 


Westwood 
Blvd. 04/12/07 3:18 P.M. 67 


ST-3 Northeast corner of Overland 
Ave. and Northvale Road 


Overland 
Ave. 04/12/07 3:56 P.M. 67 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


ST-4 Southeast corner of Sepulveda 
Blvd. and Palms Blvd. 


Sepulveda 
Blvd. 04/12/07 12:53 P.M. 70 


ST-5 Southwest corner of Venice Blvd. 
and Mentone Ave. Venice Blvd. 04/12/07 11:22 P.M. 69 


ST-6 Northeast corner of Venice Blvd. 
and Delmas Terrace Venice Blvd. 04/12/07 10:32 P.M. 71 


Segment 2: Sepulveda to Cloverfield (no short-term measurements performed in Segment 2 as 
there are no noise sensitive institutional uses) 
Segment 3: Olympic (LRT Alternatives 1 and 3) 


ST-1 Southeast corner of 21st St. and 
Olympic Blvd. Olympic Blvd. 04/12/07 2:06 P.M. 66 


Segment 3a: Colorado (no short-term measurements performed in Segment 3a as there are no noise 
sensitive institutional uses) 
SOURCE: ATS Consulting 
All short-term measurements were for 30 minutes. 


 







page 3.12-15


3.12. Noise and Vibration 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Existing Vibration 


Existing vibration sources in the proposed project alignments primarily consist of vehicular traffic 
and intermittent construction activities. Vehicular traffic was the only permanent vibration source 
observed in the proposed project alignments. When vehicular traffic does cause perceptible 
vibration, the source can usually be traced to potholes, wide expansion joints, or other “bumps” 
in the roadway surface. Therefore, the FTA assessment procedures for vibration from rail transit 
projects do not require measurements of existing vibration levels. 


Localized geologic conditions such as soil stiffness, soil layering, and depth to bedrock, have a 
strong impact on groundborne vibration. Unfortunately, it is difficult to obtain information on 
subsurface conditions in sufficient detail that computer models can be used to accurately predict 
groundborne vibration. As a result, most detailed predictions of groundborne vibration are 
largely based on empirical methods that involve measuring vibration propagation in the soil. The 
FTA defines three levels of vibration assessment (FTA 2006): 


1. Screening: Generalized distances of potential impacts are used to quickly determine 
whether there is any potential for an impact. 


2. General Assessment: The FTA provides a general curve of vibration level vs. distance 
that is used to estimate the vibration levels. The curve was developed by plotting 
measured vibration levels from a number of different rail transit systems against distance 
from the tracks and drawing a line through the top range of the data. The curve is 
intended to give a conservative (high) estimate of potential vibration impacts. 
Adjustments are made to the general curve to account for factors such as speed and 
special trackwork. 


3. Detailed Assessment: The FTA recommends use of an impact test for measuring how 
vibration is transmitted from the light-rail tracks through the ground and then predicting 
rail generated groundborne vibration (FTA 2006). The procedure basically consists of 
dropping a weight onto the ground and measuring the vibration waves that are created 
at several distances from the impact. 


The vibration predictions for the Expo Phase 2 project follow the FTA Detailed Assessment 
approach for testing of vibration conditions in the project corridor. The assessment consisted of 
measuring vibration propagation at ten sites using an impact vibration source and 
accelerometers. Accelerometers are vibration measurement devices (refer to Figure 3.12-8 
[Vibration Propagation Test Sites]). More detail on the vibration conditions testing procedures is 
contained in the Noise and Vibration Technical Background Report. 


3.12.3 Regulatory Setting 


This section summarizes the standards and regulations concerning noise and vibration limits 
that are applicable to this project. There are no state statutes that would apply to the proposed 
project; therefore, federal criteria are used. 
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FTA Noise Criteria 


Federal noise impact criteria are defined in the FTA Guidance Manual (FTA 2006). The FTA 
criteria are based on the best available research on community response to noise. This 
research shows that characterizing the overall noise environment using measures of noise 
“exposure” provides the best correlation with human annoyance. Table 3.12-3 (FTA Land Use 
Categories and Noise Metrics) lists the three land-use categories that FTA uses and the 
applicable noise metric for each category. 


Table 3.12-3 FTA Land Use Categories and Noise Metrics 


Land 
Use 


Category 


Noise 
Metric 
(dBA) Description of Land Use Category 


1 Outdoor 
Leq(h)


a 


Tracts of land where quiet are an essential element of their intended purpose. This 
category includes lands set aside for serenity and quiet, and such land uses as 
outdoor amphitheaters and concert pavilions, as well as National Historic 
Landmarks with significant outdoor use. Also included are recording studios and 
concert halls. 


2 Outdoor 
Ldn 


Residences and buildings where people normally sleep. This category includes 
homes, hospitals, and hotels where a nighttime sensitivity to noise is assumed to 
be of utmost importance. 


3 Outdoor 
Leq(h)


a 


Institutional land uses with primarily daytime and evening use. This category 
includes schools, libraries, and churches where it is important to avoid interference 
with such activities as speech, meditation, and concentration on reading material. 
Places for meditation or study associated with cemeteries, monuments, museums, 
campgrounds and recreational facilities can also be considered to be in this 
category. Certain historical sites and parks are also included. 


SOURCE: FTA 2006. 
Ldn is used for land uses where nighttime sensitivity is a factor; Leq is used for land use involving only daytime activities. 
a. Leq(h) is the Leq for the noisiest hour of transit-related activity during hours of noise sensitivity. 


 


For Category 2 land uses, noise exposure is measured using Ldn, while for Category 1 and 
Category 3 land uses, noise exposure is measured using Leq. The basic concept of the FTA 
noise impact criteria is that more project noise is allowed in areas where existing noise is higher, 
but that the decibel increase in total noise exposure (the decibel sum of existing noise and 
project noise) decreases. The Category 1 thresholds are not applicable because no Category 1 
land uses were identified in the project corridor. 


The FTA defines two levels of noise impact: moderate and severe. In accordance with the FTA 
Guidance Manual, noise mitigation to eliminate the impacts must be investigated for both 
degrees of effect. The Manual also states that for severe impacts “… there is a presumption by 
the FTA that mitigation will be incorporated in the project unless there are truly extenuating 
circumstances which prevent it.” In considering mitigation for severe impacts in this study, the 
goal has been to reduce noise levels to below the moderate impact threshold. The FTA allows 
more discretion for mitigation of moderate impacts, based on consideration of factors that 
include cost, number of sensitive receptors affected, community views, the amount that the 
predicted levels exceed the impact threshold, and the sensitivity of the affected receptors. The 
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FTA noise impact criteria are given in tabular format in Table 3.12-4 (FTA Noise Impact Criteria 
in Tabular Form) with the thresholds rounded off to the nearest decibel. 


Table 3.12-4 FTA Noise Impact Criteria in Tabular Form 


Project Noise Exposure Impact Thresholds, Ldn or Leq (dBA) 
Category 1 or Category 2 Sites Category 3 Sites 


Existing Noise 
Exposure 
Leq or Ldn Moderate Impact Severe Impact Moderate Impact Severe Impact 


<43 Amb.+10 Amb.+15 Amb.+15 Amb.+20 
43 52 58 57 63 
44 52 58 57 63 
45 52 58 57 63 
46 53 59 58 64 
47 53 59 58 64 
48 53 59 58 64 
49 54 59 59 64 
50 54 59 59 64 
51 54 60 59 65 
52 55 60 60 65 
53 54 60 60 65 
54 55 61 60 66 
55 56 61 61 66 
56 56 62 61 67 
57 57 62 62 67 
58 57 62 62 67 
59 58 63 63 68 
60 58 63 63 68 
61 59 64 64 69 
62 59 64 64 69 
63 60 65 65 70 
64 61 65 66 70 
65 61 66 66 71 
66 62 67 67 72 
67 63 67 68 72 
68 63 68 68 73 
69 64 69 69 74 
70 65 69 70 74 
71 65 70 71 75 
72 66 71 71 76 
73 66 71 71 76 
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Table 3.12-4 FTA Noise Impact Criteria in Tabular Form 


Project Noise Exposure Impact Thresholds, Ldn or Leq (dBA) 
Category 1 or Category 2 Sites Category 3 Sites 


Existing Noise 
Exposure 
Leq or Ldn Moderate Impact Severe Impact Moderate Impact Severe Impact 


74 66 72 71 77 
75 66 73 71 78 
76 66 74 71 79 
77 66 74 71 79 


>77 66 75 71 80 
SOURCE: Federal Transit Administration, May 2006. For an explanation of these criteria, refer to Chapter 3 of Transit Noise and 
Vibration Assessment, Federal Transit Administration, at www.fta.dot.gov/documents/FTA_Noise_and_Vibration_Manual.pdf 
Ldn is used for land uses where nighttime sensitivity is a factor; maximum 1-hour Leq is used for land use involving only daytime 
activities. 


 


FTA Vibration Criteria 


The FTA vibration impact criteria are based on the maximum indoor vibration level as a train 
passes. There are no impact criteria for outdoor spaces such as parks. The FTA Guidance 
Manual (FTA 2006) provides two sets of criteria: one based on the overall vibration velocity level 
for use in General Vibration Impact Assessments and one based on the maximum vibration 
level in any ⅓-octave band for use with a Detailed Vibration Assessment, which was used for 
this project. 


Table 3.12-5 (FTA Impact Thresholds for Groundborne Vibration, General Impact Assessment) 
shows the FTA General Assessment criteria for groundborne vibration from rail transit systems. 
For residential buildings (Category 2), the threshold applicable to this project is 72 VdB. The 
applicable threshold for institutional land use areas (Category 3) is 75 VdB. The Category 1 
thresholds are not applicable because no Category 1 land uses were identified in the project 
corridor. 


The FTA vibration thresholds do not specifically account for existing vibration. Although Venice, 
Sepulveda, Overland, Olympic and other arterials in the study area have substantial volumes of 
vehicular traffic including trucks and buses, rubber-tired vehicles rarely generate perceptible 
ground vibration unless there are irregularities in the roadway surface, such as potholes or wide 
expansion joints. As such, it is expected that there are few if any locations along the proposed 
Expo Phase 2 alignments where traffic-generated groundborne vibration is perceptible. 


The refined criteria for use with Detailed Vibration Assessments are illustrated and further 
explained in the Noise and Vibration Technical Background Report. 
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Table 3.12-5 FTA Impact Thresholds for Groundborne Vibration, General Impact 
Assessment 


Groundborne Vibration (VdB re 1 micro inch/sec) 


Land Use Category62 
Frequent 
Eventsa 


Occasional 
Eventsb 


Infrequent 
Eventsc 


Category 1. Buildings where vibration would 
interfere with interior operations. 65 VdB 65 VdB 65 VdB 


Category 2. Residences and buildings where 
people normally sleep. 72 VdB 75 VdB 80 VdB 


Category 3. Institutional land uses with 
primarily daytime use. 75 VdB 78 VdB 83 VdB 


SOURCE: FTA 2006 
a. Frequent events are defined as more than 70 vibration events per day. 
b. Occasional events are defined as between 30 and 70 events per day. 
c. Infrequent events are defined as less than 30 events per day. 


 


3.12.4 Analytic Methodology 


Data used to prepare this section were taken from various sources, including the Transit Noise 
and Vibration Impact Assessment Guidelines (FTA 2006), FHWA Roadway Construction Noise 
Model User’s Guide (USDOT 2006), noise and vibration studies prepared for other LRT 
projects, and previous environmental studies prepared for the proposed project. Noise and 
vibration standards used in this section are from the Federal Transit Administration (FTA). 
Existing noise and vibration measurements were taken at twenty sites along the proposed 
alignment from April 12 through December 6, 2007. 


Noise Prediction Models 


Different models are used to predict noise from light-rail vehicle operation, audible warnings at 
at-grade crossings, wheel squeal, ancillary equipment, and maintenance facilities. Each of these 
models is explained in detail in the Noise and Vibration Technical Background Report. 


Vibration Prediction Models 


The predictions of groundborne vibration for this study follow the Detailed Vibration Assessment 
procedure of the FTA Guidance Manual (FTA 2006). This is an entirely empirical method based 
on testing of the vibration propagation characteristics of the soil in the project corridor and 
measurements of the vibration characteristics of a light-rail vehicle similar to what would be 
used on the proposed project. As discussed in Section 3.12.2 (Existing Conditions), vibration 
propagation tests were performed at ten locations along the proposed alignments for the Expo 


                                                 
62 Note that the FTA land use categories for vibration impacts are different than the land use categories 
for noise impacts. The primary difference applicable to this project is that noise Category 3 includes 
outdoor land uses, such as parks, and vibration Category 3 applies exclusively to indoor land uses. This 
is because vibration is an issue only for building occupants. Train vibration is rarely intrusive to observers 
who are outdoors. 
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Phase 2 project. More detail on the analysis methodology utilized for the detailed assessment of 
operational vibration is provided in the Noise and Vibration Technical Background Report. 


3.12.5 Criteria, Impact Evaluation, and Mitigation Measures 


The noise and vibration impacts analyzed included operation noise levels, permanent and 
temporary noise levels and operation vibration levels. Construction noise and vibration impacts 
are reported in Chapter 4 (Construction Impacts). 


Criterion Would the project expose the public to, or generate, noise levels in excess 
of the Federal Transit Administration (FTA) noise impact criteria? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Mitigation of the noise impacts of 
increased traffic on I-405 within the Expo Phase 2 ROW are included in that project. There may 
be some noise increases as a result of the implementation of the various bus programs, but the 
increases would be minimal relative to existing and future traffic volumes. There would be no 
operational vibration associated with the No-Build Alternative. Noise impacts associated with the 
No-Build Alternative would be less than significant. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative would result in incremental changes in 
community noise levels. There would be no operational vibration associated with the TSM 
Alternative. Noise impacts associated with the TSM Alternative would be less than significant. 


LRT Alternatives 


Light-Rail Vehicle Operation Impacts 


The noise sensitive land uses for FTA Categories 2 and 3 along the Expo Phase 2 LRT 
Alternatives have been grouped into clusters. The LRT tracks would be approximately the same 
distance from the sensitive buildings in each cluster and the clusters are small enough that train 
speeds and other operational parameters are the same for all land uses in the cluster. The 
Noise and Vibration Technical Background Report includes an appendix that shows the 
locations and buildings included in each cluster. 


Noise predictions were developed for each cluster. The clusters where predicted noise levels 
exceed the FTA impact thresholds for moderate or severe impact for FTA Category 2 land uses 
(residential, hotels, and hospitals) are shown in Table 3.12-6 (Summary of Noise Impact 
Assessment, Residential Land Uses) and for FTA Category 3 land uses (schools, churches, and 
other institutions) are shown in Table 3.12-7 (Summary of Noise Impact Assessment for 
Institutional, Category 3 Land Uses). The columns in the tables provide the following 
information: 
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• Civil Station: Defines the locations of the clusters. The civil stations can be found on the 
Plan and Profile drawings in Appendix E of this DEIR 


• Desc: Description of the land use 


• Cluster: Cluster number 


• Near Track Dist: Distance in feet from the near track to the closest noise sensitive 
building in the cluster 


• Train Speed: Maximum expected train speed on the track closest to the cluster 


• Existing: Existing noise level (Ldn) at cluster (based on the noise survey results 
summarized in Table 3.12-1 [Summary of Long-Term Measurement Results (Residential 
Land Uses)]) 


• Project: Predicted future Ldn from train noise 


• Impact Threshold: The FTA impact thresholds for Moderate (Mod) and Severe impact 


• Number of Impacts: The dwelling units where the predicted levels of LRT noise exceed 
the Moderate (Mod) and Severe impact thresholds 


The predicted noise levels for all of the clusters are included in the Noise and Vibration 
Technical Background Report. Table 3.12-6 (Summary of Noise Impact Assessment, 
Residential Land Uses) and Table 3.12-7 (Summary of Noise Impact Assessment for 
Institutional, Category 3 Land Uses) only show the clusters where noise impact is predicted. As 
an example, consider Cluster 11, which is the first row under “Segment 1: Expo ROW (LRT 
Alternatives 1 and 2).” The existing Ldn is 68 dBA and the noise from the train operations is 
predicted to be Ldn 67 dBA. The FTA impact thresholds are Ldn 63 dBA for Moderate impact and 
Ldn 68 dBA for Severe impact. Therefore, moderate impact is predicted at the six residences 
encompassed by Cluster 11 and no severe impacts are predicted. Bringing the predicted noise 
levels to below the FTA moderate impact threshold will require reducing train noise by at least 
4 dBA. 


Table 3.12-6 Summary of Noise Impact Assessment, Residential Land Uses 


Ldn (dBA) 
Impact Threshold 


Number of 
Impactsc Civil 


Stationa Descb Cluster 


Near 
Track 


Dist (ft) 


Train
Speed
(mph) Existing Project Mod Severe Modd Severed


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 
553+50 MFR 11 80 45 68 67 63 68 6 — 
597+00 SFR 36 70 35 56 58 56 61 12 — 
606+50 SFR 37 70 35 56 58 56 61 3 — 
609+00 SFR 38 75 35 56 57 56 61 3 — 
613+00 SFR 39 115 35 58 58 57 63 5 — 
614+00 SFR 25 115 35 58 58 57 63 4 — 
617+00 SFR 26 115 35 58 58 57 63 6 — 
617+00 SFR 40 115 35 58 58 57 63 7 — 







page 3.12-23


3.12. Noise and Vibration 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Table 3.12-6 Summary of Noise Impact Assessment, Residential Land Uses 


Ldn (dBA) 
Impact Threshold 


Number of 
Impactsc Civil 


Stationa Descb Cluster 


Near 
Track 


Dist (ft) 


Train
Speed
(mph) Existing Project Mod Severe Modd Severed


626+50 SFR 43 115 35 58 58 57 63 3 — 
627+50 SFR 29 115 35 58 58 57 63 4 — 
629+00 SFR 44 115 35 58 58 57 63 1 — 
630+50 SFR 45 115 50 58 61 57 63 1 — 
631+00 SFR 30 115 40 58 59 57 63 5 — 
633+00 SFR 46 115 55 58 61 57 63 6 — 
634+00 SFR 31 115 50 59 61 57 63 6 — 
636+50 SFR 47 115 55 59 61 57 63 6 — 
637+00 SFR 32 115 55 59 61 57 63 4 — 
639+00 SFR 33 115 55 59 67 57 63 0 6 
640+00 SFR 48 115 55 59 67 57 63 0 6 
641+50 SFR 34 115 55 59 61 57 63 2 — 
643+50 SFR 49 115 55 59 61 57 63 6 — 
646+50 SFR 50 115 50 59 61 57 63 6 — 
648+00 SFR 51 115 40 59 59 57 63 5 — 
650+00 SFR 52 115 30 60 67 58 63 1 1 


Subtotal 102 13 
Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 
521+00 MFR 54 211 35 59 58 57 63 6 — 
524+00 MFR 55 211 35 59 58 57 63 16 — 
584+00 SFR 67 160 35 61 59 58 64 5 — 
588+00 MFR 68 156 35 61 59 59 64 4 — 
592+00 SFR 69 162 35 61 59 58 64 4 — 
620+00 MFR 95 171 35 56 59 56 61 6 — 
644+00 MFR 77 68 35 70 69 65 70 10 — 
644+00 MFR 92 49 35 71 70 65 70 10 — 
653+00 MFR 79 70 35 70 68 65 70 10 — 
653+00 MFR 90 47 35 71 70 65 70 20 — 
674+00 MFR 87 105 25 58 58 57 63 12 — 
688+00 SFR 83 180 35 55 59 55 61 22 — 
698+00 SFR 84 80 35 60 62 58 64 1 — 


Subtotal 126 0 
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Table 3.12-6 Summary of Noise Impact Assessment, Residential Land Uses 


Ldn (dBA) 
Impact Threshold 


Number of 
Impactsc Civil 


Stationa Descb Cluster 


Near 
Track 


Dist (ft) 


Train
Speed
(mph) Existing Project Mod Severe Modd Severed


Segment 2: Sepulveda to Cloverfield (All LRT Alternatives) 
665+00 MFR 98 110 55 63 65 60 65 10 — 
669+00 MFR 99 115 55 63 65 60 65 12 — 
688+00 MFR 100 105 55 59 62 57 63 4 — 
692+00 SFR 101 115 55 59 61 57 63 6 — 
695+00 SFR 102 120 55 59 61 57 63 8 — 
700+00 SFR 103 115 50 59 64 57 63 0 8 
704+00 SFR 104 110 45 59 63 57 63 6 — 
707+00 SFR 105 110 35 59 60 57 63 6 — 
710+50 MFR 106 110 25 59 58 57 63 4 — 
713+50 MFR 107 110 45 59 63 57 63 4 — 


Subtotal 60 8 
Segment 3a: Colorado (LRT Alternatives 2 and 4) 


114 MFR 777+00 20 55 71 71 65 70 0 28 
SOURCE: ATS Consulting 
a. Civil Station refers to the locating system used on conceptual engineering drawings (Appendix E). 
b. Desc. = Type of land use, SFR = single-family residence, MFR = multi-family residence. 
c. Number of impacts. This is a count of the number of single-family residences in the cluster plus the estimated number of 
residential units in multi-family buildings. 
d. Mod = moderate impact, Severe = severe impact. 


 


Table 3.12-7 Summary of Noise Impact Assessment for Institutional, Category 3 Land 
Uses 


Leq (dBA)c 
Impact 


Threshold Civil 
Stationa Descb Cluster


Near
Track
Dist
(ft) 


Train
Speed
(mph) Existing Project Mod Severe Impact 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 
555+00 Boy Scouts Building 2 25 50 66 74 67 72 Severe 
564+00 Lycée Françias School 3 35 50 66 67 67 72 Moderate
610+00 Overland School 5 85 40 59 62 62 68 Moderate


SOURCE: ATS Consulting 
a. Civil Station refers to the locating system used on conceptual engineering drawings (Appendix E). 
b. Desc. = Type of land use 
c. Maximum 1-hour Leq during period of day when facility is in use. 
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Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


According to the FTA standards, 109 single-family residences, 6 multi-family residences, 
2 schools, and 1 building that is used by the Boy Scouts of America are predicted to be affected 
by noise generated by the proposed project. Severe impact is predicted at 13 single-family 
residences and the building used by the Boy Scouts. 


Robertson to I-10 Freeway: Predicted noise levels at 6 multi-family residences, 1 building that 
houses the Boy Scouts of America, and the Lycée Françias School that is currently under 
construction exceed the noise impact threshold. All the predicted impacts at multi-family 
residences are located on the south side of Exposition Boulevard. A severe impact is predicted 
at the Boy Scouts building on Exposition Boulevard between Clarington Avenue and Jasmine 
Avenue. The predicted severe impact at this location is due primarily to the close proximity of a 
crossover track to the Boy Scouts building. 


I-10 Freeway to Overland Avenue: Noise impact is predicted at 18 single-family residences on 
the southern side of the LRT Alternatives and at the Overland Avenue Elementary School. The 
Expo ROW is in a trench for a distance of approximately 2,000 ft. after it passes under the I-10 
Freeway. The trench would effectively shield adjacent properties by forming an acoustical 
barrier. However, after the terrain levels out, there is no longer an acoustic buffer between the 
residences and the LRT Alternatives. All of the predicted impacts are beyond the point where 
the trench levels out. 


Overland Avenue to Sepulveda Boulevard: Noise impact is predicted at 90 single-family 
residences. The only portion of the segment where predicted noise levels are below the impact 
threshold is near the Expo/Westwood Station. The reason for this is that the train would enter 
and exit the station at low speeds, and thus, associated noise levels would be lower. Severe 
noise impact is predicted at 12 single-family residences adjacent to Segment 1 (Expo ROW) 
between Military Avenue and Veteran Avenue as a result of the residences’ proximity to a 
crossover. Another noise impact is predicted for a single-family residence located in the 
southeast quadrant of Sepulveda Boulevard and Exposition Boulevard. This impact would be 
caused by the proposed removal of a building that currently acts as an acoustical shield 
between the receiver and vehicular traffic noise on Sepulveda Boulevard. The levels of traffic 
noise would increase at receptors currently shielded by the building after the building is 
removed. 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


Moderate noise impacts are predicted for 32 single-family residences and 94 multi-family 
residences. No severe impacts are predicted along Segment 1a. 


Venice Boulevard: Noise impact is predicted at 9 single-family residences and 26 multi-family 
residences. All the predicted impacts in this area would be caused by the proposed removal of 
buildings that currently act as acoustical shields and the exposure of second-row properties to 
vehicular traffic on Venice Boulevard. If redevelopment were to take place between Venice 
Boulevard and the predicted impact sites, the new buildings would likely provide sufficient 
acoustic shielding to eliminate the predicted noise impact. 


Sepulveda Boulevard: Noise impact is predicted at 23 single-family residences and 
68 multi-family residences. Fifty of the predicted impacts would be due to the proximity of a 
crossover track to multi-family housing on both the east and west side of Sepulveda Boulevard 
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just north of the Sepulveda Channel. All the remaining predicted impacts in this area would 
result from proposed removal of buildings that currently act as acoustical shields and the 
exposure of second-row properties to vehicular traffic on Sepulveda Boulevard. If 
redevelopment were to take place between Sepulveda Boulevard and the impact sites, the new 
buildings would likely provide sufficient acoustic shielding to eliminate the predicted noise 
impact. 


Segment 2: Sepulveda to Cloverfield (All LRT Alternatives) 


Noise impact is predicted for 34 single-family residences and 34 multi-family residences. Of 
these impacts, eight are predicted to be severe impacts. Proximity to the track, a relatively high 
speed profile, and low ambient noise levels in the area are the primary reasons for predicted 
impact in this area. In addition, the noise levels would be approximately 3 dB higher where the 
tracks would be on aerial structures for the Bundy and Pico overpasses. 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


There is no predicted noise impact for Segment 3 (Olympic). 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


Moderate noise impact is predicted for 28 multi-family residences. All of the predicted impacts 
are at an eight-story multi-family residential building located on the north side of the Expo ROW 
near 22nd Street and Colorado Boulevard. No severe noise impact is predicted along 
Segment 3a. 


Impact Summary by Alternative 


Table 3.12-8 (Summary of Operational Noise Impacts by Alternative Prior to Mitigation) provides 
a summary of the anticipated number of receptors impacted by operational noise for each 
alternative. 


Table 3.12-8 Summary of Operational Noise Impacts by Alternative Prior to 
Mitigation 


Alternative Moderate Impact Severe Impact 
No-Build 0 0 
TSM 0 0 
LRT 1: Expo ROW–Olympic Alternative 162 21 
LRT 2: Expo ROW–Colorado Alternative 162 49 
LRT 3: Venice/Sepulveda–Olympic Alternative 186 8 
LRT 4: Venice Sepulveda–Colorado Alternative 186 36 


 


Operational Mitigation Measures 


Mitigation measure MM NOI-1 is applicable to the locations in Table 3.12-6 (Summary of Noise 
Impact Assessment, Residential Land Uses) and Table 3.12-7 (Summary of Noise Impact 
Assessment for Institutional, Category 3 Land Uses) where the predicted noise levels exceed 
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the applicable moderate or severe impact threshold. The specific locations where noise 
mitigations are expected to be required are listed in Table 3.12-9 (Noise Mitigation Options and 
Locations). Final type, location, and extent of noise mitigations will be completed in Final 
Design. Proposed noise mitigation locations are shown on the Plan and Profile drawings 
included in Appendix E. The implementation of the proposed mitigation measures at locations 
identified will reduce operational noise levels below the FTA impact criteria for all identified 
receptors. 


Table 3.12-9 Noise Mitigation Options and Locations 


Civil Stations 
Side of 


Alignment Mitigation Options 
Segment 1: Expo ROW (LRT Alternatives 1 and 2) 
552+00 to 556+00 (between Palms Boulevard and 
Jasmine Avenue) South Sound Wall, Low-Impact Frog 


562+50 to 565+50 (between Jasmine Avenue and 
Motor Avenue) South Sound Wall 


597+50 to 611+00 (between Cheviot Drive and 
Overland Avenue) South Sound Wall 


612+00 to 619+00 (between Overland Avenue and 
Glendon Avenue) North Sound Wall 


612+00 to 619+00 (between Overland Avenue and 
Westwood Boulevard) South Sound Wall 


626+00 to 642+50 (between Westwood Boulevard and 
Military Avenue) North  Sound Wall, Low-Impact Frog 


626+00 to 651+00 (between Westwood Boulevard and 
Sepulveda Boulevard) South Sound Wall, Low-Impact Frog 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 
520+00 to 527+00 (between Canfield Avenue and 
Cardiff Avenue) North Sound Wall 


579+00 to 594+00 (between Westwood Boulevard and 
Military Avenue) South Sound Wall 


643+00 to 645+50 (north of the Sepulveda Channel) East Sound Wall, Low-Impact Frog 
642+50 to 645+5 (north of the Sepulveda Channel) West Sound Wall, Low-Impact Frog 
651+00 to 654+50 (north of Queensland Street) East Sound Wall, Low-Impact Frog 
651+00 to 654+50 (north of Queensland Street) West Sound Wall, Low-Impact Frog 
672+00 to 675+00 (between National Boulevard and 
Sardis Avenue) West Sound Wall  


685+00 to 699+00 (between the I-10 Freeway and 
Richland Avenue)  East Sound Wall 


Segment 2: Sepulveda to Cloverfield (All LRT Alternatives) 
663+00 to 665+50 (between the I-405 Freeway and 
Purdue Avenue) South Sound Wall 


667+00 to 670+50 (between Sawtelle Boulevard and 
Purdue Avenue) South Sound Wall 
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Table 3.12-9 Noise Mitigation Options and Locations 


Civil Stations 
Side of 


Alignment Mitigation Options 
686+00 to 715+50 (between Barry Avenue and 
Westgate Avenue) South Sound Wall 


Segment 3: Olympic (LRT Alternatives 1 and 3) 
— — — 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


776+00 to 779+00 (between 22nd Street and 20th Court) North Sound Walla, Improved Sound 
Insulation 


SOURCE: ATS Consulting 
a. A sound wall to mitigate this predicted impact may not be feasible. If that is the case, improved sound insulation is an optional 
noise mitigation measure. 


 


MM NOI-1 Solid, impervious objects that block the direct path between the sound source 
and the receiver shall be installed to reduce the sound level at the receiver, 
with sound walls being the preferred option. Sound walls are a common noise 
mitigation measure and have been widely used on highways and on rail 
transit lines. Alternatively, the Expo Authority may construct a landscaped 
berm parallel to the rail line or use low berms with a low wall along the top. As 
long as the wall, berm, or berm/wall combination reaches the same elevation, 
the acoustical performance will be equivalent. Except where noise impacts 
are due to special trackwork at crossovers and turnouts, the predicted noise 
impact can be eliminated with sound walls or berms that extend to heights of: 


• 6 to 8 ft above the top of rail for ballast and tie track sections 


• 3.5 to 4 ft above the top of rail on aerial structures 


The wall heights can be reduced by 6 to 12 inches if an acoustically 
absorbent surface treatment is used on the track side of the wall. 


Additionally, in areas where crossovers would be located near sensitive 
receptors, low-impact frogs may be either an alternative to sound walls or 
supplemental measure to sound walls. There are several different types of 
low-impact frogs that could be used. 


If during Final Engineering or Operations it is determined that measures 
described above are not practicable or do not provide sufficient noise 
mitigation, the Expo Authority or Metro, as appropriate, shall provide for 
sound insulation of residences and other noise-sensitive facilities as a 
another alternative that could be used. Sound insulation involves upgrading 
or replacing existing windows and doors, and weather stripping windows and 
doors. Installing a mechanical ventilation system may be needed so that 
windows do not need to be opened for ventilation. 
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Audible Warnings Impacts 


It is assumed that the audible warnings at gate-protected at-grade crossings will consist of 
ringing bells on the masts of the crossing gates and sounding the low-volume horn (the 
quacker) on the vehicle. Because the noise from the quacker adds only a marginal amount to 
the noise exposure at speeds of 35 mph and greater and because train speeds greater than 
35 mph have been assumed for all gate-protected crossings where the quacker would be 
sounded, the quacker has not been included as a separate source in the noise analysis. The 
emergency horn, which is 10 dB louder than the quacker, will be used infrequently and also has 
not been included in the noise analysis. 


The predicted Ldn from bell noise at the FTA Category 2 and Category 3 land uses closest to the 
crossings are shown in Table 3.12-10 (Predicted Levels of Crossing Bell Noise). Shown in the 
table are the predicted noise levels for only the impacted areas: 


• No Mitigation (column “No Mitig”): Bells installed as typically delivered from the 
suppliers. 


• Reduced Bell Volume (column “Lower Vol”): The bell sound level is reduced to near the 
minimum required by the CPUC. Bells as supplied usually are set to a sound level of 
85 dBA at 10 ft. and the minimum sound level required by the CPUC for crossing bells is 
75 dBA. Simply adjusting the bell volume reduces noise levels by 10 dB. As seen in 
Table 3.12-10 (Predicted Levels of Crossing Bell Noise), this is sufficient to eliminate all 
of the predicted noise impact from crossing bells. 


Table 3.12-10 Predicted Levels of Crossing Bell Noise 


Ldn
a (dBA) 


Segment Street Quad. Clustere Exist 
Impact 
Threshb 


No
Mitigc


Lower
Vold 


SE 3 68 63 64 54 Segment 1: Expo ROW (LRT 
Alternatives 1 and 2) Bagley 


SW 4 68 63 60 50 
NE School 59 e 62 e 59e 49 e 
SE 38 56 56 56 46 
SW 39 58 57 60 50 


Segment 1: Expo ROW (LRT 
Alternatives 1 and 2) Overland 


NW 25 59 57 57 47 
NE 28 59 57 60 50 
SE 42 59 57 59 49 
SW 43 59 57 61 51 


Segment 1: Expo ROW (LRT 
Alternatives 1 and 2) Westwood 


NW 29 59 57 58 48 
NE 34 59 57 61 51 
SE 48 59 57 59 49 Segment 1: Expo ROW (LRT 


Alternatives 1 and 2) Military 
SW 49 59 57 61 51 


Segment 1: Expo ROW (LRT 
Alternatives 1 and 2) Sepulveda SE 52 60 58 59 49 
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Table 3.12-10 Predicted Levels of Crossing Bell Noise 


Ldn
a (dBA) 


Segment Street Quad. Clustere Exist 
Impact 
Threshb 


No
Mitigc


Lower
Vold 


Segment 1a: Venice/Sepulveda LRT 
Alternatives 3 and 4) No gate-protected crossings 


SE 100 59 57 61 51 Segment 2: Sepulveda to Cloverfield 
(All LRT Alternatives) Barrington 


SW 101 59 57 59 49 
Segment 3: Olympic (LRT 
Alternatives 1 and 3) No gate-protected crossings 


Segment 3a: Colorado (LRT 
Alternatives 2 and 4) 17th Street No noise sensitive receptors at crossing 


SOURCE: ATS Consulting 
Numbers in shaded cells exceed the FTA moderate impact threshold. 
a. Ldn from bell noise only. 
b. FTA threshold for moderate noise impact. 
c. Bell noise at closest receivers using bells as delivered from suppliers. 
d. Bell noise at closest receivers with bell sound level adjusted to be just above the minimum required by the CPUC. 
e. Closest group of sensitive receptors. Refer to Noise and Vibration Technical Background Report for drawings showing the 
locations and properties included in each cluster. 


 


Impact Summary by Alternative 


Table 3.12-11 (Summary of Audible Warnings Impacts by Alternative Prior to Mitigation) 
provides a summary of the anticipated number of receptors impacted by audible warnings for 
each alternative. 


Table 3.12-11 Summary of Audible Warnings Impacts by Alternative Prior to 
Mitigation 


Alternative Number of At-Grade Crossings with Impacts 
No-Build 0 
TSM 0 
LRT 1: Expo ROW–Olympic Alternative 12 
LRT 2: Expo ROW–Colorado Alternative 12 
LRT 3: Venice/Sepulveda–Olympic Alternative 2 
LRT 4: Venice Sepulveda–Colorado Alternative 2 


 


Audible Warnings Mitigation Measures 


Mitigation measure MM NOI-2 would reduce crossing bell noise levels below the FTA’s 
moderate impact thresholds. 
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MM NOI-2 The volume of crossing bells shall be reduced to the bottom of the CPUC-
approved range. This step is sufficient to reduce the bell noise to below the 
applicable FTA impact thresholds. 


Wheel Squeal Impacts 


Wheel squeal noise is generated by the slip-stick interaction of the wheels and rails as light-rail 
vehicles negotiate tight-radius curves. Wheel squeal can usually be controlled through 
(1) application of friction modifier to the railhead or the wheel tread, (2) application of lubricant to 
the gage face of the rail or the wheel flange, or (3) optimization of the wheel and rail profiles. 
Steps would be taken in the design and maintenance of the tracks to minimize or eliminate 
wheel squeal. These steps include use of resilient wheels, which are now standard on Metro 
light-rail systems, and a maintenance program of periodically truing wheels that eliminates 
wheel flats and maintains an optimum profile. In addition, lubrication using either onboard or 
wayside lubrication systems would be considered. 


The LRT Alternatives have relatively few tight radius curves. For this analysis it has been 
assumed that squeal could occur at any curve with a radius of less than 600 ft. Table 3.12-12 
(Predicted Levels of Wheel Squeal Noise) shows the predicted levels of wheel squeal at FTA 
land use Category 2 (residential) and Category 3 (institutional) land uses assuming that no 
measures are taken to control squeal. The clusters of sensitive receptors are the same as used 
in assessing the noise from Light-Rail Vehicle Operations discussed above. Aerial photographs 
showing buildings considered to be sensitive receptors in each cluster are included in the Noise 
and Vibration Technical Background Report. Table 3.12-12 (Predicted Levels of Wheel Squeal 
Noise) shows that potential noise impact from wheel squeal could occur at two clusters in 
Segment 1, three in Segment 1a, and two in Segment 3. The clusters are residential land uses 
except for Cluster 14 in Segment 3 that is a school. For two of the clusters in Segment 1a, noise 
impact is predicted without wheel squeal. For the remaining clusters, eliminating wheel squeal 
would eliminate the predicted noise impact. 


Table 3.12-12 Predicted Levels of Wheel Squeal Noise 


Ldn
b (dBA) 


Impact 
Thresholdc 


Curve Locations Clustera 
Dist.
(ft) Exist Mod Severe 


Worst 
Cased Impact 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


East Entrance to I-10 underpass 13 
14 


40 
140 


68 
68 63 68 69 


64 
Severe


Mod 
Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 
Turn onto Venice from Station No sensitive receptors near curve 


Venice to Sepulveda 73 
97 


48 
80 


72 
60 


65 
58 


71 
64 


71 
72 


Severe
Severe 


Sepulveda to Expo ROW 84 60 71 65 70 73 Severe 
Segment 2: Sepulveda to Cloverfield, no tight radius curves (All LRT Alternatives) 
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Table 3.12-12 Predicted Levels of Wheel Squeal Noise 


Ldn
b (dBA) 


Impact 
Thresholdc 


Curve Locations Clustera 
Dist.
(ft) Exist Mod Severe 


Worst 
Cased Impact 


Segment 3: Olympic (LRT Alternatives 1 and 3) 


Turn onto Olympic at 22nd St. 113 
14e 


88 
90 


71 
66e 


65 
67 


70 
72e 


69 
71e 


Mod 
Mod 


20th Street No sensitive receptors near curve 
5th Street No sensitive receptors near curve 
4th Street No sensitive receptors near curve 
Segment 3a: Colorado (LRT Alternatives 2 and 4) 
18th Street No sensitive receptors near curve 
17th Street No sensitive receptors near curve 
4th Street No sensitive receptors near curve 
SOURCE: ATS Consulting 
a. Closest group of sensitive receptors. Refer to Noise and Vibration Technical Background Report for drawings showing the 
locations and properties included in each cluster. 
b. Ldn from train operations including wheel squeal only. 
c. FTA moderate/severe impact thresholds. 
d. Worst case consists of substantial wheel squeal plus normal train noise. 
e. Cluster 14 is a school. The FTA impact thresholds and the predicted noise levels are hourly Leq during rush hour. 


 


Impact Summary by Alternative 


Table 3.12-13 (Summary of Wheel Squeal Impacts by Alternative Prior to Mitigation) provides a 
summary of the anticipated number of receptors impacted by wheel squeal noise for each 
alternative. 


Table 3.12-13 Summary of Wheel Squeal Impacts by Alternative Prior to Mitigation 


Alternative Number of Clusters Impacted by Wheel Squeal 
No-Build 0 
TSM 0 
LRT 1: Expo ROW–Olympic Alternative 4 
LRT 2: Expo ROW–Colorado Alternative 2 
LRT 3: Venice/Sepulveda–Olympic Alternative 5 
LRT 4: Venice Sepulveda–Colorado Alternative 3 
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Wheel Squeal Mitigation Measures 


Mitigation measure MM NOI-3 would reduce wheel squeal noise levels below the FTA’s impact 
thresholds for all receptors except those in Clusters 97 and 84. MM NOI-3 includes eliminating 
wheel squeal through means such as vehicle mounted or wayside applicators of friction 
modifier. Since wheel squeal noise levels would still exceed the FTA moderate impact threshold 
for receptors in Clusters 97 and 84, the mitigation measures discussed above for LRT noise will 
be required in addition to taking measures to eliminate wheel squeal noise. 


MM NOI-3 If wheel squeal occurs that is sufficient to cause community noise levels that 
exceed the applicable FTA moderate impact thresholds, measures to reduce 
wheel squeal, such as rail or wheel lubrication, will be considered by Metro. 
If, by the end of the first year of service, noise from wheel squeal cannot be 
reduced to below the FTA moderate noise impact thresholds, the noise 
mitigation measures discussed in measure MM NOI-1 would be applied to 
further reduce levels of wheel squeal so that the levels are below the FTA 
moderate impact thresholds. No additional mitigation is required. 


Ancillary Equipment Impacts 


TPSS units are the only ancillary equipment associated with the proposed project with the 
potential for causing noise impacts. There would be approximately 8 to 9 TPSS units distributed 
along the proposed project, including one in the Maintenance Facility site. The number of TPSS 
units varies depending upon the LRT Alternative. An additional 4 to 5 sites have been identified 
and studied to provide optional locations. Several of the selected sites are adjacent to 
residential land uses. As is standard in purchase contracts for TPSS units, maximum noise 
limits for both the transformer hum and any cooling systems would be included in the contract 
specifications to minimize the potential for noise impacts. 


For Expo Phase 1 the specifications limit noise to a maximum of 50 dBA at a distance of 50 ft 
from any part of a TPSS unit. The cooling fans are the major noise source. The Metro Design 
Criteria includes a design goal that noise from continuous sources, such as TPSS units, should 
not exceed the ambient noise level. The ambient for residential land uses is defined as the 
nighttime Leq. For noise sources that have a noticeable tonal component, which will sometimes 
happen with TPSS units, the design goal is to reduce TPSS noise to 5 dB below the ambient. 
The evaluation of the TPSS at the Maintenance Facility is addressed separately as part of the 
overall assessment of noise sources at that facility. 


Table 3.12-14 (Predicted TPSS Noise) shows the predicted levels of TPSS noise for each of the 
sites being considered. The predictions are for the worst-case with the TPSS unit located at the 
property line closest to the residences. The measured nighttime Leq at the long-term noise 
monitoring position closest to each site is also shown. Considering that the TPSS noise could 
have a tonal component, mitigation needs to be considered even if the predicted TPSS noise is 
equal to below, but within 5dB, of the existing nighttime ambient. 
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Table 3.12-14 Predicted TPSS Noise 


TPSS 
Unit 
Site Seg. Location 


Closest
Resid.a 


Existing 
Nighttime, 
Leq


b (dBA) 


Max TPSS
Noisec,d 
(dBA) 


1 1 SE of Exposition Blvd and Clarington Ave. 10 ft 61 (LT-1) 63 
2 1 SE. of Exposition Blvd. and Hughes Ave. 10 ft 61 (LT-1) 63 
3 1 Exposition Blvd. and Overland Ave. 40 ft 52 (LT-4) 51 
4 1a NW. corner of Venice Blvd. and Motor Ave. — — — 
5 1a NE. corner of Venice Blvd. and Sepulveda Blvd. 100 ft 59 (LT-6) 43 
6 1a NW. corner of Sepulveda Blvd. and Clover Ave. — — — 
7 2 Exposition Blvd. and Sepulveda Blvd. 60 ft 59 (LT-6) 47 
8 2 NE of Exposition Blvd. and Barrington Ave. 40 ft 51 (LT-8) 51 


9 2 West of Cloverfield Blvd. near Olympic/26th St. 
Station — — — 


10 3 South of Olympic Blvd. and west of 17th Street 20 ft 59 (LT-11) 57 
11 3 Colorado/4th Street Station — — — 
12 3 West of 16th Street between Olympic and I-10 20 ft 59 (LT-11) 57 
13 3 Near Olympic/17th Street Station 20 ft 59 (LT-11) 57 
14 3a SE. corner of Colorado Avenue and 17th Street — — — 
15 3a Colorado/4th Street Station — — — 


SOURCE: ATS Consulting, 2008 
a. Assuming worst case of TPSS being located at property line closest to residence with fan directed towards residences. 
b. Measured Leq over nighttime hours of 10:00 P.M. to 7:00 A.M. The measurement sites used to characterize the nighttime Leq 
are shown in parentheses. 
c. Maximum noise based on standard specification used for Phase 1 TPSS units. The noise limit is a maximum noise level of 
50 dBA at 50 ft from any part of the TPSS. 
d. Shaded cells indicate sites where TPSS noise would be equal to or within 5 dB below the existing nighttime Leq. 


 


Impact Summary by Alternative 


Table 3.12-15 (Summary of TPSS Impacts by Alternative Prior to Mitigation) provides a 
summary of the anticipated number of impacted locations associated with the placement of 
traction power substations for each alternative. 


Table 3.12-15 Summary of TPSS Impacts by Alternative Prior to Mitigation 


Alternative Number of Locations Impacted by TPSS Noise 
No-Build 0 
TSM 0 
LRT 1: Expo ROW–Olympic Alternative 7 
LRT 2: Expo ROW–Colorado Alternative 4 
LRT 3: Venice/Sepulveda–Olympic Alternative 4 
LRT 4: Venice Sepulveda–Colorado Alternative 1 
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Ancillary Equipment Mitigation Measures 


Mitigation measure MM NOI-4 would reduce impacts associated with TPSS locations. 


MM NOI-4 Noise levels would be sufficient to warrant mitigation at 7 of the 15 proposed 
TPSS sites. All noise impacts can be eliminated by (1) specifying a noise limit 
of 44 dBA at 50 ft from any part of the TPSS units that would be used at sites 
1, 2, 3, 8, 10, 12, and 13, and (2) locating the TPSS units at sites 1 and 2 at a 
minimum of 20 ft from the closest residential land use. 


Maintenance Facility 


Table 3.12-16 (Predicted Maintenance Facility Noise) shows the predicted noise levels from 
Maintenance Facility activities at the residences along Exposition Boulevard south of the 
proposed Stewart Street site for the Maintenance Facility. The predicted noise levels exceed the 
FTA moderate impact threshold at 21 residences. At 8 of the 21 residences the predicted noise 
levels exceed the FTA severe impact threshold. The dominant noise sources at all of the 
residences are the car wash and the blowdown facility. 


Table 3.12-16 Predicted Maintenance Facility Noise 


Maintenance Facility Ldn (dBA) Number of Impacts 
Impact Threshold Civil 


Stationa  Clusterb  


Existing 
Ldn 


(dBA) Moderate Severe 
Maint. Facility 


Noisec Moderate Severe 


553+50 M1 58 57 63 54 — — 
614+00 M2 58 57 63 59 — 4 
617+00 M3 58 57 63 63 — 4 
627+50 M4 58 57 63 61 4 — 
631+00 M5 58 57 63 61 4 — 
634+00 M6 58 57 63 59 5 — 


SOURCE: ATS Consulting 
a. Civil Station refers to the locating system used on design drawings. 
b. Groups of residences along south side of Exposition Blvd. south of Stewart Street site. Refer to the Noise and Vibration 
Technical Background Report for drawing showing the residences in each cluster. 
c. Predicted noise levels from all activities expected to occur at Maintenance Facility. 


 


Maintenance Facility Mitigation Measures 


The predicted levels of noise from the Maintenance Facility exceed the applicable FTA noise 
impact thresholds at most of the residences immediately south of the proposed site for the 
Maintenance Facility. Mitigation measure MM NOI-5 would reduce the predicted noise levels to 
below the FTA moderate impact threshold. 


MM NOI-5 An 8- to 10-foot-high sound wall shall be installed along the southern property 
line of the Maintenance Facility. The wall height can be reduced to 6 to 8 feet 
high if the car wash and blowdown facilities are designed to generate lower 
noise levels than standard facilities. This can be achieved through the use of 
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silencers on compressors and fans, minimizing openings on the south side of 
the blowdown and car wash buildings, and constructing the south walls of the 
facilities of masonry, brick, or wood studs with insulation in the cavities 
instead of sheet metal. 


Implementation of mitigation measures MM NOI-1 through MM NOI-5 would reduce operational 
noise impacts to less than significant. 


Criterion Would the project expose the public to, or generate, excessive groundborne 
vibration, groundborne noise levels, or vibration levels in buildings 
exceeding the FTA vibration impact criteria? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The I-405 Widening project would 
increase lanes of travel in elevated sections over the corridor and would not increase vibration 
impacts. The No-Build Alternative also assumes full implementation of the various bus 
programs, with continued bus operation along city streets. There would be no operational 
vibration associated with the aerial roadway or the on-street bus operations associated with No-
Build Alternative. The No-Build Alternative would result in no impact relative to groundborne 
vibration, groundborne noise levels, or vibration levels in buildings. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. Because there would be no operational vibration associated with 
the TSM Alternative, there would be no impact. 


LRT Alternatives 


As discussed in Section 3.12.3 (Regulatory Setting), the FTA guidelines provide two criteria for 
assessing vibration impacts. The first criterion is based on the overall vibration velocity level and 
is intended for use with a General Assessment. The key thresholds applicable to the Expo 
Phase 2 project are a maximum vibration level of 72 VdB for Category 2 (residential) land uses 
and 75 VdB for Category 3 (institutional) land uses. The second FTA criterion is based on the 
spectrum of the predicted vibration. Impacts would occur if any 1/3-octave band level of the 
predicted vibration spectrum exceeds the impact threshold. The threshold for residential land 
uses is 72 VdB over the frequency range of 8 to 80 Hz. This means that an impact would occur 
if any ⅓-octave band level between 8 and 80 Hz is predicted to exceed 72 VdB. FTA indicates 
that the second criterion is intended for use with a Detailed Assessment when vibration 
propagation testing has been performed and the predictions include the vibration spectrum. As 
discussed in Section 3.12.2 (Existing Conditions), vibration propagation tests were performed at 
10 locations in the project corridor. Therefore, it is appropriate to apply the Detailed Assessment 
criteria to more accurately identify potential vibration impacts. 
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After applying the General Assessment criteria, the potential for vibration impact was identified 
at a number of residential land uses in the project corridors and at several institutional land 
uses. The number of potential impacts was reduced considerably after applying the Detailed 
Assessment criteria. The remaining potential impacts are summarized in Table 3.12-17 
(Summary of Vibration Impact Assessment, Residential [Category 2] Land Uses) for residential 
land uses and in Table 3.12-18 (Summary of Vibration Impact Assessment for Institutional 
[Category 3] Land Uses) for institutional land uses. 


Table 3.12-17 Summary of Vibration Impact Assessment, Residential (Category 2) 
Land Uses 


Civil 
Station  


Land 
Use Clustera


Number of 
Dwelling 


Units 


Near 
Track 
Dist
(ft) 


Speed 
(mph)


Cross-
overb 


Aerial
Struc.c


Max 
Spectral 
Leveld 
(VdB) 


Impact 
Thresh.e 


(VdB) 


Amount 
Exceeded


(dB) 
Segment 1: Expo ROW (LRT Alternatives 1 and 2) 
553+50 MFR 11 6 80 45 Yes No 78 72 6 
639+00 SFR 33 6 115 55 Yes No 76 72 4 
640+00 SFR 48 6 115 55 Yes No 76 72 4 
Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 
644+00 MFR 77 10 68 35 Yes Yes 73 72 1 
653+00 MFR 79 10 70 35 Yes Yes 73 72 1 
653+00 MFR 90 20 47 35 Yes Yes 76 72 4 
644+00 MFR 92 10 49 35 Yes Yes 76 72 4 
Segment 3a: Colorado (LRT Alternatives 2 and 4) 
777+00 MFR 114 28 20 55 No Yes 75 72 3 
SOURCE: ATS Consulting 
SFR = single-family residence; MFR = multi-family residence 
a. The clusters of sensitive receptors are the same as used for the noise analysis. The Noise and Vibration Technical Background 
Report includes an appendix that shows the locations and buildings included in each cluster. 
b. Identifies whether special trackwork for a crossover is located near the cluster. 
c. The vibration path through the aerial structure is assumed to reduce vibration levels by 5 decibels relative to standard at-grade 
track. 
d. Maximum predicted vibration level in any 1/3-octave band. 
e. FTA impact threshold for a Detailed Assessment. The “Residential Night” curve has been used for residential land uses. Refer to 
the Noise and Vibration Technical Background Report. 
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Table 3.12-18 Summary of Vibration Impact Assessment for Institutional (Category 3) 
Land Uses 


Civil 
Station  Desc. Clustera  


Near 
Track 


Dist. (ft) 
Speed
(mph)


Cross-
overb Aerial


Max Spectral 
Levelc (VdB) 


Impact 
Thresh.d 


(VdB) 


Amt. 
Exceeded


(dB) 
Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


555+00 
Boy 


Scouts 
Building 


2 25 50 Yes No 89 75 14 


SOURCE: ATS Consulting 
a. The clusters of sensitive receptors are the same as used for the noise analysis. The Noise and Vibration Technical Background 
Report includes an appendix that shows the locations and buildings included in each cluster. 
b. Indentifies whether special trackwork for a crossover is located near the cluster. 
c. Maximum predicted vibration level in any 1/3-octave band. 
d. FTA impact threshold for a Detailed Assessment. The “Residential Day” curve has been used for institutional land uses. 
 


As shown in Table 3.12-17 (Summary of Vibration Impact Assessment, Residential [Category 2] 
Land Uses), potential for vibration impact is predicted at 18 residences in Segment 1; 
50 residences in Segment 1a; and 28 residences in Segment 3a. No vibration impact is 
predicted for Segment 2 or Segment 3. The 28 potential vibration impacts for Segment 3a would 
all be in the same building, an eight-story apartment building located a few feet from the right-of-
way where the tracks would cross Olympic Boulevard. As shown in Table 3.12-18 (Summary of 
Vibration Impact Assessment for Institutional [Category 3] Land Uses), potential for vibration 
impact is predicted at the building on National Boulevard used by the Boy Scouts of America. 
This building is on Segment 1. Overall, the majority of the vibration impacts are at locations 
where there would be special trackwork for crossovers. This is because the banging as the 
wheels pass through the rail gaps in frogs causes vibration levels that are up to 10 dB higher 
than for normal track. 


Several of the buildings where vibration impact is predicted are larger buildings of the type that 
tend to have lower vibration levels because of attenuation at the soil/foundation interface. 
Because this attenuation varies widely from building to building, it has not been accounted for in 
the predictions, which means that the vibration inside some of the buildings where impact is 
predicted may be substantially overestimated. Site-specific vibration propagation testing, 
including measurements inside the vibration sensitive spaces of the buildings, should be 
performed at these buildings during the design phase to more accurately define the vibration 
mitigation requirements. 


Impact Summary by Alternative 


Table 3.12-19 (Summary of Operational Vibration Impacts by Alternative Prior to Mitigation) 
provides a summary of the anticipated number of impacted locations associated with 
operational vibration for each alternative. 
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Table 3.12-19 Summary of Operational Vibration Impacts by Alternative Prior to 
Mitigation 


Alternative 
Number of Locations Impacted 


by Operational Vibration 
No-Build 0 
TSM 0 
LRT 1: Expo ROW–Olympic Alternative 19 
LRT 2: Expo ROW–Colorado Alternative 47 
LRT 3: Venice/Sepulveda–Olympic Alternative 50 
LRT 4: Venice Sepulveda–Colorado Alternative 78 


 


Operational Vibration Mitigation Measures 


Implementation of the LRT Alternatives has the potential to create vibration impact at 
residences and institutional buildings. Compliance with existing regulations and implementation 
of mitigation measure MM NOI-6 would ensure that this impact is reduced below the FTA impact 
criteria. 


MM NOI-6 Further site-specific testing shall be performed during the Preliminary 
Engineering Design where potential for vibration impact has been identified. 
Where vibration impact is still predicted, the vibration energy transmitted into 
the ground shall be decreased by (1) use of low impact frogs to reduce the 
banging at special trackwork, and/or (2) installation of a resilient layer 
between the tracks and the ground. There are a number of different 
approaches to installing resilient elements in track to reduce vibration. 
Vibration-reducing design specifications for the track sections shall be 
determined in consultation with a qualified vibration scientist or engineer 
during the design phase. 


The specific locations where vibration mitigations are expected to be required 
are listed in Table 3.12-20 (Anticipated Vibration Mitigation Locations). Final 
type, location, and extent of such mitigations will be determined in Final 
Design. 
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Table 3.12-20 Anticipated Vibration Mitigation Locations 


Segment Location of Impacts 
Mitigation Locations


(Civil Stations)a 
North and south of tracks 551+00 to 561+00 
North of Tracks 636+00 to 642+00 Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


South of Tracks 635+50 to 641+50 
North and south of tracks 642+00 to 645+00 Segment 1a: Venice/Sepulveda (LRT 


Alternatives 3 and 4) North of tracks 651+00 to 655+50 
Segment 2: Sepulveda to Cloverfield (All LRT 
Alternatives) None — 


Segment 3: Olympic (LRT Alternatives 1 and 3) None — 
Segment 3a: Colorado (LRT Alternatives 2 and 4) North of tracks 775+00 to 780+00 
SOURCE: ATS Consulting, 2008 
a. Civil Station refers to the locating system used on design drawings. 


 


Implementation of mitigation measure MM NOI-6 would reduce operational vibration impacts to 
less than significant. 


Criterion Would the project cause a substantial permanent increase in ambient noise 
levels in the project vicinity above levels existing without the project? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. The No-Build Alternative assumes full implementation of the Metro Rapid Bus 
program, with continued operation along city streets and widening of the I-405. As discussed 
previously, the No-Build Alternative would not result in any increase in noise associated with 
light-rail vehicle operation, audible warnings, wheel squeal, ancillary equipment, or other 
sources from the proposed project. Traffic increases on the I-405 will result in increased noise 
levels that are mitigated by proposed sound walls. The No-Build Alternative would result in a 
less-than-significant impact relative to permanent ambient noise. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The additional buses included in the TSM Alternative would not 
result in a substantial increase in ambient noise levels above those of the No-Build Alternative. 
Therefore, the TSM Alternative would result in a less-than-significant impact. 
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LRT Alternatives 


As discussed previously, permanent sources of ambient noise associated with the LRT 
Alternatives include light-rail vehicle operation, vehicular traffic, audible warnings, wheel squeal, 
ancillary equipment, and other sources. Compliance with existing regulations and 
implementation of mitigation measures MM NOI-1 through MM NOI-5 would ensure that impacts 
would remain less than significant. 


Criterion Would the project cause a substantial temporary or periodic increase in 
ambient noise levels in the project vicinity above levels existing without the 
project? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. The No-Build Alternative assumes full implementation of the Metro Rapid Bus 
program, with continued operation along city streets. The I-405 Widening involves the addition 
of lanes to the existing freeway on elevated structure above the Expo Phase 2 ROW. Those 
projects would not result in periodic or temporary sources of noise associated with operations. 
The No-Build Alternative would result in no impact relative to temporary or periodic increases in 
ambient noise. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative bus operations would not involve periodic or 
temporary sources of noise. The TSM Alternative would result in no impact. 


LRT Alternatives 


As discussed previously, periodic sources of noise associated with the LRT Alternatives include 
light-rail vehicle operation, vehicular traffic, audible warnings, and other sources. Compliance 
with existing regulations and implementation of mitigation measures MM NOI-1 through 
MM NOI-6 would ensure that impacts would remain less than significant. 


Criterion Would the project expose people residing or working in the project site to 
excessive noise levels from a project located within an airport land use plan 
or, where such a plan has not been adopted, within 2 miles of a public 
airport or public use airport? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. The No-Build Alternative would not substantially increase residential population or 
employment in the project area, and employees would not be exposed to substantial airport 
noise because they would generally be indoors (within automobiles or the cabin of buses) or 
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would be exposed to airport noise for only short, temporary periods. The No-Build Alternative 
would result in no impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative would not substantially increase employment, 
and employees hired for the TSM Alternative would not be exposed to substantial airport noise 
because they would generally be indoors (within automobiles or the cabin of buses) or would be 
exposed to airport noise for only short, temporary periods. The TSM Alternative would result in 
no impact. 


LRT Alternatives 


Much of the LRT Alternatives are within 2 miles of Santa Monica Municipal Airport. None of the 
proposed LRT Alternatives involves the construction of residential or other habitable uses within 
the bounds of the applicable airport land use plan for Los Angeles County and the Santa Monica 
Municipal Airport. Therefore, the LRT Alternatives would not expose residents to excessive 
noise levels from a public airport. The LRT Alternatives would not substantially increase 
employment, and employees hired for the LRT Alternatives would not be exposed to substantial 
airport noise because they would generally be indoors (within the cabin of LRT vehicles) or 
would be exposed to airport noise for only short, temporary periods. Therefore, noise exposures 
would not be excessive, and no impact would occur. 


Criterion Would the project expose people residing or working in the project site to 
excessive noise levels from a project located within the vicinity of a private 
airstrip? 


No-Build Alternative 


The No-Build Alternative is not within the vicinity of a private airstrip. Therefore, there would be 
no impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative is not within the vicinity of a private airstrip. Therefore, there would be no 
impact. 


LRT Alternatives 


The LRT Alternatives are not within the vicinity of a private airstrip. Therefore, none of the LRT 
Alternatives would expose people to excessive noise levels associated with a private airstrip. 
No impact would occur. 












page 3.1-1


3.1. Introduction to the Environmental Analysis 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


3. ENVIRONMENTAL ANALYSIS 


3.1 Introduction to the Environmental Analysis 


This chapter contains the discussion of each environmental study topic for long-term or 
operational impacts of the alternatives. Chapter 4 (Construction Impacts) evaluates impacts to 
each study topic area that would occur during the construction period of the alternatives. 


3.1.1 Section Organization 


Each study topic is contained within a section in this chapter and is organized in the same way 
to support the reader in following the analysis. 


Introduction 


An introduction of the topic area and key considerations for the analysis is included within this 
subtitle. 


Existing Conditions 


Each section contains a description of the existing physical environment currently present in the 
study area. The study area is generally defined as 0.5 mile on each side of the proposed 
alternatives (1 mile total width). However, for topic areas such as Geology, Soils, and 
Seismicity; Hydrology/Water Quality; and Biological Resources, the discussions expand beyond 
this study area in order to provide context to the resource discussions. 


Regulatory Setting 


Where appropriate, each section contains an explanation of relevant federal, state, regional, 
and local regulations that apply to the topic being analyzed. 


Analytic Methodology 


Each section includes a discussion of the methodology used to determine whether an impact 
would occur and the relative severity of that impact. 


Criteria, Impact Evaluation, and Mitigation Measures 


Each section includes a statement of the significance criteria used for the evaluation, as well as 
discussion of the impacts and mitigations to address the impacts. 


A project may have the following types of impacts: 


• No Impact (NI)—Impact that does not exceed or modify the identified criteria 


• Beneficial Impact (B)—Impact that improves the condition relative to the criteria 


• Less-Than-Significant Impact (LTS)—Impact would cause no substantial adverse 
change in the environment 
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• Significant Impact (S)—Impact that exceeds the defined environmental criteria and can 
be eliminated or reduced through the implementation of feasible mitigation measures 


• Significant and Unavoidable Impact (SU)—Impact that exceeds the defined 
environmental criteria after the consideration of feasible mitigation measures 


Where mitigations are required they are called out as a mitigation measure with the initials MM, 
the topic they apply to is abbreviated, and each is numbered sequentially by topic. A sample, 
where AQ stands for Air Quality, is shown below. 


MM AQ-1 Analysis that concludes mitigation is needed would include them in the 
discussion, and show them indented and italicized per this sample. 


3.1.2 No-Build Alternative and Relationship to the Environmental Baseline 


The CEQA Guidelines states that the “purpose of describing and analyzing a no project 
alternative is to allow the public and decisionmakers to compare the impacts of approving the 
proposed project with the impacts of not approving the proposed project” (14 California Code of 
Regulations (“CEQA Guidelines”) Section 15126.6(e)(1)). The No-Build Alternative is included in 
the EIR to provide a basis for comparison of what would happen if a LRT Alternative or the TSM 
Alternative is not approved. 


The CEQA Guidelines makes a distinction between the environmental “baseline” and the no-
project alternative analysis. The CEQA Guidelines provide that the impacts of a project are 
normally determined by comparing the impacts of the project against the “physical 
environmental conditions in the vicinity of the project” (CEQA Guidelines Section 15125(a)). The 
CEQA Guidelines provides, however, that the EIR shall also examine “what would be 
reasonably expected to occur in the foreseeable future if the project were not approved, based 
on current plans and consistent with available infrastructure and community service” (CEQA 
Guidelines Section 15126.6(e)(2)). 


Consistent with the CEQA Guidelines, the No-Build Alternative is defined to consist of the 
existing transit services as well as improvements explicitly committed to be constructed by the 
year 2030 as defined in the Southern California Association of Governments (SCAG) Regional 
Transportation Plan (RTP).45 Accordingly, this No-Build Alternative includes only transit service 
and roadway construction projects that are programmed and funded and would be expected to 
occur, independent of and regardless of whether one of the proposed TSM or LRT Alternatives 
is approved. Of the various programmed construction improvements contained in the SCAG 
RTP, only the I-405 Widening (I-405 from the I-10 to US 101), the I-10 Robertson Interchange, 
and the Overland Avenue Bridge Widening (over I-10) involve potential changes to physical 
environment of the Expo Phase 2 project study area. 


In accordance with the CEQA Guidelines, the EIR evaluates the impacts of the project 
alternatives against existing conditions. The EIR also evaluates projected future traffic and air 
quality conditions with and without the project. This is necessary so that the public and the 
decision-makers may understand the future impacts on traffic and air quality of approving and 
not approving the project. In this manner, the EIR evaluates both the impact of the project 


                                                 
45 2008 Regional Transportation Plan: Making the Connections, adopted May 2008. 
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alternatives against current environmental conditions as well as comparing the impacts of the 
project against projected future traffic and air quality conditions. 


The future traffic and air quality conditions are based on the adopted official demographic and 
projections for the project area and region. Past experience with the adopted demographic 
projections indicate that it is reasonable to assume that the population of the project area and 
the region will continue to increase over the life of the project. The projected population 
increases will, in turn, result in increased traffic congestion and increased air emissions from 
mobile sources in the project area and in the region. 


3.1.3 Determination of Impacts 


Impacts of the LRT Alternatives 


As required by CEQA, impacts are defined as the change to existing or reasonably foreseeable 
conditions as a result of implementing a proposed project. Thus, construction of a new project 
will alter the physical environment. These changes to “on-the-ground” conditions need to be 
identified. A transportation project includes significant capital infrastructure and is intended to 
meet long-term needs. As a result, the permanent effects of those transportation projects are, 
and should be, evaluated based on a longer-term perspective that takes increases in population 
and programmed changes to the transportation system into account. Since the project is 
addressing both existing and long-term transportation shortfalls, that longer-term perspective 
should include reasonably foreseeable other improvements. 


For this project the long-term permanent impacts are evaluated against what is expected to be 
existing conditions in 2030. This assumes the planned growth (jobs and employment) and 
related funded transportation improvements as proposed in the SCAG RTP. In addition, short-
term impacts associated with the construction period (2011 to 2015) of the project have also 
been evaluated. 


The EIR identifies the significance of any physical impact of the project based on the 
comparison against existing physical conditions in the project area. With regard to impacts of 
the project on traffic and air quality, the EIR identifies the significance of the impact of the 
project (and the alternatives) by comparing future traffic and air quality conditions with and 
without the project. Because population and traffic are anticipated to increase over the life of the 
project, this approach provides the public and decision makers with a realistic evaluation of the 
significance of air quality and traffic impacts over the life of the project. 


Impacts of the No-Build Alternative 


The No-Build Alternative describes the future physical environmental conditions, including the 
population growth, jobs growth and the transportation improvements included in the RTP 
without the proposed TSM or LRT Alternatives. This allows decision makers to compare the 
impacts of approving one of the project alternatives with the impacts of not approving one of the 
project alternatives as represented by the No-Build in accordance with CEQA Guidelines 
Section 15126.6(e)(1). This EIR is intended to identify the impacts of the TSM or LRT 
Alternatives, as the proposed project, and to inform the decision makers and the public the 
consequences of not advancing the project. The evaluation of the effects of the comprehensive 
package RTP funded projects included in the No-Build Alternative is provided in the SCAG Draft 
RTP Program EIR (January 2008). 







page 3.1-4


3.1. Introduction to the Environmental Analysis 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


The SCAG RTP Program EIR clarifies that each project in the RTP is required to complete an 
individual project environmental clearance as that project advances through the development 
process. Relative to the RTP projects in the study area, a project-specific environmental 
document has been completed for the I-405 Sepulveda Pass Widening Project FEIR/EIS 
(January 2008). No project-level environmental clearance has yet been completed for the 
Overland Avenue widening project by the City of Los Angeles. The impact evaluation in this 
document has taken into account the impacts identified in the I-405 Widening FEIR/EIS, and 
has reasonably assumed that, related to the limited nature of the widening and/or their distance 
from the proposed Expo Phase 2 project, the I-10/Robertson Interchange and the Overland 
Avenue Widening would not measurably affect the TSM or LRT Alternatives impact findings. 


It should be clear that a decision to proceed, or not proceed, with an Expo Phase 2 project 
alternative will not affect progress on the remainder of the RTP projects. The impacts 
associated with those projects will happen regardless of whether the proposed Expo Phase 2 
project is approved or not. Thus, in describing the relevant effects of the No-Build Alternative, 
this EIR focuses on those resources where there would be a notable difference between the two 
scenarios, with this project and without this project. Thus, changes in vehicle miles traveled, for 
example, would be different for the No-Build Alternative and the LRT Alternatives, and could 
result in differences in air emissions, energy consumption, and greenhouse gas emissions that 
should be identified. 


3.1.4 Significance Thresholds 


The California Environmental Quality Act (CEQA) requires that an Environmental Impact Report 
(EIR) identify the significant environmental effects of the project (CEQA Guidelines 
Section 15126), but does not promulgate specific thresholds of significance. Instead, CEQA 
Guidelines Section 15064(b) states that “the determination … calls for careful judgment on the 
part of the public agency involved …” and that “an ironclad definition of significant effect is not 
possible because the significance of an activity may vary with the setting.” The fundamental 
definition of significant effect under CEQA is “a substantial adverse change in physical 
conditions.” This criterion underlies the evaluation of environmental impacts for most of the 
impact issues identified in the CEQA Environmental Checklist Form (CEQA Guidelines 
Appendix G). CEQA encourages lead agencies to develop and publish their own thresholds of 
significance for the purpose of determining the significant effects of their projects. 


Some impact categories lend themselves to scientific mathematical analysis, and therefore to 
quantification. Some categories have significant thresholds established by regulatory agencies, 
such as the California Department of Conservation or the South Coast Air Quality Management 
District (SCAQMD). For other impact categories that are more qualitative or are entirely 
dependent on the immediate setting, a hard-and-fast threshold is not generally feasible, and the 
“substantial adverse change in physical conditions” is applied as the significance criterion. 


Some resource criteria warrant both operational (long-term) and construction (short-term) 
consideration, while some apply only to operations and yet others only to construction. They are 
included accordingly in Chapter 3 (Environmental Analysis) and Chapter 4 (Construction 
Impacts). 


In the current analysis, the Exposition Metro Line Construction Authority (Expo Authority) has 
given careful consideration to the issue of significance and has established thresholds in 
coordination with public agencies to evaluate the effects of the Expo Phase 2 project under 
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CEQA. These significant thresholds are shown in Table 3.1-1 (Thresholds of Significance for 
Expo Phase 2). 
 


Table 3.1-1 Thresholds of Significance for Expo Phase 2 


Resource Impact CEQA Significance Threshold Source(s) 
Transportation/ 
Traffic 


• The project would cause a substantial increase in regional 
vehicle miles traveled (VMT) or vehicle hours traveled (VHT). 


• The project would cause a substantial decrease in daily 
transit trips, daily boardings, or transit mode share. 


• The project’s at-grade crossings would substantially disrupt 
traffic operations and / or would substantially affect 
emergency vehicle response. 


• The project would cause a substantial diversion of traffic 
onto a residential street  


• The project would cause an intersection’s level of service 
(LOS) under the No-Build to deteriorate from acceptable 
LOS to below LOS E or LOS F, or the proposed project 
would cause increase the average vehicle delay for the 
intersection by four seconds or more for intersections which 
are already operating at LOS E or LOS F under No-Build 
conditions. 


• The project would cause parking intrusion into adjacent 
neighborhoods or commercial areas where the demand for 
parking at a station exceeds the proposed parking lot 
capacity. 


• The project would exceed, either individually or cumulatively, 
a level of service standard established by the County 
congestion management agency for designated roads or 
highways. 


• The project would result in inadequate on-street parking 
capacity. 


• The project would result in loss of off-street parking area 
where the City requirements are no longer met (taking into 
account the proximity to mass transit) and replacement 
parking is no longer available (assuming that City 
requirements were met prior to the project). 


• The project would result in conflicts with the pedestrian safe 
routes to school, resulting in unsafe conditions (applicable 
only in the City of Los Angeles). 


• The project would result in unsafe conditions for pedestrians 
or bicyclists through the elimination of pedestrian/bicycle 
facilities or by making such facilities substandard, unsafe, or 
inaccessible. 


• The project would conflict with adopted policies supporting 
alternative transportation (e.g., bus turnouts, bicycle racks). 


Expo Authority; 
CEQA 
Guidelines, 
Appendix G, 
Checklist; City 
of Los Angeles; 
Executive Order 
13045 
regarding Child 
Environmental 
Health and 
Safety Risks 
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Table 3.1-1 Thresholds of Significance for Expo Phase 2 


Resource Impact CEQA Significance Threshold Source(s) 
Aesthetics • The project would result in an adverse effect on a scenic 


vista, or damage or remove important aesthetic features 
(e.g., removal of vegetation originally intended to enhance 
the appearance of the constructed environment). 


• Substantially damage a scenic resource or state scenic 
highway site and its surroundings, or damage or remove 
important aesthetic features (e.g., removal of vegetation 
originally intended to enhance the appearance of the 
constructed environment) 


• Substantially degrade the existing visual character or quality 
of the site and its surroundings. 


• Create a new source of light or glare that would adversely 
affect day or nighttime views in the area. 


Expo Authority 


Air Quality • Conflict with or obstruct implementation of the applicable air 
quality plan. 


• Violate any air quality standard or contribute substantially to 
an existing or projected air quality violation. 


• Exceed SCAQMD recommended threshold for daily 
emissions from construction and operation. 


• Result in a cumulatively considerable net increase of any 
criteria pollutant for which the proposed project region is in 
non-attainment under an applicable federal or state ambient 
air quality standard (including releasing emissions which 
exceed quantitative thresholds for ozone precursors, 
including VOCs and NO2). 


• Expose sensitive receptors to substantial pollutant 
concentrations. 


• Create objectionable odors affecting a substantial number of 
people. 


SCAQMD; 
CEQA 
Guidelines, 
Appendix G, 
Checklist; 
USEPA 
Transportation 
Conformity Rule


Global Climate 
Change 


• Would contribute to a regional increase in greenhouse gas 
emissions. 


Assembly Bill 
32 


Biological 
Resources 


• Result in a substantial adverse effect on any federally, state-, 
or locally designated sensitive species, including threatened, 
endangered, or candidate species as identified by the United 
States Fish and Wildlife and Service and/or the California 
Department of Fish and Game. 


• Result in a substantial adverse effect on riparian habitat or 
other sensitive natural communities. 


• Remove or have an adverse effect on any federally 
protected wetlands. 


• Interfere with the movement of any native or migratory fish or 
wildlife species. 


• Conflict with local policies or ordinances protecting biological 
resources. 


Expo Authority; 
CEQA 
Guidelines, 
Appendix G, 
Checklist; 
USFWS; CDFG 







page 3.1-7


3.1. Introduction to the Environmental Analysis 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Table 3.1-1 Thresholds of Significance for Expo Phase 2 


Resource Impact CEQA Significance Threshold Source(s) 


• Conflict with the provisions of an adopted Habitat 
Conservation Plan (HCP). 


Cultural 
Resources 


• Adverse effects under CEQA to previously unidentified 
archaeological resources. 


• Physical destruction, damage, or alteration of all or part of 
California Register-eligible archaeological resources, thus 
creating significant impacts under CEQA. 


• Physical destruction, damage, or alteration of all or part of 
California Register-eligible historic properties, thus creating 
significant impacts under CEQA. 


• Introduce visual, audible, or atmospheric elements that are 
out of character with California Register-eligible historical 
resources or alter their setting, thus creating significant 
impacts under CEQA. 


Expo Authority; 
CEQA 
Guidelines; 
NHPA 
Section 106 


Geology, Soils, 
and Seismicity 


• Expose people or structures to potential substantial adverse 
effects, including the risk of loss, injury, or death involving: 


− Rupture of a known earthquake fault, as delineated 
on the most recent Alquist-Priolo Earthquake Fault 
Zoning Map issued by the State Geologist for the 
area or based on other substantial evidence of a 
known fault. Refer to Division of Mines and Geology 
Special Publication 42. 


− Strong seismic groundshaking 
− Seismic-related ground failure, including liquefaction 
− Landslides 


• Result in substantial soil erosion or the loss of topsoil. 
• Be located on a geologic unit or soil that is unstable, or that 


would become unstable as a result of the project, and 
potentially result in on- or off-site landslide, lateral spreading, 
subsidence, liquefaction, or collapse. 


• Be located on expansive soil, as defined in Table 18-1-A of 
the CBC (2001), creating substantial risks to life or property. 


Expo Authority; 
CEQA 
Guidelines, 
Appendix G, 
Checklist 


Hazards and 
Hazardous 
Materials 


• Routinely expose the public or the environment to hazardous 
materials. 


• Create the potential for upset or accident conditions involving 
the release of hazardous materials. 


• Emit hazardous emissions or handle hazardous materials, 
substances, or waste within one-quarter-mile of an existing 
or proposed school. 


• Be located on a site which is included on a list of hazardous 
materials sites compiled pursuant to Government Code 
Section 65962.5. 


• Be located within two miles of a public airport or public use 


CEQA 
Guidelines, 
Appendix G, 
Checklist; 
Executive Order 
13045 
regarding Child 
Environmental 
Health and 
Safety Risks 
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Table 3.1-1 Thresholds of Significance for Expo Phase 2 


Resource Impact CEQA Significance Threshold Source(s) 
airport where the Project would result in a safety hazard for 
people residing or working in the Project area. 


• Physically interfere with an adopted emergency response or 
evacuation plan. 


• Expose people or structures to a significant risk of loss, 
injury, or death involving wildland fires, including where 
wildlands are adjacent to urbanized areas or where 
residences are intermixed with wildlands. 


Hydrology/ 
Water Quality 


• Conflict with applicable legal requirements related to 
hydrology or water quality, including a violation of state water 
quality standards or waste discharge requirements. 


• Substantially degrade groundwater quality or interfere with 
groundwater recharge, or deplete groundwater resources in 
a manner that would cause water-related hazards, such as 
subsidence. 


• Alter the existing drainage pattern of the site or area in a 
manner that would cause substantial flooding, erosion, or 
siltation. 


• Create or contribute to runoff that would exceed the drainage 
and flood control capacity of existing or planned storm water 
drainage systems. 


• Place within a 100-year flood hazard area structures that 
would impede or redirect flood flows, or otherwise expose 
people and/or property to water-related hazards, such as 
flooding. 


Expo Authority; 
CEQA 
Guidelines, 
Appendix G, 
Checklist; 
Executive Order 
11988 on 
Floodplain 
Management 


Land Use/ 
Planning 


• Physical division of an established community. 
• Inconsistency with any applicable land use plan, policy, or 


regulation of an agency with jurisdiction over the Project 
(including, but not limited to the general plan, specific plan, 
local coastal program, or zoning ordinance) adopted for the 
purpose of avoiding or mitigating an environmental effect. 


• Incompatibility with adjacent and surrounding land uses 
caused by degradation or disturbances that diminish the 
quality of a particular land use. 


Expo Authority; 
CEQA 
Guidelines, 
Appendix G, 
Checklist 


Noise and 
Vibration 


• Expose persons to or generate noise levels in excess of 
standards established in the Federal Transit Administration 
(FTA) noise impact criteria. 


• Exposure of persons to or generation of excessive 
groundborne vibration, groundborne noise levels, or vibration 
levels in buildings that exceed the FTA vibration impact 
criteria. 


• Substantial permanent increase in ambient noise levels in 
the project vicinity above levels existing without the project. 


• Substantial temporary or periodic increase in ambient noise 
levels in the project vicinity above levels existing without the 


FTA Noise and 
Vibration 
Criteria 
CEQA 
Guidelines 
Appendix G 
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Table 3.1-1 Thresholds of Significance for Expo Phase 2 


Resource Impact CEQA Significance Threshold Source(s) 
project. 


• Expose people residing or working in the project site to 
excessive noise levels from a project located within an 
airport land use plan or, where such a plan has not been 
adopted, within two miles of a public airport or public use 
airport. 


• Expose people residing or working in the project site to 
excessive noise levels from a project located within the 
vicinity of a private airstrip. 


Paleontological 
Resources 


• Directly or indirectly damage or destroy a unique 
paleontological resource or site or unique geologic feature. 


Expo Authority, 
CEQA 
Guidelines, 
Appendix G, 
Checklist 


Parks and 
Community 
Facilities 


• Acquire or displace a community facility. 
• Disrupt community facilities and services through a reduction 


in access to community facilities or cause a substantial 
alteration of service areas. 


• Result in a significant impact to parks if it required the 
expansion or construction of a new park or park facilities, the 
construction of which could cause significant environmental 
impacts. 


CEQA 
Guidelines, 
Appendix G 
Checklist 


Safety and 
Security 


• Cause or create the potential for substantial adverse safety 
conditions, including station accidents, boarding and 
disembarking accidents, right-of-way accidents, collisions, 
and fires, and major structural failures. 


• Substantially limit the delivery of community safety services, 
such as police, fire, or emergency services. 


• Cause or create the potential for substantial adverse security 
conditions, including: incidents, offenses, and crimes. 


• Cause or create the potential for increased pedestrian and/or 
bicycle safety risks. 


Expo Authority; 
Executive Order 
13045 
regarding Child 
Environmental 
Health and 
Safety Risks 


Socioeconomics • Real property is acquired and business, residential owners, 
or tenants are required to relocate. 


• Displace substantial numbers of people and/or existing 
housing, necessitating the construction of replacement 
housing elsewhere or create a demand for additional 
housing that cannot be accommodated by existing housing 
stock. 


• Would the project result in the termination of Metro’s long-
term leases/licenses prior to their original expiration date for 
the purpose of constructing a transit service improvement 
and supporting infrastructure? 


• Induce substantial population growth in an area, either 
directly (for example, by proposing new homes and 


Expo Authority, 
CEQA 
Guidelines, 
Appendix G, 
Checklist 
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Table 3.1-1 Thresholds of Significance for Expo Phase 2 


Resource Impact CEQA Significance Threshold Source(s) 
businesses) or indirectly (for example, through extension of 
roads or other infrastructure). 


Energy 
Resources 


• Lead to a wasteful, inefficient, or unnecessary usage of fuel 
or energy. 


• Result in a substantial increase in demand upon existing 
energy sources such that the capacity to provide the energy 
is approached or exceeded and/or substantial additional 
capacity or the development of new energy sources. 


CEQA 
Guidelines, 
Appendix F 


Construction • Construction activities that would interfere with or result in 
the closure of one or more lanes of a major traffic-carrying 
street for an extended period of time (one month or more). 


• Construction activities that would result in the diversion of 
traffic through residential areas. 


• Construction activities that would result in long-term (three 
months or more) loss of parking or pedestrian access that is 
essential for continued operation of businesses. 


Expo Authority; 
CEQA 
Guidelines, 
Appendix G, 
Checklist; 
SCAQMD  
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3.17 Energy Resources 


3.17.1 Introduction 


This section characterizes energy resources, usage associated with the proposed Expo 
Phase 2 project, and the net energy demand associated with changes to the transportation 
network with development of the Expo Phase 2 project. Climate change is addressed in 
Section 3.5 (Global Climate Change). 


Greater detail on Energy Resources is contained in the Energy Resources Technical 
Background Report. Full bibliographic references can be found in Appendix B (Bibliography). 


3.17.2 Existing Conditions 


Transportation Fuels 


The primary transportation fuels consumed in this country are petroleum-based gasoline and 
diesel. In 2005, California's nearly 28 million vehicles consumed more than 16 billion gallons of 
gasoline and nearly 3 billion gallons of diesel (Energy Information Administration [EIA] 2007). 
Table 3.17-1 (Energy Consumption in California by Source, 2004) shows the percentage of 
energy used by the transportation, industrial, commercial, and residential sectors. 
Transportation energy consumption far exceeds the other sectors in California. 


Table 3.17-1 Energy Consumption in California by Sector, 2004 


Source Amount Share of U.S. 
Transportation 3,199,591 billion Btu 11.5% 
Industrial 2,052,670 billion Btu 6.1% 
Commercial 1,556,272 billion Btu 8.8% 
Residential 1,556,056 billion Btu 7.3% 
SOURCE: http://tonto.eia.doe.gov/state/state_energy_profiles.cfm?sid=CA November 16, 2007 
Btu = British thermal unit 


 


To reduce dependence on petroleum products, particularly from out-of-state or international 
sources, California has been working to improve the availability of alternative-fueled vehicles 
and public transit. In 2003, there were approximately 77,761 alternative-fueled vehicles in use in 
California.69 This number has increased over the last few years due to the conversion of many 
transit vehicles to clean air vehicles, and federal and state tax incentives for zero emission 
vehicles. 


                                                 
69 Based on the most recent data available at www.energy.ca.gov/html/energysources.html 
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Metro Fuel Consumption 


The Los Angeles County Metropolitan Transportation Authority’s (Metro) current operations 
include a bus fleet of 129 diesel-fueled buses, and 2,506 CNG buses, as well as five electricity-
powered rail lines. Metro purchases electricity and petroleum fuels from commercial suppliers. 
Southern California Edison (SCE) and the Los Angeles Department of Water and Power 
(LADWP) supply Metro with electricity for operation of stations and rail transit. Electricity is a 
“reactive” utility, meaning it is provided to customers on an as-needed basis. Metro is an 
existing customer of SCE and LADWP, and as such, the current service would be expanded to 
include operation of the proposed project. Petroleum fuels are purchased from a variety of 
commercial sources. CNG is provided by the Southern California Gas Company, and as with 
electricity, current service would be expanded to provide for increased demand in order to 
achieve Metro’s goal of running 100 percent of their buses with CNG. 


According to current Metro records, operation of Metro’s existing rail lines consumes 
approximately 172,319 megawatt-hours (MWh) annually (588 billion British thermal units 
[Btu]).70 As Metro currently operates 73.1 miles of rail lines, it consumes 8 billion Btu of energy 
per rail mile on an annual basis. 


3.17.3 Regulatory Setting 


State 


No state regulations apply to the analysis of transportation energy usage for the proposed 
project. 


Regional 


Metro Energy and Sustainability Policy 


As a provider of public transportation, Metro is a large user of energy, both fossil fuels and 
electricity. The Metro Energy and Sustainability Policy, adopted in June 2007, examines ways 
that Metro could reduce energy consumption and consequently improve sustainability. Metro is 
in the process of completing numerous energy efficiency projects, such as lighting upgrades, 
escalator power controllers, HVAC replacements, and solar projects. The Metro Energy and 
Sustainability Policy codified an agency commitment to responsible energy management, 
renewable energy sources, energy efficiency, and general sustainability in Metro’s operations. 


The immediate goals of the policy are to gain more control over Metro’s energy consumption 
and reduce costs by aggressively pursuing renewable energy sources and energy conservation 
projects, and to construct all new facilities using energy efficiency and conservation strategies. 


3.17.4 Analytic Methodology 


Data used to prepare this section were taken from various sources, including the Transportation 
Energy Data Book (USDOT 2008), information from the California Energy Commission (CEC), 
the Transportation/Traffic Technical Background Report prepared for the proposed project, and 
previous environmental studies prepared for the proposed project. 


                                                 
70 Metro Accounting, January 2007. 
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Direct energy consumption would result from the operation of vehicles (trains or buses) within 
the corridor. Proposed light-rail vehicles and transit stations would be powered by electricity. For 
the No-Build and TSM Alternatives, which involve the use of buses, fuels consumed would 
include CNG fuels as Metro anticipates 100 percent of its bus fleet to run on CNG as of project 
buildout. 


To assess the net change in energy consumption from the No-Build and TSM Alternatives, the 
total passenger vehicle and bus-transit vehicle miles traveled (VMT) of these alternatives were 
derived from Section 3.2 (Transportation/Traffic). The vehicle fleet mix was derived from the 
URBEMIS 200771 Model outputs generated for operational emissions of each alternative. 
According to the URBEMIS 2007 model, passenger vehicles account for 52.5 percent of total 
vehicles and transit buses account for 0.2 percent of the total vehicles; therefore, 52.5 percent 
of total daily VMT for passenger vehicles and 0.2 percent of total daily VMTs for buses for each 
alternative was assumed. The change in the weekly Btus consumed for the TSM Alternative 
within the Expo Phase 2 study area was then compared to the No-Build Alternative, as the No-
Build Alternative would represent the baseline. 


To estimate the net change in energy consumption associated with implementation of the LRT 
Alternatives, weekly VMT were assessed for light-rail vehicles and were multiplied by energy 
consumption factors specific to light-rail transport. The estimated Btu per VMT for light-rail 
vehicles is 62,797 Btu/mile, according to the U.S. Department of Transportation’s Transportation 
Energy Data Book: Edition 27 (2008). The estimated Btu per VMT for light-rail vehicles was then 
compared to the estimated Btu for passenger vehicle VMT and bus VMT within the Expo 
Phase 2 study area for each LRT Alternative. 


3.17.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project lead to a wasteful, inefficient, or unnecessary usage of 
fuel or energy? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. As part of the No-Build Alternative, the I-405 Widening project would propose the 
installation of HOV lanes which would improve traffic flow thereby reducing energy consumption 
along the I-405. In addition, the No-Build Alternative would modify the bus fleet to increase the 
percentage of CNG buses. As a result, the No-Build Alternative would not lead to a wasteful, 
inefficient, or unnecessary usage of fuel or energy. Therefore, no impact would occur with 
respect to energy consumption. 


                                                 
71 URBEMIS 2007 is a model developed for ARB. The model incorporates mobile source emissions from 
the EMFAC 2007 computer model as well as the Institute of Transportation Engineers (ITE) trip 
generation rates for vehicle emission projections. 







page 3.17-4


3.17. Energy Resources 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Table 3.17-2 Annual Operational Energy Consumption for Project Alternatives within the Expo Phase 2 Study Area 


Measure/Alternative 
No-Build 
(baseline) TSM 


LRT 1: 
Expo ROW– 


Olympic 


LRT 2: 
Expo ROW– 


Colorado 


LRT 3: 
Venice/ 


Sepulveda– 
Olympic 


LRT 4: 
Venice/ 


Sepulveda– 
Colorado 


Study Area VMT 2,695,854 2,693,804 2,684,231 2,685,511 2,686,360 2,685,540 
Energy Consumed (Million Btu) 


Single-Passenger 
Vehicle 3,006,055 3,003,769 2,993,094 2,994,522 2,995,468 2,994,554 


Buses 31,959 31,935 31,821 31,836 31,846 31,837 
Reduction in Energy Consumption from No-Build (Million Btu) 


Single-Passenger 
Vehicle N/A -2,286 -12,960 -11,533 -10,586 -11,500 


Buses N/A -24 -138 -123 -113 -122 
SOURCE: Data from URBEMIS2007; based on VMT in the Transportation/Traffic Technical Background Report. 
a. VMTs for the No-Build and TSM Alternatives were taken from the URBEMIS outputs generated for operational emissions of each alternative. To derive energy consumptions, 
52.5 percent of total daily VMTs were assumed for passenger vehicles and 0.2 percent of total daily VMTs were assumed for buses for each alternative, based on percent fleet mix 
identified in URBEMIS (URBEMIS, Version 9.2.4). 
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Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative results in a reduction of VMT and VHT in the 
County, and thus would not lead to a wasteful, inefficient, or unnecessary usage of fuel or 
energy. Therefore, no impact would occur with respect to energy consumption. 


LRT Alternatives 


As shown in Table 3.17-2 (Annual Operational Energy Consumption for Project Alternatives 
within the Study Area), all of the LRT Alternatives would result in an annual reduction of energy 
consumed due to the reduction in VMT for both single-passenger vehicles and buses within the 
Expo Phase 2 study area. The greatest reduction in both single-passenger vehicle energy 
consumption and bus energy consumption would result from implementation of LRT 
Alternative 1 (Expo ROW–Olympic), with an estimated annual reduction of 12,960 million Btu 
from single-passenger vehicles and an estimated annual reduction of 138 million Btu from 
buses. 


Additionally, operation of the LRT Alternatives would require the consumption of energy as a 
result of LRT services and station operations. Although LRT services and station operations 
would consume energy, Metro’s Energy and Sustainability Policy would be followed, which 
would serve to reduce Metro’s use of fossil fuels through the use of ambient and renewable 
energy sources. Annual operational energy consumption is estimated in Table 3.17-3 (LRT 
Alternatives Annual Operational Energy Consumption). The difference in energy consumption is 
due mainly to length of alignment, as the LRT Alternatives using the Venice/Sepulveda 
alignment are approximately 1 mile longer. However, relative to the total energy consumed in 
the transportation sector, the difference in energy use between the four alternatives is slight. 
Operation of the LRT Alternatives would increase Metro’s energy consumption by 6.6 to 
7.5 percent, depending on the alternative selected. In addition as shown in Table 3.17-2 (Annual 
Operational Energy Consumption for Project Alternatives within the Study Area), implementation 
of the LRT Alternatives would result in an overall reduction in total single-passenger vehicle and 
bus energy consumption within the study area. The LRT Alternatives would result in less energy 
consumption than baseline conditions and, as such, would result in a beneficial energy impact. 
In any event, energy usage under the LRT Alternatives would not be considered wasteful or 
inefficient as more people would be moved through the transportation system. This would be a 
beneficial impact that would occur with implementation of any of the LRT Alternatives. 
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Table 3.17-3 LRT Alternatives Annual Operational Energy Consumption 


LRT Alternative 
Annual
Trips 


Trip 
Length
(miles) 


Annual LRV  
VMT (miles) 


Energy 
Consumed 


(Million Btu) 
LRT 1: Expo ROW–Olympic 92,768 6.6 612,269 38,449 
LRT 2: Expo ROW–Colorado 92,768 6.6 612,269 38,449 
LRT 3: Venice/Sepulveda–Olympic 92,768 7.5 695,760 43,692 
LRT 4: Venice/Sepulveda–Colorado 92,768 7.5 695,760 43,692 
SOURCE: PBS&J 2008. 
Energy consumption was derived by calculating overall VMT for the LRT Alternatives based on the overall length of the 
Alternative and converting the VMT into Btu. Light-rail vehicles (LRVs) operate at an average energy consumption rate of 
62,797 Btu per vehicle mile. 


 


Criterion Would the project result in a substantial increase in demand upon existing 
energy sources such that the capacity to provide the energy is approached 
or exceeded and/or require substantial additional capacity or the 
development of new energy sources? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. These improvements include HOV lanes along the I-405 and improvements to the 
various bus fleet operations and expansion of rail service throughout the Los Angeles basin to 
reduce overall energy consumption. As a result, there would be a less-than-significant impact 
on the demand for existing energy sources. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. These improvements would reduce overall energy consumption. As 
a result, there would be a less-than-significant impact on the demand for existing energy 
sources. 


LRT Alternatives 


Operation of the LRVs, stations, maintenance facility, and other supporting elements would be 
powered by electricity commercially available through LADWP and SCE. Operation of the LRT 
Alternatives would increase Metro’s energy consumption by 6.6 to 7.5 percent, depending on 
the alternative selected. As shown in Table 3.17-3 (LRT Alternatives Annual Operational Energy 
Consumption), the smallest increase of energy consumption associated with implementation of 
any of the LRT Alternatives would occur under LRT Alternative 1 and LRT Alternative 2. In 
addition, as shown in Table 3.17-2 (Annual Operational Energy Consumption for Project 
Alternatives within the Study Area), implementation of the LRT Alternatives would result in an 
overall reduction in total single-passenger vehicle and bus energy consumption within the study 
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area. The increased electricity energy demand of the LRT Alternatives would be met by LADWP 
and SCE, as they would be able to provide the electricity required to operate the proposed 
alternatives while still providing adequate service to current customers.72 This would be a less-
than-significant impact. 


                                                 
72 Will serve letters from both LADWP and SCE are available for review in the Energy Resources 
Technical Background Report. 
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3.11 Land Use/Planning 


3.11.1 Introduction 


This section identifies existing and future land uses as defined by the land use plans of the local 
jurisdictions. The section also identifies the existing land use characteristics of the study area; 
assesses whether the proposed project would result in a physical division of an established 
community and whether the proposed project is consistent with local land use policies; it also 
identifies any potentially incompatible land uses resulting from the proposed alternatives. Other 
aspects of land use compatibility (such as traffic, air quality, noise, and visual quality) are 
addressed in other sections of the DEIR. 


Full bibliographic references can be found in Appendix B (Bibliography). More information 
regarding this analysis and identification of resources is available in the Land Use/Planning 
Technical Background Report. 


3.11.2 Existing Conditions 


Existing Land Use Patterns 


Overall, the pattern of land use within the study area is typical of an urban environment; 
properties are fully developed and very little vacant land remains. Historic transportation 
methods, particularly passenger and freight rail service, have heavily influenced land use in the 
area. Generally, there is a predominance of low-intensity residential and commercial land uses 
with high-intensity commercial land uses located around the Culver City and Santa Monica 
downtown areas, as well as along Olympic Boulevard east and west of Bundy Drive. 


There are high concentrations of commercial land uses within all areas except in Segment 1 
(Expo ROW) between the Santa Monica Freeway (I-10) and Military Avenue. Areas of high-
intensity development include the Water Gardens Office Towers at the intersection of Olympic 
and Cloverfield Boulevards, the commercial area of Olympic Boulevard and Bundy Drive, and 
the Westside Pavilion Shopping Center at the intersection of Pico Boulevard and Westwood 
Boulevard, as well as along major arterials, including Venice Boulevard, Sepulveda Boulevard, 
Colorado Avenue, and other major roadways. Land uses are generally occupied by one- to 
three-story structures, with the exception of the sporadic high-intensity developments located 
along the major arterials. 


Industrial land uses are primarily clustered around the Expo ROW roughly from Sepulveda 
Boulevard west to Stewart Avenue, and along Olympic Boulevard and Colorado Avenue, where 
the Southern Pacific Railroad (SPRR) provided freight service until 1987. 


Residential uses tend to be within distinct neighborhoods. Development since the post-war 
period has resulted in an abundance of multi-family residential units. The concentrations of 
multi-family housing are particularly evident in the area immediately north and south of Venice 
Boulevard, along Sepulveda Boulevard and in Santa Monica north of Pico Boulevard. Single-
family housing neighborhoods are well defined, and generally located off major roadways; 
however, clusters of single-family housing exist on major streets such as Palms Avenue, Bundy 
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Drive, and Stewart Street. Open space and public land uses are dispersed throughout the study 
area and include public beaches, public parks, and golf courses. 


Overall, actual land uses within 0.5 mile of the proposed alignments are generally consistent 
with the land use designations established by the cities of Los Angeles, Culver City, and Santa 
Monica. 


Sensitive land uses are those that would be sensitive to changes in access and activity patterns 
from implementation of the proposed project. Figure 3.11-1 (Sensitive Land Uses within 0.5-Mile 
Buffer) depicts such known sensitive land uses, which include neighborhoods, parks, and 
schools within 0.5 mile of each side of the proposed alignments (1 mile total). Transit-supportive 
land uses, moderate to higher density development within walking distance (approximately 
0.5 mile) of a proposed station, are identified in Figure 3.11-2 (Transit-Supportive Land Uses 
within 0.5 Mile of Proposed Stations). 


3.11.3 Regulatory Setting 


State 


California State Law (Government Code 65300) requires that a city prepare and adopt a 
comprehensive, long-term General Plan to guide its development. The land use element has the 
broadest scope of the State-required elements, since it regulates how land is to be utilized. 
Government Code Section 65302(a) requires a land use element to designate the proposed 
general distribution, and general location and extent of the following land uses: housing, 
business, industry, open space, agriculture, natural resources, recreation, and enjoyment of 
scenic beauty, education, public buildings and grounds, solid waste disposal facilities, and other 
categories of public and private land uses. 


Regional 


The Southern California Association of Governments (SCAG), which is the designated 
Metropolitan Planning Organization (MPO) for six Southern California counties including Los 
Angeles, is federally mandated to develop plans for transportation, growth management, 
hazardous waste management, and air quality. SCAG is federally mandated to develop and 
update the Regional Transportation Plan (RTP) on a 3-year cycle to provide a basic policy and 
program framework for the long-term investment in the regional transportation system in a 
coordinated, cooperative, and continuous manner. The Expo Phase 2 project is in the 2008 
RTP, adopted in May 2008. 


Local 


Assessment of the compatibility and consistency of the Expo Phase 2 project with existing and 
future land use is based upon the following locally adopted plans. 
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Los Angeles General Plan 


The 1995 Los Angeles General Plan is implemented by the decisions of the City’s Planning 
Commission and City Council, by the zoning and subdivision ordinances, and by community and 
specific plans. The study area is located within the planning boundaries of two separate 
Community Plans, the West Los Angeles Community Plan (i.e., Segment 2 [Sepulveda to 
Cloverfield]) and the Palms–Mar Vista–Del Ray Community Plan (i.e., Segment 1, and 
Segment 1a [Venice/Sepulveda]) planning area. 


Culver City General Plan 


Last amended in 2000, the Culver City General Plan Land Use Element designates the general 
distribution, intensity, and development policies regarding residential, commercial, industrial, 
open space, and institutional uses in Culver City. The study area (primarily Segment 1a) is 
located in the North-Central, Downtown, and Eastern sub-areas of the Culver City General Plan 
Land Use Element. The Culver City General Plan update includes specific discussion about the 
Expo ROW being developed as a fixed-guideway transit corridor within the limits of Culver City. 


Santa Monica General Plan 


The Santa Monica General Plan Land Use and Circulation Element (LUCE) was adopted by the 
City of Santa Monica in 1984 (last amended October 2002). Among other goals and objectives, 
the LUCE states that the “eastern half of the Olympic Corridor is well-suited to accommodate 
office growth due to the relative ease of locating a light- or heavy-rail line through the SPRR 
right-of-way and the direct access to the freeway”. 


Santa Monica Zoning Ordinance 


The City of Santa Monica amended the City’s Zoning Ordinance in April 2006 to designate the 
Expo ROW within the City as a Transportation Preservation (TP) District. 


Santa Monica Civic Center Specific Plan 


The City of Santa Monica prepared the Civic Center Specific Plan to provide orderly 
development in the 67-acre area of the City bounded by Pico Boulevard on the south, 4th Street 
on the east, Ocean Avenue on the west, and Colorado Avenue on the north. Policy C9 of the 
Civic Center Specific Plan calls for the terminus station of a new transit facility to be 
incorporated as an integral part of, or adjacent to, any future mixed-use redevelopment of the 
Sears Automotive site. 


In addition, the following draft land use documents were reviewed. 


Draft City of Los Angeles Housing Element 


The Draft Housing Element, revised May 2008, is intended to guide housing development to the 
areas of the city in the greatest need and where such development would be most beneficial, 
including proximity to transit. 
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Santa Monica Housing Element 


The Draft Housing Element, submitted to California State Department of Housing and 
Community Development (HCD) in December 2008, intends to meet future housing growth by 
exploring a range of housing options downtown and planning for future housing as a component 
of transit-oriented development including the planned Expo Phase 2 project. 


Draft City of Santa Monica LUCE 


In July 2005, the City released the Opportunities and Challenges report to address policy 
questions that would address the City’s long-term land use and transportation growth. In 
November 2006, the City issued the Draft Goals Report. In fall 2007, the city held a series of 
public meetings to present data and gather public input. The draft Shape the Future 2025 
document was published in June 2008. 


Santa Monica Industrial Areas 


In November 2007, the City Planning Commission issued a report recommending to the City 
Council planning principles and conceptual land use designations for the industrial areas and 
consideration of transportation strategies. The report recognizes that the light-industrial lands 
clustered around the Expo ROW are “well suited to capitalize on the opportunities presented by 
future transit stations” and outlines principles to shape the development of these light-industrial 
lands. The report proposed two opportunity sites for renewed transit-supportive land uses at 
Memorial Park and Bergamot Station. 


3.11.4 Analytic Methodology 


The study area for this analysis encompasses approximately 0.5 mile on each side of the 
proposed alignments and 0.5 mile around each proposed station as these distances are the 
typical distances where land uses could be affected by foot or automobile traffic traveling to and 
from stations or by other environmental impacts resulting from transit operations that could lead 
to land use changes. 


Physical Division 


Transportation projects can result in the physical division of an established community when 
one or more of the following occur: 


(1) The project results in access restrictions to community features and neighborhoods so 
that they are no longer easily accessible. Access restrictions may result from the 
creation of cul-de-sacs and/or the restriction of turning movements used to access 
community features and neighborhoods 


(2) Property acquisitions are so great that they disrupt the cohesion and connectivity of land 
uses that comprise the fabric of an established community 


(3) The project introduces a physical barrier (e.g., aerial structure, noise mitigation features, 
fencing, and/or retained fill sections) that visually or physically separates or divides an 
established community. 
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These considerations were used to determine whether the proposed project would physically 
divide an established community. 


Consistency with Applicable Plans and Zoning 


This evaluation identifies the extent to which the Expo Phase 2 project is inconsistent with 
existing and proposed land use, land use plans, and zoning. This analysis is based on a field 
review of the study area, coordination with local governments and land use officials, and the 
documents listed in the regulatory section above. The full analysis of all considered policies is 
included in the Land Use/Planning Technical Background Report. 


Compatibility with Adjacent Land Uses 


Sensitive receptors (identified in Figure 3.11-1 [Sensitive Land Uses within 0.5-Mile Buffer]) in 
the vicinity of the proposed alignments and stations may experience disturbances such as 
degradation of visual quality or increased noise and air pollution as a result of transit operations; 
however, the potential for incompatibility would be to those facilities located immediately 
adjacent to the proposed alignments. The land use compatibility evaluation relies on the 
aesthetics, air quality, and noise analyses conducted as part of this DEIR. A detailed description 
of the potential aesthetics, air quality, and noise impacts of the alternatives are provided in 
Section 3.3 (Aesthetics), Section 3.4 (Air Quality), and Section 3.12 (Noise and Vibration). The 
results are summarized as they relate to land use compatibility in the following section. 


3.11.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project result in the physical division of an established 
community? 


In general, the proposed project would provide—in combination with Expo Phase 1—a 
continuous regional transit connection between the downtown areas of Los Angeles, Culver 
City, and Santa Monica. The proposed project would also provide a critical transportation link 
between residences along the alignments and the downtown areas, as well as to other high-
intensity areas of employment, commercial development, and recreational opportunities. The 
discussion below identifies and describes the sources of potential impacts related to physical 
division of an established community, which includes access restrictions, potential property 
acquisitions, and physical barriers. 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Neither the widening project nor the 
bus and other on-street improvements that are part of the No-Build Alternative would result in 
any access or turning restrictions, property acquisitions, or the construction of physical barriers 
that could result in physical division of an established community in the study area; therefore, 
no impact would occur. 
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Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. Such improvements would not result in any access or turning 
restrictions, property acquisitions, or the construction of physical barriers. Therefore, the TSM 
Alternative would not result in the physical division of an existing community and no impact 
would occur. 


LRT Alternatives 


Access Restrictions 


The LRT Alternatives would result in access restrictions to community features and 
neighborhoods if they are no longer easily accessible. Access restrictions may result from 
creating cul-de-sacs and/or restricting turning movements used to access community features 
and neighborhoods. Table 3.2-10 (Proposed Road Closures and Limited Turning Movements by 
Segments) from Section 3.2 (Transportation/Traffic) summarizes road closures and turning 
movement restrictions that would result from implementation of the LRT Alternatives. 


LRT Alternative 1: Expo ROW–Olympic  


LRT Alternative 1 would require access restrictions and modifications to the Expo ROW at 
Overland Avenue and at Westwood Boulevard. However, these access restrictions would not 
require full road closures and would not result in access restrictions to an established residential 
community. Pedestrian crossings where the Expo ROW intersects streets, or along Olympic 
Boulevard, would be restricted to signalized intersections, similar to existing conditions. 


LRT Alternative 1 would not require permanent street access alterations along Olympic 
Boulevard as the guideway would be located in the median of Olympic Boulevard, or would be 
aerial where it leaves the median. Therefore, LRT Alternative 1 would have less-than-
significant impacts in terms of access restrictions. 


LRT Alternative 2: Expo ROW–Colorado  


Similar to LRT Alternative 1, LRT Alternative 2 would require access restrictions and 
modifications to the Expo ROW at Overland Avenue and at Westwood Boulevard, but would not 
require full road closures and restrict access to an established residential community. 
Pedestrian crossings where the Expo ROW intersects streets, or along Colorado Avenue would 
be restricted to signalized intersections, similar to existing conditions. 


Access restrictions along Colorado Avenue at selected intersections would occur, which would 
permanently prohibit movement across the street. In addition, vehicle traffic would be reduced to 
one lane in each direction on Colorado Avenue. All left turns would be prohibited to adjacent 
streets from Colorado Avenue between 5th Street and 16th Street. While access to and from 
Colorado Avenue would be changed, the majority of north/south movements through Colorado 
would be maintained, except at 16th Street, which would be closed to through traffic. Access 
alterations would require travelers to carefully plan trips using either Broadway or Olympic 
Boulevard in order to avoid the proposed access restrictions. East/west traffic would be reduced 
and moved from this roadway to parallel roadways to the north and south. While access would 







page 3.11-10


3.11. Land Use/Planning 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


be changed, a less-than-significant impact from access restrictions to established commercial 
and residential communities would occur from implementation of LRT 2. 


LRT Alternative 3: Venice/Sepulveda–Olympic  


LRT Alternative 3 would result in access modifications along Venice Boulevard and Sepulveda 
Boulevard; however, access would be available from adjoining or parallel streets. Pedestrian 
crossings along Venice or Sepulveda Boulevards, where the Expo ROW intersects streets or 
along Olympic Boulevard would be restricted to signalized intersections, similar to existing 
conditions. As such, a less-than-significant impact from access restrictions to established 
commercial and residential communities would occur from implementation of LRT Alternative 3. 


LRT Alternative 4: Venice/Sepulveda–Colorado  


Similar to LRT Alternative 3, LRT Alternative 4 would result in access modifications throughout 
Venice Boulevard and Sepulveda Boulevard; however, access would be available from 
adjoining or parallel streets. Pedestrian crossings along Venice or Sepulveda Boulevards, 
where the Expo ROW intersects streets or along Colorado Avenue would be restricted to 
signalized intersections, similar to existing conditions. 


Similar to LRT Alternative 2, LRT Alternative 4 would result in access modifications between 
16th Street and 5th Street along Colorado Avenue, which would prohibit all left turns to adjacent 
streets from Colorado Avenue. While access to and from Colorado Avenue would be changed, 
the majority of north/south movements through Colorado Avenue would be maintained, except 
at 16th Street, which would be closed to through traffic. Access alterations would require 
travelers to use either Broadway or Olympic Boulevard in order to avoid the proposed access 
restrictions. Access to these streets would be available from adjoining or parallel streets. As 
such, a less-than-significant impact from access restrictions to established commercial and 
residential communities would occur from implementation of LRT Alternative 4. 


Potential Property Acquisitions 


This discussion focuses on whether proposed property acquisitions have the potential to disrupt 
or divide an established community. The impacts from the number and type of proposed 
property acquisitions are discussed in Section 3.16 (Socioeconomics). 


LRT Alternative 1: Expo ROW–Olympic 


Segment 1 does not contain permanent development within the Expo ROW; however, property 
acquisitions would be required for the connection with the Expo Phase 1 terminus, for a traction 
power substation (TPSS) site, for the widening of Overland Avenue, and for station parking. 
Residential uses comprise the majority of land uses within this segment, and the acquisitions 
would not result in a change in the cohesion and connectivity of neighborhoods within this 
segment because the majority of the land use within Segment 1 would remain unchanged. 


Property acquisitions would occur within Segment 2 to allow for station parking, street widening 
and curb cuts, Pico/Sawtelle Boulevards improvements, the maintenance facility, a TPSS site, 
and for additional parking requirements for the Expo/Sepulveda Station. Since the land use and 
zoning in the area would not be altered, it is anticipated that the affected businesses could re-
establish in the area, and there would be no change to the cohesion and connectivity of an 
established community. 
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Property acquisitions would be required for the widening of Olympic Boulevard. The land use in 
this area of Olympic Boulevard is Industrial Conservation, and Light Manufacturing and Studio, 
which is specifically zoned for the retention of light-industrial uses. These acquisitions would 
result in the loss of some industrial uses within the City of Santa Monica; however, the 
commercial and industrial uses along Olympic Boulevard would remain for all other properties 
with implementation of the LRT Alternatives along Segment 3. Additionally, zoning and land use 
designations along Olympic Boulevard would not be altered, and the cohesion and connectivity 
of the community would not be impaired. Implementation of LRT Alternative 1 would result in a 
less-than-significant impact with regards to property acquisition. 


LRT Alternative 2: Expo ROW–Colorado 


Similar to LRT Alternative 1, LRT Alternative 2 would require property acquisitions in 
Segment 1, but no change to an established residential community would occur. 


Similar to LRT Alternative 1, LRT Alternative 2 would require property acquisitions in 
Segment 2, but no change to an established residential community would occur. 


Property acquisitions would be required for the LRT guideway, replacement parking, and street 
and lane widening to accommodate the LRT system. The land use along this section of 
Colorado Avenue is Industrial Conservation which is specifically zoned for the retention of light-
industrial uses. The full acquisitions would result in the loss of industrial uses within the City of 
Santa Monica; however, the commercial and industrial uses along Colorado Avenue would 
remain for all other properties with implementation of the LRT Alternatives along Segment 3a. 
Additionally, zoning and land use designations along Colorado Avenue would not be altered 
allowing for existing land uses to remain, and the cohesion and connectivity of the community 
would not be impaired. Implementation of LRT Alternative 2 would result in a less-than-
significant impact. 


LRT Alternative 3: Venice/Sepulveda–Olympic 


Property acquisitions along Segment 1a would be required for the connection with the Expo 
Phase 1 terminus, for columns associated with aerial structures, for TPSS sites, curb cuts, and 
for replacement parking. The loss and relocation of commercial and residential properties along 
Venice Boulevard and Sepulveda Boulevard would cause some residents to relocate and some 
business patrons to alter shopping behavior; however, the cohesion of the neighborhoods in the 
area would remain intact and it is anticipated that displaced residents would relocate within the 
vicinity. Although the number of property acquisitions is high, there is not an established 
community that bridges either Venice Boulevard or Sepulveda Boulevard, such that an impact 
from the property acquisitions would divide an established commercial and residential 
community. 


Similar to LRT Alternative 1, LRT Alternative 3 would require property acquisitions in 
Segment 2, but no change to an established residential community would occur. 


Similar to LRT Alternative 1, LRT Alternative 3 would require property acquisitions in 
Segment 3, but no change to an established residential community would occur. Implementation 
of LRT Alternative 3 would result in a less-than-significant impact with regard to property 
acquisition. 
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LRT Alternative 4: Venice/Sepulveda–Colorado 


Similar to LRT Alternative 3, LRT Alternative 4 would require property acquisitions in 
Segment 1a, but no change to an established commercial or residential community would occur. 


Similar to LRT Alternative 1, LRT Alternative 4 would require property acquisitions in 
Segment 2, but no change to an established residential community would occur. 


Similar to LRT Alternative 2, LRT Alternative 4 would require property acquisitions in 
Segment 3a, but no change to an established community would occur. Implementation of LRT 
Alternative 4 would result in a less-than-significant impact with regard to property acquisition. 


Physical Barriers 


Implementation of the LRT Alternatives would include features that could result in a visual 
and/or physical separation of the community, which is discussed in Section 3.3 (Aesthetics). 
These features include aerial structures, retaining walls, noise mitigation features, and barriers 
for safety and security. For the purposes of this analysis, and to present a conservative (worst 
case) estimate of barriers, noise mitigation features are assumed to be sound walls. Details on 
retaining walls are provided in Chapter 4 (Construction Impacts); noise mitigation features are 
detailed in Section 3.12 (Noise and Vibration); and safety and security barriers are discussed in 
Section 3.15 (Safety and Security). Appendix E (Plan and Profile) identifies the location of 
proposed aerial structures, retaining walls, noise mitigation features, and barriers for safety and 
security. 


LRT Alternative 1: Expo ROW–Olympic 


Retaining walls, noise mitigation features, and security barriers are proposed in Segment 1. 
None of the proposed features would present a visual or physical barrier that would divide the 
community. The retaining walls along the eastern portion of this segment up to Motor Avenue 
would be located adjacent to the I-10 Freeway and would be located as part of an existing berm. 
The retaining walls in the cut trench would not be visible. The security barriers would not create 
new divisions as they would replace similar existing barriers, such as landscaping and fencing. 
The new barriers would serve to further restrict access to the existing Expo ROW to which 
access is already restricted and trespassing is prohibited. The noise mitigation features between 
Westwood Boulevard and Sepulveda Boulevard would not divide the community as they would 
serve to restrict access to the existing Expo ROW, to which access is already restricted and 
trespassing is prohibited. 


Aerial structures would be required along portions of Segment 2 per the grade crossing 
analysis. A detailed description of the grade separations in Segment 2 is provided in Chapter 2 
(Project Alternatives). The aerial structures proposed within Segment 2 would be within the 
existing Expo ROW, to which access is already restricted and trespassing is prohibited. The 
aerial structures would introduce new visual features to the area; however, the aerial structures 
would be similar in mass and material type to the surrounding urban environment. 


The noise mitigation features proposed in Segment 2 would not result in a new visual feature 
that would divide the established community as fencing, hedges, and walls currently exist along 
portions of the Expo ROW between Sawtelle Boulevard and Barrington Avenue. No new 
physical or visual barrier in an established community would result. 
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The LRT Alternatives would require that fencing or other suitable barriers shall be provided to 
prevent the public from gaining access to the LRT guideway, per the CPUC and Metro Design 
Criteria. The security barriers would not create new divisions since the proposed new barriers 
would replace similar barriers, and would serve to restrict access to the existing Expo ROW, to 
which access is already restricted, and trespassing is prohibited. 


Aerial structures would be required along portions of Segment 3 per the grade crossing 
analysis. The proposed aerial structure over Cloverfield Boulevard would not represent a 
physical or visual division of the community as it would be located in the middle of a major 
arterial with two lanes in each direction and a wide landscaped median. As such, Olympic 
Boulevard serves as a barrier that limits access to designated vehicle and pedestrian crossings. 
The structure would be elevated for only a short distance and would not be large enough to 
obstruct views across Olympic Boulevard. Since the scale of development is commercial and 
auto-oriented, the new structure would blend with the scale of the existing infrastructure. 


The aerial structure between 11th Street and the Colorado/4th Street Station would not result in a 
physical or visual barrier because it would be located above, or to the south side of, the 
relatively wide Olympic Boulevard or adjacent to the existing below-grade I-10 Freeway. In 
either instance, these transportation corridors have existing barriers or at the edge of 
communities and the proposed aerial structure would not present a new visual or physical 
barrier. 


No sound mitigation features are anticipated for Segment 3. Additionally, the LRT Alternatives 
would require that curbs, fencing or other suitable barriers shall be provided to prevent the 
public from gaining access to the LRT guideway, per the CPUC. The security barriers would not 
create new divisions, since the proposed new barriers would replace existing access 
restrictions. 


In summary, implementation of LRT Alternative 1 would result in a less-than-significant impact 
with regard to physical barriers. 


LRT Alternative 2: Expo ROW–Colorado 


Similar to LRT Alternative 1, LRT Alternative 2 would create physical barriers in Segment 1, but 
no change to an established community would occur. 


Similar to LRT Alternative 1, LRT Alternative 2 would create physical barriers in Segment 2, but 
no change to an established community would occur. 


One grade separation would be required along a portion of Segment 3a at Cloverfield 
Boulevard, per the grade crossing analysis. The proposed aerial structure within this segment 
would not represent a physical or visual division of an established community. The proposed 
aerial structure would be located between existing buildings several stories high, and would not 
be a predominant feature as it traverses Cloverfield Boulevard to Colorado Avenue. 


One noise mitigation feature is proposed for Segment 3a along the North side from 22nd Street 
to 20th Court; however, this feature would be located along the aerial structure and would not 
represent a physical or visual division. 


Additionally, LRT Alternative 2 would require that curbs, fencing or other suitable barriers shall 
be provided to prevent the public from gaining access to the LRT guideway, per the CPUC. The 
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security barriers would not create new divisions, since the proposed new barriers would replace 
similar barriers (i.e., median). 


In summary, implementation of LRT Alternative 2 would result in a less-than-significant impact 
with regard to physical barriers. 


LRT Alternative 3: Venice/Sepulveda–Olympic 


Grade separations are required along portions of Venice and Sepulveda Boulevards per the 
grade crossing analysis. The grade separations are proposed to be aerial structures. 


The proposed Venice aerial structure would not result in a barrier that would visually or 
physically separate or divide the community as it would be located in the middle of a major 
highway with three lanes in each direction and a landscaped median restricting left-turn access 
to and from many streets. Venice Boulevard currently acts as a physical barrier between land 
uses to the north and south of the Boulevard. The proposed columns and embankment features 
in the center of Venice Boulevard would not represent a visual division, as they would not act to 
separate the community to a greater degree than the existing Venice Boulevard. Pedestrians 
and vehicles would still have access to the services along Venice Boulevard, as well as to the 
neighborhoods located to the north and south of the LRT Alternative. 


The proposed aerial structure(s) on Sepulveda Boulevard would be located within a major 
highway with two lanes in each direction, which similarly serves to restrict vehicle and 
pedestrian access. Additionally, the I-405 Freeway is located to the west of Sepulveda 
Boulevard, which restricts access to Sepulveda from the west except at selected intersections. 


Similar to the aerial structures located along Venice Boulevard, the Sepulveda Boulevard aerial 
structure(s) would introduce new visual features; however, these features would not represent a 
visual division, as they would not separate the community to a greater degree than the existing 
Sepulveda Boulevard. The Sepulveda Boulevard roadway, as well as existing residential and 
commercial uses, is large-scale, with little east/west vehicle or pedestrian traffic. The aerial 
structure would be of the same scale as the I-405 freeway and I-10 freeway, which are visible 
along Sepulveda Boulevard. 


The noise mitigation features proposed along Venice and Sepulveda Boulevards would not 
physically divide the community as these features would most likely be located adjacent to the 
LRT trackwork. Therefore, the noise mitigation features would be located within existing major 
highways, and would not result in a community barrier to a greater degree than Venice and 
Sepulveda Boulevards currently do. 


Additionally, LRT Alternative 3 would require that curbs, fencing or other suitable barriers shall 
be provided to prevent the public from gaining access to the LRT guideway, per the CPUC. The 
security barriers would not create new divisions, since the proposed new barriers would replace 
similar barriers (i.e., median). 


Similar to LRT Alternative 1, LRT Alternative 3 would create physical barriers in Segment 2, but 
no change to an established community would occur. 


Similar to LRT Alternative 1, LRT Alternative 3 would create physical barriers in Segment 3, but 
no change to an established community would occur. 
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In summary, implementation of LRT Alternative 3 would result in a less-than-significant impact 
with regard to physical barriers. 


LRT Alternative 4: Venice/Sepulveda–Colorado 


Similar to LRT Alternative 3, LRT Alternative 4 would create physical barriers in Segment 1a, 
but no change to an established community would occur. 


Similar to LRT Alternative 1, LRT Alternative 4 would create physical barriers in Segment 2, but 
no change to an established community would occur. 


Similar to LRT Alternative 2, LRT Alternative 4 would create physical barriers in Segment 3a, 
but no change to an established community would occur. 


In summary, implementation of LRT Alternative 4 would result in a less-than-significant impact 
with regard to physical barriers. 


Criterion Would the project conflict with any applicable land use plan, policy, or 
regulation of an agency with jurisdiction over the project (including but not 
limited to the general plan, specific plan, or local coastal program) adopted 
for the purpose of avoiding or mitigating an environmental effect? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Within the Expo Phase 2 ROW, the 
I-405 Widening project would be consistent with land use plans and regulations that encourage 
transit supportive development and the need for roadway expansion projects such as the I-405 
Widening project. The No-Build Alternative would be consistent with plans and regulations 
which seek to protect neighborhoods from noise, air, and aesthetic impacts of transit facilities 
and from out-of-scale development. As such, the No-Build Alternative would result in no 
impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative would be consistent with land use plans and 
regulations that encourage transit supportive development or reduce automobile trips and the 
need for roadway expansion projects. As such, the TSM Alternative would be considered 
beneficial from the perspective of enhancing the level of transit within different land planning 
areas, consistent with the goals and policies of those land plans to provide additional transit and 
reduce reliance on personal occupancy vehicles. Additionally, the TSM Alternative would be 
consistent with plans and regulations which seek to protect neighborhoods from noise, air, and 
aesthetic impacts of transit facilities and from out-of-scale development. No impact would 
occur. 
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LRT Alternatives 


The LRT Alternatives are located within the city limits of Los Angeles, Culver City, and Santa 
Monica; the study area is located within the planning boundaries of SCAG. The LRT 
Alternatives are consistent with the SCAG Regional Comprehensive Plan and Guide, and the 
SCAG Regional Transportation Plan. The information below outlines whether implementation of 
the LRT Alternatives is consistent with local land use plans and policies. 


LRT Alternative 1: Expo ROW–Olympic 


Segment 1 is consistent with the Los Angeles General Plan broad policies, as articulated in the 
West Los Angeles Community Plan, Palms–Mar Vista–Del Ray Community Plan, and the Draft 
Housing Element. In addition, it should be noted that the implementation of the proposed project 
would further the goals and policies of Chapter 6 of the Housing Element, in addition to the 
goals, policies and objectives of the aforementioned community plans (Objectives 1-2, 2-2, 
10-2, 11-1, 12-2, 15-1, and 16-2), and would therefore be considered beneficial to long-range 
planning within the City of Los Angeles. The proposed project also would not conflict with the 
Los Angeles General Plan. 


Segment 2 is consistent with the Los Angeles General Plan broad policies, as articulated in the 
West Los Angeles Community Plan, Palms–Mar Vista–Del Ray Community Plan, and the Draft 
Housing Element. Segment 2 is consistent with the Santa Monica General Plan LUCE broad 
policies and applicable Conservation Element policies. In addition to furthering the goals and 
policies of the City of Los Angeles General Plan as stated above under Segment 1, the 
proposed project would help to achieve the goals and policies of the City of Santa Monica’s 
LUCE, and as such, would be considered beneficial. 


Segment 3 is inconsistent with the City of Santa Monica General Plan Conservation Element 
policies regarding preservation of healthy trees, as it would require removal of the presumed 
healthy coral trees in the median of Olympic Boulevard, as shown in Table 3.11-1 (City of Santa 
Monica General Plan Conservation Element Policies). However, it should be noted, and as 
stated above under Segment 2, the proposed project would help to achieve the goals and 
policies of the City of Santa Monica’s LUCE, which would be considered a beneficial impact of 
the proposed project. 


Table 3.11-1 City of Santa Monica General Plan Conservation Element Policies 


Policy Discussion Conclusion 
Santa Monica General Plan Conservation Element 
23 The City shall maintain its policy 
of replacing trees whenever it 
becomes necessary and of not 
permitting the removal of any city 
trees still living and in a healthy 
condition. 


Segment 3 (Olympic) would result in the 
removal and replacement of mature coral 
trees located in the median on Olympic 
Boulevard. For further information, refer to 
Section 3.3 (Aesthetics) and Section 3.6 
(Biological Resources). 


Segment 3 is 
inconsistent with 
this Policy. 


SOURCE: City of Santa Monica General Plan Land Use and Circulation Element, 2002. City of Santa Monica Civic Center 
Specific Plan, 2005. 
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Mitigation measure MM AES-1 would require the Expo Authority to consult with the City of 
Santa Monica to determine whether the coral trees could be relocated; and if relocation is not 
practicable, the Expo Authority shall negotiate with the City of Santa Monica on tree 
replacement. 


Implementation of LRT Alternative 1 would not conflict with the application of any of the City of 
Los Angeles land use plans and regulations. Implementation of LRT Alternative 1 would conflict 
with the City of Santa Monica General Plan Conservation Element policies regarding 
preservation of healthy trees; however, as the proposed project would help to achieve the goals 
and policies of the City of Santa Monica’s LUCE this impact would be considered less than 
significant. 


LRT Alternative 2: Expo ROW–Colorado 


Similar to LRT Alternative 1, LRT Alternative 2 would be consistent with local plans and policies 
for Segment 1. 


Similar to LRT Alternative 1, LRT Alternative 2 would be consistent with local plans and policies 
for Segment 2. 


Segment 3a is consistent with the City of Santa Monica General Plan LUCE broad policies and 
applicable Conservation Element policies. In addition, the proposed project would represent a 
significant step towards achieving the goals and policies of the LUCE, which would be 
considered a beneficial impact of the proposed project.  


LRT Alternative 2 would be consistent with local plans and policies for the City of Los Angeles 
and the City of Santa Monica; therefore, no impact would occur. 


LRT Alternative 3: Venice/Sepulveda–Olympic 


Segment 1a is consistent with the Los Angeles General Plan broad policies, as articulated in the 
West Los Angeles Community Plan, Palms–Mar Vista–Del Ray Community Plan, and the Draft 
Housing Element. 


From Overland Avenue through to Sepulveda Boulevard, Segment 1a would be located within 
Culver City as the LRT Alternative travels down Venice Boulevard, in an alignment that deviates 
from Culver City’s designated transit corridor. Additionally, elements of Segment 1a, such as 
TPSS sites and at-grade crossings, would be located within Culver City. Therefore, 
implementation of Segment 1a would be inconsistent with the Culver City General Plan as 
identified in Table 3.11-2 (Culver City General Plan Policies). 
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Table 3.11-2 Culver City General Plan Policies 


Policy Discussion Conclusion 
Circulation Element 


2.A Support, with 
conditions, 
development of a 
fixed guideway 
transit in Transit 
Corridors 


The 1994 Culver City General Plan Circulation Element 
provides a system for classification of transit corridors. The 
city recognized the importance of transit corridors to provide 
links to the regional system and provide intercity connections. 
While the City originally identified three potential transit 
corridors in the 1994 Circulation Element, these three were 
removed by subsequent revision in 1995 due to funding 
constraints identified in the MTA 1995 20-year Long Range 
Plan. Subsequently, only the Expo ROW remained as the 
potential transit corridor in the Circulation Element. 
Segment 1a would deviate from the Expo ROW (Culver City 
designated Transit Corridor) and be located in the median of 
Venice Boulevard within Culver City. 


Segment 1a is 
inconsistent 
with this Policy. 


2.N Prohibit at-
grade crossings of 
light-rail transit 
within Culver City 


Aerial crossings along Segment 1a would be located at 
Venice/Robertson, Venice/Overland and Venice/Sepulveda 
while all other crossings within or adjacent to Culver City 
would be at grade. 


Segment 1a is 
inconsistent 
with this policy. 


2.O Prohibit at-
grade or elevated 
alignments of light-
rail transit adjacent 
to residential uses 
within Culver City 


Segment 1a includes at-grade or elevated alignments that are 
within or adjacent to Culver City along Venice Boulevard 
between Robertson Boulevard and Sepulveda Boulevard. 


Segment 1a is 
inconsistent 
with this policy. 


SOURCE: City of Culver City General Plan Land Use Element (2005). City of Culver City General Plan Circulation Element, 
1996. 


 


It should also be noted that the proposed project would serve to further the goal of the Culver 
City General Plan to ensure that local and regional transportation systems are effectively linked 
to serve Culver City’s residents and businesses. 


Similar to LRT Alternative 1, LRT Alternative 3 would be consistent with local plans and policies 
for Segment 2. 


Similar to LRT Alternative 1, LRT Alternative 3 would be inconsistent with local plans and 
policies for Segment 3. MM AES-1 would require the Expo Authority to consult with the City of 
Santa Monica to determine whether the coral trees can be relocated. 


Implementation of LRT Alternative 3 would not conflict with the application of any of the City of 
Los Angeles land use plans and regulations. Implementation of LRT Alternative 3 would conflict 
with the Culver City Circulation Element regarding at-grade or grade-separated LRT within the 
city. Further, LRT Alternative 3 would conflict with the City of Santa Monica General Plan 
Conservation Element policies regarding preservation of healthy trees; however, as the 
proposed project would help to achieve the goals and policies of the both the Culver City 
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General Plan and the City of Santa Monica’s LUCE, this impact would be considered less than 
significant. 


LRT Alternative 4: Venice/Sepulveda–Colorado 


Similar to LRT Alternative 3, LRT Alternative 4 would be inconsistent with local plans and 
policies in Segment 1a. 


Similar to LRT Alternative 3, LRT Alternative 4 would be consistent with local plans and policies 
for Segment 2. 


Similar to LRT Alternative 2, LRT Alternative 4 would be consistent with local plans and policies 
for Segment 3a. 


Implementation of LRT Alternative 4 would not conflict with the application of any of the City of 
Los Angeles or City of Santa Monica land use plans and regulations. Implementation of LRT 
Alternative 4 would conflict with the Culver City Circulation Element regarding at-grade or grade-
separated LRT within the city; however, as the proposed project would help to achieve the goals 
and policies of the Culver City General Plan this impact would be considered less than 
significant. 


Criterion Would the proposed project result in an incompatibility with adjacent and 
surrounding land uses caused by degradation or disturbances that diminish 
the quality of a particular land use? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Within the Expo Phase 2 ROW, the 
405 project, with proposed sound walls and visual treatment of walls is not anticipated to result 
in aesthetic or noise impacts to adjacent land uses. Bus and other on-street improvements are 
also proposed as part of the No-Build Alternative, but these modifications would not affect land 
uses. Therefore, the No-Build Alternative would not result in an incompatibility with adjacent and 
surrounding land uses, and a less-than-significant impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. In addition to the impacts identified in the No-Build Alternative, the 
TSM Alternative would also propose bus and other on-street improvements but these 
modifications would not affect land uses. Therefore, the TSM Alternative would not result in 
aesthetic, construction-related air quality, or noise impacts to adjacent land uses. Additionally, 
the TSM Alternative would not result in the introduction of any new stations. Therefore, the TSM 
Alternative would not result in an incompatibility with adjacent and surrounding land uses, and a 
less-than-significant impact would occur. 
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LRT Alternatives 


This analysis summarizes the results of the aesthetics, air quality, and noise assessments to 
provide a basis for determining whether the LRT Alternatives would result in an incompatibility 
with sensitive adjacent or surrounding land uses. Incompatibility would result if the LRT 
Alternatives caused degradation or disturbances that diminish the quality of a particular land use 
(i.e., would the project degrade views, or cause air emissions or noise that would impact 
adjacent residences, parks, or schools). 


LRT Alternative 1: Expo ROW–Olympic 


Implementation of Segment 1 would result in a substantial change to the existing visual 
character or quality of the residential area of the Expo/Westwood Station. Implementation of the 
Expo/Westwood Station would result in street modifications, increased off-street parking, and 
increased bus service along Westwood Boulevard that would serve to alter the character of the 
station vicinity from that of a quiet residential neighborhood with a vacant ROW that serves as a 
community open space to that of a transit station. However, Westwood Boulevard is a heavily 
traveled arterial street and implementation of the LRT Alternative 1 within the Expo ROW would 
be consistent with the goals and policies of the West Los Angeles Community Plan. The 
proposed stations along Segment 1 would be designed according to the Metro Design Criteria 
and consistent with Expo Phase 1 stations. 


Operation of the LRT Alternative 1 would not result in a South Coast Air Quality Management 
District (SCAQMD) emission threshold being exceeded. However, operations would result in 
potentially substantial noise impacts, including noise from light-rail vehicle operations, audible 
warnings, and ancillary equipment. While implementation of transit within Segment 1 would 
change views, the long-term changes would be consistent with the designation of Westwood 
Boulevard as a major arterial. Air quality thresholds would not be exceeded and potential noise 
impacts would be mitigated. Therefore, LRT Alternative 1 would not result in an incompatibility 
with adjacent or surrounding land uses, and would not result in a degradation of the existing 
community. 


Compliance with existing regulations and implementation of mitigation measures MM NOI-1 
through MM NOI-4 would reduce potential noise impacts in Segment 1. 


Implementation of Segment 2 would not be incompatible with, or substantially degrade the 
existing visual character or quality of the surrounding area. This segment is characterized by 
light-industrial and commercial uses to the north of the Expo ROW, with residential uses located 
to the south of Exposition Boulevard. With the exception of the area between Sawtelle 
Boulevard and Pico/Gateway Boulevard, the majority of the residential uses are screened from 
the Expo ROW by existing fencing, walls, and landscaping. Because the LRT guideway and the 
I-405 overpass would both be elevated in this portion of the corridor, the guideway would not 
add a visually meaningful element to the existing setting. 


Operation of the LRT Alternative within Segment 2 would result in similar air quality and noise 
impacts as identified for Segment 1. The changes proposed within Segment 2 would be 
consistent with existing light-industrial and commercial uses adjacent to the Expo ROW. 
Additionally, with the exception of the multi-family residential uses located between Sawtelle 
and Pico/Gateway Boulevards, the residential uses to the south of the Expo ROW would be 
separated from the LRT Alternative by Exposition Boulevard and the security barriers that would 
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be installed along the exclusive LRT right-of-way. Air quality thresholds would not be exceeded 
and no immitigable significant noise impacts would result. 


Segment 2 would not result in an incompatibility with adjacent or surrounding land uses, would 
not result in a degradation of the existing community. 


Compliance with existing regulations and implementation of mitigation measures MM NOI-1 
through MM NOI-4 would reduce potential noise impacts in Segment 2. 


The scenic elements identified for Segment 3 consist of coral trees on Olympic Boulevard, the 
Santa Monica Pier sign, and the Main Street Bridge. Other than the residential uses located at a 
newly constructed apartment complex at the intersection of Olympic Boulevard and 20th Street, 
there are no sensitive viewers within Segment 3. Implementation of Segment 3 would not 
obstruct or otherwise alter views of the Santa Monica Pier sign and the Main Street Bridge. 
However, removal of the coral trees located within the median of Olympic Boulevard would 
result in the loss of an important aesthetic feature. In addition, the proposed Colorado/4th Street 
Station in Segment 3 would be consistent with the transit-supportive and pedestrian-oriented 
character of downtown Santa Monica as well as the City of Santa Monica’s Land Use and 
Circulation Plan. 


Operation of the LRT Alternative within Segment 3 would result in similar air quality and noise 
impacts as identified for Segment 1. Therefore, while implementation of Segment 3 would 
remove the coral trees and potentially replace with other landscaping, the changes would be 
consistent with and would further serve to reinforce the commercial-serving nature of Olympic 
Boulevard, as well as the transit-supportive character of downtown Santa Monica. Air quality 
thresholds would not be exceeded and no immitigable noise impacts would result. 


Segment 3 would not result in an incompatibility with adjacent or surrounding land uses, would 
not result in a degradation of the existing community. 


Implementation of mitigation measure MM AES-1 would reduce potential impacts by requiring 
that the coral trees be relocated if practicable, or replaced within the vicinity of the alignment. 
Compliance with existing regulations and implementation of mitigation measures MM NOI-1 
through MM NOI-4 would reduce potential noise impacts in Segment 3. 


Implementation of LRT Alternative 1 would not result in an incompatibility with adjacent or 
surrounding land uses caused by degradation or disturbances that diminish the quality of a 
particular land use. This is a less-than-significant impact. 


LRT Alternative 2: Expo ROW–Colorado 


Similar to LRT Alternative 1, LRT Alternative 2 would not result in an incompatibility with 
adjacent or surrounding land uses, and would not result in a degradation of the existing 
community in Segment 1. Compliance with existing regulations and implementation of mitigation 
measures MM NOI-1 through MM NOI-4 would reduce potential noise impacts in Segment 1. 


Similar to LRT Alternative 1, LRT Alternative 2 would not result in an incompatibility with 
adjacent or surrounding land uses, and would not result in a degradation of the existing 
community in Segment 2. Compliance with existing regulations and implementation of mitigation 
measures MM NOI-1 through MM NOI-4 would reduce potential noise impacts in Segment 2. 
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The only scenic view identified for Segment 3a consists of a direct view of the Santa Monica 
Pier sign looking west on Colorado Avenue. However, implementation of Segment 3a would not 
obstruct or otherwise alter views of the Santa Monica Pier sign. Proposed improvements within 
Segment 3a also would not substantially degrade the existing visual character or quality of the 
site and its surroundings, nor damage or remove important aesthetic features as the 
predominately industrial and transportation-oriented character of the area would not change. 
The proposed Colorado/4th Street Station would be consistent with the transit-supportive and 
pedestrian-oriented character of downtown Santa Monica. 


Operation of the LRT Alternative within Segment 3a would result in similar air quality and noise 
impacts as identified for Segment 1. 


While implementation of Segment 3a would change views, the changes would be consistent 
with the character of Colorado Avenue, as well as the transit-supportive character of downtown 
Santa Monica. Air quality thresholds would not be exceeded and no immitigable noise impacts 
would result. Therefore, Segment 3a would not result in an incompatibility with adjacent or 
surrounding land uses, and would not result in a degradation of the existing community. 


Compliance with existing regulations and implementation of mitigation measures MM NOI-1 
through MM NOI-4 would reduce potential noise impacts in Segment 3a. 


Implementation of LRT Alternative 2 would not result in an incompatibility with adjacent or 
surrounding land uses caused by degradation or disturbances that diminish the quality of a 
particular land use. This is a less-than-significant impact. 


LRT Alternative 3: Venice/Sepulveda–Olympic 


Implementation of Segment 1a would result in a reconfigured streetscape along both Venice 
and Sepulveda Boulevards, including the loss of existing landscaping. Additionally, the LRT 
Alternative would result in the introduction of noise mitigation features and aerial structures that 
could result in a sense of physical encroachment for occupants of the residential buildings 
located adjacent to Venice Boulevard and/or Sepulveda Boulevard, as well as refocusing the 
street level views in the vicinity. 


The aerial LRT guideway would introduce a new visual element; however, both Venice and 
Sepulveda Boulevards are heavily traveled arterial streets that are fully served by existing 
transit uses (i.e. bus service). While the introduction of the LRT system elements would alter the 
visual character of Segment 1a, the increased transit opportunity provided by the proposed 
project would be consistent with the land uses along Venice and Sepulveda Boulevards. 
Therefore, implementing LRT would not lead to a degradation of the land uses within 
Segment 1a. 


Operation of the LRT Alternative within Segment 1a would result in similar air quality and noise 
impacts as identified for Segment 1. While implementation of Segment 1a would result in visual 
encroachment, the changes would be consistent with the designation of Venice and Sepulveda 
Boulevards as major arterials. Air quality thresholds would not be exceeded and no immitigable 
significant noise impacts would result. Therefore, Segment 1a would not result in an 
incompatibility with adjacent or surrounding land uses or a degradation of the existing 
community. 
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Mitigation measure MM AES-2 has been identified to ensure that property acquisitions along 
Venice and Sepulveda Boulevards would not lead to visual encroachment for residential uses 
adjacent to the acquired property. The noise mitigation measures identified previously would 
apply to Segment 1a as well. 


Similar to LRT Alternative 1, LRT Alternative 3 would not result in an incompatibility with 
adjacent or surrounding land uses, and would not result in a degradation of the existing 
community in Segment 2. Compliance with existing regulations and implementation of mitigation 
measures MM NOI-1 through MM NOI-4 would reduce potential noise impacts in Segment 2. 


Similar to LRT Alternative 1, LRT Alternative 3 would not result in an incompatibility with 
adjacent or surrounding land uses, and would not result in a degradation of the existing 
community in Segment 3. Compliance with existing regulations and implementation of mitigation 
measures MM NOI-1 through MM NOI-4 would reduce potential noise impacts in Segment 3. 


Implementation of LRT Alternative 3 would not result in an incompatibility with adjacent or 
surrounding land uses caused by degradation or disturbances that diminish the quality of a 
particular land use. This is a less-than-significant impact. 


LRT Alternative 4: Venice/Sepulveda–Colorado 


Similar to LRT Alternative 3, LRT Alternative 4 would not result in an incompatibility with 
adjacent or surrounding land uses, and would not result in a degradation of the existing 
community in Segment 1a. MM AES-2 has been identified to ensure that property acquisitions 
along Venice and Sepulveda Boulevards would not lead to visual encroachment for residential 
uses adjacent to the acquired property, and the noise mitigation measures identified previously 
would apply to Segment 1a as well. 


Similar to LRT Alternative 1, LRT Alternative 4 would not result in an incompatibility with 
adjacent or surrounding land uses, and would not result in a degradation of the existing 
community in Segment 2. Compliance with existing regulations and implementation of mitigation 
measures MM NOI-1 through MM NOI-4 would reduce potential noise impacts in Segment 2. 


Similar to LRT Alternative 2, LRT Alternative 4 would not result in an incompatibility with 
adjacent or surrounding land uses, and would not result in a degradation of the existing 
community in Segment 3a. Compliance with existing regulations and implementation of 
mitigation measures MM NOI-1 through MM NOI-4 would reduce potential noise impacts in 
Segment 3a. 


Implementation of LRT Alternative 4 would not result in an incompatibility with adjacent or 
surrounding land uses caused by degradation or disturbances that diminish the quality of a 
particular land use. This is a less-than-significant impact. 


Summary of Impacts by Alternative 


Table 3.11-3 (Land Use Impacts by Alternative) summarizes the land use impacts of the LRT 
Alternatives. 
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Table 3.11-3 Land Use Impacts by Alternative 


Land Use Issue 
LRT 1: Expo 
ROW–Olympic 


LRT 2: Expo 
ROW–
Colorado 


LRT 3: Venice/ 
Sepulveda–Olympic 


LRT 4: Venice/ 
Sepulveda–
Colorado 


1. Physical Division 
1.a. Access 
Restrictions 


Some access restrictions and modifications would occur; though, impacts would be 
less than significant 


1.b. Potential 
Property 
Acquisitions 


Acquisitions would not change 
cohesion and connectivity of 
existing communities; impacts 
would be less than significant. 


While number of property acquisitions is 
high, there is not an established community 
that bridges either Venice Boulevard or 
Sepulveda Boulevard such that an impact 
would occur; results would be less than 
significant. 


1.c. Physical 
Barriers 


Grade separation, retaining walls, noise mitigation features, and security barriers 
proposed as part of the project would not present a physical barrier; impacts would 
be less than significant. 


2. Consistency 
with Applicable 
Plans and 
Zoning 


Inconsistent with 
the City of Santa 
Monica General 
Plan, impact would 
be less than 
significant 


Consistent 
with city 
plans, no 
impact would 
occur 


Inconsistent with the 
Culver City General 
Plan and City of Santa 
Monica General Plan, 
impact would be less 
than significant 


Inconsistent with 
the Culver City 
General Plan, 
impact would be 
less than 
significant 


3. Compatibility 
with Adjacent 
Land Uses 


Would not result in an incompatibility with adjacent land uses, and would not result 
in a degradation of the existing community; impacts would be less than 
significant. 
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3.16 Socioeconomics 


3.16.1 Introduction 


This section discusses demographic conditions within the study area and examines the potential 
displacement and relocation of housing, residents, and businesses that may result from 
implementation of the proposed project. 


Greater details on Socioeconomics can be found in the Socioeconomics Technical Background 
Report. Full bibliographic references can be found in Appendix B (Bibliography). 


3.16.2 Existing Conditions 


Population and Employment 


Population and employment data are presented at the county and city level, and for the census 
blocks that comprise the study area. According to the 2006 American Community Survey 
conducted by the U.S. Census Bureau, approximately 9,948,000 persons lived in Los Angeles 
County in 2006, an approximate 1-percent increase from 2000.67 The Southern California 
Association of Governments (SCAG) projects the population in Los Angeles County to grow 
approximately 27 percent from 2000 to 2030.68 In this same time period, population in the city of 
Los Angeles is projected to increase by about 18 percent; in the city of Culver City by about 
8 percent; and in the city of Santa Monica by about 9.6 percent. The cities in the study area are 
mostly built out, with growth rates far below the county as a whole. Approximately 290,800 
persons resided in the study area in the year 2000. Population within the study area is expected 
to grow by 14 percent, about 40,300, by 2030. 


Employment (i.e., jobs available) in Los Angeles County is projected to grow by 21 percent from 
2000 to 2030 (SCAG 2007). Culver City and Santa Monica are expected to have substantial 
increases in employment from 2000 to 2030 at 104 percent and 100 percent, respectively 
(SCAG 2007). Table 3.16-1 (Population and Employment) presents population and employment 
data for year 2000, projections for 2030, and percent change over the thirty year period. 
Approximately 222,600 people were employed in the study area in 2000. Employment in the 
study area is projected to grow by 24 percent in the 2000 to 2030 period, or approximately 
52,800 as shown in Table 3.16-1 (Population and Employment). 


                                                 
67 U.S. Census Bureau, American FactFinder, 2006 American Community Survey. Website: 
http://factfinder.census.gov, accessed November 13, 2007. 
68 SCAG Website: http://www.scag.ca.gov, accessed October 22, 2008. 
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Table 3.16-1 Population and Employment 


City 2000 2030 Percent Change 
Population 
Study Area 290,787 331,116 13.9% 
Culver City 38,816 41,929 8.0% 
Los Angeles 3,694,820 4,348,281 17.7% 
Santa Monica 84,084 92,120 9.6% 
Los Angeles County 9,884,300 12,513,500 26.6% 
Employment 
Study Area 222,633 275,405 23.7% 
Culver City 23,568 48,040 103.8% 
Los Angeles 1,690,316 1,960,393 16.0% 
Santa Monica 53,998 107,713 99.5% 
Los Angeles County 4,761,400 5,775,000 21.3% 
SOURCES: 2000 data are from the U.S. Census Bureau, American FactFinder, http://factfinder.census.gov (accessed 
November 13, 2007); 2030 data are from SCAG: http://www.scag.ca.gov (accessed October 22, 2008) 


 


Residential and Commercial Vacancy Rates 


The ease of relocating individuals and businesses depends in part on the availability of 
residential and commercial/industrial properties within each city. Affected property owners would 
be compensated in accordance with the California Relocation Assistance Act (discussed below) 
regardless of the number of vacancies in the city. According to the California Department of 
Finance (DOF) in 2007, of the three cities, Santa Monica has the highest residential vacancy 
rate at 7 percent with an estimated 3,498 vacant dwelling units. City of Los Angeles residential 
vacancy rates are about 5 percent with approximately 64,770 vacant dwelling units, and Culver 
City residential vacancy rates are 3 percent with approximately 519 vacant dwelling units. The 
commercial (i.e., nonresidential) vacancy rates for Culver City, Los Angeles, and Santa Monica 
are roughly equal at 7 percent. Industrial vacancy rates are about 2 percent in Los Angeles. 
According to Grubb & Ellis in 2007, Culver City has the highest commercial vacancy rate at 
about 11 percent with an estimated 641,583 square feet (sf) of vacant commercial space. The 
commercial vacancy rate in West Los Angeles is at about 7 percent with an estimated 
3,834,410 sf of vacant commercial space, and Santa Monica is at about 6 percent with an 
estimated 485,054 sf of vacant commercial space. Residential and commercial vacancy rates 
are provided in Table 3.16-2 (Existing Residential and Commercial Vacancy Rates). 
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Table 3.16-2 Existing Residential and Commercial Vacancy Rates 


City Residential (%) Commercial [Nonresidential] (%) 
Culver City 3.0 7.2 
Los Angeles 4.6 7.4 
Santa Monica 7.0 6.6 
SOURCES: California Department of Finance, E-5 City/County Population and Housing Estimates 1/1/08. Website: 
http://www.dof.ca.gov/research/demographic/reports/estimates/e-5_2001-06/documents/E-5_2008%20Internet%20Version.xls, 
accessed September 2008; Grub& Ellis (2007) (retrieved from http://www.westside-
la.org/pdf/WSOfficePres2007.pdf?2946f5d156af9794e8ab6f4d438ebd0c=33e380e454e5a0e411c0cdf3d51e1cc8 on Jan 17, 
2008) 


 


3.16.3 Regulatory Setting 


California Relocation Assistance Act (Government Code, Sections 7260, et seq.) 


Following enactment of the federal relocation law in 1970, California's legislature enacted the 
Relocation Assistance Act of 1971, requiring public entities to provide procedural protections 
and benefits when they displace businesses, homeowners, and tenants in the process of 
implementing public projects for public benefit. State law allows a displaced person certain 
compensation for a forced relocation, including relocation assistance and reimbursement of 
moving costs. 


Eminent Domain Law (California Code of Civil Procedure, Title 7, Sections 12301.010 
through 1273.050) 


Title 7 of the California Code of Civil Procedure outlines the steps required for public entities to 
follow when the power of eminent domain is necessary to acquire property for a public use. The 
power of eminent domain may be exercised to acquire property for a proposed project only if all 
of the following are established: (a) the public interest and necessity require the project; (b) the 
project is planned or located in the manner that will be most compatible with the greatest public 
good and the least private injury; and (c) the property sought to be acquired is necessary for the 
project. 


The California Public Utilities Code Section 130051.11 gives the Los Angeles County 
Metropolitan Transportation Authority (Metro) the right to administratively delegate to an 
organizational unit or to its chief executive officer any powers and duties it deems appropriate 
such as the power of eminent domain. 


The Exposition Metro Line Construction Authority (Expo Authority) was established by the 
passage of California Senate Bill 504 that was signed by the Governor on October 10, 2003. As 
described in California Public Utilities Code (Code) Section 132600, the Expo Authority shall 
have various powers and duties, including the power of eminent domain related to the 
completion of a light-rail line between downtown Los Angeles and downtown Santa Monica. 
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3.16.4 Analytic Methodology 


For the displacement and disruption of existing uses, real estate maps were used to identify 
properties that would be displaced or acquired for the project (refer to Appendix G). Where 
acquisitions are required, an effort was made to limit displacement by considering partial 
property acquisitions. Where this was not feasible, full acquisitions were identified. Existing 
residential and commercial vacancy rates within the cities in which the identified parcel 
acquisitions would occur were reviewed to determine whether relocation could be 
accommodated within the existing building inventory. Persons per household statistics for each 
city were used to identify the potential number of displaced residents. The actual number of 
residents living within each potentially displaced unit is unknown. 


The study area for the socioeconomic analysis includes census blocks located within 0.5 mile 
on either side of the proposed alignment. Demographic information was obtained from SCAG, 
the U.S. Census Bureau 2000 census, and Claritas, a demographic research firm. Displacement 
and relocation effects were identified through review of the real estate maps. 


3.16.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project necessitate the acquisition of real property, and result in 
businesses, residential owners, or tenants being required to relocate? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. Within the Expo Phase 2 ROW, the No-Build Alternative would not require land 
acquisitions and relocations, and no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. Within the study area, the TSM Alternative would not result in any 
land acquisitions or relocation, and no impact would occur. 


LRT Alternatives 


The Expo Authority is required for any property acquisition to abide by existing laws and 
regulations to ensure relocation assistance and compensation. Table 3.16-3 (Estimated 
Property Acquisitions by LRT Alternative) provides a comparison of the estimated number of 
properties that could be acquired under each LRT Alternative. The LRT Alternatives would 
necessitate the acquisition of real property, and result in residential and business relocation. 


There are a number of potential acquisitions associated with curb cuts in the tables below. 
These acquisitions are related to bringing the street corner radii up to current standards 
including the required ADA ramps when the LRT Alternatives involve street improvements. This 
modernization allows larger vehicles to more easily negotiate turns from one street to another. 
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Table 3.16-3 Estimated Property Acquisitions by LRT Alternative 


Residential 
Acquisitionsa 


Commercial 
Acquisitionsb 


Public 
Acquisitions 


LRT Alternative Full Partial 


Partial 
(curb 
cuts) Full Partial 


Partial 
(curb 
cuts) Full Partial 


Total 
Property 


Acquisitions 


LRT 1: Expo ROW–Olympicb 2 2 12 7 4 22 4 9 62 
LRT 2: Expo ROW–Colorado 1 2 12 8 7 40 4 9 83 
LRT 3: Venice/Sepulveda–
Olympicb 27 48 22 12 17 54 5 9 194 


LRT 4: Venice/Sepulveda–
Colorado 26 48 22 13 20 72 5 9 215 


SOURCES: DMJM Harris, 2008; PBS&J, 2008. 
a. Four potential TPSS locations were identified in Segment 1. For purposes of this analysis 1 residential property and 3 commercial properties were consolidated into 1 residential 
full acquisition. 
b. Two potential TPSS locations were identified in Segment 3 (Olympic) that require potential acquisition. One location could require acquisition of up to 5 properties (4 commercial 
properties and 1 residential property have been identified). The other location would require acquisition of a public parcel. For the purpose of this analysis, the effect from acquiring 
the 1 residential and 4 commercial properties is evaluated. 
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In some instances, jurisdictional cities have allowed variances from the city standards, which 
still comply with ADA, in order to avoid impacting adjacent properties. The Expo Authority will 
work with the appropriate cities to determine the optimum design for the selected LRT 
Alternative. Thus, the number of curb cuts in the table below indicates a conservative approach 
and will likely be reduced during Preliminary Engineering (PE). 


The number of acquisitions associated with each LRT Alternative ranges from a low of 62 to a 
high of 215, resulting in a potentially significant impact. Adherence to existing laws and 
regulations regarding relocation assistance and compensation for property acquisitions would 
be required and would ensure that this impact remains less than significant. 


Criterion Would the project displace substantial numbers of people and/or existing 
housing, necessitating the construction of replacement housing elsewhere 
or create a demand for additional housing that cannot be accommodated by 
existing housing stock? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. Within the Expo Phase 2 ROW, the No-Build Alternative would not require land 
acquisitions and relocations, and no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. Within the study area, the TSM Alternative would not result in 
displacement of people and/or existing housing, and no impact would occur. 


LRT Alternatives 


This analysis accounts for the potential displacement of existing housing units along the LRT 
Alternatives as a result of full property acquisitions needed to create the LRT right-of-way. Full 
acquisitions often require relocation, while partial acquisitions would not. Table 3.16-4 
(Estimated Residential Displacements by Alternative) provides a comparison of the estimated 
number of units and residents that could be relocated under each LRT Alternative. Each 
homeowner and renter displaced as a result of the project would be given advanced written 
notice and would be informed of the eligibility requirements for relocation assistance and 
payments. An effort would be made to limit displacement. 
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Table 3.16-4 Estimated Residential Displacements by LRT Alternative 


Los Angeles Culver City Santa Monica 


LRT Alternative Units Residents Units Residents Units Residents 


Total 
Residents
Displaced 


LRT 1: 
Expo ROW–
Olympic 


1 3 0 0 1 2 5 


LRT 2: Expo 
ROW–Colorado 1 3 0 0 0 0 3 


LRT 3: Venice/ 
Sepulveda–
Olympic 


73 178 31 76 1 2 256 


LRT 4: Venice/ 
Sepulveda–
Colorado 


73 178 31 76 0 0 254 


SOURCE: Department of Finance. 2008. http://www.dof.ca.gov/research/demographic/reports/estimates/e-5_2001-
06/documents/E-5_2008%20Internet%20Version.xls accessed January 20, 2009  
Residential displacement was determined by multiplying the number of displaced residential households by 2.44 persons per 
household (pph); the average for the three cities: 
 Culver City: 2.42 pph 
 Los Angeles: 2.97 pph 
 Santa Monica: 1.92 


 


For the residential acquisitions within Culver City, Los Angeles, and Santa Monica, it appears 
that there would be sufficient housing stock to absorb the displaced occupants. For each of the 
property displacements, relocation assistance and compensation would be provided by the 
Expo Authority as required by the California Relocation Assistance Act. Any potential 
displacement of existing housing units would require the Expo Authority to abide by existing 
laws and regulations to ensure relocation assistance and compensation, ensuring that this 
impact remains less than significant. 


Criterion Would the project result in the termination of Metro’s long-term 
leases/licenses prior to their original expiration date for the purpose of 
constructing a transit service improvement and supporting infrastructure? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. Within the Expo Phase 2 ROW, the No-Build Alternative would not require lease 
terminations, and no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
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stops and additional buses. Within the study area, the TSM Alternative would not result in 
termination of any leases/licenses, and no impact would occur. 


LRT Alternatives 


This analysis assesses the need to terminate long-term and temporary lease/license 
arrangements between Metro and businesses located within the Expo ROW. Two types of 
lease/license agreements currently exist: agreements originally made with the Santa Fe 
Railroad prior to Metro’s purchase of the Expo ROW; and lease/license agreements entered into 
by Metro with businesses after the acquisition of the Expo ROW. 


Leases/licenses entered into directly by Metro generally include the right to terminate the 
lease/license for any transportation project and include a relocation waiver as a condition to 
entering into the lease/license; or are month-to-month leases/licenses, which are temporary in 
nature. The termination of these leases/licenses would not constitute an impact and would not 
require compensation. Pre-acquisition leases/licenses have been identified along the LRT 
Alternatives; however, no early lease/license terminations are anticipated to be required. If early 
lease/license terminations are subsequently determined to be required, the business owner 
would be compensated pursuant to California Relocation Assistance Act requirements. 
Adherence to these existing laws and regulations regarding relocation assistance and 
compensation for property acquisitions would ensure that this impact remains less than 
significant. 


Criterion Would the project Induce substantial population growth in an area, either 
directly (for example, by proposing new homes and businesses) or 
indirectly (for example, through extension of roads or other infrastructure)? 


Refer to Chapter 5 (Other CEQA Considerations) for the discussion of growth inducement. 
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3.5 Global Climate Change 


3.5.1 Introduction 


This section addresses the potential impacts of operation of the proposed Expo Phase 2 project 
on greenhouse gas emissions and the potential for emissions to cumulatively contribute to 
climate change, as required by the California Global Warming Solutions Act of 2006 (AB 32). 


Greater detail on Global Climate Change is contained in the Global Climate Change Technical 
Background Report. Full bibliographic references can be found in Appendix B (Bibliography). 


3.5.2 Existing Conditions 


The term “climate change” refers to long-term global and regional variations in wind patterns, 
storm intensity, precipitation, and temperature. It is widely accepted by the scientific community, 
and is recognized by the State of California, that (1) emissions of greenhouse gases and 
aerosols, and changes in land cover associated with development are accelerating global 
climate change and that (2) adverse environmental impacts will result from climate change in 
the future. 


Greenhouse Gas Emissions 


Gases that trap heat in the atmosphere are called greenhouse gases, analogous to the way a 
greenhouse retains heat. 


Generally, greenhouse gases generated by electrical-powered light-rail vehicles and other 
transit sources (including those fueled by petroleum or natural gas) include carbon dioxide 
(CO2), nitrous oxide (N2O), methane (CH4), hydrofluorocarbons (HFCs), sulfur hexafluoride 
(SF6), and aerosols. 


Other gases that contribute to the greenhouse effect include ozone,51 chlorofluorocarbons 
(CFCs), and perfluorocarbons (PFCs), but these gases are generally associated with residential 
and/or industrial uses. Transportation infrastructure projects do not generate substantial levels 
of these gases. 


Sources of Greenhouse Gases Associated with Transportation Sector 


California’s transportation sector is heavily dependent upon oil, with petroleum-based fuels 
currently supplying 96 percent of California’s transportation energy needs (California Energy 
Commission [CEC] 2003). By percentage, the transportation sector (including highways, rail 
systems, airports, and ports) is the largest contributor to greenhouse gas emissions in 
California, and contributed 38 percent of California’ greenhouse gas emissions between 2002 
and 2004 (California Air Resources Board [California ARB] 2008). 


                                                 
51 Ozone is a greenhouse gas; however, unlike other greenhouse gases, ozone in the troposphere, which 
is the lowest portion of the earth’s atmosphere, is relatively short-lived. It is difficult to make an accurate 
determination of the contribution of ozone precursors (nitrogen oxides and volatile organic compounds) to 
global climate change (Cal EPA 2004). 
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Public transit is demonstrably more energy efficient than multiple automobile trips and has been 
shown to result in lower greenhouse gas emissions (Poudenx and Merida 2007). The California 
Attorney General’s Office (AGO) suggests that land development projects should be required to 
create an interconnected transportation system that allows a shift in travel from private 
passenger vehicles to alternative modes, including public transit, ride sharing, bicycling and 
walking as a form of reducing and mitigating greenhouse gas emissions (AGO 2007). Generally, 
the Association of Environmental Professionals (AEP), California Air Pollution Control Officers 
Association (CAPCOA), California Climate Action Team (CAT), United States Environmental 
Protection Agency (U.S. EPA), and other climate change policy makers consider the provision 
of public transit access that serves to reduce vehicle miles traveled (VMT) as mitigation for 
climate change impacts. 


3.5.3 Regulatory Setting 


Federal Policies 


Climate Change Action Plan 


In October 1993, President Clinton announced his "Climate Change Action Plan," with the goal 
of returning greenhouse gas emissions to 1990 levels by the year 2000. This was to be 
accomplished through fifty initiatives, relying on innovative voluntary partnerships between the 
private sector and government aimed at producing cost-effective reductions in greenhouse gas 
emissions. As of May 2008, thirty states, including California, have completed comprehensive 
Climate Action Plans that detail the steps that each state can take to reduce their contribution to 
climate change. 


Clean Air Act 


The U.S. EPA currently does not regulate greenhouse gas emissions from motor vehicles. 


State Policies 


Executive Order S-3-05 


On June 1, 2005, Governor Arnold Schwarzenegger signed Executive Order S-3-05. The goal 
of this Executive Order is to reduce California’s greenhouse gas emissions to (1) 2000 levels by 
2010, (2) 1990 levels by the 2020, and (3) 80 percent below the 1990 levels by the year 2050. 


Assembly Bill 32 


In 2006, the Governor’s goal was further reinforced with the passage of Assembly Bill 32 
(AB 32), the Global Warming Solutions Act of 2006. AB 32 sets the same overall greenhouse 
gas emissions reduction goals while further mandating that the California ARB create a plan, 
which includes market mechanisms, and implement rules to achieve “real, quantifiable, cost-
effective reductions of greenhouse gases.” Executive Order S-20-06 further directs state 
agencies to begin implementing AB 32, including the recommendations made by the state’s 
CAT. 
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Executive Order S-01-07 


In January, 2007, With Executive Order S-01-07, Governor Schwarzenegger set forth the low 
carbon fuel standard for California. Under this executive order, the carbon intensity of 
California’s transportation fuels is to be reduced by at least 10 percent by 2020. 


Senate Bill 97 


The provisions of Senate Bill (SB) 97, which was enacted in August 2007 as part of the State 
Budget negotiations, directed the Office of Planning and Research (OPR) to propose California 
Environmental Quality Act (CEQA) Guidelines advising lead agencies on how to mitigate the 
impacts of greenhouse gas emissions. OPR has been directed to promulgate such guidelines 
by July 2009, and the Resources Agency has been directed to adopt such guidelines by 
January 2010. Draft guidelines were released in December 2008 and were used for the analysis 
in this section. 


Senate Bill 1078 


SB 1078, enacted in 2002, established a renewable portfolio standard (RPS) for electricity 
supply. The RPS requires that retail sellers of electricity provide 20 percent of their supply from 
renewable sources by 2010. In addition, electricity providers subject to the RPS must increase 
the percentage of their energy portfolio supplied through renewable sources by at least 
1 percent each year. As of July 2008, Southern California Edison has achieved 15.7 percent of 
its total electrical sales from renewable resources (California Public Utilities Commission 
[CPUC] 2008). 


Senate Bill 375 


SB 375 was signed into law in September 2008, and requires the California ARB to develop 
regional greenhouse gas emission reduction targets to be achieved from the automobile and 
light truck sectors for 2020 and 2035. The eighteen metropolitan planning organizations (MPOs) 
in California will prepare a "sustainable communities strategy" (SCS), as part of their Regional 
Transportation Plans, to reduce the amount of VMT in their respective regions and demonstrate 
the ability for the region to attain the California ARB's targets. Starting in the year 2012, transit-
oriented development that is consistent with the SCS would then be eligible for regional funding; 
and in order to incentivize smart growth, these funds would not be available for non-compliant 
projects. 


Cities and counties, when pursuing developments that comply with the SCS that has been 
prepared for their region, would be incentivized to focus on constructing “transit priority projects” 
(TPPs) that are sufficiently dense and close to transit. If a TPP is consistent with a region’s 
SCS, and if it satisfies other necessary conditions (such as no interference with wetlands or the 
habitat of an endangered species), then a TPP may be approved with less rigorous 
environmental review than CEQA currently requires. In addition, Cities would get extra time—
eight years instead of five—to update housing plans required by the state. The main goal 
underlying these amendments is to coordinate transportation and housing planning—in 
particular, to allocate housing in a way that is consistent with the growth blueprint that each 
MPO lays out in its Regional Transportation Plan (RTP)-SCS. 







page 3.5-4


3.5. Global Climate Change 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


3.5.4 Analytic Methodology 


Data used to prepare this section were taken from various sources, including the following 
professional white papers: Mitigation Measures and Global Warming Resources (AGO 2007); 
Alternative Approaches to Analyzing Greenhouse Gas Emissions and Global Climate Change in 
CEQA Documents (AEP 2007); CEQA and Climate Change (CAPCOA 2008); Climate Action 
Team Proposed Early Actions to Mitigate Climate Change in California (CAT 2007); and Climate 
Change 2007: Fourth Assessment Report (IPCC 2007). Significance criteria are derived from 
the CAPCOA report, while the description of predicted climate change impacts is drawn from 
the United Nations Intergovernmental Panel on Climate Change (IPCC) report and from U.S. 
EPA predictions. The discussion of emissions reductions strategies is drawn from the California 
AGO and CAT reports. 


In June 2008, the OPR published a technical advisory with recommendations for the preparation 
of greenhouse gas analyses under CEQA. OPR recommends preparation of a quantitative 
emissions inventory for a proposed project, followed by a discussion of the significance of the 
project according to climate change thresholds defined by a local agency. The December 2008 
Draft CEQA Guideline amendments, prepared pursuant to SB 97, are consistent with the 
technical advisory.  


This section uses data from Section 3.2 (Transportation/Traffic) for the Light-Rail Transit (LRT) 
Alternatives. The greenhouse gas emissions estimate for the No-Build Alternative was used as 
a baseline to compare with the TSM Alternative and the four LRT Alternatives to determine the 
reduction in passenger vehicle-related greenhouse gas emissions that would occur with 
implementation of the proposed project. Emissions of CO2 from buses and passenger vehicles 
were obtained from the URBEMIS 2007 model. 


3.5.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criteria Would the project contribute to a regional increase in greenhouse gas 
emissions? 


No-Build Alternative 


Regional VMT, and corresponding mobile source emissions, are expected to increase by 2030 
in response to increased population and economic activity (refer to Table 3.5-1 [Annual 
Countywide Reductions in CO2 Associated with Reduced Vehicle Single-Occupancy Miles 
Traveled]). Under the No-Build Alternative, greenhouse gas emissions would increase as a 
result of the increased VMT. The minor improvements in bus service on existing routes that 
would be implemented under the No-Build Alternative would have a small but positive impact on 
future greenhouse gas emissions. However, the vast majority of other projects assumed in the 
Air Quality Management Plan (AQMP) would proceed. Therefore, the impact is less than 
significant. 







page 3.5-5


3.5. Global Climate Change 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Table 3.5-1 Annual Countywide Reductions in CO2 Associated with Reduced Vehicle Single-Occupancy Miles 
Traveled 


Measure 


No-Build 
Alternative
(baseline) 


TSM 
Alternative 


LRT 1: 
Expo ROW– 


Olympic 
Alternative 


LRT 2: 
Expo ROW– 


Colorado 
Alternative 


LRT 3: 
Venice/Sepulveda–


Olympic 
Alternative 


LRT 4: 
Venice/Sepulveda–


Colorado 
Alternative 


VMT, LA County 223,164,138 223,163,833 223,073,743 223,120,245 223,147,690 223,152,265 
Countywide Emissions (Annual—Tons per Year) 


Total CO2 Associated with VMT 40,496,032 40,495,979 40,479,626 40,488,064 40,493,055 40,493,891 
Change from No-Build Alternative  


Net CO2 (Tons per Year) — -53 -16,406 -7,968 -2,977 -2,141 
Percent Change — -0.00013 -0.04051 -0.01968 -0.00735 -0.00529 


Change from TSM Alternative  
Net CO2 (Tons per Year) — — -16,353 -7,915 -2,924 -2,088 
Percent Change — — -0.04038 -0.01955 -0.00722 -0.00516 
SOURCE: Data from URBEMIS2007; based on VMT in the Transportation/Traffic Technical Background Report. 


 







page 3.5-6


3.5. Global Climate Change 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The TSM Alternative would increase Metro, local and Rapid Bus 
services along city streets. By providing expanded bus service, it is anticipated that the TSM 
Alternative would result in a slight decrease in countywide VMT (refer to Table 3.5-1 [Annual 
Countywide Reductions in CO2 Associated with Reduced Vehicle Single-Occupancy Miles 
Traveled]). The TSM Alternative would result in a net decrease in regional emissions and would 
have a beneficial impact on regional greenhouse gas emissions. 


LRT Alternatives 


The proposed project would use electrical power, presumably supplied by Southern California 
Edison and the Los Angeles Department of Water and Power. Although operation of the LRT 
Alternatives would indirectly increase greenhouse gas emissions through the generation of 
electricity required to operate the light-rail vehicles (LRVs), these emissions would not be 
substantial when considered in the context of the project’s contributions to regional emission 
reductions, discussed below. 


Regional Emissions Reductions 


Implementation of the LRT Alternatives would result in increased transit ridership in Los Angeles 
County because of new connectivity. It is expected that over 10,000 new transit riders would 
choose to ride the LRT Alternatives in 2030, if implemented. The LRT Alternatives would reduce 
annual VMT associated with single-occupancy automotive traffic as compared to both the No-
Build and the TSM Alternatives. A regional reduction in VMT would be expected to contribute to 
a corresponding regional reduction in greenhouse gas emissions producing anywhere from 
2,141 to 16,406 tons of CO2 less than the No-Build Alternative, and from 2,088 to 16,353 tons of 
CO2 less than the TSM Alternative. In addition, implementation of the LRT Alternatives would 
result in improvements in intersection level of service (LOS), contributing to reductions in 
greenhouse gas emissions by increasing the efficiency of the regional transportation system 
(refer to Section 3.2 [Transportation/Traffic]). This would be considered a beneficial impact with 
regards to compliance with the emissions-reduction targets set forth in AB 32 and Executive 
Order S-3-05. The LRT Alternatives would therefore have a beneficial impact on greenhouse 
gas emissions. 
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3.13 Paleontological Resources 


3.13.1 Introduction 


This section analyzes the potential for paleontological discoveries within the project construction 
area. Paleontological resources are physical remnants of ancient life. Typical paleontological 
resources could include fossilized bones, teeth, shells, leaves and wood, but could also consist 
of footprints, burrows or other indicators. 


The analysis in this section is based on Paleontological Assessment for the Exposition Corridor 
Transit Project (Phase II), Cities of Los Angeles and Santa Monica, California (July 2008). Full 
bibliographic references can be found in Appendix B (Bibliography). 


3.13.2 Existing Conditions 


The project alignments are mapped as Quaternary old alluvial fan deposits and Quaternary 
young alluvial fan deposits. Quaternary old alluvial fan sediments were deposited during the 
middle to late Pleistocene epoch, between 800,000 to 10,000 years ago while the young fan 
deposits are less than 10,000 years old. The Quaternary old alluvial fan deposits are exposed at 
the surface in the Cheviot Hills, Palms, Culver City, and Santa Monica areas and are crossed by 
all four LRT Alternatives. The old alluvial fan deposits are also present at variable depths, below 
the young alluvial fan deposits throughout the project. 


Thirteen vertebrate fossil localities have been previously discovered in the Quaternary old 
alluvial fan deposits within the project alignments and a 1-mile perimeter buffer. Vertebrate 
fossils are important non-renewable paleontological resources. 


3.13.3 Regulatory Setting 


State 


California Environmental Quality Act (CEQA) 


CEQA is intended to prevent substantial, avoidable damage to the environment by requiring 
changes in projects through the use of alternatives or mitigation measures when the 
governmental agency finds the changes to be feasible. If paleontological resources are 
identified as being within the proposed project area, the sponsoring agency must take those 
resources into consideration when evaluating project impacts. The level of consideration may 
vary with the importance of the resource. 


Public Resources Code Section 5097.5 


No person shall knowingly and willfully excavate upon, or remove, destroy, injure or deface any 
historic or prehistoric ruins, burial grounds, archaeological or vertebrate paleontological site, 
including fossilized footprints, inscriptions made by human agency, or any other archaeological, 
paleontological, or historical feature, situated on public lands, except with the express 
permission of the public agency having jurisdiction over such lands. Violation of this section is a 
misdemeanor. 
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3.13.4 Analytic Methodology 


The assessment focuses on identifying potential project-related impacts to important 
paleontological resources based on information obtained through the archival records search 
and the paleontological surface survey. A paleontological field survey of the project alignments 
was performed in January 2008. Open ground surface, very limited in extent given the urban 
environment, was examined by pedestrian inspection. No surface paleontological resources 
were observed. 


The information on paleontological resources in this section is from record searches at the 
Natural History Museum of Los Angeles County, Museum of Paleontology at the University of 
California, Berkeley and online databases, background research including geological mapping, 
survey, and previous reports for the area. 


3.13.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the implementation of the proposed project directly or indirectly 
damage or destroy a unique paleontological resource or site or unique 
geologic feature? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The I-405 FEIS/EIR identified no 
impacts to paleontological resources for the portion of the project that crosses the Expo Phase 2 
ROW. On-street transit improvements would not result in modification of the street and would 
have no impact. Therefore, the No-Build Alternative would result in no impacts associated with 
paleontological resources. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As any bus stop upgrades would be on existing streets there would 
be no disturbance to previously undisturbed areas. Therefore, the TSM Alternative would result 
in no impact associated with paleontological resources. 


LRT Alternatives 


The LRT Alternatives all have the potential to adversely affect sediments of high paleontological 
sensitivity. The research indicated that Quaternary old alluvial fan deposits of Middle to Late 
Pleistocene age in the vicinity are known to contain important vertebrate paleontological 
resources at depths ranging from the surface to approximately 55 feet below the surface. 


One vertebrate fossil locality is known to be within the project alignments in the Quaternary old 
alluvial fan deposits. Another dozen vertebrate fossil localities are known from these sediments 
to be within 1 mile of the project alignments. These fossils have been found at depths from the 
surface to many feet below the surface. Extinct animals from these localities include American 
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lion, saber-toothed cat, western horse, mammoth, mastodon, yesterday’s camel, and antique 
bison. The research thus indicated that important vertebrate paleontological resources from the 
Pleistocene Epoch are known from the Quaternary old alluvial fan deposits in the project vicinity 
and the sediments were assigned a ranking of high paleontological sensitivity. 


The study area is highly sensitive for paleontological resources at variable depth and should be 
considered highly sensitive in regard to any excavations more than 4 feet below the surface. 


In order to protect these paleontological resources, the following mitigation measure has been 
identified. 


MM PAL-1 The Expo Authority shall retain a qualified paleontologist to prepare and 
implement a Paleontological Resources Management Plan (PRMP) to the 
standards detailed in the Paleontological Resources Technical Background 
Report. 


Monitoring is required at the surface and below of Segment 1 (Expo ROW) 
from station 540+00 to 600+00, Segment 1a (Venice/Sepulveda) from station 
615+00 to 635+00, Segment 3 (Olympic) from station 790+00 to 855+00, 
Segment 3a (Colorado) from station 830+00 to 855+00 where there are 
known surface exposures of Quaternary old alluvial fan deposits of high 
paleontological sensitivity. 


In other project areas, the paleontologist will examine subsurface work to 
adjust monitoring to cover Quaternary old alluvial fan sediments only. 


Upon completion of all monitoring and mitigation activities, the paleontologist 
will submit a final report to the Expo Authority summarizing the work and 
confirming that all recommendations were implemented. 


With the implementation of this mitigation measure the LRT Alternatives would result in less-
than-significant impacts. 
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3.8 Geology, Soils, and Seismicity 


3.8.1 Introduction 


This section examines the potential effects associated with geology, soils, and seismicity of the 
study area as a result of implementation of the proposed Expo Phase 2 project. 


Greater detail on Geology, Soils, and Seismicity is contained in the Geologic/Seismic Conditions 
and Hazardous Materials Technical Background Report. Full bibliographic references can be 
found in Appendix B (Bibliography). 


3.8.2 Existing Conditions 


Regional Setting 


The study area is located on the west side of Los Angeles County and can be defined by the 
Expo Phase 1 terminus station to the east of Venice and Robertson Boulevards; the Pacific 
Ocean to the west; the Santa Monica Mountains to the north; and the Baldwin Hills to the south. 
Mountains and hills generally expose Late Cretaceous to Late Pleistocene-age sedimentary and 
igneous rocks and bound the great Los Angeles Basin along the north, northeast, east, and 
southeast (Yerkes 1965). The Los Angeles Basin is a northwest-trending structural trough, 
alluviated lowland plain, approximately 50 miles long and 20 miles wide. The Expo Phase 2 
alignments traverse approximately 6.6 miles of Quaternary- to Pleistocene-age alluvial fan 
deposits within the southerly portion of the basin. The location of the LRT Alternatives in relation 
to the geologic formations within the area is shown in Figure 3.8-1 (Geologic Formations Map). 


The eastern end of the alignments lies adjacent to a complex system of faults and folds that 
extend southeast through the Los Angeles Basin identified as the Newport-Inglewood structural 
zone. This structural zone is a controlling factor of the nearby Baldwin Hills geomorphology. The 
steep uplifted terrain of the Baldwin Hills is vulnerable to landsliding and erosion, triggered 
largely by sustained, heavy rains (California Division of Mines and Geology [CDMG] 1982). 
Other landsliding in the region is largely due to the effects of groundshaking. 


Geology and Soils 


Anticipated underlying materials within the study area include artificial fill associated with the 
existing development of Exposition Boulevard and surrounding buildings and utilities. Fill 
materials are anticipated to be comprised of native alluvial soils. The young, Holocene in age 
(11,000 years old to recent) native alluvial soils are unconsolidated, detrital sediments 
consisting of variable amounts of gravel, sand, silt, and clay. Alluvial soils are anticipated to be 
in excess of 100 feet in depth within this portion of the alignment. Much of the study area is 
mapped as older Pleistocene age, alluvial sediments and shallow marine sediments are 
mapped (Dibblee 1991). These older sediments are weakly consolidated and are comprised of 
sand, gravel, and silt (Dibblee 1991). 







Source: Leighton Consulting Inc. 


Figure 3.8-1
Geologic Formations Map 
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Groundwater 


Based on local topography and measured groundwater levels in the Charnock subbasin, depth 
to groundwater is estimated to be between 110 to 180 feet below ground surface (bgs) along 
Segment 1 (Expo ROW), and Segment 2 (Sepulveda to Cloverfield); depth to groundwater 
along Segment 1a (Venice/Sepulveda) is expected to be about 100 feet bgs. Depth to 
groundwater along Segment 3 (Olympic) and Segment 3a (Colorado) is estimated to be 
between 60 to 140 feet bgs (SMPCDD 2004, 4.5-41).56 Groundwater is not expected to be a 
constraint since the alignments are to be constructed almost entirely at grade with cuts less than 
6 feet in depth. 


Subsurface Gas 


Based on maps from the California Division of Oil, Gas, and Geothermal Resources (DOGGR) 
(Dibblee 1991), the alignment is located south of the Cheviot Hills Oil Field. Common problems 
associated with oil field properties include methane and hydrogen sulfide soil gas, oil seepage, 
contaminated soils, leaking wells, and wells not plugged and abandoned to current standards. 
Site-specific geotechnical investigations have not been initiated. 


Portions of Segment 1a are within the City of Los Angeles Methane and Methane Buffer Zones. 
The location of the LRT Alternatives in relation to oil fields and the City of Los Angeles’ Methane 
and Methane Buffer Zones is presented in Figure 3.8-2 (Oil Fields and Methane Zones Map). 


Corrosivity 


Based on results of chemical testing performed as part of the previous investigation for Expo 
Phase 1, which encountered similar non-marine alluvium, subsurface materials along the Expo 
Phase 2 project are expected to be classified as corrosive to severely corrosive to metals, and 
moderately deleterious to concrete. 


Faults and Seismicity 


The seismic hazard which is expected to have the highest probability of affecting the alignment 
is groundshaking resulting from an earthquake occurring along any of several major active and 
potentially active faults in Southern California. Known regional active faults that could produce 
substantial groundshaking at the project area include the Newport-Inglewood, Santa Monica, 
Hollywood, Puente Hills Blind Thrust, Upper Elysian Park Blind Thrust, and Raymond faults, 
among others. The closest of these is the Newport-Inglewood fault, with a surface projection of 
potential rupture area located in Segment 1. The probable magnitude of a seismic event on the 
Newport-Inglewood fault would range from 6.7 to 7.4 on the Richter scale. The probable 
magnitude of a seismic event on the Santa Monica fault would range from 6.7 to 7.4 on the 
Richter scale. The location of the LRT Alternatives in relation to known faults and liquefaction 
zones is shown in Figure 3.8-3 (Seismic Hazards Map). 


                                                 
56 Depth to groundwater measured for a project near 4th Street in Santa Monica indicated groundwater 
levels at about 47 to 50 feet bgs. 
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Figure 3.8-3
Seismic Hazards Map 
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Liquefaction 


Liquefaction is the loss of soil strength or stiffness due to a build-up of pore-water pressure 
during severe groundshaking. Liquefaction is associated primarily with loose (low density), 
saturated, fine- to medium-grained, cohesion-less soils. Effects of severe liquefaction can 
include sand boils, excessive settlement, bearing capacity failures, and lateral spreading. 


A review of the Seismic Hazard Zones Map for Beverly Hills Seismic Hazard Zones Map 
(CDMG 1999) indicates that portions of all of the proposed project alignments are in an area 
mapped as being susceptible to liquefaction. 


3.8.3 Regulatory Setting 


State 


Alquist-Priolo Earthquake Fault Zoning Act 


The California legislation protecting the population of California from the effects of fault-line 
ground-surface rupture is the Alquist-Priolo Earthquake Fault Zoning Act. This State law was 
passed in response to the 1971 San Fernando Earthquake, which was associated with 
extensive surface fault ruptures that damaged numerous homes, commercial buildings, and 
other structures. At the directive of the Act, in 1972 the State Geologist began delineating 
Earthquake Fault Zones (called Special Studies Zones prior to 1994) around active and 
potentially active faults to reduce fault-rupture risks to structures for human occupancy.57 This 
Act has resulted in the preparation of maps delineating Earthquake Fault Zones to include, 
among others, recently active segments of the Newport-Inglewood and San Andreas faults. The 
Act provides for special seismic design considerations if developments are planned in areas 
adjacent to active or potentially active faults.58 The study area is not in a State of California 
Earthquake Fault Zone. As described in greater detail in Section 3.8.5 (Criteria, Impact 
Evaluation, and Mitigation Measures) below, the active Newport-Inglewood Fault Zone is 
approximately ¾-mile southwest of the proposed alignments. 


California Building Code (CBC) 


The California regulations protecting the public from geo-seismic hazards, other than surface 
faulting, are contained in the 2007 California Code of Regulations, Title 24, Part 2 CBC and 
California Public Resources Code, Division 2, Chapter 7.8 (the Seismic Hazards Mapping Act). 
Both of these regulations apply to public buildings (and a large percentage of private buildings) 
intended for human occupancy. The Metro Design Criteria require conformance with the CBC 
for all construction. 


                                                 
57 Alquist-Priolo Earthquake Fault Zoning Act, California Public Resources Code, Division 2, “Geology, 
Mines, and Mining,” Chapter 7.5 “Earthquake Fault Zones,” Sections 2621 through 2630; signed into law 
December 22, 1972, most recently amended October 07, 1997. 
58 California Geological Survey. 2003. CGS Special Publication 42, Fault-Rupture Hazard Zones in 
California, Alquist-Priolo Earthquake Fault Zoning Act with Index to Earthquake Fault Zones Maps. 
Revised 1997, Supplements 1 and 2, 1999, Supplement 3, 2003. Authors, E.W. Hart and W.A. Bryant. 
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The 2007 CBC, effective January 1, 2008, is based on the current (2006) International Building 
Code and contains major updates and prominent enhancements of the sections dealing with fire 
safety, equal access for disabled persons, and environmentally friendly construction.59 Each 
jurisdiction in the state may adopt its own building code based on the 2007 CBC. Local codes 
are permitted to be more stringent than Title 24, but, at a minimum, are required to meet all 
state standards and enforce the regulations of the 2007 CBC beginning January 1, 2008. 


Seismic Hazards Mapping Act 


The California Seismic Hazards Mapping Act became effective in 1991 to identify and map 
seismic hazard zones for the purpose of assisting cities and counties in preparing the safety 
elements of their general plans and to encourage land use management policies and 
regulations that reduce seismic hazards. The recognized hazards include strong groundshaking, 
liquefaction, landslides, and other ground failure. The Act has resulted in the preparation of 
maps delineating Liquefaction and Earthquake-Induced Landslide Zones of Required 
Investigation. Mapping has been completed for the Newport Beach quadrangle, which contains 
the study area, and the official map was issued in April, 1997. The study area is in a zone of 
potential liquefaction. 


Caltrans Seismic Design Criteria 


The State of California has established construction standards and design criteria for roadways 
to safeguard life and property. Construction standards and seismic design criteria are contained 
in such regulatory codes as Caltrans’ Seismic Design Criteria Version 1.2 (Caltrans 2001, 
December); Highway Design Manual, Section 110.6 (Earthquake Consideration) and 
Section 113 (Geotechnical Design Report) (Caltrans 2001, November); and similar codes 
adopted by a city for roadway corridor protection. The Seismic Design Criteria would apply to 
any roadway widening required for the project. 


State guidelines protecting bridges and overpasses from geo-seismic hazards are contained in 
Caltrans’ Bridge Design Specifications, Bridge Memos to Designers, Bridge Design Practices 
Manual, and Bridge Design Aids Manual. Bridge design must be based on the “Load Factor 
Design methodology with HS20 44 live loading” (a procedure to incorporate the estimated 
weight of the vehicles and/or pedestrians on the bridge with the weight of the bridge for loading 
calculations). Seismic resistant design is required to conform to the Bridge Design 
Specifications, and Section 20 of Bridge Memos to Designers, as well as the Caltrans Seismic 
Design Criteria. The Bridge Design Specifications would apply to the proposed aerial structures. 


Regional 


Los Angeles County Metropolitan Transportation Authority (Metro) 


The Metro Design Criteria establishes the design criteria for Expo Phase 1 and Expo Phase 2. 
All new structures shall be designed to resist the earthquake forces (EQ) and the ground 
displacement stipulated in the criteria. 


                                                 
59 California Building Standards Commission, 2007 California Building Code, California Code of 
Regulations, Title 24, Part 2, Volumes 1 and 2, effective January 1, 2008. 
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3.8.4 Analytic Methodology 


The method for assessing adverse effects involves examining the Expo Phase 2 project for 
known geologic hazards. If stations or structures are located within or directly adjacent to 
geologic hazard areas, there would be the potential for an impact that would require additional 
geotechnical studies and may require enhanced design to eliminate or mitigate the potential 
impact. Such additional studies and design would be conducted following selection of the 
Locally Preferred Alternative (LPA). 


The potential effects on geology, soils, and seismicity have been identified from a review of 
available published and unpublished geotechnical literature pertinent to the proposed project. 
These include, but are not limited to, the safety elements of the general plans for the city and 
county of Los Angeles, and the cities of Culver City and Santa Monica; aerial photographs; 
Official Alquist-Priolo Earthquake Fault Zone Maps; Official Seismic Hazard Zone Maps; 
geologic and topographic maps; other publications by the California Geological Survey (CGS), 
the U.S. Geological Survey (USGS), and the DOGGR; and available geotechnical reports 
pertinent to the project. The analysis of potential geologic and seismic effects along the project 
LRT alignments was determined specifically from (1) the Los Angeles County Seismic Safety 
Element (1990); (2) the City of Los Angeles Safety Element (1996); (3) the Seismic Hazard 
Zone Maps published by the CDMS (1999); (4) Alquist-Priolo Earthquake Fault Zone Maps; and 
(5) reports prepared for the Expo Phase 2 and for other projects in the vicinity. 


3.8.5 Criteria, Impact Evaluation and Mitigation Measures 


Criterion Would the project expose people or structures to potential substantial 
adverse effects, including the risk of loss, injury, or death involving rupture 
of a known earthquake fault, as delineated on the most recent Alquist-Priolo 
Earthquake Fault Zoning Map issued by the State Geologist for the area or 
based on other substantial evidence of a known fault (refer to Division of 
Mines and Geology Special Publication 42); strong seismic groundshaking; 
seismic-related ground failure, including liquefaction; or landslides? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The No-Build Alternative at the Expo 
Phase 2 ROW would not be located within an Alquist-Priolo Fault zone or geoseismic risk areas. 
The No-Build Alternative would result in no impact associated with faults, groundshaking, 
ground failure, or landslides. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses and would not be located within an Alquist-Priolo Fault zone or 
geoseismic risk areas. As with the No-Build Alternative, the TSM Alternative would result in no 
impact associated with faults, groundshaking, ground failure, or landslides. 
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LRT Alternatives 


Potential impacts as related to groundshaking would occur if the guideway system (including but 
not limited to rail tracks, aerial structures, and overhead catenary system [OCS]) were affected 
by ground deformation and/or liquefaction. Inasmuch as the proposed project would be 
implemented under design standards that have been specifically developed to respond to 
seismic conditions, implementation of any of the LRT Alternatives would result in a less-than-
significant impact. 


Criterion Would the project result in substantial soil erosion or the loss of topsoil? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The improvements to the 405 project 
in the Expo Phase 2 ROW would be subject to the CBC, relevant plans, codes, and regulations, 
including the NPDES permit requirements. As a result, the No-Build Alternative would result in 
no impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As with the No-Build Alternative, the TSM Alternative would be 
subject to the CBC and relevant plans, codes, and regulations, including the NPDES permit 
requirements result in no impact. 


LRT Alternatives 


The project would include ground-disrupting activities, such as excavation and trenching for 
foundations and utilities (associated with the transit stations, aerial structures, and maintenance 
facility) and soil compaction and site grading associated with the implementation of a new track 
system, all of which would disturb soils. The State Water Resources Control Board (SWRCB)—
through its National Pollution Discharge Elimination System (NPDES) Program—requires 
erosion and sediment controls for projects with more than 1 acre of land disturbance. 
Requirements associated with the NPDES Program include preparation and implementation of 
a Stormwater Pollution Prevention Plan and a Water Quality Management Plan, with permanent 
erosion and sediment controls; and preparation and implementation of an erosion and sediment 
control plan, describing permanent erosion and sediment controls. The project would be 
required to comply with these existing regulations. Adherence to these requirements would 
prevent substantial on-site erosion and would ensure that the LRT Alternatives would not result 
in substantial soil erosion or the loss of topsoil; therefore, the proposed project would create a 
less-than-significant impact. Refer to Chapter 4 (Construction Impacts) for more discussion on 
the temporary impacts and mitigation measures associated with erosion and sediment controls. 
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Criterion Would the project be located on a geologic unit or soil that is unstable, or 
that would become unstable as a result of the project, and potentially result 
in on- or off-site landslide, lateral spreading, subsidence, liquefaction, or 
collapse? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. Within the Expo Phase 2 study area, the No-Build Alternative would not involve 
geologic units, unstable soils, or areas susceptible to lateral spreading, subsidence, liquefaction, 
or collapse. Therefore, The No-Build Alternative would result in no impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses, none of which involve geologic units, unstable soils, or areas 
susceptible to lateral spreading, subsidence, liquefaction, or collapse. As with the No-Build 
Alternative, the TSM Alternative would result in no impact. 


LRT Alternatives 


Portions of the proposed LRT Alternatives are in an area mapped as being susceptible to 
liquefaction. Liquefiable alluvial soils have been mapped along the eastern end of the 
alignments, east of Venice Boulevard (Station 500+00). This area is in common with all of the 
LRT Alternatives. Liquefiable alluvial soils have also been identified between approximately the 
Expo ROW east of Stewart Street and the Expo ROW at Pico Boulevard (Stations 735+00 to 
680+00). This area is common to all LRT Alternatives. However, implementation of the LRT 
Alternatives would not exacerbate these geologic pre-existing conditions. Additionally, the LRT 
Alternatives would be constructed in compliance with the CBC and Metro Design Criteria to 
ensure that the project would not be adversely affected by liquefiable soils. Therefore, 
implementation of the LRT Alternatives would not have an effect related to on- or off-site 
landslide, lateral spreading, subsidence, liquefaction, or collapse; therefore, a less-than-
significant impact would occur. 


Criterion Would the project be located on expansive soil, as defined in Table 18 1 A 
of the CBC (2001), creating substantial risks to life or property? 


No-Build Alternative 


There would be roadway and transit-service improvements associated with the No-Build 
Alternative. Compliance with the CBC and relevant plans, codes, and regulations would ensure 
that there would be no impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
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additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As with the No-Build Alternative, compliance with the CBC, and 
relevant plans, codes, and regulations, in addition to bus operations safety procedures, would 
ensure that there would be no impact. 


LRT Alternatives 


Portions of the proposed project may be located on expansive soil as defined in Table 18 1 A of 
the CBC (2001). Upon selection of the LPA, further field investigation would be performed to 
identify areas where expansive soils may exist. If such soils are found, their existence will be 
reported in the Final EIR. Regardless of the selected LPA, compliance with Metro Design 
Criteria, the CBC, and relevant plans, codes, and regulations would ensure that the impacts 
would be less than significant. 
















page 3.7-1


3.7. Cultural Resources 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


3.7 Cultural Resources 


3.7.1 Introduction 


The purpose of this section is to identify and evaluate the potential for the Expo Phase 2 project 
to affect and impact cultural resources, including archaeological and historical resources. The 
significance of a project’s impacts to archaeological and historical resources is generally 
determined by whether the project could adversely affect resources that are listed or are eligible 
for listing in the California Register of Historical Resources (California Register). 


This section describes the effects and impacts under CEQA, that the proposed project may 
have on the cultural resources identified within two project Areas of Potential Effects (APEs): 
Figure 3.7-1 (Archaeological Areas of Potential Effect) and Figure 3.7-2 (Architectural Areas of 
Potential Effect). The APEs and survey methodologies were defined in consultation with the 
California State Historic Preservation Officer (SHPO). Notice of concurrence was received from 
SHPO on July 24, 2008, and is included in Appendix D of the Historical Resource Evaluation 
Report (HRER).53 


Greater detail on Cultural Resources can be found in the Archaeological Survey Report (ASR)54 
and HRER prepared for this project. Full bibliographic references can be found in Appendix B 
(Bibliography). 


3.7.2 Existing Conditions 


Information regarding the prehistoric, ethnographic, and historic conditions associated with the 
proposed project area and its surrounding vicinity is provided in the Archaeological Survey 
Report and Historical Resources Evaluation Report. 


Native Americans are known to have been present in the Los Angeles area as early as 9,000 
years B.P. By the second half of the eighteenth century, Spanish explorers began to establish 
missions across the region, and in 1822 the newly independent state of Mexico controlled this 
area. Spanish and Mexican rule influenced the decline of the Native American population in the 
area. In 1848, California was ceded to the United States, and the Gold Rush migration and 
tourism brought new settlers to the area. Improvements in transportation facilities in the second 
half of the nineteenth century were soon to transform the region. 


Railroad and port construction significantly advanced development in the project region. In 
1872, the Southern Pacific Railroad agreed to build their line through Los Angeles in a pivotal 
arrangement that gave Southern Pacific a monopoly on Los Angeles’s port at San Pedro, 
securing Southern Pacific’s dominance over rail lines into Los Angeles for the next decade. 
When the Southern Pacific Railroad extended its line from San Francisco to Los Angeles in 
1876, newcomers poured into the area. 


                                                 
53 Historical Resources Evaluation Report for the Exposition Corridor Transit Project Phase 2 prepared by 
M.K. Meiser, EDAW, Inc. (2008) 
54 Archaeological Survey Report for the Exposition Corridor Transit Project Phase 2 prepared by Candace 
Ehringer and Monica Strauss, EDAW, Inc. (2008) 
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In the early 1870s, Colonel Robert S. Baker acquired vast tracts of Rancho San Vicente y Santa 
Monica, Rancho Boca de Santa Monica, and Rancho La Ballona. He envisioned a port city at 
Santa Monica linked by rail to Los Angeles. Baker joined with Senator John Percival Jones from 
Nevada, who established the Los Angeles & Independence Railroad (LA&IRR), the town of 
Santa Monica, and a 1,740-foot wharf to compete with the Southern Pacific Railroad’s 
monopoly. Jones advertised Santa Monica for settlement, and in July 1875, he began 
auctioning parcels in the new township of Santa Monica creating rapid development of the area. 
In November 1875, the line was complete to Los Angeles. However, cutthroat competition with 
the Southern Pacific Railroad became fierce and Jones was forced to sell the fledgling LA&IRR 
in 1877 to Southern Pacific and his rival, Collis Huntington. Southern Pacific reduced traffic on 
the line and the Santa Monica’s boomtown speculation halted. 


Southern Pacific maintained its dominance in Los Angeles until the 1880s. Competition between 
railroad companies in the 1880s drove fares to an unprecedented low and population growth to 
an all-time high. With the affordable transportation, new settlers came in droves, and to 
accommodate them, over 60 new towns were laid out in the Los Angeles area between 1887 
and 1889. With the indication that Southern Pacific would lose its monopoly over the expanding 
port at San Pedro, Huntington renewed the campaign for a deep-water port at Santa Monica. 
Ironically, the former LA&IRR, which was already owned by Southern Pacific and had been 
practically disabled to protect Southern Pacific’s interests at the port in San Pedro, was now its 
chief interest. The rail line and the wharf at the new Port Los Angeles in Santa Monica were 
completed in 1893, and Southern Pacific transferred its operations from San Pedro to Port Los 
Angeles in Santa Monica. After years of controversy, San Pedro was determined to be the 
official site of the Los Angeles Port in 1897, having far-reaching effects of the development of 
the Los Angeles area. 


In 1906, the Los Angeles Pacific Company, a trolley line (i.e., the Los Angeles Pacific Balloon 
Route) that took tourists over the wharf and the sea, leased the line from Port Los Angeles east 
to Sentous (1.2 miles east of Culver Junction, refer to Figure 3.7-3 [Map of the Los Angeles 
Pacific Balloon Route]) and electrified it in 1908 (part of this segment is within the current project 
area). The remainder of the line to Clement Junction in downtown Los Angeles was electrified in 
1910 and 1911. By 1913, the Pacific Electric Railway Company assumed control of Los Angeles 
Pacific. Under control of both Los Angeles Pacific and Pacific Electric, the rail line from Los 
Angeles to Santa Monica was known as the “Santa Monica Air Line” because once outside the 
city limits of Los Angeles, it made a straight line to the beaches of Santa Monica. 


A second electric railway line, the Venice Short Line (also a part of the Los Angeles Pacific 
Balloon Route), connected Downtown Los Angeles with the beach communities of Venice and 
Santa Monica. Construction of the easternmost portion of the line, from downtown Los Angeles 
to Vineyard, was completed in 1897 by the Pasadena & Pacific Railway Company. Los Angeles 
Pacific gained control over the line by 1902 and completed the portion of the route from 
Vineyard to Ocean Park. The Venice Short Line ran along a private ROW in the median of 
Venice Boulevard (within Segment 1a [Venice/Sepulveda]). 


The expansion of trolley lines increased the development of autonomous communities between 
Santa Monica and Los Angeles. The Los Angeles Pacific‘s Balloon Route Trolley sightseeing 
excursion brought more visitors into the area after 1902. East of Santa Monica, the communities 
of Sawtelle, Home Junction, and Palms, located on former lands of Rancho La Ballona, slowly 
developed from agricultural fields to residential and commercial centers. 
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Figure 3.7-1
Archaeological Areas of Potential Effect
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Figure 3.7-2
Architectural Areas of Potential Effect
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Figure 3.7-3
Map of the Los Angeles Pacific Balloon Route
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Santa Monica continued to develop as a resort city with the help of the Santa Monica Air Line 
and other lines that serviced the popular beach areas. Hundreds of thousands of tourists had 
come by railway, and then by electric streetcars. Despite the presence of some light industries, 
including brick factories and a lumber yard, banks, and a small business district, between 1875 
and 1930, tourism was the dominant local industry. With the collapse of Jones’s speculative 
LA&IRR, tourism suffered until the 1880s when the Southern California boom spurred by 
competitive railway fares brought newcomers to the beach. Into the 1890s, the south side 
beach, known as Ocean Park, developed as a quirky tourist attraction with an ostrich farm, a 
carnation farm, and attractions around the new pier that propelled the area to prominence as a 
place for tourists and day-trippers from Los Angeles. 


Throughout the twentieth century, the City of Los Angeles expanded rapidly by absorbing land 
and communities around it to create the Westside as it is presently configured. 


3.7.3 Regulatory Setting 


State 


California Environmental Quality Act (Public Resources Code Sections 21000–21177) 


CEQA is intended to prevent significant, avoidable impacts to the environment by requiring 
changes in projects through the use of alternatives or mitigation measures when the 
governmental agency finds the changes to be feasible. If cultural resources are identified as 
being within the proposed project area, the sponsoring agency must take those resources into 
consideration when evaluating project effects. The level of consideration may vary with the 
importance of the resource. 


A cultural resource is considered “historically significant” under CEQA if the resource meets the 
criteria for listing in the California Register. The California Register was designed to be used by 
state and local agencies, private groups, and citizens to identify existing historical resources 
within the state and to indicate which of those resources should be protected, to the extent 
prudent and feasible, from substantial adverse change. The section below describes the criteria 
for the California Register (Public Resources Code Section 5024.1, Title 14 CCR, 
Section 4852). 


The California Register was created to identify resources deemed worthy of preservation on a 
state level. The criteria are nearly identical to those of the National Register but focus on 
resources of statewide, rather than national, significance. The California Register consists of 
properties that are listed automatically as well as those that must be nominated through an 
application and public hearing process (Public Resources Code Section 5024.1). 


To be eligible for listing in the California Register, a property must be at least 50 years of age 
and possess significance at the local, state, or national level, under one or more of the following 
four criteria: 


1. It is associated with events that have made a significant contribution to the broad 
patterns of local or regional history, or the cultural heritage of California or the United 
States 


2. It is associated with the lives of persons important to local, California, or national history 
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3. It embodies the distinctive characteristics of a type, period, or method of construction or 
represents the work of a master, or possesses high artistic values 


4. It has yielded, or has the potential to yield, information important in the prehistory or 
history of the local area, California, or the nation 


Historic resources eligible for listing in the California Register may include buildings, sites, 
structures, objects, and historic districts. A resource less than 50 years of age may be eligible if 
it can be demonstrated that sufficient time has passed to understand its historic importance. 
While the enabling legislation for the California Register is less rigorous with regard to the issue 
of integrity, there is the expectation that properties reflect their appearance during their period of 
significance (Public Resources Code Section 4852). 


The CEQA Guidelines (Section 15064.5) also contain the following additional guidelines for 
defining a historical resource: 


• California properties formally determined eligible for, or listed in the National Register 
(Section 5024.1.d.1) 


• Those resources included in a local register of historical resources, as defined in 
Section 5020.1(k) of the Public Resources Code, or identified as significant in a historical 
resources survey meeting the requirements of Section 5024.1(g) of the Public 
Resources Code 


• Those resources that a lead agency determines to be historically significant provided the 
determination is based on substantial evidence 


Additional clarification of the implementation of these sections of the Public Resources Code are 
provided in Title 14 of the California Code of Regulation, Chapter 3, Guidelines for the 
Implementation of the California Environmental Quality Act, Article 5, Section 15064.5. 


Public Resources Code Section 5097.5 


The law provides that no person shall knowingly and willfully excavate upon, or remove, 
destroy, injure or deface any historic or prehistoric ruins, burial grounds, archaeological or 
vertebrate paleontological site, including fossilized footprints, inscriptions made by human 
agency, or any other archaeological, paleontological or historical feature, situated on public 
lands, except with the express permission of the public agency having jurisdiction over such 
lands. Violation of this section is a misdemeanor. As used in this section, "public lands" means 
lands owned by, or under the jurisdiction of, the state, or any city, county, district, authority, or 
public corporation, or any agency thereof. 


California Health and Safety Code (Public Resources Code Section 7050.5) 


The disposition of Native American burials is governed by this section of the California Health 
and Safety Code. 


California Health and Safety Code (Public Resources Code Section 7052) 


Section 7052 of the Health and Safety Code establishes a felony penalty for mutilating, 
disinterring, or otherwise disturbing human remains, except by designated individuals. 
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Local 


Culver City Historic Preservation Program 


Culver City's Historic Preservation Program was established by city ordinance in 1991 and 
subsequently codified as Chapter 15.05 of the Culver City Municipal Code. Chapter 15.05 lays 
out specific guidelines for the designation, nomination, and preservation of cultural resources 
within the city on the basis of their architectural, historical, and/or cultural importance. 


City of Los Angeles General Plan Conservation Element 


City of Los Angeles guidelines for the protection of archeological resources are set forth in 
Section 3 of the City of Los Angeles General Plan Conservation Element, which, in addition to 
compliance with CEQA, requires the identification and protection of archaeological sites and 
artifacts as a part of local development permit processing. 


Specifically, Los Angeles Municipal Code (LAMC) Section 91.106.4.5 states that the Building 
Department “shall not issue a permit to demolish, alter or remove a building or structure of 
historical, archaeological or architectural consequence if such building or structure has been 
officially designated” by a federal, state, or local authority. 


City of Los Angeles Historic-Cultural Monument Designation 


In Los Angeles, resources may be designated as Historic-Cultural Monuments under 
Sections 22.120, et seq., of the LAMC. 


City of Santa Monica Landmarks and Historic Districts Ordinance 


The Santa Monica Landmarks and Historic Districts Ordinance established a Landmarks 
Commission with the power to designate City Landmarks and Structures of Merit, and to make 
recommendations to the City Council regarding the designation of potential Historic Districts. 


3.7.4 Analytic Methodology 


Impacts to historic resources could include direct impacts to the buildings themselves, or the 
parcels upon which they are located. Impacts could also include major changes in the settings 
of the resources, caused by the introduction of new visual elements related to the project. In 
addition, indirect impacts could include substantial increases in noise and vibration, which could 
affect historic resources. 


An archaeological survey was conducted with the goal of identifying archaeological resources 
within the APE. The assessment included archival records research at the South Central 
Coastal Information Center (SCCIC), an archaeological field survey, and a Native American 
Contact Program. The archaeological field survey consisted of a walkover of the entire corridor 
and a surface examination of areas of archaeological potential. 


A Native American contact program was conducted to inform interested parties of the proposed 
project and to address any concerns regarding Traditional Cultural Properties or other resources 
important to Native Americans that could potentially be affected by the project. The program 
involved contacting Native American representatives provided by the Native American Heritage 
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Commission (NAHC) to solicit comments and concerns regarding the project. Documents 
pertaining to the Native American contact program are attached as Appendix B of the ASR. 


A letter was prepared and mailed to the NAHC on April 4, 2007. The letter requested that a 
Sacred Lands File (SLF) review be conducted for the project and that contact information be 
provided for Native American groups or individuals that may have concerns about cultural 
resources in the project area. The NAHC responded to the request in a letter dated April 13, 
2007. The letter indicated that “The SLF did indicate the presence of Native American cultural 
resources in the immediate project area. This study area is in close proximity to previously 
discovered prehistoric burial sites and is believed to hold numerous cultural resources.” The 
letter also included a mailing list of Native American contacts who wish to be contacted when 
the NAHC is consulted about potential projects in the area. 


Letters were mailed on April 17, 2007, to each group or individual provided on the contact list. 
Maps depicting the project area and response forms were attached to each letter. Follow-up 
phone calls were made to each party on June 1, 2007. 


As a result of the Native American contact program, three responses (one letter and two phone 
calls) were received from representatives identified with the Gabrieliño/Tongva Tribe. Each 
interested party expressed their concerns about the project’s anticipated effects on Native 
American cultural sites. Specific concerns include that project construction be monitored, that 
areas along Olympic Boulevard and Main Street in Santa Monica are known by Native 
Americans to be culturally sensitive, and that the parties be informed during future project 
phases. No specific information pertaining to sacred lands or any other known sites was 
obtained from the interested parties. The areas along Olympic Boulevard and Main Street 
known to be sacred are not with in the construction zone as they are on the south side of the 
I-10 Freeway. 


An architectural survey was conducted to identify and evaluate historical resources within the 
APE. An archival records search at the SCCIC was conducted and local landmarks listings were 
reviewed to identify previously recorded historical resources within a 0.5-mile radius of the 
project. 


The approach to the architectural survey of the approximately 7-mile-long APE was determined 
in consultation with the SHPO. The survey method involved initially locating individual resources 
within the limit of reaching 50 years old or older by the completion of the project, which was 
determined to include all resources built before 1965. Building Assessor’s records were 
reviewed, and over 700 results indicated built dates of 1965 or earlier. A reconnaissance survey 
resulted in the identification of 26 resources (24 buildings and 2 bridges) built between 1897 and 
1964 that possessed characteristics requiring further evaluation (Table 3.7-1 [List of 
Buildings/Structures Evaluated]). These 26 resources were recorded and evaluated. 
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Table 3.7-1 List of Buildings/Structures Evaluated 


Address 
Year
Built Architectural Style Eligibilitya 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 
Motor Ave. Bridge 1962 Railroad Bridge No 
National Blvd. Bridge 1964 Railroad Bridge No 


Ivy Substation, 9015 Venice Blvd. 1907 Spanish Eclectic California 
Register Listed 


Segment 1a: Venice/Sepulveda (LRT Alternatives 3 and 4) 


Ivy Substation, 9015 Venice Blvd. 1907 Spanish Eclectic California 
Register Listed 


10966 Venice Blvd. 1927 Spanish Eclectic No 
11156 Charnock Rd. 1952 Modern/Minimal Traditional No 


2920 S. Sepulveda Blvd. 1961 American International Potentially 
Eligible 


2527–2531 S. Sepulveda Blvd. 1938 Modernistic/Art Moderne No 


9813 Venice Blvd. 1915 Neoclassical Potentially 
Eligible 


9635 Venice Blvd. 1928 Italian Renaissance Potentially 
Eligible 


10341 Venice Blvd. 1923 Italian Renaissance Potentially 
Eligible 


3801–3803 Tilden Ave. 
11030–11032 Venice Blvd. 
11034–11036 Venice Blvd. 


1940 Minimal Traditional No 


Segment 2: Sepulveda to Cloverfield (All LRT Alternatives) 
12414 Exposition Blvd. 1927 Spanish Eclectic No 
2200 Wellesley Ave. 1935 Craftsman No 
11928 Exposition Blvd. 1939 Minimal Traditional No 
11558 Tennessee Ave. 1949 Industrial Warehouse No 
11434 Pico Blvd. 1962 Eclectic No 
2431–2435 Corinth Ave. 1938 Modernistic/Art Moderne No 


Segment 3: Olympic (LRT Alternatives 1 and 3) 
1301 Olympic Blvd. 1925 Modernistic/Art Deco No 
1920 Olympic Blvd. 1940 American International No 
1706 21st St. 1914 Craftsman No 
Sears Roebuck and Company 
302 Colorado Ave. 1947 Art Moderne Eligible 


Sears Automotive Store 
402 Colorado Ave. 1947 Art Moderne No 
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Table 3.7-1 List of Buildings/Structures Evaluated 


Address 
Year
Built Architectural Style Eligibilitya 


Segment 3a: Colorado (LRT Alternatives 2 and 4) 


516 Colorado Ave. 1897 Queen Anne/Spindlework Potentially 
Eligible 


528 Colorado Ave. 1910 Craftsman No 
1804 Colorado Ave. 1947 Late Craftsman No 
1625 20th St. 1928 Spanish Eclectic No 
Sears Roebuck and Company 
302 Colorado Ave. 1947 Art Moderne Eligible 


Sears Automotive Store 
402 Colorado Ave. 1947 Art Moderne No 


SOURCE: EDAW, 2008. 
a. Resources have been recommended eligible for the California Register, but concurrence from the CA SHPO is pending. 


 


Table 3.7-2 (Summary of Buildings/Structures by LRT Alternative) identifies the number of 
buildings/structures that are registered, eligible, potentially eligible, or not eligible for the 
California Register. LRT Alternative 4 (Venice/Sepulveda–Colorado) would have the greatest 
number of buildings and structures, with seven sites either eligible or potentially eligible. One 
site is already listed on the California Register. Most of these buildings and structures would be 
found along Segment 1a. 


Table 3.7-2 Summary of Buildings/Structures by LRT Alternative 


Number of Buildings/Structuresa 


LRT Alternative Not Potentially Eligible 
Registered, Eligible, or 


Potentially Eligible 
LRT Alternative 1: Expo ROW–Olympic 12 2 
LRT Alternative 2: Expo ROW–Colorado 12 3 
LRT Alternative 3: Venice/Sepulveda–Olympic 14 6 
LRT Alternative 4: Venice/Sepulveda–Colorado 14 7 
SOURCE: EDAW, 2008. 
a. Resources have been recommended eligible for the California Register, but concurrence from the CA SHPO is pending. 


 


Description of Cultural Resources 


Archaeological Resources 


The project is located in a coastal and semi-coastal environment between the Pacific Ocean 
and Ballona Creek, an area inhabited prehistorically by the Gabrieliño Indians. The project area 
consists largely of a historic railroad ROW (documented as an archaeological resource, see 
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below) that has been subject to virtually no ground disturbance. Other portions of the project 
area travel along city streets where the level of soil disturbance below pavement remains 
unknown. For example, it has not been determined whether rail elements associated with the 
Venice Short Line exist below present-day Venice Boulevard. Although no specific site locations 
have been identified, the NAHC Sacred Lands File check and contact with Native American 
representatives indicate that the project area is known for sacred Native American and 
archaeological sites. Furthermore, historic development began in the project area over 125 
years ago when the common method of rubbish disposal was to bury it. For these reasons, it is 
possible that buried or otherwise obscured archaeological resources may be present within the 
APE and may be discovered during ground-disturbing activities associated with the project. 


Santa Monica Air Line 


As a result of the archaeological survey, the Santa Monica Air Line was identified as a historic 
archaeological resource within the APE. The resource consists of a segment of rail and 14 
railroad-related elements. This resource was the first railroad line (the LA&IRR) constructed 
from Los Angeles to Santa Monica. The line, completed in 1875, began in Santa Monica at the 
pier located at the end of Colorado Avenue and traveled west to downtown Los Angeles and 
traveled through what would become the communities of Sawtelle, Palms, Culver City, and 
West Los Angeles. In 1908, Los Angeles Pacific leased this line and began to electrify it. Under 
Los Angeles Pacific, the line became known as the Santa Monica Air Line. This line was 
consolidated within the Pacific Electric system in 1911. Passenger service was terminated by 
Pacific Electric in 1953. In 1965, Pacific Electric merged with Southern Pacific, who continued to 
run diesel freight trains along the line until the mid-1980s. The Los Angeles County Metropolitan 
Transportation Authority (Metro) purchased the ROW in 1993. 


The Santa Monica Air Line was found eligible under Criterion 1 of the California Register 
(association with significant events) for its significant role in the creation and development of the 
City of Santa Monica, and as an important commuter rail system that served to sustain a critical 
connection between downtown Los Angeles and Santa Monica. The period of significance for 
this resource is 1875 to 1930. The Santa Monica Air Line retains integrity of location, design, 
setting, feeling, and association. Although the extant railroad-related elements are in disuse or 
disrepair, all but two of the rail elements continue to convey their original associations. The two 
exceptions to this are the railroad bridges: the Motor Avenue and National Boulevard bridges. 
Each bridge was evaluated in two contexts. First, each bridge was evaluated for its contribution 
to the significance of the Santa Monica Air Line. Although the bridges are historic in age (1962 
and 1964, respectively), they are replacements of the original bridges in these locations that 
dated from the Santa Monica Air Line’s period of significance. The bridges only contribute to the 
resource in that they continue to convey the setting, feeling, and associations of the railroad 
segment as it was originally intended. Second, the bridges were evaluated by a qualified 
architectural historian for their potential significance as individual structures. Neither of the 
bridges was found eligible for the California Register. 


The project area encompasses portions of two historic railroad lines: the Santa Monica Air Line 
(formerly LA&IRR) and the Venice Short Line (refer to Figure 3.7-3 [Map of the Los Angeles 
Pacific Balloon Route]). A portion of the Santa Monica Air Line falls within Segment 1 (Expo 
ROW), Segment 2 (Sepulveda to Cloverfield), and the eastern portion of Segment 3 (Olympic) 
and Segment 3a (Colorado) of the project area. A portion of the Venice Short Line (no longer 
visible) was once located in the Venice Boulevard portion of Segment 1a (Venice/Sepulveda). 
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Architectural Resources 


Twenty-six architectural resources (listed in Table 3.7-1 [List of Buildings/Structures Evaluated]) 
were documented and evaluated for eligibility for the California Register. Of the 26 architectural 
resources surveyed, five newly identified buildings were found to be potentially eligible under 
various California Register criteria. One building, the Ivy Park Substation, was previously 
documented and is listed on the National Register. One building, the Sears Roebuck and 
Company Building, had previously been determined eligible. Further information about the 
seven architectural resources is presented below. 


The Ivy Substation, 9015 Venice Blvd. 


The Ivy Substation, in Segment 1a, was built in 1907 to provide power for the Pacific Electric 
Railway. As its significance under California Register Criteria 1 and 3, indicate, the building is 
notable not only for its representation of a significant period of Los Angeles history and 
transportation trends, but for its uncommon architectural style. The building was designed in the 
Mission Revival–style, which was uncommon for generator facilities. Additionally, many 
industrial buildings of the same style had been lost or altered, and the Ivy Substation is 
especially intact. It is listed on the National Register and California Register. 


Residential Building, 9813 Venice Blvd. 


Set back from Venice Boulevard in Segment 1a, the multi-unit two-story Neoclassical apartment 
building was built in 1915. This apartment building is a rare example of the Neoclassical style, 
popular between 1895 and 1950. It exhibits many characteristics of the style, including the full-
height Corinthian columns, the roofline balustrade, and the elaborate cornice. Significant 
elements of this building are intact and it meets the criterion of embodying the distinctive 
characteristics of the Neoclassical style. It is potentially eligible for the California Register under 
Criterion 3. 


Culver City Masonic Lodge No. 467, 9635 Venice Blvd. 


Located in Segment 1a, the Culver City Masonic Lodge was built in 1928. This building is 
potentially eligible for the California Register under Criteria C and 3. The association with the 
Masons is significant because of the importance of the social organization in Culver City’s early 
history. Social organizations were an important component of the development of the local 
community. The architectural characteristics of the building are significant in that they embody a 
rare high-style example of the Italian Renaissance style that was popular from the 1890s to 
about 1935. This building is a good example of the flat-roofed subtype of the Italian 
Renaissance style, including a prominent roof-line balustrade, paired arched windows, and 
elaborately rusticated quoining. 


Citizens State Bank, 10341 Venice Blvd. 


Located in Segment 1a, this building was built in 1923 as the Citizens State Bank. This building 
is a rare example of a one-story commercial building with Italian Renaissance features. The 
colonnaded loggia with four Ionic columns, elaborate rusticated quoins, and arched windows are 
all distinctive characteristics of the style. The flat roof with parapet and partial balustrade is 
another defining feature. The exterior of the building appears intact and retains its integrity. It is 
potentially eligible for the California Register under Criterion 3, as a rare example of the Italian 
Renaissance style. 
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Westdale Savings and Loan, 2920 S. Sepulveda Blvd. 


Located in Segment 1a, this three-story building built in 1961 for the Westdale Savings and 
Loan Company demonstrates modern elements of the International style. This building is 
designed in the late American International style that was originally developed in Europe as the 
International style in the 1920s and translated into American architecture in the 1930s. 
Characterized by emphasis on structural members and functionality, later American 
International design evolved using a larger variety of materials. This building is a rare example 
of the style along this corridor, using brick walls and flush windows at the exterior. The building 
retains it integrity and is potentially eligible for the California Register under Criterion 3. 


Queen Anne House, 516 Colorado Ave. 


Built in 1897, this two-and-a-half-story building is a unique example of a Queen Anne house 
along this corridor located in Segment 3a. This building is a rare example of a Queen Anne–
style Victorian house with Spindlework details. It has the characteristic asymmetrical form, 
irregularly shaped roof, turret, full-width wraparound porch, upper balcony, and elaborated 
Queen Anne decorative details. The Spindlework subset of the Queen Anne style is the most 
commonly occurring type, popular from 1880 until 1910, but this is a rare example along this 
corridor. The exterior of this house is a distinct example of the architectural style. It is not 
associated with a significant event or person in Santa Monica’s history, but it meets California 
Register Criterion 3 for its embodiment of the Queen Anne style and is therefore potentially 
eligible for listing. 


The Sears Roebuck and Company Building, 302 Colorado Ave. 


The Sears Roebuck and Company Building, located in Segment 3 and Segment 3a, was built in 
1946–1947 to house the prominent department store in a central location in downtown Santa 
Monica. The Sears Roebuck and Company Building was designated as a local landmark for the 
City of Santa Monica in 2005, having met more than one necessary criterion. It was found to be 
significant based on its cultural contribution to the City of Santa Monica and its role in the 
development of a central business district in the city. Within a national context, the Sears 
Roebuck and Company Building marked an era of changing manufacturing and distribution of 
retail practices, transitions of transportation preferences, and new consumer behaviors of 
American families. The iconic building is also visible from key vantage points within Santa 
Monica and exhibits exemplary qualities of the Late Art Moderne style of architecture. 
Significance was also based on the role of the Janss Corporation (developer) and Crawford 
(architect), two notable Los Angeles figures. It was previously determined to be eligible for the 
California Register under Criteria 1 and 3. 


3.7.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project result in significant impacts under CEQA to previously 
unidentified archaeological resources? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
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Expo Phase 2 ROW would be the I-405 Widening project. There would be on-street bus service 
improvements that would not result in ground disturbance, nor would the No-Build Alternative 
result in disturbance of the Expo Phase 2 ROW. Mitigation measures have been included in the 
I-405 Widening project to address unidentified archaeological resources The No-Build 
Alternative would have no impact on archaeological resources. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops along existing streets and additional buses. As there would be no ground-disturbing 
activities in previously undisturbed areas associated with the TSM Alternative, there would be 
no effect to unidentified archaeological resources. The TSM Alternative would have no impact 
on archaeological resources. 


LRT Alternatives 


Work proposed in connection with the LRT Alternatives involves ground-disturbing activities that 
may potentially affect unidentified archaeological resources. The Expo Authority will submit its 
proposed determination of effect to the SHPO and seek concurrence. If it is determined that the 
effects are adverse, a Memorandum of Agreement (MOA) to define how effects will be 
addressed would be needed under provisions of the CRHR. 


MM CUL-1 This project involves ground-disturbing activities throughout the area defined 
as the archaeological APE. Because buried or otherwise obscured 
archaeological resources may be encountered, an archaeological monitoring 
program shall be implemented in accordance with the project’s MOA. 


Archaeological monitoring of ground-disturbing activities shall be limited to 
those portions of the Expo ROW that are presently obscured by pavement 
and/or buildings and on Venice Boulevard where there exists a possibility of 
encountering archaeological remnants associated with the Venice Short Line. 
Monitoring shall be conducted by a qualified archaeological monitor who is 
working under the direct supervision of a Project Manager or Principal 
Investigator certified by the Register of Professional Archaeologists (RPA) 
(qualifications derived from 36 CFR Part 61). Ground-disturbing activities 
include, but are not limited to, pavement/asphalt removal, boring, trenching, 
grading, excavating, and the demolition of building foundations. The 
archaeological monitor will observe representative ground-disturbing activities 
in these locations to a depth of 3 feet. A preconstruction information and 
safety meeting should be held to make construction personnel aware of 
archaeological monitoring procedures and the types of archaeological 
resources that might be encountered. 


In the event archaeological resources are encountered during archaeological 
monitoring, the monitor may halt work in the immediate vicinity until the 
discovery is assessed by the project archaeologist and appropriate treatment 
determined. Additional monitoring recommendations may be made at that 
time. If archaeological resources are encountered by construction personnel 
in portions of the project area where a monitor is not present, work in the 







page 3.7-18


3.7. Cultural Resources 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


immediate vicinity shall be suspended until the project archaeologist 
investigates the discovery and determines appropriate treatment. 


In the event human remains are discovered, work in the immediate vicinity of 
the discovery will be suspended and additional measures will be implemented 
as required by state law. 


Prior to the commencement of construction activities, a Cultural Resources 
Discovery Plan shall be prepared describing treatment methods that will be 
implemented in the event archaeological resources are discovered during 
construction. The Discovery Plan may be part of the Historic Properties 
Treatment Plan (HPTP). 


Upon completion of all ground-disturbing activities associated with this 
project, an Archaeological Resources Monitoring Report shall be prepared 
documenting construction activities observed, including copies of all daily 
archaeological monitoring logs. If discoveries are made during ground-
disturbing activities, the report will also document the associated cultural 
materials and the methods of treatment as determined appropriate by the 
archaeologist. 


With the implementation of the mitigation measure listed above, impacts would be reduced to a 
level of less than significant. 


Criterion Would the project result in the physical destruction, damage, or alteration 
of all or part of California Register–eligible archaeological resources, thus 
creating significant impacts under CEQA? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Within the Expo Phase 2 ROW, no 
physical destruction, damage, or alteration of a California Register-eligible archaeological 
resource has been identified. There would also be on street bus service improvements that 
would not result in ground disturbance. The No-Build Alternative would have no impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As there would be no ground-disturbing activities in previously 
undisturbed areas associated with the TSM Alternative, there would be no physical destruction, 
damage, or alteration of a California Register-eligible archaeological resource. The TSM 
Alternative would have no impact on archaeological resources. 
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LRT Alternatives 


Grading, placement of fill, widening of the Expo ROW, installation of aerial structures and 
retaining walls, removal of existing track and railroad-related elements would affect the 
proposed California Register–eligible archaeological resource identified as the Santa Monica Air 
Line. The Expo Authority will submit its proposed determination of effect to the SHPO and seek 
concurrence. If it is determined that the effects are adverse, a MOA to define how effects will be 
addressed would be needed under provisions of the CRHR. 


MM CUL-2 If it is determined from the SHPO consultation process that there will be 
adverse effects to California Register–eligible resources, including the Santa 
Monica Air Line segment, an MOA shall be prepared in consultation with the 
SHPO. The MOA would define the actions of the Expo Authority in 
implementing the project. The Expo Authority shall prepare a HPTP to identify 
measures to reduce the project’s adverse effects to significant cultural 
resources, including the Santa Monica Air Line segment. The HPTP will be 
submitted to the SHPO as part of the MOA consultation and may be 
appended to the MOA for reference. 


With the implementation of the mitigation measure listed above, impacts would be reduced to a 
level of less than significant. 


Criterion Would the project result in the physical destruction, damage, or alteration 
of all or part of California Register–eligible historic properties, thus creating 
significant impacts under CEQA? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The I-405 Widening project has 
identified no historic properties near the Expo Phase 2 ROW. There would be on street bus 
service improvements that would not result in physical disturbance of California Register-eligible 
historic properties. The No-Build Alternative would have no impact with regards to historic 
properties. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. There would be no acquisition of historic resources or visual 
intrusions into the settings of historic resources associated with increased bus service on 
existing streets or upgraded bus stops. The TSM Alternative would have no impact on historic 
properties. 


LRT Alternatives 


In Segment 1a (LRT Alternatives 3 and 4), reconfiguration of the sidewalk at the corner of 
Venice Boulevard and Motor Avenue could require modification to the Citizens State Bank 
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building at 10341 Venice Boulevard. The conceptual engineering design using a standard curb 
return and access ramp design will move the sidewalk within the building perimeter. However, 
two scenarios exist to avoid this effect:55 


1. Selection of LRT Alternatives 1 and 2 would avoid this property all together. 


2. Application would be made to the City of Los Angeles to install a custom curb return and 
ramp that would avoid the building. 


The Expo Authority will submit its proposed determination of effect to the SHPO and seek 
concurrence. If it is determined that this effect is adverse, a MOA to define how effects will be 
addressed would be needed under provisions of the CRHR. 


MM CUL-3 If it is determined from the SHPO consultation process that there will be 
adverse effects to California Register–eligible resources, including the 
Citizens State Bank at 10341 Venice Boulevard, an MOA shall be prepared in 
consultation with the SHPO. The MOA would define the actions of the Expo 
Authority in implementing the project. The Expo Authority shall prepare a 
HPTP to identify measures to reduce the project’s adverse effects to 
significant cultural resources. The HPTP will be submitted to the SHPO as 
part of the MOA consultation and may be appended to the MOA for 
reference. 


With the implementation of the mitigation measure above, impacts may be reduced to a level 
less than significant. 


Criterion Would the project result in the introduction of visual, audible, or 
atmospheric elements that are out of character with California Register–
eligible historical resources or alter their setting, thus creating significant 
impacts under CEQA? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The I-405 Widening project has 
identified no historic properties near the Expo Phase 2 ROW. There would be on street bus 
service improvements that would not result in the introduction of visual, audible, or atmospheric 
elements that are out of character with California Register-eligible historic properties. The No-
Build Alternative would have no impact with regards to historic properties. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. There would be on-street bus service improvements that would not 
result in the introduction of visual, audible, or atmospheric elements that are out of character 
                                                 
55 CEQA Section 15064.5(b)(4), Determining the Significance of Impacts to Archeological and Historical 
Structures, requires the lead agency to mitigate significant effects to historical structures. 
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with California Register-eligible historic properties. The TSM Alternative would have no impact 
with regards to historic properties. 


LRT Alternatives 


Due to the numerous alterations of the settings throughout the study area, no indirect impacts to 
known historical resources would result from the proposed at-grade project facilities. The aerial 
elements in Segment 1 and Segment 1a at and on Venice Boulevard could create a visual 
intrusion on the setting of the California Register Ivy Substation. The Expo Authority will submit 
its proposed determination of effect to the SHPO and seek concurrence. If it is determined that 
the effects are adverse, a MOA to define how effects will be addressed would be needed under 
provisions of the CRHR. 


MM CUL-4 If it is determined from the SHPO consultation process that there will be 
adverse effects to California Register–eligible resources, including the Ivy 
Substation at 9015 Venice Boulevard, a MOA shall be prepared by the Expo 
Authority in consultation with the SHPO. The MOA would define the actions 
of the Expo Authority in implementing the project. The Expo Authority shall 
prepare a HPTP to identify measures to reduce the project’s adverse effects 
to significant cultural resources. The HPTP will be submitted to the SHPO as 
part of the MOA consultation and may be appended to the MOA for 
reference. 


With the implementation of the mitigation measure above, impacts may be reduced to a level 
less than significant 
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3.18 CEQA Impact Summary Table 


Table 3-18-1 (Summary of All Impacts and Proposed Mitigation for LRT Alternatives) provides a 
comprehensive identification of the project’s environmental impacts, including the level of 
significance under CEQA, the mitigation measures proposed to address the impact, and the 
level of significance under CEQA after the mitigation is applied. The following abbreviations are 
used to classify impacts by level of significance: 


NI = No Impact 


B = Beneficial Impact 


S = Significant or Potentially Significant Impact (before mitigation) 


LTS = Less Than Significant (below threshold either before or after mitigation) 


SU = Significant Unavoidable Impact (mitigation would not reduce to less than 
significant) 


The differences among the LRT Alternatives in terms of impacts, mitigation, and level of 
significance are called out in the table. If only one level of significance classification is provided, 
then it is assumed that the impacts, mitigation, and level of significance are the same among the 
LRT Alternatives. Further, the table focuses exclusively on the LRT Alternatives because the 
TSM Alternative would not have any impacts that would require mitigation measures. 
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Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


3.2 Transportation/Traffic 
The proposed project would have a beneficial impact 
on Los Angeles County and Expo study area mobility 
indicators. VMT and VHT would be reduced. 


All LRT: B None All LRT: B 


The proposed project would have a beneficial impact 
on study area transit mobility indicators. Daily transit 
trips and boardings, and the overall transit mode 
share would increase. 


All LRT: B None All LRT: B 


The proposed project would not substantially disrupt 
traffic operations or affect emergency vehicle 
response. The project would result in changes to 
traffic operations as a result of project-related 
changes to local circulation, station access traffic, and 
grade crossing delays. However, the project also 
includes a large number of roadway improvements at 
at-grade crossings and other locations in the vicinity 
of stations. 


All LRT: LTS None All LRT: LTS 


The proposed project would not result in a substantial 
amount of traffic diversion onto residential streets. 
Traffic measures proposed as part of the project only 
affect residential traffic with very low volumes and 
highly localized detours. It is not expected that LRT 
Alternatives will cause redistribution of traffic into 
adjacent neighborhoods or onto nearby parallel 
streets or arterials. 


All LRT: LTS None All LRT: LTS 


Development of some of the LRT Alternatives would 
result in increased delays at local intersections or 
reduction of the intersection level of service to below 
E or F. Some of the study intersections in the vicinity 
of the project LRT Alternatives would experience a 


LRT 3 & 4: S 
LRT 1 & 2: LTS 


MM TR-1 Clarington Avenue/Venice 
Boulevard. Adjust signal timing and add a 
southbound left-turn lane. This additional lane 
will require the removal of on-street parking. 
Property would have to be acquired to provide 


LRT 3, & 4: SU 
LRT 1 & 2: LTS 
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Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


potentially significant increase in delay without 
mitigation. Five out of the 86 study intersections would 
be significantly impacted under the LRT Alternatives. 
Impact at three of these five intersections would be 
considered less than significant after mitigation and 
two intersections are expected to remain with 
significant unavoidable impacts. These are the 
intersection of Sepulveda and Palms Boulevards, and 
Girard Avenue and Venice Boulevard. 


replacement parking. Potential parcels at the 
northwest and southwest corners of the 
Hughes Avenue/Venice Boulevard 
intersection have been identified. 
MM TR-2 Hughes Avenue/Venice Boulevard. 
Adjust signal timing and add a northbound 
left-turn lane, a southbound left-turn lane, and 
an eastbound right-turn lane. These additional 
lanes will require the removal of on-street 
parking. Property would have to be acquired 
to provide replacement parking. Potential 
parcels at the northwest and southwest 
corners of the Hughes Avenue/Venice 
Boulevard intersection have been identified. 
MM TR-3 20th St/Olympic Boulevard. Adjust 
signal timing and add a northbound right-turn 
lane. To make it a feasible mitigation, partial 
acquisitions will be required for corner cuts at 
all four corners of the intersection. 


Based on the ridership and mode of transit access 
forecasts at the proposed LRT stations, the demand 
for parking will exceed the proposed supply at several 
stations, potentially resulting in some parking intrusion 
into adjacent neighborhoods. Spillover parking in the 
neighborhoods around the stations can be expected 
to occur around all of the stations except the 
Sepulveda/National and Colorado/4th Street Stations. 


All LRT: S MM TR-4 In the quarter mile area surrounding 
each station where spillover parking is 
anticipated, a program shall be established to 
monitor the on-street parking activity in the 
area prior to the opening of service and shall 
monitor the availability of parking monthly for 
six months following the opening of service. If 
a parking shortage is determined to have 
occurred due to the parking activity of the 
LRT patrons, Metro shall work with the 
appropriate local jurisdiction and affected 
communities to assess the need for and 


All LRT: LTS 
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Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


specific elements of a permit parking program 
for the impacted neighborhoods. The 
guidelines established by each local 
jurisdiction for the assessment of permit 
parking programs and the development of 
community consensus on the details of the 
permit program shall be followed. Metro shall 
reimburse the local jurisdictions for the costs 
associated with developing the local permit 
parking programs within one-quarter mile of 
the stations and for the costs of the signs 
posted in the neighborhoods. Metro will not 
be responsible for the costs of permits for 
residents desiring to park on the streets in the 
permit districts. 


Other than the study area freeways (Interstate 10 and 
Interstate 405), which are part of the Countywide 
Congestion Management Plan (CMP) network, only 
one study area intersection falls under the CMP 
arterial network. This is the intersection of Sepulveda 
Boulevard and Venice Boulevard. Given the traffic 
volumes generated by the proposed project, it is not 
expected that the project will impact any of the study 
area freeways or the one CMP intersection by 
increasing the V/C by more than two percent of the 
capacity. 


LRT 3 & 4: LTS 
LRT 1 & 2: NI 


None LRT 3 & 4: LTS 
LRT 1 & 2: NI 


Development of the proposed project would result in 
loss of existing on-street parking spaces along the 
project corridor. However, the overall utilization of 
parking is less than 50 percent along most of the 
segments. Along most roadway segments, 


All LRT: S MM TR-5 Overland Avenue. The parking time 
limit of adjacent streets should be lengthened 
to accommodate parking spaces being 
displaced on Overland Avenue. 
MM TR-6 Venice Boulevard. The loss of on-


All LRT: LTS 
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Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


replacement parking options are available on adjacent 
streets, within the Exposition ROW or acquired 
parcels as part of the project. At locations where 
replacement parking options are not available along 
adjacent streets or the Exposition ROW, the identified 
mitigation measures would be implemented. 


street parking on Venice Boulevard cannot be 
accommodated on adjacent streets due to the 
high overall parking demand in adjacent 
neighborhoods. Replacement parking would 
be required along the affected sections of 
Venice Boulevard. The potential replacement 
parking lots are listed below: 
MM TR-6(a) South Side of Venice Boulevard, 
between Robertson Boulevard to Watseka 
Avenue. Property would have to be acquired 
to provide replacement parking. A potential 
parcel at the southeast corner of Venice 
Boulevard and Main Street has been 
identified. 
MM TR-6(b) North side of Venice Boulevard, 
between Robertson Boulevard and Watseka 
Avenue. Property would have to be acquired 
to provide replacement parking. A potential 
parcel at the northeast corner of the Canfield 
Avenue and Venice Boulevard intersection 
has been identified. 
MM TR-6(c) Venice Boulevard, between 
Watseka Avenue and Jasmine Avenue. 
Property would have to be acquired to provide 
replacement parking. Potential parcels at the 
northwest and southwest corners of the 
Hughes Avenue/Venice Boulevard 
intersection have been identified. 
MM TR-6(d) Venice Boulevard, between 
Jasmine Avenue and Glendon 
Avenue/Midway Avenue. Property would have 
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Before 
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Alternative Mitigation Measures 


Significance 
After 
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to be acquired to provide replacement 
parking. Potential parcels at the northwest 
corners of Venice Boulevard/Motor Avenue 
and Venice Boulevard/Keystone Avenue have 
been identified. 
MM TR-6(e) Venice Boulevard, between 
Glendon Avenue/Midway Avenue and 
Sepulveda Boulevard. Property would have to 
be acquired to provide replacement parking. 
Potential parcels on the south side of Venice 
Boulevard have been identified. 
MM TR-7 Sepulveda Boulevard. Replacement 
parking would be required along the affected 
portions of Sepulveda Boulevard. The 
potential replacement parking lots are listed 
below: 
MM TR-7(a) Sepulveda Boulevard, between 
Venice Boulevard and Charnock Road. 
Property would have to be acquired to provide 
replacement parking. Potential parcels at the 
northeast corner of Venice Boulevard and 
Sepulveda Boulevard, and northwest corner 
of Charnock Road (South) and Sepulveda 
Boulevard, have been identified. 
MM TR-7(b) Sepulveda Boulevard, between 
Charnock Road and Sepulveda Channel. 
Property would have to be acquired to provide 
replacement parking. Potential parcels at the 
northeast corner of Venice Boulevard and 
Sepulveda Boulevard, and northwest corner 
of Charnock Road (South) and Sepulveda 







page 3.18-7


3.18. CEQA Impact Summary Table 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 
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Before 


Mitigation by 
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After 
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Boulevard, have been identified. 
MM TR-7(c) Sepulveda Boulevard, between 
Sepulveda Channel and Clover Avenue. 
Property would have to be acquired to provide 
replacement parking. A potential parcel at the 
northwest corner of Clover Avenue and 
Sepulveda Boulevard has been identified. 
MM TR-7(d) Sepulveda Boulevard, between 
Clover Avenue and I-10. Property would have 
to be acquired to provide replacement 
parking. Potential parcels on the west side of 
the street have been identified. 
MM TR-7(e) Sepulveda Boulevard, between 
I-10 and Exposition Boulevard. Property 
would have to be acquired to provide 
replacement parking. Potential parcels along 
the east side of the street have been 
identified. 
MM TR-8 Olympic Boulevard (20th Street to 
Euclid Street). Property would have to be 
acquired to provide replacement parking. 
Potential parcels at the southwest corners of 
17th Street/Olympic Boulevard and 16th 
Street/Olympic Boulevard have been 
identified. 
MM TR-9 Colorado Avenue. Replacement 
parking would be required along the impacted 
portions of Colorado Avenue. The potential 
replacement parking lots are listed below: 
MM TR-9(a) South side of Colorado Avenue, 
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between 14th Street and 11th Street. Property 
would have to be acquired to provide 
replacement parking. Potential parcels on the 
south side of Colorado Avenue between 18th 
Street and 16th Street have been identified. 
MM TR-9(b) South side of Colorado Avenue, 
between 11th Street and 4th Street. Property 
would have to be acquired to provide 
replacement parking. Potential parcels at the 
southwest corner of Lincoln Boulevard and 
Colorado Avenue have been identified. 


Development of the proposed project would not result 
in loss of off-street parking along the project corridor. 


All LRT: NI None All LRT: NI 


Development of the proposed project would not 
potentially result in significant impacts on the 
pedestrian safe routes to school. 


All LRT: LTS None All LRT: LTS 


Development of the proposed project will not eliminate 
any existing or planned pedestrian/bicycle facilities 
and hence will not result in any unsafe conditions for 
pedestrians and bicyclists. 


All LRT: NI None All LRT: NI 


Development of the proposed project would 
implement adopted policies supporting alternative 
transportation. 


All LRT: B None All LRT: B 


3.3 Aesthetics 
Implementation of the proposed project would result in 
an impact on a scenic vista, or damage or remove 
important aesthetic features (e.g., removal of 
vegetation originally intended to enhance the 
appearance of the constructed environment) as the 
result of the removal of coral trees in Segment 3 


LRT 1 & 3: S 
LRT 2 & 4: LTS 


MM AES-1 Prior to the issuance of grading 
permits associated with construction along 
Olympic Boulevard of Segment 3 (Olympic), 
the Expo Authority shall consult with the City 
of Santa Monica to determine whether the 
coral trees could be relocated. If relocation is 


LRT 1 & 3: SU 
LRT 2 & 4: LTS 







page 3.18-9


3.18. CEQA Impact Summary Table 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 
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(Olympic) (LRT Alternatives 1 and 3). not feasible, the Expo Authority shall 
negotiate with the City of Santa Monica on 
tree replacement. 


Implementation of the proposed project would not 
substantially damage a scenic resource within a state 
scenic highway; therefore, the proposed project would 
have no impact in any of the segments. 


All LRT: NI None All LRT: NI 


Implementation of the proposed project could 
substantially degrade the existing visual character or 
quality of the site and its surroundings. This is 
considered a potential impact for a portion of 
Segment 1 (Expo ROW) (LRT Alternatives 1 and 2) 
(i.e., Expo/Westwood Station site) and all of 
Segment 1a (Venice/Sepulveda) (LRT Alternatives 3 
and 4) (i.e., visual dominance of the aerial structures). 


All LRT: S MM AES-2 In the event that a property 
acquisition along Segment 1a 
(Venice/Sepulveda) results in residential uses 
fronting directly onto a city street that was 
previously shielded by the acquired property, 
a barrier, such as fencing or landscaping, 
shall be installed where feasible to shield the 
existing residential uses from the reconfigured 
streetscape. 


All LRT: SU 


Implementation of the proposed project would result in 
new sources of increased daytime glare and/or 
nighttime light. This is considered a potential impact. 
Compliance with Metro Design Criteria would reduce 
this impact. 


All LRT: LTS None All LRT: LTS 


3.4 Air Quality 
The proposed project is fully conforming to the 2007 
AQMP and California’s SIP. 


All LRT: B None All LRT: B 


Violation of an Air Quality Standard: Operation of the 
proposed project would not generate emissions that 
exceed NAAQS or SCAQMD thresholds. All LRT 
Alternatives would result in a reduction in regional 
emission levels creating a beneficial impact.  


All LRT: B None All LRT: B 
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Exceed thresholds for daily operations emissions: 
Operation of the proposed project would not generate 
emissions that exceed SCAQMD thresholds. All LRT 
Alternatives would result in a reduction of regional 
emission levels and there would be a beneficial 
impact. 


All LRT: B None All LRT: B 


Non-attainment criteria pollutants: Implementation of 
all LRT Alternatives would result in lower countywide 
VMT and emissions, and there would be a beneficial 
impact. 


All LRT: B None All LRT: B 


Sensitive Receptors: Implementation of the proposed 
project would not result in increased traffic 
congestion; therefore, traffic volumes would not result 
in an increase in localized CO concentrations 
(hotspots) at nearby intersections (that could affect 
sensitive receptors) to levels that exceed national or 
state standards. 


All LRT: LTS None All LRT: LTS 


The proposed project could create objectionable 
odors, but Metro operations and maintenance 
requirements will offset the potential. 


All LRT: LTS None All LRT: LTS 


3.5 Global Climate Change 
The proposed project would contribute to a regional 
reduction in greenhouse gas emissions by increasing 
the availability of alternative transportation options, 
removing single-occupancy vehicles from the road. 
On a regional basis, the proposed project would 
reduce greenhouse gas emissions. 


All LRT: B None All LRT: B 
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3.6 Biological Resources 
Implementation of the proposed project would not 
negatively effect and federal, state or locally 
designated sensitive species. 


All LRT: LTS None All LRT: LTS 


Implementation of the proposed project would not 
result in a substantial impact on riparian habitat or 
other sensitive natural communities. 


All LRT: NI None All LRT: NI 


Implementation of the proposed project in 
Segment 1a (Venice/Sepulveda) (LRT Alternatives 3 
and 4) would avoid impact on federally protected 
wetlands by clear spanning the Sepulveda Channel. 


LRT 1 & 2:NI 
LRT 3 &4:LTS 


None LRT 1 & 2:NI 
LRT 3 &4:LTS 


Implementation of the proposed project would not 
interfere with the movement of any native or migratory 
fish or wildlife species. 


All LRT: NI None All LRT: NI 


Implementation of the proposed project could result in 
the removal of protected trees and introduction of 
vegetation. The Expo Authority would seek 
appropriate permits prior to tree removal or planting. 


All LRT: LTS None All LRT: LTS 


Implementation of the proposed project would not 
conflict with an adopted Habitat Conservation Plan. 


All LRT: NI None All LRT: NI 


3.7 Cultural Resources 
Implementation of the proposed project could result in 
impacts to previously unidentified archaeological 
resources that may be potentially eligible for the 
California Register. 


All LRT: S MM CUL-1 This project involves ground-
disturbing activities throughout the area 
defined as the archaeological APE. Because 
buried or otherwise obscured archaeological 
resources may be encountered, an 
archaeological monitoring program shall be 
implemented in accordance with the project’s 
MOA. 


All LRT: LTS 
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Archaeological monitoring of ground-
disturbing activities shall be limited to those 
portions of the Expo ROW that are presently 
obscured by pavement and/or buildings and 
on Venice Boulevard where there exists a 
possibility of encountering archaeological 
remnants associated with the Venice Short 
Line. Monitoring shall be conducted by a 
qualified archaeological monitor who is 
working under the direct supervision of a 
Project Manager or Principal Investigator 
certified by the Register of Professional 
Archaeologists (RPA) (qualifications derived 
from 36 CFR Part 61). Ground-disturbing 
activities include, but are not limited to, 
pavement/asphalt removal, boring, trenching, 
grading, excavating, and the demolition of 
building foundations. The archaeological 
monitor will observe representative ground-
disturbing activities in these locations to a 
depth of 3 feet. A preconstruction information 
and safety meeting should be held to make 
construction personnel aware of 
archaeological monitoring procedures and the 
types of archaeological resources that might 
be encountered. 
In the event archaeological resources are 
encountered during archaeological 
monitoring, the monitor may halt work in the 
immediate vicinity until the discovery is 
assessed by the project archaeologist and 
appropriate treatment determined. Additional 
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monitoring recommendations may be made at 
that time. If archaeological resources are 
encountered by construction personnel in 
portions of the project area where a monitor is 
not present, work in the immediate vicinity 
shall be suspended until the project 
archaeologist investigates the discovery and 
determines appropriate treatment. 
In the event human remains are discovered, 
work in the immediate vicinity of the discovery 
will be suspended and additional measures 
will be implemented as required by state law. 
Prior to the commencement of construction 
activities, a Cultural Resources Discovery 
Plan shall be prepared describing treatment 
methods that will be implemented in the event 
archaeological resources are discovered 
during construction. The Discovery Plan may 
be part of the Historic Properties Treatment 
Plan (HPTP). 
Upon completion of all ground-disturbing 
activities associated with this project, an 
Archaeological Resources Monitoring Report 
shall be prepared documenting construction 
activities observed, including copies of all 
daily archaeological monitoring logs. If 
discoveries are made during ground-
disturbing activities, the report will also 
document the associated cultural materials 
and the methods of treatment as determined 
appropriate by the archaeologist. 
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Implementation of the proposed project would result in 
impacts to a proposed California Register–eligible 
archaeological resource, the Santa Monica Air Line. 


All LRT: S MM CUL-2 If it is determined from the SHPO 
consultation process that there will be 
adverse effects to California Register–eligible 
resources, including the Santa Monica Air 
Line segment, an MOA shall be prepared in 
consultation with the SHPO. The MOA would 
define the actions of the Expo Authority in 
implementing the project. The Expo Authority 
shall prepare a HPTP to identify measures to 
reduce the project’s adverse effects to 
significant cultural resources, including the 
Santa Monica Air Line segment. The HPTP 
will be submitted to the SHPO as part of the 
MOA consultation and may be appended to 
the MOA for reference. 


All LRT: LTS 


Implementation of the proposed project could result in 
a physical take of a portion of an eligible historic 
architectural resource, the Citizens State Bank at 
10341 Venice Boulevard, and this would constitute a 
direct impact. A portion of the parcel could be 
acquired for the project, requiring alterations to the 
building itself. This impact could be avoided by 
selection of LRT Alternatives 1 or 2, or installation of a 
custom curb return and ramp.  


LRT 3 & 4: S 
LRT 1 & 2: NI 


MM CUL-3 If it is determined from the SHPO 
consultation process that there will be 
adverse effects to California Register–eligible 
resources, including the Citizens State Bank 
at 10341 Venice Boulevard, an MOA shall be 
prepared in consultation with the SHPO. The 
MOA would define the actions of the Expo 
Authority in implementing the project. The 
Expo Authority shall prepare a HPTP to 
identify measures to reduce the project’s 
adverse effects to significant cultural 
resources. The HPTP will be submitted to the 
SHPO as part of the MOA consultation and 
may be appended to the MOA for reference. 


LRT 3 & 4: LTS 
LRT 1 & 2: NI 
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Implementation of the proposed project may have an 
indirect impact on the setting of the historic Ivy 
Substation associated with the installation of aerial 
structures over Venice Boulevard in Segment 1 (Expo 
ROW) and Segment 1a (Venice/Sepulveda). 


All LRT: S MM CUL-4 If it is determined from the SHPO 
consultation process that there will be 
adverse effects to California Register–eligible 
resources, including the Ivy Substation at 
9015 Venice Boulevard, a MOA shall be 
prepared by the Expo Authority in 
consultation with the SHPO. The MOA would 
define the actions of the Expo Authority in 
implementing the project. The Expo Authority 
shall prepare a HPTP to identify measures to 
reduce the project’s adverse effects to 
significant cultural resources. The HPTP will 
be submitted to the SHPO as part of the MOA 
consultation and may be appended to the 
MOA for reference. 


All LRT: LTS 


3.8 Geology, Soils, Seismicity 
Implementation of the proposed project could expose 
people or structures to potential substantial adverse 
effects, including the risk of loss, injury, or death 
involving: rupture of a known earthquake fault, as 
delineated on the most recent Alquist-Priolo 
Earthquake Fault Zoning Map issued by the State 
Geologist for the area or based on other substantial 
evidence of a known fault. Refer to Division of Mines 
and Geology Special Publication 42; strong seismic 
groundshaking; seismic-related ground failure, 
including liquefaction; or landslides 


All LRT: LTS None All LRT: LTS 


Implementation of the project would not result in 
substantial soil erosion or the loss of topsoil. 


All LRT: LTS None All LRT: LTS 
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Implementation of the proposed project would not 
create or result in on- or off-site landslide, lateral 
spreading, subsidence, liquefaction, or collapse. 


All LRT: LTS None All LRT: LTS 


Implementation of the proposed project would not 
create substantial risks to life or property. Portions of 
the proposed project may be located on expansive 
soil as defined in Table 18 1 A of the CBC (2001). 


All LRT: LTS None All LRT: LTS 


3.9 Hazards and Hazardous Materials 
The proposed project could routinely expose the 
public or the environment to hazardous materials 
during operational activities; however, compliance 
with federal, state, and local laws and regulations 
governing hazardous materials use, disposal, and 
emergency response would reduce health risks. 


All LRT: LTS None All LRT: LTS 


The proposed project could create the potential for 
accident or upset of hazardous materials, however, 
adherence with existing BMPs and local, state, and 
federal regulation would limit the risk. 


All LRT: LTS None All LRT: LTS 


The proposed project would not emit hazardous 
emissions or handle hazardous materials, 
substances, or waste within ¼ mile of an existing or 
proposed school. 


All LRT: LTS None All LRT: LTS 


The proposed project would be located on a site that 
is included on a list of hazardous materials sites 
compiled pursuant to Government Code 
Section 65962.5. Compliance with all federal, state, 
and local laws and regulations would address any 
potential impacts. 


All LRT: LTS None All LRT: LTS 
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The proposed project would be located within 1.2 
miles of a public airport or public use airport, however, 
the project would not fall within the Airport Influence 
Area Map boundaries. 


All LRT: NI None All LRT: NI 


The proposed project would not physically interfere 
with an adopted emergency response or evacuation 
plan. Circulation changes associated with the project 
could affect emergency response or evacuation plans, 
however, compliance with all applicable local, state, 
and federal laws and regulations would address any 
potential impacts. 


All LRT: LTS None All LRT: LTS 


The proposed project would not expose people or 
structures to a significant risk of loss, injury, or death 
involving wildland fires, including where wildlands are 
adjacent to urbanized areas or where residences are 
intermixed with wildlands. The study area is fully 
developed and does not contain any known wildlands, 
or wildfire hazard areas. 


All LRT: NI None All LRT: NI 


3.10 Hydrology/Water Quality 
Implementation of the proposed project could 
increase the potential amount of pollutants in 
stormwater runoff that could cause or contribute to a 
violation of water quality standards. Compliance with 
regulatory requirements associated with hydrology 
and water quality would address any potential 
impacts. 


All LRT: LTS None All LRT: LTS 
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Implementation of the project would not substantially 
degrade groundwater quality or interfere with 
groundwater recharge, or deplete groundwater 
resources in a manner that would cause water-related 
hazards, such as subsidence. Little new impervious 
area would be created by the LRT Alternatives. 


All LRT: LTS None All LRT: LTS 


Implementation of LRT Alternative 1 and 2 could 
substantially alter the existing drainage pattern of the 
site or area in a manner that would cause substantial 
localized flooding, or increase runoff that would 
contribute to exceedance of the capacity of 
stormwater drainage systems. 


LRT 1 & 2: S 
LRT 3 & 4: LTS 


MM WQ-1 The Expo Authority shall grade the 
Expo/Westwood Station and associated 
station parking facility and provide a 
stormwater drainage system with detention 
facilities and/or pervious pavement adequate 
to convey runoff from the Expo/Westwood 
Station during a 100-year storm event to 
prevent on-site flooding. The Expo Authority 
shall also implement stormwater detention 
facilities and/or pervious pavement for parking 
lots to reduce the off-site peak runoff from the 
Expo/Westwood Station and associated 
parking lots to existing condition levels. All 
detention facilities shall be designed to drain 
within 48 hours to minimize vector control and 
human safety concerns. 
The Expo Authority shall include these 
facilities and their design specifications in the 
engineering plans. Use of pervious pavement 
shall be consistent with the SUSMP and 
Municipal NPDES Permit limitations on 
infiltration BMPs. Construction and operation 
of these BMPs shall be incorporated as part 
of the proposed project and subject to all 
applicable existing regulatory requirements. 


LRT 1 & 2: LTS 
LRT 3 & 4: LTS 
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Implementation of the LRT Alternatives could increase 
drainage in excess of existing or planning stormwater 
drainage system capacity, however, implementation 
of the BMPs and MM WQ-1 would limit the risk. 


All LRT: LTS MM WQ-1 listed above. All LRT: LTS 


Implementation of LRT Alternatives 1 and 2 may 
place structures within a 100-year flood hazard area 
that could impede or redirect flood flows, or otherwise 
expose people and/or property to water-related 
hazards, such as flooding. 


LRT 1 & 2: S 
LRT 3 & 4: NI 


MM WQ-2(a) The Expo Authority shall 
conduct a detailed topographic survey of the 
Segment 1 (Expo ROW) within the Federal 
Emergency Management Agency (FEMA)-
defined 100-year flood hazard area, including 
Westwood Boulevard, and extending at least 
50 feet beyond the proposed project ROW. 
The Expo Authority shall consult with the Los 
Angeles County Department of Public Works 
and/or FEMA to determine the current flood 
elevations within this area. The Expo 
Authority shall submit an application to FEMA 
for a LOMA, removing the proposed project 
alignment from the FEMA 100-year flood 
hazard area. 
OR: 
MM WQ-2(b) The Expo Authority shall design 
drainage and flood protection improvements 
to remove the portion of the LRT Alternative 
from the Federal Emergency Management 
Agency (FEMA)-defined 100-year flood 
hazard area. This shall include sufficient 
drainage structures to pass existing flood flow 
from areas up-gradient from the portion of the 
LRT Alternative to areas down-gradient, such 
that there is no net change in off-site flooding 
and flood flows or on storm drain system 


LRT 1 & 2: LTS 
LRT 3 & 4: NI 
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capacity. This may include rerouting of flood 
waters from Westwood Boulevard at locations 
further north from the portion of the LRT 
Alternative to bypass the alignment corridor 
and Westwood Boulevard intersection. 
Prior to the beginning of construction 
activities, the Expo Authority shall submit to 
FEMA an application for and obtain a 
Conditional Letter of Map Revision (CLOMR) 
and shall implement all conditions imposed by 
FEMA. The CLOMR would ensure that the 
project design is sufficient for removing the 
portion of the LRT Alternative from the 100-
year flood hazard area. Prior to the beginning 
of operation, the Expo Authority shall obtain a 
Letter of Map Revision (LOMR), and 
potentially a No Rise Certificate, indicating 
that construction and implementation of the 
designed improvements have been 
conducted in accordance with the CLOMR 
and FEMA requirements and that the 
proposed project alignment corridor has been 
effectively removed from the 100-year flood 
hazard area. 
Implementation of Segment 1 (Expo ROW) 
would use fill material, or place other 
structures (such as station platforms) in the 
floodplain, that could impede flood flows or 
reduce flood storage capacity. Therefore, 
MM WQ-2(b) shall not include use of fill 
material within an existing floodplain unless 
sufficient additional detention and flood 
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storage is also provided. Any detention used 
as part of the flood improvements shall be 
designed to drain within 48 hours to minimize 
vector control and human safety issues. 
The Expo Authority shall include any facilities 
used for flood improvements and their design 
specifications in the engineering drawings. As 
such, construction and operation of these 
facilities shall be incorporated as part of the 
proposed project and subject to existing 
regulatory requirements. 


3.11 Land Use/Planning 
Implementation of the proposed project would not 
result in a physical division of established 
communities. 


All LRT: LTS 
 


None All LRT: LTS 
 


Implementation of LRT Alternatives 1, 3 and 4 would 
conflict with certain policies identified in the Culver 
City General Plan and/or Santa Monica General Plan. 
However, the proposed project would help to achieve 
the goals of the Culver City and Santa Monica 
General Plans relative to transportation 
improvements. 


LRT 1, 3, & 4: 
LTS 
LRT 2: NI 


None LRT 1, 3, & 4: LTS 
LRT 2: NI 


Implementation of the proposed project would not 
result in an incompatibility with adjacent or 
surrounding land uses caused by degradation or 
disturbances that diminish the quality of a particular 
land use. Mitigation measures from Noise and 
Vibration and Aesthetics would minimize these 
impacts. 


All LRT: LTS MM NOI-1 through MM NOI-4; and 
MM AES-1 and MM AES-2 listed below and 
above. 


All LRT: LTS 
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3.12 Noise and Vibration 
The proposed project could expose the public to, or 
generate, noise levels in excess of standards 
established by the Federal Transit Administration 
(FTA) noise impact criteria during the operational 
phase. 


All LRT: S MM NOI-1 Solid, impervious objects that 
block the direct path between the sound 
source and the receiver shall be installed to 
reduce the sound level at the receiver, with 
sound walls being the preferred option. Sound 
walls are a common noise mitigation measure 
and have been widely used on highways and 
on rail transit lines. Alternatively, the Expo 
Authority may construct a landscaped berm 
parallel to the rail line or use low berms with a 
low wall along the top. As long as the wall, 
berm, or berm/wall combination reaches the 
same elevation, the acoustical performance 
will be equivalent. Except where noise 
impacts are due to special trackwork at 
crossovers and turnouts, the predicted noise 
impact can be eliminated with sound walls or 
berms that extend to heights of: 


• 6 to 8 ft above the top of rail for 
ballast and tie track sections 


• 3.5 to 4 ft above the top of rail on 
aerial structures 


The wall heights can be reduced by 6 to 
12 inches if an acoustically absorbent surface 
treatment is used on the track side of the wall. 
Additionally, in areas where crossovers would 
be located near sensitive receptors, low-
impact frogs may be either an alternative to 
sound walls or supplemental measure to 


All LRT: LTS 
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sound walls. There are several different types 
of low-impact frogs that could be used. 
If during Final Engineering or Operations it is 
determined that measures described above 
are not practicable or do not provide sufficient 
noise mitigation, the Expo Authority or Metro, 
as appropriate, shall provide for sound 
insulation of residences and other noise-
sensitive facilities as a another alternative that 
could be used. Sound insulation involves 
upgrading or replacing existing windows and 
doors, and weather stripping windows and 
doors. Installing a mechanical ventilation 
system may be needed so that windows do 
not need to be opened for ventilation. 
MM NOI-2 The volume of crossing bells shall 
be reduced to the bottom of the CPUC-
approved range. This step is sufficient to 
reduce the bell noise to below the applicable 
FTA impact thresholds. 
MM NOI-3 If wheel squeal occurs that is 
sufficient to cause community noise levels 
that exceed the applicable FTA moderate 
impact thresholds, measures to reduce wheel 
squeal, such as rail or wheel lubrication, will 
be considered by Metro. If, by the end of the 
first year of service, noise from wheel squeal 
cannot be reduced to below the FTA 
moderate noise impact thresholds, the noise 
mitigation measures discussed in measure 
MM NOI-1 would be applied to further reduce 
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levels of wheel squeal so that the levels are 
below the FTA moderate impact thresholds. 
No additional mitigation is required. 
MM NOI-4 Noise levels would be sufficient to 
warrant mitigation at 7 of the 15 proposed 
TPSS sites. All noise impacts can be 
eliminated by (1) specifying a noise limit of 
44 dBA at 50 ft from any part of the TPSS 
units that would be used at sites 1, 2, 3, 8, 10, 
12, and 13, and (2) locating the TPSS units at 
sites 1 and 2 at a minimum of 20 ft from the 
closest residential land use. 
MM NOI-5 An 8- to 10-foot-high sound wall 
shall be installed along the southern property 
line of the Maintenance Facility. The wall 
height can be reduced to 6 to 8 feet high if the 
car wash and blowdown facilities are 
designed to generate lower noise levels than 
standard facilities. This can be achieved 
through the use of silencers on compressors 
and fans, minimizing openings on the south 
side of the blowdown and car wash buildings, 
and constructing the south walls of the 
facilities of masonry, brick, or wood studs with 
insulation in the cavities instead of sheet 
metal. 


The proposed project could expose the public to, or 
generate, groundborne vibration, groundborne noise 
levels, or vibration levels in buildings exceeding the 
FTA vibration impact criteria during the operational 
phase. 


All LRT: S MM NOI-6 Further site-specific testing shall 
be performed during the Preliminary 
Engineering Design where potential for 
vibration impact has been identified. Where 
vibration impact is still predicted, the vibration 


All LRT: LTS 
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energy transmitted into the ground shall be 
decreased by (1) use of low impact frogs to 
reduce the banging at special trackwork, 
and/or (2) installation of a resilient layer 
between the tracks and the ground. There are 
a number of different approaches to installing 
resilient elements in track to reduce vibration. 
Vibration-reducing design specifications for 
the track sections shall be determined in 
consultation with a qualified vibration scientist 
or engineer during the design phase. 
The specific locations where vibration 
mitigations are expected to be required are 
listed in Table 3.12-20 (Vibration Mitigation 
Locations). Final type, location, and extent of 
such mitigations will be determined in Final 
Design. 


The proposed project could cause a substantial 
permanent increase in ambient noise levels in the 
project vicinity. 


All LRT: S MM NOI-1, MM NOI-2, MM NOI-3, MM NOI-4, 
and MM NOI-5, listed above 


All LRT: LTS 


The proposed project would not cause a substantial 
temporary or periodic increase in ambient noise levels 
in the project vicinity above levels existing without the 
project. 


All LRT: LTS MM NOI-1, MM NOI-2, MM NOI-3, MM NOI-4, 
MM NOI-5, and MM NOI-6 listed above 


All LRT: LTS 


The proposed project would not expose people 
residing or working in the project study area to 
excessive noise levels from a project located within an 
airport land use plan or, where such a plan has not 
been adopted, within 2 miles of a public airport or 
public use airport. 


All LRT: NI None All LRT: NI 
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The proposed project is not within the vicinity of a 
private airstrip, and, thus, would not expose people 
residing or working in the project site to excessive 
noise levels. 


All LRT: NI None All LRT: NI 


3.13 Paleontological Resources 
Implementation of the proposed project could disturb 
or destroy unique paleontological resources or sites. 


All LRT: S MM PAL-1 The Expo Authority shall retain a 
qualified paleontologist to prepare and 
implement a Paleontological Resources 
Management Plan (PRMP) to the standards 
detailed in the Paleontological Resources 
Technical Background Report. 
Monitoring is required at the surface and 
below of Segment 1 (Expo ROW) from station 
540+00 to 600+00, Segment 1a 
(Venice/Sepulveda) from station 615+00 to 
635+00, Segment 3 (Olympic) from station 
790+00 to 855+00, Segment 3a (Colorado) 
from station 830+00 to 855+00 where there 
are known surface exposures of Quaternary 
old alluvial fan deposits of high 
paleontological sensitivity. 
In other project areas, the paleontologist will 
examine subsurface work to adjust monitoring 
to cover Quaternary old alluvial fan sediments 
only. 
Upon completion of all monitoring and 
mitigation activities, the paleontologist will 
submit a final report to the Expo Authority 
summarizing the work and confirming that all 
recommendations were implemented. 


All LRT: LTS 
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3.14 Parks and Community Facilities 
Implementation of the proposed project would not 
acquire or displace a community facility. 


All LRT: LTS None All LRT: LTS 


Implementation of the proposed project may disrupt 
community facilities and services through a reduction 
in access to facilities or cause a substantial alteration 
of service areas. 


All LRT: S MM PAR-1 For those community facilities that 
utilize on street parking, the Expo Authority 
shall provide reasonably proximate parking to 
replace permanently lost parking spaces. 
Prior to construction of the proposed project, 
the Expo Authority shall complete a parking 
demand study for affected community 
facilities to determine the appropriate amount 
of parking replacement that would be 
required. The location of the replacement 
parking would be in accordance with the 
requirements listed in MM TR-5 through 
MM TR-9(b) in Section 3.2 
(Transportation/Traffic) listed above. 


All LRT: LTS 


The project would not require the expansion or 
construction of a new park or park facilities. 


All LRT: LTS None All LRT: LTS 


3.15 Safety and Security 
Implementation of the proposed project could create 
the potential for substantial adverse safety conditions, 
including station accidents, boarding and 
disembarking accidents, right-of-way accidents, 
collisions, fires, and major structural failures. 
However, compliance standard design criteria, 
operating safety procedures, and federal, state, and 
local safety regulations for the proposed project would 
address any potential impacts. 


All LRT: LTS None All LRT: LTS 
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Implementation of the proposed project could 
substantially limit the delivery of community safety 
services, such as police, fire, or emergency services, 
to locations along the proposed alignments. 


All LRT: S MM SAF-1 During operation of the LRT 
Alternatives, Metro shall coordinate with the 
cities of Culver City, Santa Monica, and Los 
Angeles and inform the appropriate 
community safety provider of Metro’s 
emergency response procedures as 
incorporated into Metro’s standard operating 
procedures. Metro shall provide a detailed 
description of their emergency response 
procedures so as to provide other public 
safety providers with the knowledge of 
Metro’s response plan in order to provide a 
fast, controlled and coordinated response to 
the various types of emergencies that may 
occur on the Metro rail system. Additionally, 
Metro shall encourage the cities of Culver 
City, Los Angeles, and Santa Monica to 
update their emergency response procedures 
to address implementation of an LRT 
Alternative. 


All LRT: LTS 


Implementation of the proposed project would not 
create the potential for adverse security conditions, 
including incidents, offenses, and crimes. Safety 
features incorporated into the design of the project 
and various security provisions will address any 
potential impacts. 


All LRT: LTS None All LRT: LTS 


Implementation of the proposed project could create 
the potential for increased pedestrian and/or bicycle 
safety risks. However, compliance with CPUC and 
Metro’s design requirements would reduce the 
potential for such risk. 


All LRT: LTS None All LRT: LTS 
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3.16 Socioeconomics 
Implementation of the proposed project could 
necessitate the acquisition of real property, and result 
in business and residential relocation. Compliance 
with the California Relocation Assistance Act will 
reduce this potential impact.  


All LRT: LTS None All LRT: LTS 


Implementation of the proposed project could displace 
substantial numbers of people and/or existing housing 
but would not necessitate the construction of 
replacement housing or create a demand that cannot 
be accommodated by existing housing stock. 
Compliance with the California Relocation Assistance 
Act will reduce this potential impact. 


All LRT: LTS None All LRT: LTS 


Implementation of the proposed project would not 
terminate Metro’s long term leases/licenses prior to 
their expiration date. If early terminations are required, 
compliance with the California Relocation Assistance 
Act will reduce this potential impact. 


All LRT: LTS None All LRT: LTS 


3.17 Energy Resources 
The proposed project would not lead to a wasteful, 
inefficient, or unnecessary usage of fuel or energy.  


All LRT: B None All LRT: B 


The proposed project would not result in a substantial 
increase in demand upon existing energy sources 
such that the capacity to provide the energy is 
approached or exceeded and would not require 
substantial additional capacity or the development of 
new energy sources. 


All LRT: LTS None All LRT: LTS 
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4.0 Construction 
Transportation/Traffic 
The construction of the proposed project could result 
in the closure of one or more lanes of a major traffic-
carrying street for an extended period of time during 
construction (one month or more). 


LRT 2, 3 & 4: S 
LRT 1: NI 


MM CON-1 To ensure that continued 
vehicular access to community facilities is 
maintained, the Expo Authority shall provide 
at least one lane of traffic in each direction on 
access cross streets that are not going to be 
dead-ended during construction. If one lane of 
traffic cannot be maintained, the Expo 
Authority shall provide a detour route for 
motorists. 
MM CON-2 Before the start of construction, 
Worksite Traffic Control Plans (WTCP) and 
Traffic Circulation Plans, including 
identification of detour requirements, will be 
formulated in cooperation with the City of Los 
Angeles, City of Santa Monica, Culver City 
and other affected jurisdictions (County, 
State) in accordance with the Work Area 
Traffic Control Handbook (WATCH) manual 
and Manual on Uniform Traffic Control 
Devices (MUTCD) as required by the relevant 
municipality. The WTCPs will be based on 
lane requirements and other special 
requirements defined by the Los Angeles City 
Department of Transportation (LADOT), the 
City of Santa Monica, and Culver City for 
construction within their city and from other 
appropriate agencies for construction in those 
jurisdictions. 
MM CON-3 No designated Major or 


LRT 2, 3 & 4: LTS 
LRT 1: NI 
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Secondary Highway will be closed to 
vehicular or pedestrian traffic except at night 
or on weekends, unless approval is granted 
by the jurisdiction in which it is located. 
 


Construction activities for the proposed project could 
result in the diversion of traffic through residential 
areas. 


All LRT: S MM CON-2 Listed above. 
MM CON-4 The Expo Authority’s contractor 
will develop preferred haul route plans for the 
removal of excavated material. Construction 
will be scheduled and haul routes will be 
planned to minimize conflicts during school 
arrival and dismissal times. 
MM CON-5 The Expo Authority will 
coordinate with other major construction 
projects within a 1-mile radius of the 
construction site to avoid, to the maximum 
extent practicable, overlapping haul routes 
with other public or private construction 
projects. 


All LRT: LTS 


Construction activities for the LRT Alternatives could 
result in the long-term loss (three months or more) of 
parking or pedestrian access that is essential for 
continued operation of business during construction. 


All LRT: S MM CON-6 Unless otherwise specified in the 
worksite traffic control plan, the Expo 
Authority shall maintain access to the 
businesses that rely on on-street parking and 
pedestrian access during construction. If it is 
necessary to temporarily restrict access to a 
business, the Expo Authority shall provide the 
facility advance notice of restrictions. Unless 
otherwise specified in the worksite traffic 
control plan, the Expo Authority shall 
schedule access restrictions to off-peak hours 


All LRT: LTS 
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or during times when the business is closed 
and shall not fully restrict access for the total 
hours of operation of a business on any given 
day of operation. 
MM CON-7 Relative to maintaining access to 
businesses, construction activities shall be 
sequenced to minimize the temporary 
removal of multiple blocks of on-street parking 
at one time unless otherwise specified by the 
worksite traffic control plan. 
MM CON-8 Contractors shall use temporary 
special signage to inform the public of closure 
information in advance of temporary closures. 
Signage shall also provide special access 
directions, if warranted. 


Aesthetics 
Implementation of the proposed project could 
substantially degrade the existing visual character or 
quality of the site and its surroundings for a portion of 
Segment 1 (Expo ROW) (LRT Alternatives 1 and 2) 
(i.e., the Sara Berman Greenway). 


LRT 1 & 2: S 
LRT 3 & 4: NI 


MM CON-9 To the extent possible, the Expo 
Authority shall protect the Sara Berman 
Greenway during construction of Segment 1 
(Expo ROW) (LRT Alternatives 1 and 2), 
including the placement of a construction 
barrier around the perimeter of the Greenway, 
and notifying contractors of restrictions. 
Substantial damage to the Greenway caused 
by construction activities shall be repaired as 
appropriate during or after the course of 
construction, which could include the 
provision of replacement landscaping. 


LRT 1 & 2: LTS 
LRT 3 & 4: NI 
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Air Quality 
Peak construction activities associated with the 
proposed project could generate emissions that 
exceed SCAQMD thresholds. Compliance with 
SCAQMD Rule 403 would reduce this impact; 
however, SCAQMD thresholds would still be 
exceeded. 


All LRT: S None All LRT: SU 


The LRT Alternatives would result in a cumulatively 
considerable net increase of the criteria pollutant 
(NOX) during construction activities for which the 
project region is classified non-attainment under an 
applicable federal or state ambient air quality standard 
(including releasing emissions that exceed 
quantitative thresholds for ozone precursors). 
Compliance with SCAQMD Rule 403 would reduce 
emissions, but not NOX emissions to a level below the 
threshold of impact established by the SCAQMD. 


All LRT: S None All LRT: SU 


Construction activities associated with the LRT 
Alternatives would generate emissions that could 
result in an exceedance of localized significance 
thresholds (LST) established by the SCAQMD, and, 
therefore, could expose sensitive receptors to 
substantial pollutant concentrations. Implementation 
of Rule 403 BMPs would reduce localized pollutant 
levels for all regulated pollutants except PM10. PM10 
levels would still exceed the established thresholds. 


All LRT: S None All LRT: SU 


Construction and operation of the proposed project 
would not include elements that would be likely to 
create objectionable odors affecting a substantial 
number of people. 


All LRT: LTS None All LRT: LTS 
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Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


Global Climate Change 
Construction of the LRT Alternatives would consist of 
temporary activities that would not result in long-term 
greenhouse gas emissions. 


All LRT: NI None All LRT: NI 


Biological Resources 
Implementation of the proposed project could result in 
an impact on MBTA protected species and/or avian 
species protected under Section 3503 of the Fish and 
Game Code. 


All LRT: S MM CON-10 During construction of the 
proposed project, the removal of trees, 
shrubs, or weedy vegetation should be 
avoided during the February 1 through 
August 31 bird nesting period. If the removal 
of trees, shrubs, or weedy vegetation were to 
occur during the nesting period, a survey for 
nesting birds shall be conducted by a 
qualified wildlife biologist no earlier than 
14 days prior to the removal of trees, shrubs, 
grassland vegetation, buildings, or other 
construction activities. Survey results shall be 
valid for 21 days following the survey. The 
area surveyed should include all construction 
areas with the potential to support nesting 
birds protected by the MBTA and/or 
Section 3503 of the Fish and Game Code, as 
well as areas within 75 feet of the boundaries, 
as practicable or as determined by the 
biologist in the field, of the areas to be cleared 
or as otherwise determined by the biologist. If 
no vegetation or tree removal is proposed 
during the nesting period, no surveys would 
be required. 
In the event that an active nest is discovered 
in the areas to be cleared, or in other habitats 


All LRT: LTS 
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Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


within 75 feet of construction boundaries, 
clearing and construction should be 
postponed within this area for at least two 
weeks or until a wildlife biologist has 
determined that the young have fledged (left 
the nest), the nest is vacated, and there is no 
evidence of second nesting attempts. Other 
buffers or construction requirements may be 
determined by the wildlife biologist in the field 
as practicable. 


Geology, Soils and Seismicity 
Implementation of the project would not result in 
substantial soil erosion or the loss of topsoil. 


All LRT: LTS None All LRT: LTS 


Hazards and Hazardous Materials 
The project could create the potential for upset or 
accident conditions during construction activities that 
could release hazardous materials; however, 
compliance with federal, state, and local laws and 
regulations governing hazardous materials use, 
disposal, and emergency response, would reduce 
potential health risks. 


All LRT: LTS MM CON-11 Prior to any ground disturbance 
or demolition, the Expo Authority shall: 


• Prepare a preliminary environmental 
site assessment (ESA) for the 
preferred LRT Alternative, which shall 
be submitted for review to the 
appropriate regulatory agency(s). The 
ESA shall evaluate, at a minimum, 
the potential for soil and groundwater 
contamination, as well as the 
potential for exposure to mold, lead, 
and asbestos. 


• If contaminated areas are identified 
within the construction area, the Expo 
Authority shall coordinate with the 
appropriate regulatory agencies to 


All LRT: LTS 
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Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


determine the need for further 
investigation and/or remediation of 
the contaminated site. 


MM CON-12 In the event that previously 
unknown or unidentified soil and/or 
groundwater contamination that could present 
a threat to human health or the environment 
during construction of the proposed project is 
encountered, construction activities in the 
immediate vicinity of the contamination shall 
cease immediately. If contamination is 
encountered, measures shall be prepared 
and implemented that (1) identifies the 
contaminants of concern and (2) describes 
measures to be taken to protect workers, and 
the public from exposure to potential site 
hazards. Such measures would include a 
range of options, including, but not limited to, 
physical site controls during construction, 
remediation, long-term monitoring, post-
development maintenance or access 
limitations, or some combination thereof. 
Depending on the nature of contamination, if 
any, appropriate agencies shall be notified 
(e.g., City Fire Department). A Site Health 
and Safety Plan that meets Cal-OSHA 
requirements shall be prepared and in place 
prior to commencement of work in any 
contaminated area. 
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Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


The construction of the proposed project would not 
physically interfere with adopted emergency response 
or evacuation plans. 


All LRT: LTS None All LRT: LTS 


Hydrology/Water Quality 
Implementation of the proposed project could 
increase the potential amount of pollutants in 
stormwater runoff that could cause or contribute to a 
violation of water quality standards. Compliance with 
regulatory requirements associated with hydrology 
and water quality would reduce these impacts. 


All LRT: LTS None All LRT: LTS 


Implementation of the project would not substantially 
degrade groundwater quality or interfere with 
groundwater recharge, or deplete groundwater 
resources in a manner that would cause water-related 
hazards such as subsidence. 


All LRT: LTS None All LRT: LTS 


Land Use/Planning 
Implementation of the proposed project would result in 
the physical division of a community through 
temporary access restrictions. 


All LRT: S MM CON-6 Listed above. All LRT: LTS 


Noise and Vibration 
The proposed project could expose the public to, or 
generate, noise levels in excess FTA noise impact 
criteria and Metro Design Criteria during the 
construction phase. 


All LRT: S MM CON-13 The Expo Authority’s contractor 
shall develop a Noise Control Plan 
demonstrating how he will achieve the more 
restrictive of the Metro Design Criteria noise 
limits and the noise limits of the city noise 
control ordinance. The plan shall include 
measurements of existing noise, a list of the 
major pieces of construction equipment that 
will be used, and predictions of the noise 


All LRT: LTS 
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Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


levels at the closest noise-sensitive receptors 
(residences, hotels, schools, churches, 
temples, and similar facilities). The Noise 
Control Plan will need to be approved by the 
Expo Authority prior to initiating construction. 
Where the construction cannot be preformed 
in accordance with the requirements of the 
Metro or applicable city noise limits, the 
contractor shall investigate alternative 
construction measures that would result in 
lower sound levels. The contractor shall 
conduct noise monitoring to demonstrate 
compliance with contract noise limits. 
MM CON-14 The contractor shall utilize a 
combination of the following options of best 
management practices for noise abatement to 
comply with the Metro Design Criteria: 


• The contractor shall utilize specialty 
equipment equipped with enclosed 
engines and/or high-performance 
mufflers as commercially available. 


• The contractor shall locate equipment 
and staging areas as far from noise-
sensitive receptors as possible. 


• The contractor shall limit unnecessary 
idling of equipment. 


• The contractor shall install temporary 
noise barriers as determined by the 
Noise Control Plan. 


• The contractor shall reroute 
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Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


construction-related truck traffic away 
from residential streets to the extent 
permitted by the relevant municipality. 


• The contractor shall avoid impact pile 
driving where possible. Where 
geological conditions permit their use, 
drilled piles or a vibratory pile driver is 
generally quieter. 


The proposed project could expose the public to, or 
generate, groundborne vibration, groundborne noise 
levels, or vibration levels in buildings exceeding the 
FTA vibration impact criteria during the construction 
phase; however, compliance with applicable 
regulations governing construction vibration would 
reduce construction-related vibration. 


All LRT: LTS None All LRT:LTS 


Parks and Community Facilities 
Implementation of the proposed project may disrupt 
community facilities and services through a reduction 
in access to facilities or cause a substantial alteration 
of service areas. 


All LRT: S MM CON-1 Listed above. 
MM CON-15 Unless otherwise specified in 
the worksite traffic control plan, the Expo 
Authority shall maintain vehicular and 
pedestrian access to the identified community 
facilities (refer to Table 4.6 4 [Access, 
Parking, and Service Area Impacts on 
Community Facilities]) during construction. If 
it is necessary to temporarily restrict access 
to a community facility, the Expo Authority 
shall provide the facility notice of any 
restriction. Unless otherwise specified in the 
worksite traffic control plan, the Expo 
Authority shall schedule access restrictions to 


All LRT: LTS 
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Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


off-peak hours or during times when the 
community facility is closed and shall not 
restrict access for the total hours of operation 
of a community facility on any given day of 
operation. 
MM CON-16 Near the identified community 
facilities construction activities shall be 
sequenced to minimize the temporary 
removal of multiple blocks of on-street parking 
at one time unless otherwise specified by the 
worksite traffic control plan 


Safety and Security 
Implementation of the proposed project could 
substantially limit the delivery of community safety 
services, such as police, fire, or emergency services, 
to locations along the proposed alignments. 


All LRT: S MM CON-17 The Expo Authority shall 
maintain access to all police and fire stations 
at all times during construction. 
MM CON-18 During construction of the LRT 
Alternatives, the Expo Authority shall 
coordinate with the cities of Culver City, Santa 
Monica, and Los Angeles and inform the 
appropriate community safety provider of the 
construction emergency response procedures 
as incorporated into the Contractor’s Systems 
Safety Program Plan. The Plan will include a 
detailed description of all emergency 
response procedures that shall be 
implemented by the contractor, so as to 
provide other public safety providers with the 
knowledge of the contractor’s response plan 
in order to provide a fast, controlled, and 
coordinated response to the various types of 
emergencies. Additionally, the Expo Authority 


All LRT: LTS 
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Table 3.18-1 Summary of All Impacts and Proposed Mitigation for LRT Alternatives 


Impact 


Significance 
Before 


Mitigation by 
Alternative Mitigation Measures 


Significance 
After 


Mitigation 
by Alternative 


shall encourage the cities of Culver City, 
Santa Monica, and Los Angeles to update 
their emergency response procedures to 
address construction of the LRT Alternatives. 


Socioeconomics  
Construction of the proposed project could disrupt a 
business for a period of three months or more. 


All LRT: S MM CON-1, MM CON-2, MM CON-3, 
MM CON-13, and MM CON-14 listed above. 


All LRT: LTS 


Energy 
The proposed project would not lead to a wasteful, 
inefficient, or unnecessary usage of fuel or energy. 


All LRT: LTS None All LRT: LTS 


KEY: 
NI = No Impact 
B = Beneficial Impact 
S = Significant or Potentially Significant Impact (before mitigation) 
LTS = Less Than Significant (below threshold either before or after mitigation) 
SU = Significant Unavoidable Impact (mitigation would not reduce to less than significant) 
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3.10 Hydrology/Water Quality 


3.10.1 Introduction 


This section describes study area water bodies, existing drainage and water quality conditions 
in the project corridor, and the regulations, plans and policies designed to protect water quality, 
maintain adequate drainage, minimize exposure to flooding and other hazards, and promote 
groundwater recharge. It also reports impacts of the Expo Phase 2 project compared with No-
Build conditions. Water quality impacts associated with disturbance of contaminated soils are 
discussed in Section 3.9 (Hazards and Hazardous Materials) and Chapter 4 (Construction 
Impacts). 


Greater detail on Hydrology and Water Quality can be found in the Hydrology/Water Quality 
Technical Background Report. Full bibliographic references can be found in Appendix B 
(Bibliography). 


3.10.2 Existing Conditions 


Watersheds and Drainage 


The eastern two-thirds of the study area (i.e., 0.5-mile buffer from either side of the LRT 
Alternative alignments) is located within the Ballona Creek Watershed. The western one-third is 
located within the Pico-Kenter Storm Drainage Area. Both of these drainages are part of the 
Santa Monica Bay Hydrologic Unit and Interior Santa Monica Bay Hydrologic Area. Within the 
project vicinity, Ballona Creek, the Sepulveda Channel, and the Pico-Kenter Storm Drain are the 
major drainage channels. Figure 3.10-1 (Drainage Features) illustrates the location of the 
Ballona Creek Watershed and the Pico-Kenter Storm Drainage Area and the major channels, 
creeks, and storm drains within the study area. 


The study area drains to Ballona Creek and the Sepulveda Channel, both of which are located 
within the Ballona Creek Watershed, and the Pico-Kenter Storm Drain, which drains the Pico-
Kenter Storm Drainage Area. While the Sepulveda Channel is located within the Ballona Creek 
Watershed, it is also part of the Sawtelle-Westwood Flood Control System, which includes 
undergrounded tributaries to Ballona Creek. 


Segment 1 (Expo ROW), Segment 1a (Venice/Sepulveda), and Segment 2 (Sepulveda to 
Cloverfield) all drain to Ballona Creek; portions of Segment 1a drain to the Sepulveda Channel 
and then to Ballona Creek; and Segment 3 (Olympic) and Segment 3a (Colorado) drains to the 
Pico-Kenter Storm Drain or directly to the ocean. 


Flooding 


Los Angeles and nearby cities are located in a relatively flat alluvial plain (or basin), about 
30 miles wide, lying on uplift terraces surrounded by mountain ranges. The Federal Emergency 
Management Agency (FEMA) has prepared flood maps identifying areas in Los Angeles County 
that would be subject to flooding during 100-year and 500-year storms events. Figure 3.10-2 
(100-Year Floodplains) depicts the 100-year flood areas within and near the study area. 







Source: PBS&J.
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Figure 3.10-2
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Only Segment 1 contains a FEMA 100-year flood hazard area, which is generally bounded by 
Olympic Boulevard to the north, Manning Avenue to the east, Kelton Avenue to the west, and 
Coventry Place to the south. This area includes the Expo ROW from Overland Avenue to 
Westwood Boulevard. There are no 500-Year floodplains in the vicinity of the project site. 


Surface Water Quality 


The Water Quality Control Plan for the Los Angeles Basin (Basin Plan) indicates that Ballona 
Creek is impaired by pollutants from industrial and municipal effluent and urban nonpoint runoff. 
In addition, untreated sewage overflows discharged into Ballona Creek during the rainy season 
historically have caused beach closures along Santa Monica Bay. Specific pollutants include 
high levels of dissolved solids (e.g., chlorides, sulfates, and heavy metals), bacteria, nutrients 
from fertilizers and other sources, petroleum hydrocarbons, sediment, solid waste and debris. 
Rainfall results in these contaminants entering municipal storm drains, which subsequently 
convey the contaminants to surface waters. In addition, high concentrations of Dichloro-
Diphenyl-Trichloroethane (DDT) in sediments at the mouth of Ballona Creek and in Marina del 
Rey provide evidence of past discharges that have resulted in long-term water quality issues. 


The Pico Kenter Storm Drain is not listed as an impaired waterbody; however, it discharges to 
the Santa Monica Bay, which is listed as impaired. Ballona Creek is listed as impaired by metals 
in sediment. Santa Monica Bay also is listed as impaired for sediment toxicity, and a Fish 
Consumption Advisory was issued for fish caught within the Bay because of bioaccumulation of 
pollutants, debris, and an historic pesticide, DDT, that could be present in sediment and soils. 


Groundwater 


Based on local topography and measured groundwater levels in the Charnock subbasin, depth 
to groundwater is estimated to be between 110 to 180 feet below ground surface (bgs) along 
Segment 1 and Segment 2; depth to groundwater along Segment 1a is expected to be about 
100 feet bgs. Depth to groundwater along Segment 3 and Segment 3a is estimated to be 
between 60 to 140 feet BGS (SMPCDD 2004, 4.5-41).60 Because of the potential for perched 
(water trapped near the surface of the soil) groundwater, local groundwater levels may be 
higher along the alignment. Only in areas where surfaces are pervious would there be any 
potential for groundwater recharge within the proposed alignments. These pervious areas are 
generally limited to the unpaved portions of Segment 1, including the Expo ROW through the 
trench extending to Sepulveda Boulevard. Because of the compact nature of the soils in 
Segment 1 pervious areas, infiltration rates would be low and, therefore, these areas would not 
be expected to meaningfully contribute to groundwater recharge. 


3.10.3 Regulatory Setting 


Federal 


Clean Water Act 


The federal Clean Water Act (CWA) was designed to restore and maintain the chemical, 
physical, and biological integrity of the nation’s waters. The CWA also directs states to establish 
                                                 
60 Depth to groundwater measured for a project near 4th Street in Santa Monica indicated groundwater 
levels at about 47 to 50 feet bgs. 
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water quality standards for all waters of the United States and to review and update such 
standards on a triennial basis. Other provisions of the CWA include Section 208, which 
authorizes the preparation of waste treatment management plans, and Section 319, which 
mandates specific actions for the control of pollution from nonpoint sources. The Environmental 
Protection Agency (U.S. EPA) has delegated responsibility for implementation of portions of the 
CWA to the State Water Resources Control Board (SWRCB) and the Regional Water Quality 
Control Board (RWQCB), including water quality control planning and control programs, such as 
the National Pollutant Discharge Elimination System (NPDES) Program. 


Floodplain Development 


FEMA is responsible for determining flood elevations and floodplain boundaries based on U.S. 
Army Corps of Engineers (USACE) studies and approved agency studies. FEMA is also 
responsible for distributing the Flood Insurance Rate Maps (FIRMs), which are used in the 
National Flood Insurance Program (NFIP). These maps identify the locations of special flood 
hazard areas (SFHAs), including the 100-year flood zone or area. Segment 1 contains a FEMA 
defined 100-year flood hazard area. 


State 


Responsibility for the protection of water quality in California rests with the State Water 
Resource Control Board (SWRCB) and nine RWQCBs. The SWRCB establishes statewide 
policies and regulations for the implementation of water quality control programs mandated by 
federal and state water quality statutes and regulations. The RWQCBs develop and implement 
Water Quality Control Plans (Basin Plans) that consider regional beneficial uses, water quality 
characteristics, and water quality problems. The Los Angeles RWQCB implements a number of 
federal and state laws, the most important of which are the state Porter-Cologne Water Quality 
Control Act and the federal CWA. In California, the RWQCB issues Water Quality Certifications 
pursuant to Section 401 of the CWA. This section of the CWA protects water quality within the 
Sepulveda Channel. 


All projects resulting in discharges, whether to land or water, are subject to Section 13263 of the 
California Water Code and are required to obtain approval of Waste Discharge Requirements 
(WDRs) by the RWQCB. WDRs for discharges to surface waters meet requirements for 
National Pollution Discharge Elimination System (NPDES) permits, which are further described 
below. Land and groundwater-related WDRs (i.e., non-NPDES WDRs) regulate discharges of 
privately or publicly treated domestic wastewater, and process and wash-down wastewater. 


Porter-Cologne Water Quality Control Act 


The Porter-Cologne Water Quality Control Act authorizes the SWRCB to adopt, review, and 
revise policies for all waters of the U.S. (including both surface and groundwaters); regulates 
discharges to surface and groundwater; and directs the RWQCB to develop regional Basin 
Plans. Section 13170 of the California Water Code also authorizes the SWRCB to adopt water 
quality control plans on its own initiative. 


National Pollutant Discharge Elimination System (NPDES) 


The NPDES permit system was established in the CWA to regulate point source discharges—a 
municipal or industrial discharge at a specific location or pipe—to surface waters of the U.S. 
Two exceptions that are regulated under the NPDES program are (1) diffuse source discharges 
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caused by general construction activities of over 1 acre and (2) stormwater discharges in 
municipal stormwater systems as a separate system in which runoff is carried through a 
developed conveyance system to specific discharge locations. 


Construction General Permit 


The SWRCB permits all regulated construction activities under Order No. 98-08-DWQ (1999), 
which requires that, prior to beginning any construction activities, the permit applicant must 
obtain coverage under the Construction General Permit by preparing and submitting a Notice of 
Intent (NOI) to the SWRCB, and preparing and implementing a Stormwater Pollution Prevention 
Plan (SWPPP), in accordance with the Construction General Permit requirements, for all 
construction activities disturbing one or more acre of land surface. In addition, 2003 revisions to 
the original Construction General Permit clarify that all construction activity, including small 
construction sites that are part of a larger common plan, must obtain coverage under this 
Construction General Permit. Because construction of the Expo Phase 2 project would disturb 
more than 1 acre, it would be subject to these permit requirements. Construction impacts are 
discussed in Chapter 4 (Construction Impacts). 


Industrial General Permit 


The SWRCB and RWQCBs regulate all specified industrial activities, such as the proposed 
maintenance facility, under the Waste Discharge Requirements for Discharges of Storm Water 
Associated with Industrial Activities Excluding Construction Activities (SWRCB Order No. 97-03-
DQ, NPDES General Permit No. CAS000001). Industrial facility operators must comply with all 
of the conditions of the Industrial General Permit. Noncompliance constitutes a violation of the 
Clean Water Act (CWA) and the Porter-Cologne Water Quality Control Act and is grounds for 
(a) enforcement action; (b) Industrial General Permit termination, revocation and reissuance, or 
modification; or (c) denial of an Industrial General Permit renewal application. The proposed 
project is a Category 8 industrial discharger because of the associated maintenance facility 
(Category 8 includes transportation facilities that conduct any type of vehicle maintenance such 
as fueling, cleaning, repairing, and others) and, therefore, is subject to conditions of the 
Industrial General Permit. 


Regional 


Water Quality Control Plan for the Los Angeles Region (Basin Plan) 


The Los Angeles RWQCB has prepared the Basin Plan in accordance with state and federal 
law. The Basin Plan sets forth the regulatory water quality standards for surface waters and 
groundwater within its region. The applicable water quality standards address both the 
designated beneficial use for each water body and the water quality objectives to meet 
designated beneficial uses. Where multiple designated beneficial uses exist, water quality 
standards must protect the most sensitive use. Water quality objectives are typically numeric, 
although narrative criteria, based upon biomonitoring methods, may be employed where 
numerical objectives cannot be established or where they are needed to supplement numerical 
objectives. 


Total Maximum Daily Loads (TMDL) 


In accordance with the federal CWA and state Porter-Cologne Water Quality Control Act, 
TMDLs have been developed and incorporated into the Basin Plan for some pollutants identified 
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on the 303(d) list as causing contamination in project sites receiving waters. For other pollutants 
listed on the 303(d) list (e.g., Section 303[d] of the Clean Water Act), TMDLs are scheduled for 
development, undergoing development, or in the process of review by the SWRCB. 


Municipal NPDES Permit 


The study area is located in Los Angeles County and would be regulated under the Los Angeles 
County Municipal NPDES Stormwater Permit (Municipal NPDES Permit), NPDES Permit No. 
CAS004001 (Order No. 01-182) (LARWQCB 2007). Under the Municipal Permit, development 
would have to comply with the Los Angeles County Master Drainage Plan (MDP) and the 
Standard Urban Stormwater Mitigation Plan (SUSMP). 


Master Drainage Plan (MDP) for the Los Angeles County 


The Los Angeles County Department of Public Works (LACDPW) has developed MDPs that 
address many individual watershed areas within the District's jurisdiction. The MDPs include 
proposed drainage facilities to protect upstream and downstream properties from serious 
flooding. 


Standard Urban Storm Water Mitigation Plan (SUSMP) 


The SUSMP requires that all projects that fall into one of nine categories incorporate 
appropriate SUSMP requirements into the project plans. One of the nine categories includes 
development of parking lots of 5,000 square feet or more or with 25 or more parking spaces. 


Discharge of Nonhazardous Contaminated Soils WDRs 


Waste Discharge Requirements for Discharge of Non-Hazardous Contaminated Soils and Other 
Wastes in Los Angeles River and Santa Clara River Basins (Order No. 91-93) allows the 
disposal of up to 100,000 cubic yards of nonhazardous contaminated soils and other wastes for 
a maximum period of 90 days. This requirement applies to the proposed project because there 
are known contaminated soils near the alignments and because portions of the alignments are 
along an old railroad right-of-way, where contaminated soils may exist (refer to Section 3.9 
[Hazards and Hazardous Materials] for areas of potential contamination). This WDR also 
requires that waste used as soil backfill shall not contain any substance in concentrations toxic 
to human, animal, plant, or aquatic life. This General Permit allows for temporary stockpiling of 
nonhazardous, contaminated soils until they can be appropriately disposed of or reused, per 
permit conditions. 


Construction Dewatering General Permit 


Waste Discharge Requirements for Discharges of Groundwater from Construction Project 
Dewatering to Surface Waters In Coastal Watersheds of Los Angeles and Ventura Counties 
(R4-2008-0032, General NPDES Permit No. CAG994004). Discharges covered by this permit 
include, but are not limited to, treated or untreated groundwater generated from permanent or 
temporary dewatering operations. This permit includes effluent and receiving water limitations 
for metals and other potential contaminants in discharges from dewatering operations to 
freshwater and saltwater, as well as monitoring and reporting requirements. This WDR would 
apply to the proposed project if there were construction dewatering activities. Construction 
impacts are discussed in Chapter 4 (Construction Impacts). 
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3.10.4 Analytic Methodology 


The methodology for evaluating hydrology and/or water quality impacts involved an analysis of 
existing data related to flooding, drainage, water quality, evaluation of the project’s runoff 
potential and drainage/treatment facilities, and an assessment of project consistency with laws 
pertaining to hydrology and water quality. Each of the LRT Alternatives would be designed and 
operated similarly; therefore, for the purposes of this analysis, the LRT Alternatives are 
discussed together, except where an LRT Alternative would have impacts that would be 
substantially different from the others. 


3.10.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the proposed project conflict with applicable legal requirements 
related to hydrology or water quality, including a violation of state water 
quality standards or waste discharge requirements? 


The applicable WDRs for the Expo Phase 2 project are specified in the Municipal NPDES 
Permit and the Industrial General Permit. As stated above, construction impacts are discussed 
in Chapter 4 (Construction Impacts); the Construction General Permit, the Discharge of Non-
Hazardous Contaminated Soils WDRs, and the Construction Dewatering WDRs are considered 
there. 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Widening the I-405 would physically 
modify the area and impact water discharge, but no conflict is anticipated. The project would 
comply with Caltrans NPDES permit regulations, runoff would drain into freeway storm drains 
instead of city storm drains, and the project would not further impair 303(d)-listed water bodies. 
Potential operational impacts on water quality associated with increased bus capacity would be 
minimal. Therefore, the No-Build Alternative would not violate any water quality standards or 
waste discharge requirements. The No-Build Alternative would result in a less-than-significant 
impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As a result, operational effects on water quality would be minimal, 
and the TSM Alternative would result in a less-than-significant impact. 


LRT Alternatives 


Pollutants and their concentrations in runoff vary according to land cover, land use, topography, 
and the amount of impervious cover, as well as the intensity and frequency of irrigation or 
rainfall. Runoff in developed areas may typically contain oil, grease, and metals accumulated in 
streets, driveways, parking lots, and rooftops, as well as pesticides, herbicides, particulate 
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matter, nutrients, animal waste, and other oxygen-demanding substances from landscaped 
areas. 


It is anticipated that the proportion of impervious to pervious surfaces in the study area would 
remain similar to existing conditions with implementation of the LRT Alternatives—that is, the 
mostly paved study area would remain paved. In some cases, existing impervious surface cover 
would be replaced with pervious surface cover. Therefore, facilities associated with the LRT 
Alternatives would not contribute to a substantial increase in stormwater runoff. Moreover, all 
runoff leaving the alignments would be routed to existing underground storm drain systems 
and/or lined channels. Therefore, any potential increase in stormwater runoff within the 
alignments would not cause or contribute to off-site erosion water quality or habitat degradation. 
Operation of the light-rail vehicles along the guideway would not be expected to cause or 
contribute to substantial additional pollutant loads because the vehicles would be powered by 
overhead electrical lines and would generate only a small increase in oil, grease, and metals. 


The proposed maintenance facility would provide vehicle cleaning, maintenance, wheel truing 
facilities, and light repairs and could release oil and grease, metals, solvents (e.g., degreasing 
chemicals) onto surfaces that would be flushed into the existing underground storm drain 
systems. Also, trash and debris and other pollutants associated with the maintenance facility 
could be transported to the storm drain system. 


Operation of the LRT Alternatives would be subject to existing regulatory requirements, 
including Best Management Practices (BMPs) for materials and waste handling and parking 
facility BMPs, as well as waste discharge requirements and the SUSMP, all of which would 
reduce or eliminate effects associated with these pollutants. Additionally, pursuant to the 
Municipal Codes and the Municipal NPDES Permit, the LRT Alternatives would be required to 
implement and maintain post-construction BMPs to reduce potential stormwater pollution. 


The Metro Design Criteria requires that, at all stations, station parking lots, and the pedestrian 
pathway, sufficient trash containers be provided at convenient locations. Containers would be 
anchored to prevent loss of materials and covered to prevent rainfall comingling. Trash would 
be regularly removed. These measures would prevent adverse water quality effects associated 
with these gross pollutants. 


Existing regulations, described in Section 3.10.3 (Regulatory Setting), would ensure that the 
LRT Alternatives would not violate any waste discharge requirements during operational 
activities. Therefore, operation of any of the LRT Alternatives would not violate water quality 
standards or waste discharge requirements and a less-than-significant impact would occur. 


Criterion Would the proposed project substantially degrade groundwater quality or 
interfere with groundwater recharge, or deplete groundwater resources in a 
manner that would cause water-related hazards, such as subsidence? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The paving associated with this 
portion of the project in the Expo ROW would not be expected to affect groundwater recharge in 
the area. The existing drainage systems are sufficient to contain and treat anticipated increased 
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runoff and no increase in pollutant loadings is anticipated that would percolate into groundwater. 
Bus and other on-street improvements are also proposed as part of the No-Build Alternative but 
they would not involve ground disturbance or interference with groundwater quality or recharge. 
Therefore, the No-Build Alternative would not increase groundwater supply withdrawals, would 
not alter groundwater recharge potential, and would not affect groundwater quality. The No-
Build Alternative would result in no impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 study area transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses, which would not affect groundwater resources. As with the No-Build 
Alternative, the TSM Alternative would result in no impact. 


LRT Alternatives 


No new wells would be developed as part of the LRT Alternatives and there would be no direct 
effect on groundwater levels. Potential indirect effects on groundwater levels are discussed 
below. 


Potential groundwater recharge within the Santa Monica Basin is primarily from upland runoff 
through streams and over land surfaces. Direct precipitation on the basin within the proposed 
project study area is not a major source of groundwater recharge. However, groundwater 
recharge could be impeded if a substantial amount of pervious (i.e., unpaved) area was 
converted to impervious (i.e., paved) surfaces. Pervious portions of the alignment would remain 
essentially pervious (ballast or crushed rock guideway) except for the Expo/Westwood Station 
parking facility area between Overland Avenue and Westwood Avenue in Segment 1, and the 
Expo/Bundy Station parking facility between Barrington and Centinela in Segment 2, which 
would be paved. Therefore, the LRT Alternatives may create some additional impervious areas 
with construction in Segment 1 (approximately 1.1 acres), Segment 1a (approximately 0.7 acre), 
and Segment 3 (approximately 0.6 acre) for stations, station parking facilities, and the 
guideway. However, because rainfall is not a major source of groundwater recharge in the study 
area, the increase in impervious surface created by the project would not substantially affect 
groundwater recharge. The development of the remainder of Segment 2 and Segment 3a would 
not increase pervious area as the majority of these segments are paved currently. The LRT 
Alternatives would result in a less-than-significant impact. 


Criterion Would the proposed project alter the existing drainage pattern of the site or 
area in a manner that would cause substantial flooding, erosion, or 
siltation? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. For the I-405 Widening project, a 
Construction SWPPP would be prepared to ensure compliance with existing NPDES permits 
and implementation of BMPs would prevent sediment and other pollutants from entering the 
storm drain system. Four drainages need to be relocated but they are not located in the Expo 
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Phase 2 ROW. Bus and other on-street improvements are also proposed in the No-Build 
Alternative but these modifications would occur in a highly urbanized area and not affect 
wetlands. Therefore, the No-Build Alternative would result in no impact with respect to 
drainage. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2  community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses, which would not alter drainage patterns. As with the No-Build 
Alternative, the TSM Alternative would result in no impact. 


LRT Alternatives 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


Development of the parking facility at the Expo/Westwood Station would increase the amount of 
impervious area by approximately 1 acre, which could contribute to localized flooding within this 
area and vicinity. This is a potentially significant impact. Implementation of mitigation measure 
MM WQ-1 would reduce potential effects of localized flooding within the 100-year flood zone in 
Segment 1 to a less-than-significant level. 


MM WQ-1 The Expo Authority shall grade the Expo/Westwood Station and associated 
station parking facility and provide a stormwater drainage system with 
detention facilities and/or pervious pavement adequate to convey runoff from 
the Expo/Westwood Station during a 100-year storm event to prevent on-site 
flooding. The Expo Authority shall also implement stormwater detention 
facilities and/or pervious pavement for parking lots to reduce the off-site peak 
runoff from the Expo/Westwood Station and associated parking lots to 
existing condition levels. All detention facilities shall be designed to drain 
within 48 hours to minimize vector control and human safety concerns. 


The Expo Authority shall include these facilities and their design 
specifications in the engineering plans. Use of pervious pavement shall be 
consistent with the SUSMP and Municipal NPDES Permit limitations on 
infiltration BMPs. Construction and operation of these BMPs shall be 
incorporated as part of the proposed project and subject to all applicable 
existing regulatory requirements. 


Segment 1a: Venice/Sepulveda, Segment 2: Sepulveda to Cloverfield, Segment 3: 
Olympic, and Segment 3a: Colorado (All LRT Alternatives) 


There would be site grading and some increase in impervious surface within Segment 1a, 
Segment 2, Segment 3, and Segment 3a, but the existing area topography would be retained. 
While the volume of runoff water would increase, the existing drainage pattern of the site and its 
surroundings would not be changed in a manner that would result in substantial flooding, 
erosion, or siltation, and a less-than-significant impact would occur. 
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Criterion Would the proposed project create or contribute to runoff that would 
exceed the drainage and flood control capacity of existing or planned 
stormwater drainage systems? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. In total, The I-405 Widening project 
would include paving of permeable land (14.3 acres) and disturb 121 acres of soil area. Bus and 
other on-street improvements are also proposed are also proposed as part of the No-Build 
Alternative but would not adversely affect drainage systems. Therefore, the No-Build Alternative 
could alter runoff conditions but would not contribute to drainage system capacity exceedance. 
The No-Build Alternative would result in a less-than-significant impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses which would not contribute to additional runoff. As with the No-Build 
Alternative, the TSM Alternative would result in a less-than-significant impact. 


LRT Alternatives 


Because the LRT Alternatives would not substantially increase flooding or runoff as previously 
discussed, and the project would implement mitigation measure MM WQ-1, the LRT 
Alternatives would not contribute to flows exceeding the capacity of existing or planned 
stormwater drainage systems, and impacts would be less than significant. 


Criterion Would the proposed project place within a 100-year flood hazard area 
structures that would impede or redirect flood flows, or otherwise expose 
people and/or property to water-related hazards, such as flooding? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. There is no 100-year flood hazard 
area associated with the 405 project within the Expo Phase 2 ROW. Bus and other on-street 
improvements are also proposed as part of the No-Build Alternative but such improvements 
would not affect flood flows. Therefore, the No-Build Alternative would result in no impact 
associated with flooding hazards. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 







page 3.10-13


3.10. Hydrology/Water Quality 


Exposition Corridor Transit Project Phase 2 DEIR 
January 2009 


stops and additional buses. In addition to the impacts identified in the No-Build Alternative, the 
TSM Alternative would construct upgraded bus stops. However, the new on-street 
improvements would not affect flood flows. Therefore, the TSM Alternative would result in no 
impact associated with flooding hazards. 


LRT Alternatives 


Segment 1: Expo ROW (LRT Alternatives 1 and 2) 


The proposed Expo/Westwood Station would be located within an area designated as a 100-
year flood hazard area Zone A, as illustrated by Figure 3.10-2 (100-Year Floodplains). 
Placement of the LRT system within a designated 100-year flood hazard area would result in a 
potentially significant impact. Initial surveys appropriate for this stage of project development 
suggest that project facilities would not be at an elevation that would result in flood hazard. This 
is further bolstered by the fact that several properties in the area have successfully obtained 
Letters of Map Amendment (LOMA) from FEMA, demonstrating that those properties, or 
portions of the property, are not at an elevation that would result in flood hazard. Should 
Segment 1 be part of the Locally Preferred Alternative (LPA), the Expo Authority will conduct a 
detailed survey during PE, and would request a determination from FEMA that distinguishes the 
station area as outside the 100-year flood hazard area. 


Removing the proposed project alignment from the FEMA-defined 100-year flood hazard area, 
or mitigating potential flooding, would ensure that the LRT system is not exposed to service 
disruption during a flood event and that people and structures are not exposed to flood risks. 
This can be accomplished through implementation of either of the mitigation measures 
described below. 


MM WQ-2(a) The Expo Authority shall conduct a detailed topographic survey of the 
Segment 1 (Expo ROW) within the Federal Emergency Management Agency 
(FEMA)-defined 100-year flood hazard area, including Westwood Boulevard, 
and extending at least 50 feet beyond the proposed project ROW. The Expo 
Authority shall consult with the Los Angeles County Department of Public 
Works and/or FEMA to determine the current flood elevations within this area. 
The Expo Authority shall submit an application to FEMA for a LOMA, 
removing the proposed project alignment from the FEMA 100-year flood 
hazard area. 


OR: 


MM WQ-2(b) The Expo Authority shall design drainage and flood protection improvements 
to remove the portion of the LRT Alternative from the Federal Emergency 
Management Agency (FEMA)-defined 100-year flood hazard area. This shall 
include sufficient drainage structures to pass existing flood flow from areas 
up-gradient from the portion of the LRT Alternative to areas down-gradient, 
such that there is no net change in off-site flooding and flood flows or on 
storm drain system capacity. This may include rerouting of flood waters from 
Westwood Boulevard at locations further north from the portion of the LRT 
Alternative to bypass the alignment corridor and Westwood Boulevard 
intersection. 
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Prior to the beginning of construction activities, the Expo Authority shall 
submit to FEMA an application for and obtain a Conditional Letter of Map 
Revision (CLOMR) and shall implement all conditions imposed by FEMA. The 
CLOMR would ensure that the project design is sufficient for removing the 
portion of the LRT Alternative from the 100-year flood hazard area. Prior to 
the beginning of operation, the Expo Authority shall obtain a Letter of Map 
Revision (LOMR), and potentially a No Rise Certificate, indicating that 
construction and implementation of the designed improvements have been 
conducted in accordance with the CLOMR and FEMA requirements and that 
the proposed project alignment corridor has been effectively removed from 
the 100-year flood hazard area. 


Implementation of Segment 1 (Expo ROW) would use fill material, or place 
other structures (such as station platforms) in the floodplain, that could 
impede flood flows or reduce flood storage capacity. Therefore, MM WQ-2(b) 
shall not include use of fill material within an existing floodplain unless 
sufficient additional detention and flood storage is also provided. Any 
detention used as part of the flood improvements shall be designed to drain 
within 48 hours to minimize vector control and human safety issues. 


The Expo Authority shall include any facilities used for flood improvements 
and their design specifications in the engineering drawings. As such, 
construction and operation of these facilities shall be incorporated as part of 
the proposed project and subject to existing regulatory requirements. 


With implementation of mitigation measure MM WQ-2, LRT Alternatives 1 and 2 would result in 
a less-than-significant impact in terms of flood hazards. 


Segment 1a: Venice/Sepulveda, Segment 2: Sepulveda to Cloverfield, Segment 3: 
Olympic, and Segment 3a: Colorado (All LRT Alternatives) 


Segment 1a, Segment 2, Segment 3, and Segment 3a (all LRT Alternatives) are not located 
within a flood hazard area; therefore, development in these areas would have no impact 
associated with flood hazards. 


Impact Summary by Alternative 


Table 3.10-1 (Summary of Hydrology/Water Quality Impacts by LRT Alternative) provides a 
summary of the anticipated hydrology and water quality impacts by LRT Alternative. 
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Table 3.10-1 Summary of Hydrology/Water Quality Impacts by LRT Alternative 


Impact Findings with Mitigations 


LRT Alternative 


Surface 
Water 
Quality 


Groundwater
Quality 


Drainage Patterns 
and Runoff Capacity Flood Hazards 


LRT 1: Expo ROW–
Olympic NI NI 


With MM WQ-1, 
Expo/Westwood 
Station—Localized 
Flooding would be LTS 


With MM WQ-2, 
Potential Flooding—
100-Year Flood Zone 
would be LTS 


LRT 2: Expo ROW–
Colorado NI NI 


With MM WQ-1, 
Expo/Westwood 
Station—Localized 
Flooding would be LTS 


With MM WQ-2, 
Potential Flooding—
100-Year Flood Zone 
would be LTS 


LRT 3: Venice/ 
Sepulveda–Olympic NI NI NI NI 


LRT 4: Venice/ 
Sepulveda–Colorado NI NI NI NI 


SOURCE: DMJM Harris. 
NI= no impact; LTS= less than significant 
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3.4 Air Quality 


3.4.1 Introduction 


This section describes existing air quality conditions in the South Coast Air Basin (Basin) and in 
the project corridor, as well as the various plans and regulations that are intended to attain 
federal and state air quality standards. Air quality impacts of the Expo Phase 2 project 
compared with no-build conditions are also evaluated within this section. Greater detail on the 
air quality analysis may be found in the Air Quality Technical Background Report prepared for 
this project. Bibliographic references are located in Appendix B (Bibliography). 


3.4.2 Existing Conditions 


Both the federal and state governments have established ambient air quality standards for 
outdoor concentrations of specific pollutants, referred to as “criteria pollutants,” in order to 
protect public health. These standards have been set at concentration levels to protect the most 
sensitive individuals from illness or discomfort with a margin of safety. It is the responsibility of 
the South Coast Air Quality Management District (SCAQMD) to bring local air quality into 
attainment with federal and state ambient air quality standards, which are identified later in this 
section. 


The criteria pollutants for which federal and state standards have been published—and that are 
most relevant to air quality planning and regulation in the Basin—are ozone (O3), carbon 
monoxide (CO), fine suspended particulate matter (PM10 and PM2.5), nitrogen dioxide (NO2) and 
sulfur dioxide (SO2). Information on these pollutants is presented in Table 3.4-1 (Criteria 
Pollutants). 


Table 3.4-1 Criteria Pollutants 


Pollutant Description 


Ozone (O3) 


Highly reactive and unstable gas formed when volatile organic compounds (VOCs) 
and nitrogen oxides (NOX), both byproducts of internal combustion engine 
exhaust, undergo slow photochemical reactions in the presence of sunlight. Ozone 
concentrations are generally highest during the summer months when direct 
sunlight, light wind, and warm temperature conditions are favorable to the 
formation of this pollutant. 


Carbon 
Monoxide (CO) 


Colorless, odorless gas produced by the incomplete combustion of carbon-
containing fuels, such as gasoline or wood. CO concentrations tend to be the 
highest during winter mornings, when there is little to no wind and surface-based 
inversions trap the pollutant at ground levels. Because CO is emitted directly from 
internal combustion engines, unlike ozone, motor vehicles operating at slow 
speeds are the primary source of CO in the Basin. The highest ambient CO 
concentrations are generally found near congested transportation corridors and 
intersections. 
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Table 3.4-1 Criteria Pollutants 


Pollutant Description 
Respirable 
Particulate Matter 
(PM10) and Fine 
Particulate Matter 
(PM2.5) 


Extremely small, suspended particles or droplets 10 microns and 2.5 microns or 
smaller in diameter, respectively. Some sources of particulate matter, like pollen 
and windstorms, are naturally occurring. However, in populated areas, most 
particulate matter is caused by road dust, diesel soot, combustion products, 
abrasion of tires and brakes, and construction activities. 


Nitrogen dioxide 
(NO2) 


Compound produced by the combustion of fossil fuels, such as in internal 
combustion engines (both gasoline and diesel powered), as well as point sources, 
especially power plants. Of the seven types of nitrogen oxide compounds, NO2 is 
the most abundant in the atmosphere. As ambient concentrations of NO2 are 
related to traffic density, commuters in heavy traffic may be exposed to higher 
concentrations of NO2 than those indicated by regional monitors. 


Sulfur dioxide 
(SO2) 


Colorless, extremely irritating gas or liquid. SO2 enters the atmosphere as a result 
of burning high sulfur-content fuel oils and coal and from chemical processes 
occurring at chemical plants and refineries. When SO2 oxidizes in the atmosphere, 
it forms sulfates (SO4). Collectively, these pollutants are referred to as sulfur 
oxides (SOX). 


SOURCE: U.S. EPA 2008 
 


Existing Regional Air Quality 


The Basin includes portions of Los Angeles, Riverside, and San Bernardino counties and all of 
Orange County. The Expo Phase 2 project would be located in the western portion of the Basin. 
Air quality within the Basin is influenced by dense population centers, heavy vehicular traffic, 
industry and local climate and meteorology. The configuration of the south coast region forms a 
basin with the surrounding mountains trapping air pollutants in the valleys below. The Basin 
experiences a persistent temperature inversion, which limits the vertical dispersion of air 
contaminants, holding them relatively near the ground. The combination of stagnant wind 
conditions and low inversions produces the greatest pollutant concentrations. 


Measurements of ambient concentrations of criteria pollutants are used by the United States 
Environmental Protection Agency (U.S. EPA) and the California Air Resources Board (ARB) to 
assess and classify the air quality of each air basin, county, or, in some cases, a specific 
developed area. The classification is determined by comparing monitoring data with national 
and California air quality standards (refer to Section 3.4.3 [Regulatory Setting]). If a pollutant 
concentration in an area is lower than the standard, the area is classified as being in 
“attainment.” If the pollutant exceeds the standard, the area is in marginal, moderate, serious, 
severe, or extreme “nonattainment,” depending on the magnitude of the air quality standard 
exceedance. If there are not enough data available to determine whether the standard is 
exceeded in an area, the area is designated “unclassified.” 


At the federal level, the Basin is designated as an extreme nonattainment area for ozone, 
meaning that federal ambient air quality standards are not expected to be met for more than 
17 years, and as a serious nonattainment area for PM10. The area is also a federal-level 
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nonattainment area for PM2.5. The federal status of the Basin for CO was recently upgraded to a 
“serious maintenance area” from nonattainment, and the Basin is in attainment for NOX. 


At the state level, the Basin is an extreme nonattainment area for ozone and a nonattainment 
area for PM2.5 and PM10. It is in attainment for the state CO standard, and it is in attainment for 
both the federal and state ambient air quality standards for SO2, and NO2, which is a pure form 
of NOX (California ARB 2006). 


The two air quality monitoring stations closest to the proposed project are the West Los 
Angeles–VA Hospital monitoring station and the Los Angeles–North Main Street monitoring 
station. Table 3.4-2 (Summary of Ambient Air Quality in the Proposed Project Vicinity) identifies 
the federal and state ambient air quality standards for the relevant air pollutants, along with the 
ambient pollutant concentrations that were measured at these stations between 2004 and 2006, 
which are the latest available data. 


Table 3.4-2 Summary of Ambient Air Quality in the Proposed Project Vicinity 


Year Air Pollutants Monitored Within SRA 2—Northwest Los 
Angeles County Coastal region 2004 2005 2006 
Ozone (O3)a 
Maximum 1-hour concentration measured 0.107 ppmc 0.114 ppm 0.099 ppm 
Number of days exceeding federal 0.12 ppm 1-hour standard 0 0 0 
Number of days exceeding state 0.09 ppm 1-hour standard 5 7 3 
Maximum 8-hour concentration measured 0.089 ppm 0.090 ppm 0.074 ppm 
Number of days exceeding federal 0.08 ppm 8-hour standard 1 1 0 
Number of days exceeding state 0.07 ppm 8-hour standard 6 5 0 
Nitrogen Dioxide (NO2)a 
Maximum 1-hour concentration measured 0.086 ppm 0.075ppm 0.078 ppm 
Number of days exceeding state 0.25 ppm 1-hour standard 0 0 0 
Annual average 0.020 ppm 0.017ppm 0.017 ppm 


Does measured annual average exceed federal 0.0534 ppm 
annual average standard? No No No 


Carbon Monoxide (CO)a 
Maximum 1-hour concentration measured 4 ppm 3 ppm 3 ppm 
Number of days exceeding national 35.0 ppm 1-hour 
standard 0 0 0 


Number of days exceeding state 20.0 ppm 1-hour standard 0 0 0 
Maximum 8-hour concentration measured 2.33 ppm 2.11 ppm 2.00 ppm 
Number of days exceeding federal 9.0 ppm 8-hour standard 0 0 0 
Number of days exceeding state 9.0 ppm 8-hour standard 0 0 0 
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Table 3.4-2 Summary of Ambient Air Quality in the Proposed Project Vicinity 


Year Air Pollutants Monitored Within SRA 2—Northwest Los 
Angeles County Coastal region 2004 2005 2006 
Respirable Particulate Matter (PM10)b 
Maximum 24-hour concentration measured 72.0 µg/m3, d 70.0 µg/m3 59.0 µg/m3


Number of days exceeding federal 150 µg/m3 24-hour 
standard 0 0 0 


Number of days exceeding state 50 µg/m3 24-hour standard 5 3 3 
Fine Particulate Matter (PM2.5)b 
Maximum 24-hour concentration measured 60.3 µg/m3 73.7 µg/m3 45.7 µg/m3


Number of days exceeding federal 65.0 µg/m3 24-hour 
standarde 0 2 0 


Sulfur Dioxide (SO2)b 
Maximum 24-hour concentration measured 0.015 ppm 0.010 ppm 0.006 ppm 
Number of days exceeding federal 0.14 ppm 24-hour 
standard 0 0 0 


Number of days exceeding state 0.04 ppm 24-hour standard 0 0 0 
SOURCE: ARB 2008 
a. Data are taken from the West Los Angeles-VA Hospital monitoring station. 
b. Data are taken from the Los Angeles–North Main Street monitoring station. 
c. ppm = parts per million by volume of air 
d. µg/m3 = micrograms per cubic meter 
e. Federal PM2.5 24-hour standard was changed to 35 µg/m3 in 2006. 


 


Sensitive Receptors 


The SCAQMD defines typical air quality sensitive receptors as schools, playgrounds, childcare 
centers, athletic facilities, hospitals, long-term health care facilities, rehabilitation centers, 
convalescent centers, and retirement homes. These are all land uses that could be occupied by 
individuals with a low tolerance for air quality pollutants such that negative health impacts could 
occur. These individuals include children, seniors, the physically ill, and/or those engaging in 
active physical activity. Figure 3.4-1 (Sensitive Receptors within 0.5 Mile of Proposed 
Alignments) and Figure 3.4-1a (Legend for Figure 3.4-1) depict the sensitive land uses found 
within 0.5 mile of the LRT Alternatives that could be affected due to increases in pollutant levels 
during operation of the LRT Alternatives. 


3.4.3 Regulatory Setting 


Air quality within the Basin is addressed through the efforts of various federal, state, regional, 
and local government agencies. These agencies work jointly, as well as individually, to improve 
air quality through legislation, regulations, planning, policy-making, education, and a variety of 
programs. The agencies responsible for improving the air quality within the Basin are discussed 
below. 
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Healthcare/Hospitals


1, Venice Family Clinic Sims Man Health & Wellness Center


2, Saint Johns Hospital & Health Center


3, New Center for Psychoanalysis


4, Brotman Medical Center


5,  UCLA Medical Center and Orthopedic Hospital


Senior Center/Convalescent
6, Ayres Residential Care


7, Berkley Gardens


8, Berkley East Convalescent Hospital


9, Cheviot Hills Golden Manor 


10, Comfort Keepers


11, Country Villa, Cheviot Garden 


12, Crescent Bay Convalescent Hospital


13, Culver City Multipurpose Senior Center


14, Culver City Senior  Center


15, Culver Village


16, Geneva Plaza


17, Good Shephard Convalescent


18, Hallmark Cheviot Hills


19, Holiday Villa 


20, Holiday Villa East


21, Inglewood Adult Center


22, Nazareth House


23, Oceanview Convalescent Hospital


24, Pacific Convalescent Center


25, Palm Court


26, Santa Monica Senior Center


27, Silvercrest Senior Citizens


28, Studio Royale


29, Sunrise Assisted Living Center


30, Westwood Playa Retirement


31, Wise Senior Center


Daycare/Preschools
32, 10th Street Preschool


33, Bright Start Learning Center


34, Butterfly Garden Preschool


35, California Wiz Kids


36, Cornerstone CDC (Bright Horizons)


37, Creative Space


38, Dreamland Preschool


39, Edison Preschool


40, Estrella E. Lee Center Head Start


41, Evergreen Community School


42, Greenhouse Daycare


43, Happyland Preschool


44, Hill An' Dale Discovery Pre-K Center


45, Kennedy Child Study Center


46, Les Enfants


47, Lighthouse Church Preschool


48, Linwood Howe Child Development Center


49, Little Village School


50, Los Amigos Head Start


51, Mann Family Early Childhood Center


52, Masonic Head Start


53, Mel-o-dee Montessori Center


54, Nelson Family Preschool-St. Joan of Arc


55, New Path Montessori


56, New World Montessori


57, Overland Star Camp


58, Palms Area Center Delta Head Start


59, Palms Recreation Center


60, Saint Augustine School Pre-K


61, Saint John's Presbyterian School


62, Samuel Goldwyn Center


63, Santa Monica Montessori


64, Santa Monica YMCA Child Development Center


65, Star-Overland


66, Step by Step Edu-Play Programs Inc.


67, Success! Educational Center


68, Sunshine Daydreams Child Development Center


69, Sunshine Learning Center & Preschool


70, The First School-Broadway


71, Turning Point


72, University Parents Co-Op


73, Waldorf Early Childhood Center


74, Welford R. Carter Christian Education Center


75, Wonder Years Preschool


76, YWCA of Santa Monica After School Program


Public Schools


77, Charnock Road Elementary School


78, Clover Avenue Elementary School


79, Edison Elementary School


80, La Ballona Elementary School


81, Linwood E. Howe Elementary School 


82, McKinley Elementary School


83, Overland Avenue Elementary


84, Palms Elementary School


85, Richland Ave Elementary School


86, New West Charter School


87, Palms Middle School


88, Santa Monica High School


89, Webster Middle School


90, Hamilton High School


91, Santa Monica College


92, Santa Monica College Madison Ave Campus


Private Schools


93, Crossroads Middle and High School


94, Crossroads Elementary School


95, Gan Israel Pre-School


96, Japanese Institute of Sawtelle


97, Le Lycée Français de Los Angeles Elementary School


98, Le Lycée Français de Los Angeles High School


99, Notre Dame Academy Elementary School


100, Notre Dame Academy High School


101, New Roads High School


101, Park Century School


103, PS No 1-Elementary School


104, Poseidon School


105, Redeemer Baptist School


106, Saint Augustine Elementary School


107, Saint Joan of Arc Elementary School


108, The Westview School


109, The Wildwood School


110, Windward School


111, Westside Waldorf School


112, Wilshire Boulevard Temple School
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Federal 


United States Environmental Protection Agency (U.S. EPA) 


The U.S. EPA is responsible for setting and enforcing the National Ambient Air Quality 
Standards (NAAQS) for atmospheric pollutants. As part of its enforcement responsibilities, the 
U.S. EPA requires each state with federal nonattainment areas to prepare and submit a State 
Implementation Plan (SIP) that demonstrates the means to attain the federal standards. The 
SIP must integrate federal, state, and local plan components and regulations to identify specific 
measures to reduce pollution, using a combination of performance standards and market-based 
programs within the timeframe identified in the SIP. The U.S EPA’s Transportation Conformity 
Rule requires metropolitan planning organizations (e.g., the Southern California Association of 
Governments [SCAG]) to make conformity determinations on projects before they are approved. 


State 


California Air Resources Board (ARB) 


The ARB, a part of the California EPA, is responsible for the coordination and administration of 
both federal and state air pollution control programs within California. In this capacity, the ARB 
conducts research, sets state ambient air quality standards, compiles emission inventories, 
develops suggested control measures, provides oversight of local programs, and prepares the 
SIP. 


Regional 


South Coast Air Quality Management District (SCAQMD) 


The SCAQMD is the agency principally responsible for comprehensive air pollution control in 
the Basin. To that end, the SCAQMD, a regional agency, works directly with the Southern 
California Association of Governments (SCAG), county transportation commissions, and local 
governments and cooperates actively with all federal and state government agencies. The 
SCAQMD develops rules and regulations, establishes permitting requirements for stationary 
sources, inspects emissions sources, and enforces such measures through educational 
programs or fines, when necessary. 


The SCAQMD is directly responsible for reducing emissions from stationary (area and point), 
mobile, and indirect sources. It has responded to this requirement by preparing a sequence of 
Air Quality Management Plans (AQMPs). The most recent of these was adopted by the 
Governing Board of the SCAQMD on June 1, 2007, to update and revise the previous 2003 
AQMP. The 2007 AQMP was prepared to comply with the federal and state Clean Air Acts and 
amendments, to accommodate growth, to reduce the high pollutant levels in the Basin, to meet 
federal and state ambient air quality standards, and to minimize the fiscal impact that pollution 
control measures have on the local economy. The purpose of the 2007 AQMP for the Basin is to 
set forth a comprehensive program that will lead the area into compliance with all federal and 
state air quality planning requirements. Specifically, the 2007 AQMP is designed to satisfy the 
California Clean Air Act (CCAA) tri-annual update requirements and fulfill the SCAQMD’s 
commitment to update transportation emission budgets based on the latest approved motor 
vehicle emissions model and planning assumptions. 
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Principal control measures of the 2007 AQMP focus on adoption of new regulations or 
enhancement of existing 2003 AQMP regulations for stationary sources and 
implementation/facilitation of advanced transportation technologies (i.e., zero-emission and 
alternative-fueled vehicles and infrastructure; fuel-cell vehicles; heavy-duty electric and hybrid-
electric vehicles; and both capital and noncapital transportation improvements). Capital 
improvements consist of high-occupancy vehicle (HOV) lanes; transit improvements; traffic flow 
improvements; park-and-ride and intermodal facilities; and freeway, bicycle, and pedestrian 
facilities. Noncapital improvements consist of rideshare matching and transportation demand 
management activities derived from the congestion management program. 


3.4.4 Analytic Methodology 


Information presented in this section is taken from the Transportation/Traffic Technical 
Background Report prepared for this project. Enhanced transit service typically offers regional 
air quality benefits by reducing automobile use and vehicle miles of travel (VMT). Increases in 
traffic around station areas also are evaluated to determine if localized traffic congestion and 
elevated air emissions will result. 


The analysis in this section focuses on the nature and magnitude of the change in the air quality 
environment due to implementation of the proposed project. Air pollutant emissions associated 
with each alternative would result from construction activities, project operation, and project-
related effects on traffic volumes. Effects associated with construction are discussed separately 
in Chapter 4 (Construction Impacts) of this document. Air quality impacts are estimated as they 
could affect the nearest sensitive uses. The net increase in project emissions generated by 
project operation activities and other secondary sources have been quantitatively estimated and 
compared to thresholds of significance recommended by the SCAQMD. SCAMQD thresholds 
were used in order to conform to state requirements. Since these thresholds are more stringent 
than the federal NAAQS, an exceedance of SCAMQD thresholds would occur before an 
exceedance of NAAQS. 


Operational emissions associated with each of the four LRT Alternatives were estimated using 
the URBEMIS2007 computer model developed for ARB and the countywide VMT information 
provided from Section 3.2 (Transportation/Traffic).48 VMT is a reliable indicator of emission 
levels. Emission estimates for the No-Build Alternative were used as a baseline to compare with 
the TSM Alternative and the four LRT Alternatives to determine the reduction in passenger 
vehicle-related emissions that would occur with implementation of the proposed project. 


The effects of motor vehicles on ambient CO concentrations were evaluated using the 
CAL3QHC dispersion model and traffic volumes provided in Section 3.2 (Transportation/Traffic). 
Each roadway link analyzed in the model is treated as a sequence of short sections. Each 
section of a roadway link is treated as a separate emission source producing a plume of 
pollutants that disperses downwind. Pollutant concentrations at any specific location are 
calculated using the total contribution from overlapping pollution plumes originating from the 
sequence of roadway sections. For this analysis, CO concentrations were estimated near six 
roadway intersections determined to operate at congested levels of service (LOS D, E, or F) 
during the year 2030 and also near sensitive receptors. 


                                                 
48 URBEMIS2007 is a model developed for ARB. The model incorporates mobile source emissions from 
the EMFAC 2007 computer model as well as the Institute of Transportation Engineers (ITE) trip 
generation rates for vehicle emission projections. 
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The only project toxic air contaminant (TAC) emission of potential concern would be Diesel 
Particulate Matter (DPM), a form of PM2.5 emitted mostly from diesel-powered equipment used 
during construction phases. The LRT system would be an electrical powered system, and 
therefore, operation of the LRT Alternatives would not result in the emission of DPM. The 
potential for violation of PM2.5 ambient air quality standards during construction are evaluated by 
comparison with appropriate Local Significance Thresholds (LST), as established by the 
SCAQMD. The Office of Environmental Health Hazards’ (OEHHA) Air Toxics Hot Spots 
Program Risk Assessment Guidelines, Air Toxics Hot Spots Program Guidance Manual for 
Preparation of Health Risk Assessments (August 2003) specify procedures for evaluating 
cancer risk from DPM exposure. Although a cancer risk factor has been established for DPM, 
the OEHHA Guidelines assume it would apply to a continuous exposure over a 70-year 
timeframe. DPM exposure from construction emissions would last a much shorter time in the 
limited portions of the project corridor while construction activities occur. Accordingly, the 
potential cancer risk from construction equipment DPM is not addressed in this analysis. 


3.4.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project conflict with or obstruct implementation of the applicable 
air quality plan? 


No-Build Alternative 


Regional VMT, and corresponding mobile source emissions, are expected to increase by 2030 
in response to increased population and economic activity as accounted for in the 2007 Air 
Quality Management Plan (AQMP) (refer to Table 3.4-3 [Annual Countywide Reductions in 
Criteria Pollutant Emissions Associated with Reduced Vehicle Single-Occupancy Miles Traveled 
in 2030, Los Angeles County]). The AQMP seeks to reduce mobile source emissions and 
thereby improve air quality with transit and other improvements, including the Expo Phase 2 
project. By excluding this project, the No-Build Alternative would conflict or obstruct 
implementation of the AQMP. However, the vast majority of other projects assumed in the 
AQMP would proceed. Therefore, the impact is less than significant. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The increased bus service would result in a decrease in VMT in Los 
Angeles County (refer to Table 3.4-3 [Annual Countywide Reductions in Criteria Pollutant 
Emissions Associated with Reduced Vehicle Single-Occupancy Miles Traveled in 2030, Los 
Angeles County]). While not in strict conformance with the AQMP because it does not include 
the Expo Phase 2 project, the TSM Alternative still represents improvements to regional transit 
service and would not obstruct implementation of the 2007 AQMP; therefore, implementation of 
the TSM Alternative would provide a beneficial impact. 
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Table 3.4-3 Annual Reductions in Criteria Pollutant Emissions Associated with Reduced Vehicle Single-Occupancy 
Miles Traveled in 2030, Los Angeles County 


Measure 


No-Build 
Alternative 
(baseline) 


TSM 
Alternative 


LRT 1: 
Expo ROW– 


Olympic Alternative 


LRT 2: 
Expo ROW– 


Colorado Alternative 


LRT 3: 
Venice/Sepulveda– 
Olympic Alternative 


LRT 4 
Venice/Sepulveda– 


Colorado Alternative 
VMT 223,164,138 223,163,833 223,073,743 223,120,245 223,147,690 223,152,265 


Countywide Emissions (Annual, Tons per Year) 
VOC 11,447.88 11,447.87 11,443.25 11,445.63 11,447.04 11,447.28 
NOX 13,127.14 13,127.13 13,121.83 13,124.56 13,126.18 13,126.45 
CO 131,703.25 131,703.08 131,649.89 131,677.34 131,693.57 131,696.29 
SOX 401.01 401.01 400.85 400.93 400.98 400.99 
PM10 70,218.60 70,218.50 70,190.15 70,204.78 70,213.43 70,214.88 
PM2.5 13,571.34 13,571.32 13,565.84 13,568.67 13,570.34 13,570.62 


Percent Change from No-Build (Tons per Year) 
VOC — -0.0000874 -0.0404442 -0.0196543 -0.0073376 -0.0052411 
NOX — -0.0000762 -0.0404505 -0.0196539 -0.0073131 -0.0052563 
CO — -0.0001291 -0.0405153 -0.0196730 -0.0073499 -0.0052846 
SOX — 0.0000000 -0.0398993 -0.0199496 -0.0074811 -0.0049874 
PM10 — -0.0001424 -0.0405163 -0.0196814 -0.0073627 -0.0052977 
PM2.5 — -0.0001474 -0.0405266 -0.0196738 -0.0073685 -0.0053053 
SOURCE: Data from URBEMIS2007; based on VMT in the Transportation/Traffic Technical Background Report. 
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LRT Alternatives 


The 2007 AQMP was prepared to reduce the high levels of pollutants within the areas under the 
jurisdiction of SCAQMD and to return clean air to the region, while minimizing impacts on the 
economy and accommodating growth. These goals are met through a number of management 
strategies as well as through numeric air quality targets. The 2007 AQMP provides the following 
strategy pertaining to transportation: 


Transit and Systems Management Strategy: This strategy relies primarily on the provision of 
facilities and infrastructure that incentivize an increase in the proportion of regional trips that 
make use of transit as a transportation mode. Such measures also promote the use of 
alternative modes of transportation (e.g., bicycle and pedestrian modes) and seek to 
incentivize increases in the average vehicle occupancy (AVO) or ridership (AVR) by 
facilitating van-pools, smart shuttles and other such strategies. Systems management 
measures include projects such as grade separation and traffic signal synchronization. 


The LRT Alternatives are included in regional transportation plans, which are required to be 
consistent with the regional AQMP by the federal Clean Air Act. SCAG’s Regional 
Transportation Plan (RTP), which was updated in 2008, meets the long-term transportation 
planning requirements specified in the Clean Air Act for reduction of on-road mobile source 
emissions. SCAG’s biennial Regional Transportation Improvement Program (RTIP) meets the 
short-term implementation requirements through prioritization and implementation of a special 
category of transportation projects called Transportation Control Measures (TCMs).49 The 
proposed LRT Alternatives are included in SCAG’s 2008 RTP and the 2008 RTIP, and as such, 
all four of the LRT Alternatives would be consistent with and would not conflict or obstruct with 
implementation of the 2007 AQMP. Therefore, implementation of the LRT Alternatives would 
provide a beneficial impact with regards to implementation of the 2007 AQMP. 


Criterion Would the project violate any air quality standard or contribute substantially 
to an existing or projected air quality violation? 


No-Build Alternative 


Regional VMT, and corresponding mobile source emissions, are expected to increase by 2030 
in response to increased population and economic activity (refer to Table 3.4-3 [Annual 
Countywide Reductions in Criteria Pollutant Emissions Associated with Reduced Vehicle Single-
Occupancy Miles Traveled in 2030, Los Angeles County]). Under the No-Build Alternative, air 
pollutant emissions would increase as a result of the increased VMT. The minor improvements 
in bus service on existing routes would have a small but positive impact on future air quality. 
Nevertheless, the No-Build Alternative would not be consistent with the SCAG RTP, the 2007 
AQMP, or the Metro Long Range Transit Plan (2001), because these plans that help attain air 


                                                 
49 The region is required to identify TCMs, as specified in the Clean Air Act (Section 108 (f)(1)(A)), and 
also by U.S. EPA’s Transportation Conformity Rule (40 CFR Part 93). In general, TCMs are those 
projects that provide emission reductions from on-road mobile sources, based on changes in the patterns 
and modes by which the regional transportation system is used. The various strategies considered as 
part of the 2008 RTP and 2008 RTIP are defined, collectively, as a single TCM, with specific strategies for 
various methods to reduce transportation-related emissions. If the Basin were to fall into a state of 
nonattainment for a criteria pollutant, only those projects identified as TCMs would be allowed to move 
forward. 
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quality standards assume the reduction in mobile source emissions associated with the Expo 
Phase 2 project. In the absence of the proposed Expo Phase 2 transit improvements, the No-
Build Alternative would contribute less to improving air quality. However, the vast majority of 
other projects assumed in the AQMP would proceed. Therefore, the impact is less than 
significant. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The increased bus service would result in a decrease in VMT in Los 
Angeles County (refer to Table 3.4-3 [Annual Countywide Reductions in Criteria Pollutant 
Emissions Associated with Reduced Vehicle Single-Occupancy Miles Traveled in 2030, Los 
Angeles County]). While not in strict conformance with the AQMP because it does not include 
the Expo Phase 2 project, the TSM Alternative still represents improvements to regional transit 
service and would not violate an air quality standard or contribute substantially to an existing or 
projected air quality violation. Therefore, implementation of the TSM Alternative would result in a 
beneficial impact with regards to air quality standards. 


LRT Alternatives 


The operation of the LRT Alternatives would result in a VMT that would be comparable to future 
baseline conditions, as shown in Table 3.4-3 (Annual Reductions in Criteria Pollutant Emissions 
Associated with Reduced Vehicle Single-Occupancy Miles Traveled in 2030, Los Angeles 
County). Implementation and operation of all LRT Alternatives would have a beneficial impact 
on regional pollutant levels over the life of the project because in comparison to the No-Build 
Alternative, the LRT Alternatives would result in lower regional VMT and a corresponding 
reduction in regional emission levels. Therefore, implementation of the LRT Alternatives would 
result in a beneficial impact with regards to air quality standards. 


Criterion Would the project exceed SCAQMD-recommended thresholds for daily 
emissions from construction and operation? 


No-Build Alternative 


Regional VMT, and corresponding mobile source emissions, are expected to increase by 2030 
in response to increased population and economic activity (refer to Table 3.4-3 [Annual 
Countywide Reductions in Criteria Pollutant Emissions Associated with Reduced Vehicle Single-
Occupancy Miles Traveled in 2030, Los Angeles County]). Under the No-Build Alternative, air 
pollutant emissions would increase as a result of the increased VMT. The minor improvements 
in bus service on existing routes would have a small but positive impact on future air quality. 
Nevertheless, the No-Build Alternative would not be consistent with the SCAG RTP, the 2007 
AQMP, or the Metro Long Range Transportation Plan (2001), because these plans that help 
achieve the SCAQMD thresholds for daily emissions assume the reduction in daily emissions 
associated with the Expo Phase 2 project. However, the vast majority of other projects assumed 
in the AQMP would proceed. Therefore, the impact is less than significant. 
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Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The increased bus service would result in a decrease in VMT in Los 
Angeles County (refer to Table 3.4-3 [Annual Countywide Reductions in Criteria Pollutant 
Emissions Associated with Reduced Vehicle Single-Occupancy Miles Traveled in 2030, Los 
Angeles County]). While not in strict conformance with the AQMP because it does not include 
the Expo Phase 2 project, the TSM Alternative still represents improvements to regional transit 
service and would not exceed recommended thresholds for daily operational emissions. 
Therefore, implementation of the TSM Alternative would result in a beneficial impact with 
respect to daily emissions thresholds. 


LRT Alternatives 


Implementation and operation of all LRT Alternatives would have a beneficial impact on regional 
pollutant levels over the life of the project. In comparison to the No-Build Alternative, the LRT 
Alternatives would result in lower regional VMT and a corresponding reduction in regional 
emission levels as shown in Table 3.4-3 (Annual Reductions in Criteria Pollutant Emissions 
Associated with Reduced Vehicle Single-Occupancy Miles Traveled in 2030, Los Angeles 
County). Implementation and operation of the LRT Alternatives would have a beneficial impact 
with respect to daily emissions thresholds. 


Criterion Would the operation of the project result in a cumulatively considerable net 
increase of any criteria pollutant for which the proposed project region is in 
nonattainment under an applicable federal or state ambient air quality 
standard (including releasing emissions which exceed quantitative 
thresholds for ozone precursors, including VOCs and NOX)? 


No-Build Alternative 


Regional VMT, and corresponding mobile source emissions, are expected to increase by 2030 
in response to increased population and economic activity (refer to Table 3.4-3 [Annual 
Reductions in Criteria Pollutant Emissions Associated with Reduced Vehicle Single-Occupancy 
Miles Traveled in 2030, Los Angeles County]). Under the No-Build Alternative, air pollutant 
emissions would increase as a result of the increased VMT. The minor improvements in bus 
service on existing routes would have a small but positive impact on future air quality. 
Nevertheless, the No-Build Alternative would not be consistent with the SCAG RTP, the 2007 
AQMP, or the Metro Long Range Transportation Plan (2001), because these plans that help 
achieve the ambient air quality standards assume the reduction in air emissions associated with 
the Expo Phase 2 project. However, the vast majority of other projects assumed in the AQMP 
would proceed. Therefore, the impact is less than significant. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The increased bus service would result in a decrease in VMT in Los 
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Angeles County (refer to Table 3.4-3 [Annual Reductions in Criteria Pollutant Emissions 
Associated with Reduced Vehicle Single-Occupancy Miles Traveled in 2030, Los Angeles 
County]). The TSM Alternative would result in lower countywide VMT and lower emissions of 
criteria pollutants for which the proposed project region is in nonattainment. Therefore, the TSM 
Alternative would have a beneficial impact. 


LRT Alternatives 


Implementation and operation of the LRT Alternatives would have a beneficial impact on 
regional pollutant levels over the life of the project. In comparison to the No-Build Alternative, 
the LRT Alternatives would result in lower countywide VMT and emissions (refer to Table 3.4-3 
[Annual Reductions in Criteria Pollutant Emissions Associated with Reduced Vehicle Single-
Occupancy Miles Traveled in 2030, Los Angeles County]). 


Criterion Would the project expose sensitive receptors to substantial pollutant 
concentrations? 


While emissions of most criteria pollutants disperse quickly, ambient CO emissions tend to be 
most concentrated near congested intersections. Therefore, CO emissions are of concern for 
local sensitive receptors. 


Operation of a project may contribute to increased vehicle traffic in its vicinity, which may 
contribute to off-site air quality impacts. Areas of vehicle congestion have the potential to create 
“pockets” of CO called “hotspots.”50 Hotspots are usually created in locations where vehicles are 
subject to traffic congestion, reduced speeds, and queuing. Because CO is emitted directly from 
internal combustion engines, motor vehicles operating at slow speeds are the primary source of 
CO in the Basin. The highest ambient CO concentrations are generally found near congested 
transportation corridors and intersections. The intersection(s) that would be affected by the 
proposed project were identified and the level of service and volume-to-capacity impacts of the 
proposed project alternatives were quantified. Construction-related pollutant concentrations are 
evaluated in Chapter 4 (Construction Impacts). 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Within the Expo Phase 2 ROW, the 
I-405 Widening project would result in increased air emissions, but would not expose sensitive 
receptors to substantial pollution concentrations. The No-Build Alternative also includes 
improvements to bus operations and converting a larger percentage of the Metro fleet to CNG, 
which would reduce criteria air pollutant emissions. Therefore, the No-Build Alternative would 
result in a less-than-significant impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 


                                                 
50 A CO hotspot is defined as a roadway segment where the CO levels exceed the state 20.0 ppm 1-hour 
standard or the state and federal 9.00 ppm 8-hour standard. 
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additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As shown in Table 3.4-4 (Carbon Monoxide Concentrations Near 
Six “Worst-Case” Intersections), the TSM Alternative would result in a less-than-significant 
impact.   


LRT Alternatives 


Localized CO Concentrations 


Intersection operations and air quality analyses were performed to assess whether traffic 
generated by patrons of the LRT system accessing the proposed stations would contribute to 
congestion at nearby intersections, potentially resulting in longer vehicle idling times and 
additional vehicle emissions near study area intersections. These circumstances could lead to 
CO hotspots affecting adjacent sensitive receptors. CO emissions make up approximately 
80 percent of the total emissions from motor vehicles, while VOC, NOX, and PM10 collectively 
represent 20 percent of the total emissions. 


Intersections with the potential to have increased idling and localized CO emission 
concentrations are those that would operate at LOS D or worse in 2030. Six such intersections 
were identified and each was evaluated for one-hour CO concentrations for the morning and 
evening peak periods. If results for these six “worst-case” intersections do not show impacts 
above threshold concentrations, then intersections with better operations and less idling also 
would not have CO concentrations exceeding thresholds. 


The results of the CO calculations are presented in Table 3.4-4 (Carbon Monoxide 
Concentrations near Six “Worst-Case” Intersections). The estimated reductions in CO emissions 
shown in Table 3.4-4 for 2030 are primarily the result of projected improvements in vehicle 
technology that would occur with or without the project. Forecasted future CO concentrations 
near the study intersections would be much lower than either federal or state ambient air quality 
standards. Therefore, CO hotspots would not occur within the study area as a result of any of 
the LRT Alternatives. The impact on localized CO concentrations would be less than 
significant. 


Station Parking Areas 


Localized CO concentrations also can be a concern at station parking structures and lots. 
Similar to congested intersections, large numbers of vehicles idling in parking areas can create 
CO hotspots that may affect nearby sensitive receptors. As long as vehicles entering and exiting 
the parking facilities are not subject to major delay causing substantial idling time, it is unlikely 
that a CO hotspot in excess of the 1-hour or 8-hour air quality standard would be created. 


Based on conceptual station site plans (Appendix F), the design of the parking structures and 
lots would allow two-way circulation, would not include any dead-end aisles, and would provide 
two ingress/egress points to serve anticipated vehicle demand. In addition, the parking 
structures and lots would be “open air” facilities, meaning that solid walls would not enclose the 
facility. Further, the Basin has been in attainment for CO, and the CO concentrations at the six 
selected intersections shown in Table 3.4-4 (Carbon Monoxide Concentrations near Six “Worst-
Case” Intersections) were below the SCAQMD’s threshold of significance with higher traffic 
volumes than would occur at the parking structures and lots. Thus, also the project would 
contribute some CO to the area, the impact on localized CO concentrations would be less than 
significant. 
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Table 3.4-4 Carbon Monoxide Concentrations near Six “Worst-Case” Intersections 


Modeled One-Hour Concentrations with Backgrounda 
Existing TSM 2030 LRT 2030 


Segment Intersection 
AM 


Peak 
PM 


Peak
AM 


Peak
PM 


Peak
AM 


Peak
PM 


Peak


One-hour 
State 


Standard 


Segment 1a: Venice/Sepulveda Hughes Avenue/Venice Boulevard 28 26 9.7 9.7 9.7 9.6 20 
Segment 1a: Venice/Sepulveda Sepulveda Boulevard/Palms Boulevard 22 26 8.6 7.7 8.6 8.1 20 


Segment 2: Sepulveda to Cloverfield Sepulveda Boulevard/Exposition 
Boulevard 21 19 7.4 6.8 7.4 6.8 20 


Segment 2: Sepulveda to Cloverfield Stewart Street/Olympic Boulevard 25 25 8.3 8.4 8.3 8.4 20 
Segment 3: Olympic 20th Street/Olympic Boulevard 23 24 7.5 7.7 7.5 7.9 20 
Segment 3: Olympic/ 
Segment 3a: Colorado 4th Street/Colorado Avenue 20 22 7.2 7.5 7.2 7.5 20 


Modeled Eight-Hour Concentrations with Background 
Existing TSM 2030 LRT 2030 


Segment Intersection 
AM 


Peak 
PM 


Peak
AM 


Peak
PM 


Peak
AM 


Peak
PM 


Peak


State/Federal
8-hour 


Standard 


Segment 1a: Venice/Sepulveda Hughes Avenue/Venice Boulevard 19 18 63. 6.3 6.3 6.3 9.0 


Segment 1a: Venice/Sepulveda Sepulveda Boulevard/Palms Boulevard 15 18 5.6 4.9 5.6 5.2 9.0 


Segment 2: Sepulveda to Cloverfield Sepulveda Boulevard/Exposition 
Boulevard 15 13 4.7 4.3 4.7 4.3 9.0 


Segment 2: Sepulveda to Cloverfield Stewart Street/Olympic Boulevard 18 17 5.3 5.4 5.3 5.4 9.0 
Segment 3: Olympic 20th Street/Olympic Boulevard 16 17 4.5 4.9 4.5 5.0 9.0 
Segment 3: Olympic/ 
Segment 3a:Colorado 4th Street/Colorado Avenue 14 15 4.6 4.5 4.6 4.5 9.0 


SOURCE: URBEMIS2007 
a. Expressed in parts per million (ppm) 
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Criterion Would the project create objectionable odors affecting a substantial number 
of people? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The No-Build Alternative would not 
create objectionable odors affecting a substantial number of people within the Expo Phase 2 
ROW. Similarly, improvements to the bus operations, also part of the No-Build Alternative, 
would not create objectionable odors affecting a substantial population. Therefore, the No-Build 
Alternative would result in no impact with respect to odors. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As with the No-Build Alternative, the TSM Alternative would result in 
no impact with respect to odors. 


LRT Alternatives 


Objectionable odors are a localized phenomenon confined to the vicinity of the emitter of the 
odor. Offensive odors are usually associated with land uses that include agriculture and 
livestock, wastewater treatment plants, industrial plants, and composting and landfill facilities. 
The LRVs would be powered by electricity, which does not have a noticeable odor compared to 
automobiles or buses. Potential operational airborne odors could result from trash receptacles 
at the proposed station sites. However, existing Metro policies require that all trash receptacles 
located within station sites be enclosed and have lids and be emptied on a regular basis. 
Collection of the trash receptacles in a timely manner would serve to prevent substantial 
objectionable odors during operation. Because the LRT Alternatives would operate under these 
policies, a less-than-significant impact would result. 
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3.9 Hazards and Hazardous Materials 


3.9.1 Introduction 


This section describes the hazardous materials or hazardous conditions that could be 
encountered as a result of implementation of the proposed Expo Phase 2 project. Hazardous 
materials include, but are not necessarily limited to, solvents, fuels, and oils; metals, lead, and 
asbestos associated with older construction (pre-1974); paints, cleansers, and pesticides that 
are used in activities such as construction activities or building or grounds maintenance. 
Potential effects include those associated with exposure to pre-existing hazardous materials 
found along the alignment and hazardous materials used, stored, transported, or disposed of 
during proposed project operations. 


Greater detail on Hazards and Hazardous Materials can be found in the Hazards and 
Hazardous Materials Technical Background Report. Full bibliographic references can be found 
in Appendix B (Bibliography). 


Other issues related to hazardous materials or hazardous conditions that are evaluated 
elsewhere in this DEIR include the release of potential hazardous materials associated with the 
removal of existing track and pavement and the demolition of existing buildings, which are 
addressed in Chapter 4 (Construction Impacts); vehicle emissions and noise impacts associated 
with construction and/or operational activities occurring near a school, which are addressed in 
Section 3.4 (Air Quality) and Section 3.12 (Noise and Vibration); disturbance of a hazardous 
materials site listed in Section 65962.5 of the Government Code, which are addressed in 
Chapter 4 (Construction Impacts); emergency response or evacuation plans, which are 
addressed in Section 3.2 (Transportation/Traffic); and local circulation and emergency response 
times during operational and construction activities, which are addressed in Section 3.15 (Safety 
and Security). 


3.9.2 Existing Conditions 


Chapter 6.5 of the California Health and Safety Code sets forth regulations related to hazardous 
materials management and disposal and defines “hazardous materials” as “any material that, 
because of its quantity, concentration, or physical or chemical characteristics, poses a 
significant present or potential hazard to human health and safety or to the environment if 
released into the workplace or the environment.” 


Permitted Facilities Using Hazardous Materials 


Permitted facilities include those businesses that use hazardous materials or handle hazardous 
wastes in accordance with current hazardous materials and hazardous waste regulations. 
Multiple databases were searched to identify the number, type, and location of permitted 
facilities. Table 3.9-1 (Type and number of Permitted Facilities using Hazardous Materials by 
Segment) identifies the type and total number of permitted facilities within the 0.5-mile buffer 
area by segment (1 mile total) identified in the search. 
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Table 3.9-1 Type and Number of Permitted Facilities Using Hazardous Materials by 
Segment 
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Name and Description of Regulatory Database 


3 10 13 9 9 


RCRA-LQG—Resource Conservation and Recovery Act 
Information System Large Quantity Generators: Sites that 
generate, transport, store, treat, and/or dispose of hazardous wastes 
as defined by the Resource Conservation and Recovery Act. 
Facilities permitted to generate more than 1,000 kilograms (kg) of 
hazardous waste or over 1 kg of acutely hazardous waste per month. 


80 106 115 120 130 


RCRA-SQG—Resource Conservation and Recovery Act 
Information System Small Quantity Generators: Sites that 
generate, transport, store, treat and/or dispose of hazardous wastes 
as defined by the Resource Conservation and Recovery Act. 
Facilities permitted to generate more than 100 kg per month but less 
than 1,000 kg per month of non-acutely hazardous materials. 


34 41 42 32 29 UST—Underground Storage Tanks: Facilities permitted to maintain 
underground storage tanks (USTs) 


65 76 36 55 61 CA FID—Facility Inventory Database: Facilities on a historical 
listing of active and inactive USTs 


48 53 94 54 84 HIST UST—Hazardous Substances Storage Contained 
Database: Facilities on a historic list of UST sites 


1 2 3 1 0 AST—Aboveground Petroleum Storage Tank Facilities: Facilities 
with registered above ground storage tanks 


20 25 9 10 9 


DRYCLEANERS—Dry Cleaner-Related facilities: A list of 
drycleaner-related facilities that have EPA ID numbers, which are 
facilities with certain SIC codes, such as: power laundries; family and 
commercial laundries; garment pressing and cleaner’s agents; linen 
supply; coin-operated laundries and cleaning; dry-cleaning plants 
except rugs; carpet and upholstery cleaning; industrial launderers; 
laundry and garment services. 


1 1 3 1 1 


TRIS—Toxic Chemical Release System: Facilities that release 
toxic chemicals to the air, water, and land in reportable quantities 
under the Emergency Planning and Community Right-to-Know Act 
(SARA Title III, Section 313). 


76 34 93 69 81 


EMI—Emissions Inventory Data: Toxic and criteria pollutant 
emissions data collected by the California Air Resources Board 
(ARB) and local air pollution agencies for 25 different source 
categories, such as light-duty passenger cars, consumer products, or 
off-road equipment, to name a few, and assembled by County, air 
basin, air district, and statewide 
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Table 3.9-1 Type and Number of Permitted Facilities Using Hazardous Materials by 
Segment 
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Name and Description of Regulatory Database 


277 366 348 297 591 
HAZNET—Hazardous Waste Information System: Facilities that 
have filed hazardous waste manifests with the Department of Toxic 
Substances Control (DTSC). 


111 141 154 141 150 


FINDS—Facility Index System: FINDS contains both facility 
information and “pointers” to other sources of information that contain 
more detail. These include: Resource Conservation and Recovery 
Information System (RCRIS); Permit Compliance System (PCS); 
Aerometric Information Retrieval System (AIRS); FATES (which 
includes both the FIFRA [Federal Insecticides Fungicide Rodenticide 
Act] and the [Toxic Substances Control Act] TSCA Enforcement 
System); FTTS (which includes the FIFRA/TSCA Tracking Systems); 
Comprehensive Environmental Response, Compensation, and 
Liability Act(CERCLIS); DOCKET (enforcement Docket used to 
manage and track information on civil judicial enforcement cases for 
all environmental statutes); Federal Underground Injection Control 
(FURS); Federal Reporting Data System (FRDS); Surface 
Impoundments (SIA); TSCA Chemicals in Commerce Information 
System (CICS); PCB Activity Database System (PADS); RCRA-J 
(Resource Conservation and Recovery Act for medical transporters/ 
disposers); Toxic Chemical Release Inventory System (TRIS); and 
TSCA. 


716 855 910 789 1,145 Total 
SOURCE: EDR 2007 
This table summarizes the number of facilities located within the 0.5-mile buffer zone as identified by EDR. Sites located 
between adjoining segments are listed in both segments. Many of the facilities are permitted for more than one hazardous 
material use and, therefore, appear in more than one database. 


 


Environmental Cases and Spill Sites 


Environmental cases are opened for those sites that are suspected of releasing hazardous 
materials or have had cause for hazardous materials investigations and are identified on 
regulatory agency lists. Table 3.9-2 (Type and Number of Environmental Cases and Spill Sites 
by Segment) lists, by segment, the type and number of “Environmental Cases,” “Environmental 
Cases—No further Action or Referred to Another Agency,” and “Spill Sites” within a 0.5-mile 
buffer of the various alignment options. 
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Table 3.9-2 Type and Number of Environmental Cases and Spill Sites by Segment 
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Name and Description of Regulatory Database 
Environmental Cases 


14 14 13 5 11 
CA SLIC—Spills, Leaks, Investigations, and Cleanup Program: 
Sites with small to medium non-fuel contamination. Most are regulated 
under site cleanup requirements 


0 0 5 1 1 


CERCLIS—Comprehensive Environmental Response, 
Compensation and Liability Information System: Sites that are 
either on or proposed for inclusion on the National Priorities List (NPL) 
and sites that are in the screening and assessment phase for possible 
inclusion on the NPL 


0 0 0 0 0 RAATS—RCRA Administrative Action Tracking System: 
Enforcement actions taken under RCRA pertaining to major violations 


0 0 3 2 2 


VCP—Voluntary Cleanup Program: Contains low threat level 
properties with either confirmed or unconfirmed releases and the project 
proponents have requested that DTSC oversee investigation and/or 
cleanup activities and have agreed to cover DTSC’s costs 


0 0 0 0 0 DEED—Deed Restriction Listing: Sites that have been issued a deed 
restriction because of presence of hazardous materials 


2 1 0 0 0 NOTIFY 65—Proposition 65 Records: Facilities that have reported a 
release that could threaten a drinking water source 


0 1 8 5 4 
SWF/LF—Solid Wastes Facilities and/or Landfills Sites: Contain an 
inventory of solid waste disposal facilities or landfills in a particular 
state. Active, inactive, or closed solid waste disposal sites. 


8 15 10 9 9 
WDS—Water Discharge System, California Water Resources 
Control Board: Sites that have been issued waste discharge 
requirements 


2 2 2 2 3 


FTTS: Tracks administrative cases and pesticide enforcement actions 
and compliance activities related to FIFRA, TSCA and EPCRA 
(Emergency Planning and Community Right-To-Know-Act) over the 
previous five years 


17 31 59 63 62 LUST—Leaking Underground Storage Tanks: An inventory of 
reported leaking underground storage tank incidents 


12 30 47 54 56 


CORTESE: Identifies public drinking water wells with detectable levels 
of contamination, hazardous substance sites selected for remedial 
action, sites with known toxic material identified through the abandoned 
site assessment program, sites with USTs having a reportable release, 
and all solid waste disposal facilities from which there is known 
migration 
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Table 3.9-2 Type and Number of Environmental Cases and Spill Sites by Segment 
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Name and Description of Regulatory Database 


0 0 9 8 8 
WMUDS/SWAT—Waste Management Unit Database System: Used 
for program tracking and inventory of waste management units. The 
source is the State Water Resources Control Board. 


0 0 0 1 1 
BEP—Bond Expenditure Plan: Department of Health Services 
developed a site-specific expenditure plan as the basis for an 
appropriation of Hazardous Substance Cleanup Bond Act funds. 


4 4 9 7 6 


EnviroStor: DTSC recently replaced the “CalSites” database with a 
new database of hazardous substance release sites, known as the 
“EnviroStor” database. The DTSC’s site Mitigation and Brownfield 
Reuse Program’s (SMBRP’s) EnviroStor database identifies sites that 
have known contamination or sites for which there may be reasons to 
investigate further. 


59 98 165 157 163 Subtotal 
Environmental Cases - No Further Action or Referred to Another Agency 


0 1 27 4 5 


CERCLIS-NFRAP—Comprehensive Environmental Response, 
Compensation, and Liability Information System-No Further 
Remedial Action Planned: Sites that have been removed or archived 
from the inventory of CERCLIS sites. 


0 1 27 4 5 Subtotal 
Reported Spills 


15 13 13 25 25 
Emergency Response Notification System (ERNS): Records and 
stores information on reported releases of oil and hazardous 
substances 


2 2 2 2 1 
Hazardous Materials Incident Report System (HMIRS): Contains 
hazardous material spill incidents reported to the Department of 
Transportation 


17 24 29 50 57 
CHMIRS—California Hazardous Material Incident Report System: 
Information on reported hazardous material incidents, i.e. accidental 
releases or spills 


34 39 44 77 83 Subtotal 
93 138 236 238 251 Total 


SOURCE: EDR 2007 
This table summarizes the number of facilities located within the 0.5-mile buffer zone as identified by EDR. Sites located between 
adjacent segments are listed in both segments. Many of the facilities are permitted for more than one hazardous material use 
and, therefore, appear in more than one database. 
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Other Hazardous Materials 


The study area could contain other hazardous materials from previous land uses and/or existing 
conditions that could be encountered as a result of construction or demolition activities, 
including, but not necessarily limited to, asbestos, lead, polychlorinated biphenyls (PCBs), 
methane gas, and lead arsenate. Refer to Section 3.8 (Geology, Soils, and Seismicity) for 
information and analysis related to methane gas. 


Electromagnetic Fields (EMF) 


Federal and state agencies have reviewed past studies to determine if exposure to EMF causes 
adverse health effects and have found no basis for setting health standards to date (NIEHS 
2002). If an LRT Alternative is selected, the overhead catenary system (OCS) and traction 
power substations (TPSS) could be a potential source of EMFs. 


3.9.3 Regulatory Setting 


Federal 


Several federal agencies regulate hazardous materials. These include the Environmental 
Protection Agency (EPA), the Occupational Safety and Health Administration (OSHA), Federal 
Emergency Management Agency (FEMA), and the U.S. Department of Transportation (U.S. 
DOT). Major Federal laws include the Comprehensive Environmental Response, 
Compensation, and Liability Act, the Resource Conservation and Recovery Act, and the Toxic 
Substances Control Act. Applicable Federal regulations are contained primarily in Titles 10, 29, 
40, and 49 of the Code of Federal Regulations (CFR). 


State 


Primary state agencies with jurisdiction over hazardous chemical materials management are the 
California Environmental Protection Agency (Cal EPA), the Department of Toxic Substance 
Control (DTSC), and the Water Quality Control Board (WQCB). The DTSC is also responsible 
for submitting to the Secretary for Environmental Protection all hazardous materials sites 
identified within federal, state, and/or county hazardous waste lists and databases pursuant to 
Government Code Section 65962.5. Such lists include the CORTESE List which compiles 
hazardous materials sites pursuant to Government Code Section 65962.5. Other State or 
regional agencies involved in hazardous materials management are the Department of 
Industrial Relations (State OSHA implementation), Office of Emergency Services (OES—
California Accidental Release Prevention Implementation), South Coast Air Quality 
Management District (SCAQMD), California Air Resources Board (ARB), California Department 
of Transportation (Caltrans), State Office of Environmental Health Hazard Assessment 
(OEHHA—Proposition 65 implementation), and the California Integrated Waste Management 
Board (CIWMB). The enforcement agencies for hazardous materials transportation regulations 
are the California Highway Patrol (CHP) and Caltrans. Major State laws include Hazardous 
Materials Management Act, Hazardous Waste Control Act, Hazardous Substances Act, and 
Hazardous Materials Storage and Emergency Response. 
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Emergency Response to Hazardous Materials Incidents 


California has developed an Emergency Response Plan to coordinate emergency services 
provided by federal, state, and local government and private entities. Response to hazardous 
materials incidents is one component of this plan. The state OES administers the plan, which 
coordinates the responses of other agencies, including the Cal-EPA, the CHP, California 
Department of Fish and Game, and the Regional Water Quality Control Board (RWQCB). 


3.9.4 Analytic Methodology 


Data used to prepare this section were taken from various sources, including the general plans, 
the municipal codes, and the emergency plans of the cities of Culver City, Los Angeles, and 
Santa Monica; previous environmental studies prepared for the proposed project area; and 
other data sources. An Environmental Data Research (EDR) Data Map Corridor Study (EDR 
2007) was compiled for the study area; an environmental site assessment would be conducted 
after selection of the Locally Preferred Alternative (LPA). 


The existing and historic hazardous materials likely to be encountered along the alignments 
considered were identified through a search of federal and state regulatory agency databases 
for each alternative, as well as a 0.5-mile buffer area surrounding the alignments. A review of 
federal and state regulatory agency databases was conducted in October 2007. The analysis 
assumes that operation of the proposed project would comply with all applicable federal, state, 
and local laws and regulations governing hazardous or potentially hazardous materials. 


The analysis in this section focuses on the management of hazardous or potentially hazardous 
materials during operation of the proposed project. Potential construction-related impacts are 
analyzed in Chapter 4 (Construction Impacts). 


3.9.5 Criteria, Impact Evaluation, and Mitigation Measures 


Criterion Would the project routinely expose the public or the environment to 
hazardous materials? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. Compliance with the safety procedures mandated by applicable federal, state, and 
local laws would reduce routine exposure to the public or the environment to hazardous 
materials. Therefore, the No-Build Alternative would result in a less-than-significant impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. Bus operators would comply with the safety procedures mandated 
by applicable federal, state, and local laws would reduce routine exposure to the public or the 
environment to hazardous materials. As with the No-Build Alternative, the TSM Alternative 
would result in a less-than-significant impact. 
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LRT Alternatives 


Electromagnetic Fields 


Operation of light-rail transit would introduce new EMF sources associated with the electrical 
power system used to propel the vehicles, including the OCS and TPSS. Figure 3.9-1 
(Proposed TPSS Locations) shows the location of potential TPSS sites within the proposed 
project and the sensitive receptors within a 100-foot buffer zone. Because EMFs produced by 
LRT systems are relatively weak, TPSS are self-contained, and no sensitive receptors would be 
located within 100 feet of the TPSS sites, the proposed project would result in a less-than-
significant impact or increased risk to human health associated with EMFs. 


Transportation, Storage, and Use of Hazardous Materials 


Due to the nature of the proposed project as passenger transit, no hazardous materials would 
be intentionally transported during the operation of the LRT along the corridor. During 
operational activities, typical household-type and commercial cleaning products, as well as 
maintenance products, would be used to clean the stations and the interior of the light-rail 
vehicles. 


The LRT Alternatives would also include a maintenance facility. The maintenance facility would 
allow the storage of vehicles, and include maintenance and repair shops, interior vehicle 
cleaning, and exterior car washing, all of which could result in the accidental release of 
hazardous materials. The facility would also be equipped to provide wheel truing facilities and 
light repairs. Operation of the proposed maintenance facility would be monitored by federal and 
state agencies, such as Cal-OSHA and CalEPA that regulate safety practices and the use and 
disposal of potential hazardous materials. 


Grounds and landscape maintenance within the corridor, at each station, and at the 
maintenance facility could use a wide variety of commercial products containing hazardous 
materials, including cleaners and degreasers, solvents, paints, lubricants, adhesives, sealers, 
and pesticides/herbicides. Use of hazardous materials would present a slightly greater risk of 
accident than storage of hazardous materials. However, for those employees who would work 
with hazardous materials, the amount of hazardous materials that are handled at any one time 
along the corridor and at each station would be relatively small. Metro will develop policies and 
procedures governing hazardous materials to comply with the safety procedures mandated by 
applicable federal, state, and local laws, thereby reducing the potential consequences of an 
accident during handling. 


Federal, state, and local regulations govern the use, transportation, and storage of hazardous 
wastes. Hazardous materials are required to be stored in designated areas designed to prevent 
accidental release to the environment. California Building Code (CBC) requirements prescribe 
safe accommodations for materials that present a moderate explosion hazard, high fire or 
physical hazard, or health hazards. Appropriate documentation for all hazardous waste that is 
transported in connection with project-related activities would be provided as required for 
compliance with existing hazardous materials regulations codified in Titles 8, 22, and 26 of the 
California Code of Regulations, and their enabling legislation set forth in Chapter 6.95 of the 
California Health and Safety Code, as well as Title 49 of the Code of Federal Regulations. 
Compliance with all applicable federal and state laws related to the storage of hazardous 
materials would be implemented to maximize containment (through safe handling and storage 
practices) and to provide for prompt and effective cleanup if an accidental release occurs. 
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Therefore, the operation of the LRT system would pose a less-than-significant impact to the 
public and the environment from routine exposure to hazardous materials and wastes. 


Criterion Would the project create the potential for upset or accident conditions 
involving the release of hazardous materials? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. The No-Build Alternative could create the potential for upset or accident conditions 
involving the release of hazardous or potentially hazardous materials such as aerially deposited 
lead, asbestos and lead based paint. The contractor will be required to implement all 
recommendations proposed in the required initial site assessment. Compliance with the safety 
procedures mandated by applicable federal, state, and local laws would reduce the potential 
consequences of an accident involving the release of hazardous materials. The No-Build 
Alternative would result in a less-than-significant impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses and would not create potential for upset or accidents involving the 
release of hazardous materials. As with the No-Build Alternative, the TSM Alternative would 
result in a less-than-significant impact. 


LRT Alternatives 


The proposed project would include construction grading, the removal of existing track and 
pavement, and the demolition of existing buildings that could result in the release of potential 
hazardous materials. These construction-related effects are addressed in 
Chapter 4 (Construction Impacts). 


From an operational perspective, the exposure of individuals within the study area to hazardous 
materials through upset or accident conditions could occur by improper handling or use of 
hazardous materials or hazardous wastes during operation of the proposed project and/or 
through a collision of an LRV with a vehicle or train that contained hazardous materials. Due to 
the nature of the proposed project as passenger transit, no hazardous materials would be 
intentionally transported during the operation of the LRT along the corridor. During operational 
activities, typical household-type and commercial cleaning products, as well as maintenance 
products, would be used to clean the stations and the interior of the LRVs. The proposed 
maintenance facility would store and maintain vehicles, which could result in the generation of 
hazardous wastewater. Metro, the agency that will operate the project, has policies and 
procedures governing the use of hazardous materials for grounds and landscape maintenance 
that comply with the safety procedures mandated by applicable federal, state, and local laws, 
thereby reducing the potential consequences of an accident during handling. Federal, state, and 
local regulations govern the use, transportation, and storage of wastes identified as hazardous. 
Metro, as the agency that will operate the project, will comply with all of these regulations. 
Therefore, impacts related to reasonably foreseeable upset and accident conditions involving 
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the release of hazardous materials during operation of the LRT Alternatives that would create a 
significant hazard to the public or the environment would be less than significant. 


Criterion Would the project emit hazardous emissions or handle hazardous or 
acutely hazardous materials, substances, or waste within 0.25 mile of an 
existing or proposed school? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. Compliance with federal, state, and 
local laws and regulations would minimize the risk associated with the exposure of schools to 
hazardous or potentially hazardous materials. The Metro fleet is already 90 percent clean air 
CNG vehicles, and thus, even if operational emissions increase, no hazardous emissions would 
result. No new stationary sources of hazardous materials would be proposed for the No-Build 
Alternative. Therefore, the No-Build Alternative would result in a less-than-significant impact. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses that would not emit or carry hazardous or acutely hazardous 
materials. As with the No-Build Alternative, the TSM Alternative would result in a less-than-
significant impact related to the handling or emission of hazardous materials. 


LRT Alternatives 


There are several schools located along, and within 0.25 mile of, the LRT Alternative 
alignments. Section 3.4 (Air Quality) and Section 3.12 (Noise and Vibration) address vehicle 
and diesel emissions (air quality) and noise impacts associated with construction and/or 
operational activities to schools within 0.25 mile from the proposed alignment. With regard to 
operational activities, no new stationary sources of hazardous materials would be proposed for 
the Expo Phase 2 project, except the maintenance facility. New Roads High School is located 
within 0.25 mile of the maintenance facility; however, the facility would only handle routine 
cleaning products, landscaping materials, and some parts for LRV repair. Compliance with 
federal, state, and local laws and regulations minimize the risk associated with the exposure of 
schools to hazardous or potentially hazardous materials. Therefore, the LRT Alternatives would 
result in a less-than-significant impact related to the handling or emission of hazardous 
materials. 


Criterion Would the project be located on a site that is included on a list of hazardous 
materials sites compiled pursuant to Government Code Section 65962.5? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
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Expo Phase 2 ROW would be the I-405 Widening project. The portion of the I-405 Widening 
project within the Expo Phase 2 ROW contains no existing hazardous materials sites identified 
pursuant to Government Code Section 65962.5. No impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses and would not result in disturbance of any Section 65962.5 sites. As 
a result, no impact would occur. 


LRT Alternatives 


As identified in Table 3.9-2 (Type and Number of Environmental Cases and Spill Sites by 
Segment), the LRT Alternatives could be located on, or across from, hazardous materials sites 
identified within federal, state, and/or county hazardous waste lists and databases pursuant to 
Government Code Section 65962.5. Potential impacts associated with the disturbance of a 
hazardous materials site during construction activities is analyzed in Chapter 4 (Construction 
Impacts). From an operational perspective, the potential for accident conditions that could 
involve the release of hazardous materials is addressed in Section 3.15 (Safety and Security) 
and is less than significant. 


Criterion Would the project be located within 2 miles of a public airport or public use 
airport where the project would result in a safety hazard for people residing 
or working in the project area? 


The nearest airport to the study area is the Santa Monica Municipal Airport. The Santa Monica 
Municipal Airport is governed by the Santa Monica Airport Code and the Los Angeles Regional 
Planning Commission/Airport Land Use Commission’s Airport Land Use Compatibility (ALUC) 
guidelines. These guidelines are intended to provide for reasonable, safe, and efficient use of 
the airport as a public transportation facility. Potential land use development is to be judged 
compatible with the airport based on criteria set forth in the ALUC Procedural Policies contained 
in the Airport Land Use Compatibility document. According to the Santa Monica Municipal 
Airport Influence Area Map, the No-Build Alternative, TSM Alternative, and the LRT Alternatives 
would not occur within the Airport Influence Area for the Santa Monica Airport, which is 
generally bounded by Ocean Park Boulevard, Barrington Avenue, Dewey Street, and 
18th Street. 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. However, the only improvement that would change the physical environment in the 
Expo Phase 2 ROW would be the I-405 Widening project. The No-Build Alternative is not within 
the Airport Influence Area for the Santa Monica Airport; therefore, the No-Build Alternative 
would result in no impact related to safety hazards associated with the ongoing operation of a 
public airport. 
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Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses, which would not result in a safety hazard at the Santa Monica 
Airport. Therefore, the TSM Alternative would result in no impact related to safety hazards 
associated with the ongoing operation of a public airport. 


LRT Alternatives 


The nearest airport to the study area is the Santa Monica Municipal Airport which is 
approximately 1.2 miles from Segment 2 (Sepulveda to Cloverfield), between Bundy Drive and 
Walgreen Avenue. According to the Santa Monica Municipal Airport Influence Area Map, the 
LRT Alternatives would not occur within the Airport Influence Area for the Santa Monica Airport; 
therefore, the LRT Alternatives would result in no impact related to safety hazards associated 
with the ongoing operation of a public airport. 


Criterion Would the project physically interfere with an adopted emergency response 
or evacuation plan? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. The cities of Culver City, Los Angeles, and Santa Monica, as well as the County of 
Los Angeles, each has public safety elements and municipal code provisions that address 
emergency response and emergency evacuation procedures. The No-Build Alternative would 
comply with all applicable local, state, and federal laws and regulations governing emergency 
access and evacuation. Therefore, a less-than-significant impact associated with emergency 
response and evacuation would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. The cities of Culver City, Los Angeles, and Santa Monica, as well 
as the County of Los Angeles, each have public safety elements and municipal code provisions 
that address emergency response and emergency evacuation procedures. The TSM Alternative 
would comply with all applicable local, state, and federal laws and regulations governing 
emergency access and evacuation. Therefore, a less-than-significant impact associated with 
emergency response and evacuation would occur. 


LRT Alternatives 


Emergency response and emergency evacuation plans can be affected by temporary or 
permanent circulation changes, including road closures, lane reconfigurations, and other access 
changes associated with construction activities or a change in circulation patterns if the LRT 
Alternatives were implemented. The cities of Culver City, Los Angeles, and Santa Monica, as 
well as the County of Los Angeles, each has public safety elements and municipal code 
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provisions that address emergency response and emergency evacuation procedures. None of 
Metro’s operations will interfere with the ability of federal, state, or local jurisdictions to respond 
to emergency conditions. Section 3.2 (Transportation/Traffic) addresses the circulation changes 
proposed as part of the project and those that have been identified to avoid or reduce potential 
project-related congestion and emergency response. Section 3.15 (Safety and Security) 
addresses interference with local circulation and emergency response times during operational 
and construction activities. The proposed project would comply with all applicable local, state, 
and federal laws and regulations governing emergency access and evacuation. Therefore, a 
less-than-significant impact associated with emergency response and evacuation would 
occur. 


Criterion Would the project expose people or structures to a significant risk of loss, 
injury, or death involving wildland fires, including where wildlands are 
adjacent to urbanized areas or where residences are intermixed with 
wildlands? 


No-Build Alternative 


There would be roadway and transit service improvements associated with the No-Build 
Alternative. The study area is fully developed (i.e., urban) and does not contain any known 
wildlands. Therefore, the No-Build Alternative would not result in any impacts associated with 
wildland fires, and no impact would occur. 


Transportation Systems Management (TSM) Alternative 


The TSM Alternative would include all of the improvements under the No-Build Alternative and 
new on-street bus services to directly serve the Expo Phase 2 community transit needs. Those 
additional improvements would include minor physical modifications such as upgraded bus 
stops and additional buses. As with the No-Build Alternative, the study area is fully developed 
(i.e., urban), and no impact would occur. 


LRT Alternatives 


The study area is fully developed (e.g., urban) and does not contain any known wildlands 
designated by the California Department of Forestry and Fire Protection as a Substantial 
Wildfire Hazard Area or a Very High Fire Hazard Severity Zone, nor does the study area contain 
any wildfire hazard areas designated by any of the relevant General Plans. Therefore, the LRT 
Alternatives would not result in any impacts related to wildland fires, and no impact would 
occur. 













